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This manual provides instructions to install, setup, and operate the components of Veeder-Root Pressure
Management Control (PMC) equipment. The PMC feature is an option for the TLS console platform, and as such,
many of the installation/setup/operation instructions for non-PMC specific tasks are covered in TLS-3XX supplied
literature. Do not use this manual when PMC is installed with ISD. Use the ISD Setup & Operation Manual,
577021-800.

Site Requirements

Below are the requirements for all PMC installations:

¢ V-RTLS-350R/EMC w/BIR, TLS-350 Plus/EMC Enhanced, TLS-350/EMC and ProMax consoles with ECPU2
- install as per TLS-3XX Site Prep manual, setup following instructions in TLS-3XX System Setup Manual.

* A flash memory board (NVMEM208) for PMC software storage - installed on the ECPU2 board in place of the
console’'s 1/2 Meg RAM board - install as per TLS-350 Series Board and Software Replacement Manual, no
setup required.

* Smart Sensor Module and Vapor Pressure Sensor. Install and connect following instructions in the Vapor
Pressure Sensor installation Guide.

* Multiport card connected to a hydrocarbon sensor module installed according to processor manufacturers
specifications.

* A 4-Relay or I/0O Combination Module to control the vapor processor motor and setup as instructed in this
manual.

* An RS-232 Port will be available for use by contractor or government inspectors.

Contractor Certification Requirements

Veeder-Root requires the following minimum training certifications for contractors who will install and setup the
equipment discussed in this manual:

Level 1 Contractors holding valid Level 1 Certification are approved to perform wiring and
conduit routing, equipment mounting, probe and sensor installation, tank and line
preparation, and line leak detector installation.

Level 2/3 or 4 Contractors holding valid Level 2, 3 or 4 Certifications are approved to perform
installation checkout, startup, programming and operations training, troubleshooting
and servicing for all Veeder-Root Tank Monitoring Systems, including Line Leak
Detection and associated accessories.

ISD/PMC This course of training includes In-Stations Diagnostics/Pressure Management Control
(ISD/PMC) installation checkout, startup, programming, and operations training. It also
includes troubleshooting and service techniques for the Veeder-Root In-Station
Diagnostics system. A current level 2/3 or 4 certification is a prerequisite for the ISD/
PMC course. After successful completion of this course the contractor will receive a
certificate as well as a Veeder-Root ISD/PMC contractor certification card.

Warranty Registrations may only be submitted by selected Distributors.




Introduction Related Manuals

Related Manuals

The manuals in Table 1 below are shipped with the equipment on the V-R Tech Docs CD-ROM and will be needed
to install specific equipment.

Table 1. Related Manuals

V-R Manual Part Number
TLS-3XX Site Prep Manual 576013-879
Vapor Pressure Sensor Installation Guide 577013-797
TLS-3XX Series Consoles System Setup Manual 576013-623
TLS-3XX Series Consoles Operator’'s Manual 576013-610
Serial Comm Modules Installation Guide 577013-528
TLS-350 Series Board and Software Replacement Manual 576013-637

Safety Precautions

The following symbols may be used throughout this manual to alert you to important safety hazards.

ELECTRICITY

High voltage exists in, and is sup-

plied to, the device. A potential
shock hazard exists.

TURN POWER OFF

Live power to a device creates a
potential shock hazard. Turn Off
power to the device and associ-
ated accessories when servicing
the unit.

® &

READ ALL RELATED MANUALS

Knowledge of all related proce-
dures before you begin work is
important. Read and understand
all manuals thoroughly. If you do
not understand a procedure, ask
someone who does.

WARNING

Heed the adjacent instructions to
avoid equipment damage or per-
sonal injury.

A WARNING

The console contains high voltages which can be lethal. It is also connected to
low power devices that must be kept intrinsically safe.

Turn power Off at the circuit breaker. Do not connect the console AC power
supply until all devices are installed.

Touching a live circuit can cause electrical shock that may result in serious
injury or death.
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Installation

This section discusses the installation and wiring of the hardware required to enable the TLS console to perform
pressure management of the site's gasoline vapor processor equipment:

* Vapor Pressure Sensor

* Smart Sensor Interface Module

* NVMEMZ203 board

* Multiport Card

* 4-Relay or I/O Combination Module

All field wiring, its type, its length, etc., used for TLS console sensors must conform to the requirements outlined in
the Veeder-Root TLS-3XX Site Prep manual (P/N 576013-879).

Installing TLS Console Modules - General Notes

TLS consoles have three bays in which interface modules can be installed; Comm bay, Power bay and Intrinsically-
Safe bay (ref. Figure 1). Probe Interface modules and Smart Sensor modules are installed in the Intrinsically-Safe
bay and the Mod Bus module is installed in the Comm bay.

In all cases, the position of the modules, their respective connectors and the devices wired to the
connectors must be recorded to prevent improper replacement during installation or service. A circuit
directory for Power and L.S. bay Interface Modules is adhered to the back of the right-hand door for
this purpose.

Switch off power to the TLS console before you install modules and connect sensor wiring.
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Figure 1. TLS console Interface Module Bays
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Installation Vapor Pressure Sensor

CAUTION! During programming, module positions and the devices wired to each module are identified and stored
in memory. If a connector is removed and reinstalled on a different module after programming, or if an entire
module with its connector is removed and reinstalled in a different module slot, the TLS console will not identify
correctly the data being received.

Module Position
1. Record on the circuit directory the type of module in each slot location.

2. If a system contains multiple modules of a single type (i.e., two Smart Sensor Modules), they may be swapped
between their respective slot locations, however, the connectors must remain with their original locations,
not with the original modules.

Connector Position

1. Identify all connectors according to their slot location using the self-adhesive numbering labels furnished with
each module. Accurately record on the circuit directory the location of each device wired to the connector as
you attach wires to the module.

2. Once a device has been wired to certain terminals on a connector and the system has been programmed, the
wires from that device may not be relocated to other terminals without reprogramming the system.
Grounding Probe and Sensor Shields

Connect probe and sensor cable shields to ground at the console only. Do not ground both ends of the shield.

CIRCUIT DIRECTORY

A circuit directory is adhered to the inside of the right-hand door. It should be filled out by the installer as the
module’s connectors are being wired.

The following information should be recorded for each slot:

* Module Type: record what type of module has been installed in the slot, e.g., Smart Sensor Module.

* Position Record: record the physical location and/or type of device wired to each terminal of the module
connector in the slot, e.g., VPS: FP1&2.

Vapor Pressure Sensor

Install one Vapor Pressure Sensor in the vapor return piping of the gasoline dispenser closest to the tanks
following the instructions in the Vapor Pressure Sensor Installation guide (P/N 577013-797).

Smart Sensor Interface Module

The Smart Sensor Interface Module 8 input or 7 input w/embedded pressure versions monitor the Vapor Pressure
Sensor (VPS) inputs.

Switch off power to the TLS console while you install modules and connect sensor wiring.

Open the right door of the console and slide the necessary Smart Sensor modules into empty 1.S. Bay slots.
Connect the field wiring from the sensor following instructions in the Vapor Pressure Sensor manual. Setup the
Smart Sensor module(s) following instructions in this manual.
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