CALIFORNIA AIR RESOURCES BOARD

MONTHLY QUALITY MAINTENANCE CHECK SHEET
PICARRO G-1301 METHANE, CARBON DIOXIDE AND WATER VAPOR ANALYZER
	Location:
	
	Month/Year:
	

	Station Number:
	
	Technician:
	

	Property Number:
	                            s/n:
	Agency:
	

	
	
	
	


OPERATOR INSTRUCTIONS:

1. Daily Checks: 
Check instrument status display.  Record any errors in comments section.
2. Weekly Checks: 
Check computer time and adjust if necessary.



Check chart traces for proper operation.



Visual check of instrument readings: results should fall within the following 



Ranges:  CO2 - > 300 ppm and < 600 ppm.  CH4 - >1.5 ppm and < 3.0 ppm.



Record cumulative hours from pump hour meter.



Download data files onto thumb drive and record dates.

	                     Date:
	
	
	
	
	

	Pump Hours
	
	
	
	
	

	Data Files Downloaded
	
	
	
	
	

	Cylinder Pressure
	
	
	
	
	


Change inlet particulate filter (5 micron).  Date:             /             /             /_     ___            
3.
Weekly:

Copy data files from thumb drive to MLD server.
4. Monthly Checks:
Complete and submit monthly maintenance check sheet.
5. Annually:

Perform calibration check with NOAA standards.



Date of last check:


	Date
	Comments or Maintenance Performed:

	
	

	
	

	
	

	
	

	
	


Reviewed by:                                Date:                            
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