
Baumot BA-B  diesel particle f i lter –  
effective, certif ied, rel iable

Specially designed for low exhaust gas temperatures
The diesel particulate fi lter to use with low exhaust  

gas temperatures. The BA-B is designed to be effective from  
200 °C whereas the standard BA system is designed for higher 
temperatures.

Effectiveness
•  �proven in the Swiss VERT test
•	� Filter regeneration even at low exhaust gas temperatures (from 200 °C)
•	� High soot precipitation rate
•	� Reduction of particle emissions by over 99 %
•	� Elimination of hydrocarbons (HC) by 87 %
•	� Reduction of carbon monoxide (CO) by over 97 %
•	� No increase in nitric oxides (NOx)

Benefits
•  �VERT- and TÜV (PRC II) certified, approved for the London  

“low emission zone” by EST, by the Dutch RDW and by the Danish DTI
•  �Commercial vehicles Euro I, II, III + Baumot DPF = green fine dust 

badge
•  �CARB Level 3+ Device

Long useful life
•  �Low-maintenance, completely passive system with automatic regene-

ration
•  �Additives and electrical heating are not required

Construction
•  �Housing made entirely of corrosion-free, high-temperature  

resistant, extra strong stainless steel
•  Long useful life thanks to tough filter construction 
•  Low exhaust gas back pressure

Application
•  �Filter modules and add-on parts quickly and easily  

replaced (joints without seals)
•  �Simple installation (replaces the existing silencer)
•  �Parallel attachment options for large equipment
•  �Constant recording and monitoring of the filter function with data logger 

Use
•  �Operation with normal diesel fuel, biodiesel possible 
•  �Suitable for fluctuating periods of use and irregular engine loads
•  �Suitable for commercial vehicles of any type (buses, coaches, trucks 

and construction machines)

Guarantee
•  Full guarantee for two years

Ful f i l  ob l igat ions – Reduce emissions –  
Increase cost -ef fect iveness.
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Switzer land | Headquar ter
Baumot AG
Allmendstrasse 11
CH-8320 Fehraltorf
P.  +41 (0) 44 954 80 70
F.  +41 (0) 44 954 34 36
www.baumot.ch | info@baumot.ch

USA 
BAUMOT North America, LLC
2118 Wilshire Blvd., # 255
Santa Monica
CA 90403-5784
P. +1.323.393.0162
F. +1.951.934.5436
www.baumot.us | info@baumot.us

United Kingdom
Baumot UK Ltd.  
1–9 Barton Road
Water Eaton, MK2 3HU
P.  +44 (0) 1908 82 11 03 
F.  +44 (0) 1908 82 11 04 
www.baumot.co.uk | info@baumot.co.uk

Germany 
Baumot Deutschland GmbH
P.  +49 (0) 2368 699 16 –0
www.baumot.de | info@baumot.de

Austr ia 
Baumot GmbH Austria
P.  +43 (0) 2262 756 62 –0
www.baumot.at | info@baumot.at

I ta l y 
Baumot Italia S.r.l.
P. +39 02 982 82873
www.baumot.it | info@baumot.it

Denmark
Baumot Nordic Aps  
P.  +45 (0) 4640 03 00 
www.baumot.dk | info@baumot.dk 

Czech Republic 
Baumot s.r.o.
P.  +42 (0) 5 452 146 51
www.baumot.cz | info@baumot.cz

Netherlands 
Baumot Nederland BV 
P.  +31 (0) 30 850 55 38 
www.baumot.nl | info@baumot.nl

The Baumot BA-B DPF sytstem works  

par t i  -cu lar l y  wel l  on heavy dut y  vehic les ,  buses and  

cons tr uct ion  mach ines  w i t h  an  aver age  exhaus t 

 temperature of  over 200°C.
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