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CA‐GREET Model 

 
The applicant has conducted its analysis of direct effects on carbon intensity for this 

pathway using CA‐GREET, v.1.8b (Dec. 2009) (See 

http://www.arb.ca.gov/fuels/lcfs/ca_greet1.8b_dec09.xls). The standard inputs and 

parameters specified in CA‐GREET remain unchanged except as noted in the input table 

below. The input table below specifies the spreadsheet location of the CA‐GREET inputs 

and other parameters that were claimed as confidential business information or trade 

secret by the applicant, but it does not disclose the actual value of such inputs and 

parameters because they are claimed to be confidential business information or trade 

secret. 

Dansuk Industrial Co. LTD Input data table (Locations of cells containing Confidential 

Business Information are shown, but the actual values of such confidential information 

are not disclosed): 

Parameter Cell location CA GREET 
default value 

Company  
Value 

Notes 

Electricity from residual oil Regional LT!J83 19.3% 4.4%  
Electricity from natural gas Regional LT!J84 33.5% 49.5%  
Electricity from coal Regional LT!J85 36.3% 46.0%  
Nuclear electricity Regional LT!J86 0.0% 0.0%  
Electricity from biomass Regional LT!J87 2.2% 0.1%  
Other electricity Regional LT!J88  0.0%  

Region for analysis Regional LT!C2 U.S. Average Southeast 
Asia 

 

UCO processing energy (btu/lb. UCO) UCO BD!B11 1073 152.4  
UCO processing energy % natural gas UCO BD!C174 78.14% 82%  
UCO prcessing energy % electricity UCO BD!C177 21.9% 18%  
UCO transport distance to processing 
plant (miles) T&D!IH93 50 0  

Biodiesel ocean tanker payload (tons) T&D!V5 -- 35,664  
Biodiesel ocean tanker horsepower 
requirement T&D!T12 -- 12,672  

Column for biodiesel ocean tanker T&D!GB90:132 Move right (insert new  



transport column) 

Title T&D!GB91 -- Ocean 
Tanker 

 

Ocean tanker fraction urban emissions T&D!GB92 -- 0%  
Ocean tanker transport distance (miles) T&D!GB93 -- 6594  
Ocean tanker fraction diesel power T&D!GB95 -- 0.00%  
Ocean tanker fraction residual oil 
power T&D!GB96 -- 100%  

Ocean tanker outbound energy intensity 
(btu/ton-mile T&D!GB108 -- 70.91  

Ocean tanker return energy intensity 
(btu/ton-mile) T&D!GB109 -- 62.99  

Ocean tanker total energy consumption 
(btu/mmbtu fuel tranported) T&D!GB111 -- 30483  

Ocean tanker fossil energy 
consumption (btu/mmbtu fuel 
transported) 

T&D!GB112 -- 30482 
 

Ocean tanker coal energy consumption 
(btu/mmbtu fuel transported) T&D!GB113 -- 504.4  

Ocean tanker natural gas energy 
consumption (btu/mmbtu fuel 
transported) 

T&D!GB114 -- 1211 
 

Ocean tanker petroleum energy 
consumption (btu/mmbtu fuel 
transported) 

T&D!GB115 -- 28767 
 

Ocean tanker VOC emissions 
(g/mmbtu fuel transported) T&D!GB117 -- 2.42  

Ocean tanker CO emissions (g/mmbtu 
fuel transported) T&D!GB118 -- 5.65  

Ocean tanker NOx emissions (g/mmbtu 
fuel transported) T&D!GB119 -- 67.66  

Ocean tanker PM10 emissions (g/mmbtu 
fuel transported) T&D!GB120 -- 5.75  

Ocean tanker  PM2.5 emissions 
(g/mmbtu fuel transported) T&D!GB121 -- 4.26  

Ocean tanker SOx emissions (g/mmbtu 
fuel transported) T&D!GB122 -- 19.60  

Ocean tanker CH4 emissions (g/mmbtu 
fuel transported) T&D!GB123 -- 2.74  

Ocean tanker N2O emissions (g/mmbtu 
fuel transported) T&D!GB124 -- 0.06  

Ocean tanker CO2 emissions (g/mmbtu 
fuel transported) T&D!GB125 -- 2575  

Biodiesel truck transport distance 
(miles) T&D!GC93 50 77  

Fraction of biodiesel transported by T&D!CL138 0% 100%  



ocean tanker 
Fraction of biodiesel transported by 
truck T&D!CL142 80% 100%  

Biodiesel transportation total energy 
consumption (btu/mmbtu fuel 
transported) 

T&D!CL144 2,960 36,192 
 

Biodiesel transportation fossil energy 
consumption (btu/mmbtu fuel 
transported) 

T&D!CL145 2,953 36,191 
 

Biodiesel transportation coal energy 
consumption (btu/mmbtu fuel 
transported) 

T&D!CL146 73 639 
 

Biodiesel transportation Petroleum 
energy consumption (btu/mmbtu fuel 
transported) 

T&D!CL148 2,738 34,039 
 

Biodiesel transportation VOC 
emissions (g/mmbtu fuel transported) T&D!CL150 0.097 2.611  

Biodiesel transportation CO emissions 
(g/mmbtu fuel transported) T&D!CL151 0.434 6.485  

Biodiesel transportation NOx emissions 
(g/mmbtu fuel transported) T&D!CL152 1.243 70.054  

Biodiesel transportation PM10 
emissions (g/mmbtu fuel transported) T&D!CL153 0.043 5.828  

Biodiesel transportation PM2.5 
emissions (g/mmbtu fuel transported) T&D!CL154 0.029 4.317  

Biodiesel transportation SOx emissions 
(g/mmbtu fuel transported) T&D!CL155 0.045 19.689  

Biodiesel transportation CH4 emissions 
(g/mmbtu fuel transported) T&D!CL156 0.254 3.229  

Biodiesel transportation N2O emissions 
(g/mmbtu fuel transported) T&D!CL157 0.006 0.069  

Biodiesel transportation CO2 emissions 
(g/mmbtu fuel transported) T&D!CL158 232 3022  

 


