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VIII. METHOD 2 PATHWAY INFORMATION (Cont’d) 
 

2. Enter the proposed fuel pathway information in the following table.  The carbon intensity (CI) of the proposed pathway 
described in this Method 2A or 2B application must be lower by at least 5 gCO2e/MJ than the carbon intensity of the 
reference pathway identified in item 1 above.   

 
 
 
 
 
 
 

 
Proposed Pathway(s): 

Fuel Type Brief Pathway Description 
Carbon Intensity (CI) Values (gCO2e/MJ) 
Direct 

Emissions 
Land Use or Other 

Indirect Effect 
Total CI 
Values 

Ethanol 
 
 

Midwest Dry Mill, Corn feedstock, NG fuel, power from grid, 100% 
DDGS co-product 58.85 30 88.85 

Ethanol 
 
 

Midwest Dry Mill, Corn feedstock, NG fuel, power from grid, 100% 
MDGS co-product 55.39 30 85.39 

      
 
 

      
                  

      
 
 

      
                  

      
 
 

      
                  

 
 
 
 
 
 
 
 
 
 
 
 
 
 

3. Compositional differences (if any) between the fuel produced by the new proposed pathway or sub-pathway and the 
reference pathway identified in item 1 above.  
 None 

 
 










