Example of Executive Order issued for the sale and use of diesel emission control strategies. 

[bookmark: _GoBack]Each diesel emission control strategy is verified to reduce emission from specific engine families.  ARB’s EO approves the use of these products under the specific operating conditions and provides the anti-tampering waiver required for sales and use in California.  Do not confuse the EOs issued for aftermarket parts. They only provide an anti-tampering waiver.  Aftermarket parts EOs start with “D,” whereas the EOs for filters issued as diesel emission control strategies (ones that reduce emissions) start with “DE.”

[image: ]EO discusses both anti tampering and that the product is verified to reduce emissions”
EO provides type and level of emission reductions”
Starts with “DE”


[image: ]EO provides specific operational conditions”

[image: ]EO lists approved engine families that can use the product
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State of California |

AIR RESOURCES BOARD

EXECUTIVE ORDER DE-05-004-01

Pursuant to the authority vested in the Air Resources Board (ARB) by Health and Safety
Code, Division 26, Part 5, Chapter 2; and pursuant to the authority vested in the
undersigned by Health and Safety Code Section 39515 and 39616 and Executive Order
G-02-003;

Relating to Exemptions under Section 27156 of the Vehicle Code, and Verification
under Sections 2700 through 2710 of Title 13 of the California Code of Regulations

Johnson Matthey, Inc.
Exhaust Gas Recirculation Technology (EGRT™) System

ARB has reviewed Johnson Matthey, Inc.’s request for verification of the EGRT™
system. Based on an evaluation of the data provided, and pursuant to the terms and
conditions specified below, the Executive Officer of ARB hereby finds that the EGRT™
reduces emissions of diesel particulate matter (PM) consistent with a Level 3 device
(greater than or equal to 85 percent reductions) and oxides of nitrogen (NOx) by at least
40 percent (Title 13 California Code of Regulations (CCR) Sections 2702 (f) and (g) and
Section 2708). Accordingly, the Executive Officer determines that the system merits
verification and subject to the terms and conditions specified below, classifies the
EGRT™ as a Level 3 system for use with select on-road engines in the following model
years (MY) and series: 2000 MY International DT-466, 2000 MY Cummins ISM, 2001
MY Cummins ISB, 1998 through 2002 MY Cummins ISC, 2001 MY Cummins ISL, 2001
MY DDC Series 50, and 2001 MY DDC Series 60. Attachment 1 contains the specific
engine families for which the EGRT™ is verified.
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The aforementioned verification is subject to the following terms and conditions:

The engine must not employ exhaust gas recirculation.

The application must have a duty cycle with an average temperature profile
greater than 260 degrees Celsius for 40 percent of the operating cycle.

e The engine may or may not have a pre-existing original equipment
manufacturer oxidation catalyst.

The engine must not have a pre-existing diesel particulate filter.

The engine must be certified in California for on-road applications.

The engine must be certified at a PM emission level of at most 0.1 grams per
brake horsepower-hour (g/bhp-hr) and greater than 0.01 g/bhp-hr.

The engine must be four-stroke.

The engine must be turbocharged.

The engine can be mechanically or electronically injected.

The engine should be well maintained and not consume lubricating oil at a
rate greater than that specified by the engine manufacturer.
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ARB Approved Engine Families for the Johnson Matthey EGRT™

Cummins
Model Year Engine Family Series

1998 WCEXHO0505CAF IsC

1999 XCEXHO0505CAF IsC

2000 YCEXHO0505CAF IsC
YCEXH0661MAG IsM
YCEXH0661MAH IsM
YCEXH0661MAI IsM

2001 1CEXAQ359BAZ ISB
1CEXH0239BAD ISB
1CEXHO0239BAE ISB
1CEXH0359BAO ISB
1CEXHO0359BAU ISB
1CEXHO0359BAV. ISB
1CEXH0505CAM IsC
1CEXHO0505CAN IsC
1CEXH0505CAOQ IsC
1CEXH0505CAP IsC
1CEXHO0540LAA ISL
1CEXHO0540LAB ISL
1CEXHO0540LAC ISL

2002 2CEXH0505CAM IsC

Detroit Diesel Corporation
Model Year Engine Family Series

2001 1DDXH12.7EGL Series 60

1DDXH14.0ELL Series 60

Series 50





