
State of California
AIR RESOURCES BOARD

Cornponent Executive Order C-U-05-002

Mark IV Automotive - Fuel Hose

WHEREAS: Pursuant to California Health and Safety Code Sections 39600, 39601,
and 43013, the California Air Resources Board (ARB) has established a certification
process for evaporative emission system components designed to control gasoline
emissions from small off-road engines, as described in Title 13 California Code of
Regulations (13 CCR), section 2767.1; and

WHEREAS: Pursuant to California Health and Safety Code Sections 43013 ARB has
established criteria and test procedures for determining the compliance of evaporative
emission system components with the design requirements in 13 CCR, section 2754;
and

WHEREAS: Pursuant t013 CCR Section 2767.1 the ARB Executive Officer may issue
an Executive Order if she determines that the small off-road engine evaporative
emission system component conforms to the applicable performance requirements set
forth in 13 CCR Section 2754; and

WHEREAS: Pursuant to Health and Safety Code Sections 39515 and 39516, the ARB
Executive Officer issued Executive Order G-05-008 delegating to the Chief of the ARB
Monitoring and Laboratory Division the authority to certify small off-road engine
evaporative system components; and

WHEREAS: I, William V. Loscutoff, Chief of the Monitoring and Laboratory Division, find
that the Mark IV Automotive Gen 2'" SAE J30R9 Fuel Hose conforms with the
performance requirements set forth in the 13 CCR Section 2754 when tested at a
constant temperature of 40 °C pursuant to SAE J1527 and GM9665 which have been
deemed to be equivalent to SAE J1737 for this hose construction using an approved
test fuel of ARB Phase II fuel.

IT IS ORDERED AND RESOLVED: That the following small off-road engine fuel hoses
manufactured by Mark IV Automotive are certified for use in small off-road equipment.

Table 1
Dimensions and Tolerances for Mark IV Automotive Gen 2® SAE J30R9 Fuel Hose

Nom size (in) Inside Diameter (in) Outside Diameter Minimum Barrier
(in) Thickness (in)

'X or qreater 0.250 + 0.016 0.500 ± 0.023 0020 +/- 0005




