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BE IT FURTHER RESOLVED:

For the listed vehicle models, the manufacturer has attested to compliance with Title 13, California Code of
Regulations, (13 CCR) Sections 1965 [emission control labels], 1968.2 [on-board diagnostic, full or partial compliance],
2035 et seq. [emission control warranty], 2235 [fuel tank fill pipes and openings] (gascline and alcohol fueled vehicles
only), and “High-Altitude Requirements” and “Inspection and Maintenance Emission Standards” (California 2015 and
Subsequent Model Criteria Potlutant Exhaust Emission Standards and Test Procedures and 2017 and Subsequent
Mode! Greenhouse Gas Exhaust Emission Standards and Test Procedures for PC, LDT and MDV).

BE IT FURTHER RESOLVED:

Evaporative families HVGAR0110VBD and HVGARQ125VBD are certified pursuant to 13 CCR Section 1976(b)(1)(G)3
and deemed to comply with the requirements of 13 CCR Section 1976(b)(1)(G)1 ["LEV lll evaporative requirements").
Vehicles certified under this Executive Order shall conform to all applicable California emission regulations.

The Bureau of Automotive Repair will be notified by copy of this Executive Order.

Executed at El Monte, California on this day of June 20186.

f/ Annette Hebert, Chief
Emissions Compliance, Automotive Regulations and Science Division
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ORVR / FUEL ONLY / CANISTER BLEED EVAPORATIVE EMISSION STANDARDS AND CERTIFICATION LEVELS

FUEL ONLY EVAP & CANISTER BLEED
EVAPORATIVE ORVR (g/gallon) @ UL 3DHS RIG TEST 2DHS RIG TEST | BLEED CANISTER
FAMILY FUEL TYPE {(gltest) @ UL (gltest) @ UL TEST (g/test) @ 4K
FUEL TYPE | CERT | STD CERT STD CERT STD CERT STD
GASOLINE - GASOLINE -
HVGAR0125VED TIER 2 |0.106) 0.20 TIER 2 0.04 0.0 * 0.0 * *
UNLEADED UNLEADED
GASOLINE -
HVGARO110VED | TIER 2 |0.014| 0.20 g:sg;;rszg 5| 0.0z 0.0 * 0.0 * *
UNLEADED

*: not applicable; #: pounds; UL: useful life; PC: passenger car; LDT: light-duty truck; LDT1: LDT<6000#GVWR,0-3750#LVW, LDT2:
LDT<B000#GVWR,3751-5750#LVW, LDT3: LDT 6001-8500#GVWR,3751-5750#ALVW, LDT4: LDT 6001-8500#GVWR,5751-
8500#ALVW, MDV: medium-duty vehicle; MDV4: MDV 8501-10000#GVWR; MDV5: MDV 10001-14000#GVWR; MDPV: medium-
duty passenger vehicle; HDV: heavy-duty vehicle; ECS: emission control system; CERT: certification; STD: standard; FEL: family
lemission limit; GVWR: gross vehicle weight rating; LVW: loaded vehicle weight; ALVW: adjusted LVW; LEV: low emission vehicle;
ULEV: ultra LEV; SULEV: super ULEV; ZEV. zero-emission vehicle; PZEV: partial ZEV; AT PZEV: advanced technology PZEV;
TZEV: transitional ZEV; TWC/OC: 3-way/oxidizing catalyst; ADSTWC: adsorbing TWC; HAC: HC adsorbing catalyst; WU: warm-up
catalyst; NAC: NOx adsorption catalyst; SCR-U or SCRC/SCR-N or SCRC-NH3: selective catalytic reduction-urea/ammonia;
NH30C: ammonia oxidation catalyst; CTOX/PTOX: continuous/periodic trap oxidizer, DPF: diesel particulate filter (active); GPF: PM
filter for spark-ignited engine; HO2S/028S: heated/oxygen sensor; WR-HO2S or AFS: wide range/linear/heated air-fuel ratio sensor;
NOXS: NOx sensor; PMS: PM sensor, RDQS: reductant quality sensor; NH3S: ammonia sensor; EGR: exhaust gas recirculation;
EGRC: EGR cooler; AIR/AIRE: secondary air injection (belt driven)/(electric driven); PAIR: pulsed AIR; SFI/MF!: sequential/multiport
fuel injection; DFVIFI: direct/indirect fuel injection; TC/SC: turbo/super charger; CAC: charge air cooler; F/P/$: full/partial/partial with
ifines on-board diagnostic; DOR: direct ozone reducing; HCT: hydrocarbon trap; BCAN: bleed carbon canister; prefix 2: parallel; (2)
suffix: series; CNG/LNG: compressed/liquefied natural gas; LPG: liquefied petroleum gas; E85; "85%" ethanol (“15%"gasoline) fuel,
E10: "10%" ethanol (“90%"gasoline) fuel; A: automatic (with lockup); M: manual transmission; SA: semi-automatic transmission; CV:
continuously variable transmission; SCV: selectable continuously variable transmission; AM: automated manual transmission; AMS:
automated manual-selectable transmission; OT: other transmission

2017 MODEL YEAR: VEHICLE MODELS INFORMATION

MAKE MODEL  |VEH CLASS EN(?_')NE TRANS TYPE EVAFZOM'Tf‘J IVE E’é’; OBD | PZEVTYPE
VOLKSWAGEN BEETLE PC 1.8 M5 HVGARO110VBD 1 P PZEV
VOLKSWAGEN BEETLE PC 1.8 SA6 HVGARO110VED 1 P PZEV
VOLKSWAGEN BEETLE PC 2.0 AMS 6 HVGAR(O110VBD 1 P . PZEV
VOLKSWAGEN CO}:;EEE;I‘LIEBLE PC 1.8 SA6 HVGARO110VED 1 P PZEV
VOLKSWAGEN BEETLE DUNE PC 1.8 SA6 HVGARO110VBD 1 P PZEV
VOLKSWAGEN 2?{3;;2322 pC 1.8 SA6 HVGARO110VED | 1 p PZEV
VOLKSWAGEN JETTA PC 1.8 SA6 HVGARQO110VBD 1 P PZEV
VOLKSWAGEN JETTA GLI PC 2.0 AMS6 HVGARO110VEBD 1 P PZEV
VOLEKSWAGEN JETTA GLI PC 2.0 M6 HVGARO110VEBD 1 P PZEV
VOLRKSWAGEN PASSAT PC 1.8 M5 HVGARQ125VBD 1 P PZEV
VOLKSWAGEN PASSAT PC 1.8 SA6 HVGAR0125VEBD 1 P PZEV




