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South Coast Locomotive Fleet Average Emissions Program

ANNUAL COMPLIANCE REPORT

FOR

CALENDAR YEAR

2011

Submitted by a Participating Railroad
to the

California Air Resources Board
in Accordance with the

Memorandum of Mutual Understandings and Agreements
Dated

July 2, 1998

Participating Railroad: Union Pacific Railroad Company

Date Submitted:  November 11, 2012
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Form F-S

Summary Information

I.

II.

III.

If the Participating Railroad is filing this report only to document FAC from ULELs
created in a year prior to 2010, please check here and go directly to Section D.

If the Participating Railroad is filing this report to document its fleet average for a year
prior to 2010 in order to create FAC, please check here. Go directly to Section A and,
if applicable, Section D.

If the Participating Railroad is filing this report for the year 2010 or later in
order to demonstrate whether it is in compliance with its annual obligation under
paragraph III.A.1 of the Memorandum of Mutual Understandings and Agreements
(Memorandum), check A, B, or C below to indicate which method is being used to
demonstrate compliance.

A.           Calculation of Final FA, beginning with the formula for calculating
               FA in paragraph III.B.1 of the Memorandum

B.           Exclusive Use of locomotives with CLs at or below the Fleet Average 
               Target, as defined in Section II of the Memorandum

C.           Calculation of Final FA, beginning with the formula for calculating
               FA in paragraph III.B.3 of the Memorandum

______

______

__X__

______

______

If III.A is checked above, complete Section A below and, if applicable, Section D.

If III.B is checked above, complete Section B below and, if applicable, Section D.

If III.C is checked above, complete Section C below and, if applicable, Section D.
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Fleet Average Credits from ULELs for the year 2011

ULEL ID
No. [Note 1]

ULEL
Horsepower

CL (g/
bhp-hr)

Adj.to CL
(g/bhp-

hr) [Note 2]

EL(g/bhp-
hr) [Note 3]

Locomotive
Days of

Operation
[Note 4]

Weighting
Factor

[Note 5]

Weighted
Locomotive

Days of
Operation

EL *
Weighted

Locomotive
Days of

Operation

PRLX 3002 3005 1.0 0.06 0.94 24 5 120 112.8

PRLX 3003 3005 1.0 0.06 0.94 28 5 140 131.6

PRLX 3005 3005 1.0 0.06 0.94 148 5 740 695.6

UPY 2311 2000 1.25 0.075 1.175 71 2 142 166.85

UPY 2313 2000 1.25 0.075 1.175 296 2 592 695.6

UPY 2316 2000 1.25 0.075 1.175 312 2 624 733.2

UPY 2318 2000 1.25 0.075 1.175 318 2 636 747.3

UPY 2315 2000 1.25 0.075 1.175 325 2 650 763.75

UPY 2310 2000 1.25 0.075 1.175 325 2 650 763.75

UPY 2317 2000 1.25 0.075 1.175 325 2 650 763.75

UPY 2312 2000 1.25 0.075 1.175 325 2 650 763.75

UPY 2319 2000 1.25 0.075 1.175 325 2 650 763.75

UPY 2314 2000 1.25 0.075 1.175 325 2 650 763.75

UPY 2005 1400 2.8 0.168 2.632 160 1 160 421.12

UPY 2738 2100 2.8 0.168 2.632 188 2 376 989.632

UPY 2752 2100 2.8 0.168 2.632 315 2 630 1658.16

UPY 2704 2100 2.8 0.168 2.632 317 2 634 1668.688

UPY 2753 2100 2.8 0.168 2.632 317 2 634 1668.688

UPY 2733 2100 2.8 0.168 2.632 320 2 640 1684.48

UPY 2737 2100 2.8 0.168 2.632 321 2 642 1689.744

UPY 2711 2100 2.8 0.168 2.632 324 2 648 1705.536

UPY 2712 2100 2.8 0.168 2.632 325 2 650 1710.8

UPY 2714 2100 2.8 0.168 2.632 325 2 650 1710.8

UPY 2718 2100 2.8 0.168 2.632 325 2 650 1710.8

UPY 2725 2100 2.8 0.168 2.632 325 2 650 1710.8

UPY 2727 2100 2.8 0.168 2.632 325 2 650 1710.8

UPY 2732 2100 2.8 0.168 2.632 325 2 650 1710.8

UPY 2736 2100 2.8 0.168 2.632 325 2 650 1710.8

UPY 2745 2100 2.8 0.168 2.632 325 2 650 1710.8

UPY 2755 2100 2.8 0.168 2.632 325 2 650 1710.8

UPY 2756 2100 2.8 0.168 2.632 325 2 650 1710.8

UPY 2717 2100 2.8 0.168 2.632 325 2 650 1710.8

UPY 2726 2100 2.8 0.168 2.632 325 2 650 1710.8

UPY 2728 2100 2.8 0.168 2.632 325 2 650 1710.8
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ULEL ID
No. [Note 1]

ULEL
Horsepower

CL (g/
bhp-hr)

Adj.to CL
(g/bhp-

hr) [Note 2]

EL(g/bhp-
hr) [Note 3]

Locomotive
Days of

Operation
[Note 4]

Weighting
Factor

[Note 5]

Weighted
Locomotive

Days of
Operation

EL *
Weighted

Locomotive
Days of

Operation

UPY 2741 2100 2.8 0.168 2.632 325 2 650 1710.8

UPY 2757 2100 2.8 0.168 2.632 325 2 650 1710.8

UPY 2748 2100 2.8 0.168 2.632 325 2 650 1710.8

UPY 2703 2100 2.8 0.168 2.632 325 2 650 1710.8

UPY 2706 2100 2.8 0.168 2.632 325 2 650 1710.8

UPY 2715 2100 2.8 0.168 2.632 325 2 650 1710.8

UPY 2724 2100 2.8 0.168 2.632 325 2 650 1710.8

UPY 2730 2100 2.8 0.168 2.632 325 2 650 1710.8

UPY 2740 2100 2.8 0.168 2.632 325 2 650 1710.8

UPY 2758 2100 2.8 0.168 2.632 325 2 650 1710.8

UPY 2701 2100 2.8 0.168 2.632 325 2 650 1710.8

UPY 2713 2100 2.8 0.168 2.632 325 2 650 1710.8

UPY 2719 2100 2.8 0.168 2.632 325 2 650 1710.8

UPY 2723 2100 2.8 0.168 2.632 325 2 650 1710.8

UPY 2731 2100 2.8 0.168 2.632 325 2 650 1710.8

UPY 2734 2100 2.8 0.168 2.632 325 2 650 1710.8

UPY 2746 2100 2.8 0.168 2.632 325 2 650 1710.8

UPY 2747 2100 2.8 0.168 2.632 325 2 650 1710.8

UPY 2707 2100 2.8 0.168 2.632 325 2 650 1710.8

UPY 2742 2100 2.8 0.168 2.632 325 2 650 1710.8

UPY 2751 2100 2.8 0.168 2.632 325 2 650 1710.8

UPY 2710 2100 2.8 0.168 2.632 325 2 650 1710.8

UPY 2721 2100 2.8 0.168 2.632 325 2 650 1710.8

UPY 2722 2100 2.8 0.168 2.632 325 2 650 1710.8

UPY 2743 2100 2.8 0.168 2.632 325 2 650 1710.8

UPY 2744 2100 2.8 0.168 2.632 325 2 650 1710.8

UPY 2705 2100 2.8 0.168 2.632 325 2 650 1710.8

UPY 2709 2100 2.8 0.168 2.632 325 2 650 1710.8

UPY 2750 2100 2.8 0.168 2.632 325 2 650 1710.8

UPY 2754 2100 2.8 0.168 2.632 325 2 650 1710.8

UPY 2702 2100 2.8 0.168 2.632 325 2 650 1710.8

UPY 2716 2100 2.8 0.168 2.632 325 2 650 1710.8

UPY 2729 2100 2.8 0.168 2.632 325 2 650 1710.8

UPY 2735 2100 2.8 0.168 2.632 325 2 650 1710.8

UPY 2739 2100 2.8 0.168 2.632 325 2 650 1710.8

UPY 2749 2100 2.8 0.168 2.632 325 2 650 1710.8
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ULEL ID
No. [Note 1]

ULEL
Horsepower

CL (g/
bhp-hr)

Adj.to CL
(g/bhp-

hr) [Note 2]

EL(g/bhp-
hr) [Note 3]

Locomotive
Days of

Operation
[Note 4]

Weighting
Factor

[Note 5]

Weighted
Locomotive

Days of
Operation

EL *
Weighted

Locomotive
Days of

Operation

UPY 2759 2100 2.8 0.168 2.632 325 2 650 1710.8

UPY 2760 2100 2.8 0.168 2.632 325 2 650 1710.8

UP 9907 3800 3.0 0.18 2.82 22 5 110 310.2

UP 9902 3000 3.4 0.204 3.196 3 5 15 47.94

UP 9905 3000 3.4 0.204 3.196 3 5 15 47.94

UP 9903 3000 3.4 0.204 3.196 3 5 15 47.94

UP 9904 3000 3.4 0.204 3.196 4 5 20 63.92

UP 9909 3000 3.4 0.204 3.196 6 5 30 95.88

UP 9901 3000 3.4 0.204 3.196 11 5 55 175.78

TOTAL 36608 86072.698
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A. Total EL * Weighted Locomotive Days of Operation 86072.698

B. Total Weighted Locomotive Days of Operation 36608

C. Preliminary Weighted Average Emission Level of ULELs in g/bhp-hr (A/B)in g/bhp-hr 2.3512

D. Less: Adjustments [Note 6] 0.0

E. Weighted Average Emission Level of ULELs in g/bhp-hr 2.3512

F. Maximum Fleet Average Credits from ULELs (5.5 - E) 3.1488

G. Total Locomotive Days of Operation 18084

H. Days Needed for Maximum Credits (Per Applicable Equation) 17878.0

I. Fleet Average Credits from ULELs in g/bhp-hr (F*G/H) (Rounded) 3.1

                                This page is a substitute for Forms F-D-1 and F-D-2 in the Memorandum of Mutual Understandings and Agreements.
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Notes to Form F-D-1

.. Note No. .. Notes

    1 If two or more nominal locomotives are used for one particular physical locomotive, show only the nominal
locomotives that qualify as ULELs. If necessary, add letters (e.g., A, B) to the physical locomotive's ID No. to identify
the nominal locomotives.

    2 Any adjustment to CL should be made in accordance with Memorandum.

    3 To comply with the definition of ULEL, all entries in column 6 must be:

-- Less than or equal to 4 g/bhp-hr if this form is being submitted for a calendar year from 2002 through 2011, or
-- Less than 3 g/bhp-hr if this form is being submitted for a calendar year from 2012 through 2014.

    4 Locomotive Days of Operation should be calculated in accordance with the definition contained in Section II of the
Memorandum.

    5 Weighting Factor is determined as follows:

If Locomotive Horsepower is less than 2,000:              Factor=1
If Locomotive Horsepower is 2,000 through 2,999:     Factor=2
If Locomotive Horsepower is 3,000 or more:               Factor=5

    6 If the Participating Railroad believes that one or more adjustments to the preliminary weighted average emission level
of ULELs are appropriate in a manner similar to the Adjustments to FA permitted in accordance with paragraph III.D.I
of the Memorandum.


