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FINAL REGULATlON ORDER

Amend sections 94010, 94011, 94016, 94150, and 94168, title 17, Callfornla Code
of Regulations to read as follows

Note Stﬂkeeut lndlcates deleted text: underllne mdlcates mserted text

§ 94010. Deflnltlons

The definitions of common terms and acronyms used in the certification and test
procedures specified in Sections 94011, 94012, 94013, 94014, 94015, and 94016 are
listed in D-200, "Definitions for Vapor Recovery Procedures”, adopted April 12, 1996, as
last amended May2—2998 January 9, 2013, which are mcorporated herein by
reference.

Note: Authority cited: Sections 39600, 39601, 39607 and 41854, Health and Safety Code. Referenoe
Sections 25290.1.2, 38515, 41854, 41959 41960 and 41960.2, Health and Safety Code. :

§ 94011_. Certification of Vapor Recovery Systems of Dispensing Facilities.

The certification of gasoline vapor recovery systems at dispensing facilities (service
stations) shall be accomplished in accordance with the Air Resources Board’s CP-201,
‘“Certification Procedure for Vapor Recovery Systems at Gasoline Dispensing Facilities”
which is herein incorporated by reference. (Adopted: December 9, 1975, as last.

amended May-25,2006 January 8. 2013).

The'following test procedures (TP} cited in CP-201 are also incorporated by reference.

TP-201.1 — “Volumetric Efficiency for Phase | Systems” (Adopted:
April 12, 1996, as last amended October8,2003-July 26, 2012)

- TP-201.1A — “Emission Factor For Phase | Systems at Dispensing Facilities”
(Adopted: April 12, 1996, as last amended February 1, 2001)

TP-201.1B — “Static Torque of Rotatable Phase | Adaptors” (Adopted:
July 3, 2002, as last amended October 8, 2003)

TP-201.1C — “Leak Rate of Drop Tube/Drain Valve Assembly” (Adopted
July 3, 2002, as last amended October 8, 2003)

TP-201.1D — “Leak Rate of Drop Tube Overfill Prevention Devices” (Adopted:
February 1, 2001, as last amended October 8, 2003)

TP-201.1E - “Leak Rate and Cracking Pressure of Pressure/Vacuum Vent
Valves” (Adopted: October 8, 2003)



TP-201.1E CERT- “Leak Rate and Cracking Pressure of Pressure/VVacuum Vent
Valves” (Adopted May 25, 2006)

TP-201.2 — “Effl(:lency and Emlssmn Factor for Phase Il Systems" (Adopted
April 12, 1996, as last amended May—2—2998 Julv 26 2012)

TP-201.2A - “Determlnatlon of Vehlcle Matrix for Phase II Systems” (Adopted
April 12, 1996, as last amended Eebruary-1-2004 July 26, 2012) . .

TP-201.2B = “Flow and Pressure Measurement of Vapor Recovery Equipment”’
(Adopted April 12, 1996 as last amended 0ctober8 2003) .. 3

TP-201.2C - “Splllage from. Phase | Systems” (Adopted Aprit 12 1996, as’ Iast
amended February 1, 2001) L

TP-201.2D - “Post-Fueling Drips_ from Nozzle Spouts” (Adopted: -
February 1, 2001, as last amended October 8, 2003) -

TP-201.2E — “Gasoline Liquid Retention in Nozzles and Hoses” (Adopted:
February 1, 2001) | |

TP-201.2F ~ “Pressure-Related Fugitive Emissions” (Adopted:
“February 1, 2001, as last amended_OctOber 8, 2003)
TP-201.2G — “Bend Radius Determination for Underground Storage Tank Vapor
Recovery Components" (Adopted October 8, 2003 as last amended

May 25, 2006) |

TP-201.2H - “Determmatlon of Hazardous Air Pollutants from Vapor Recovery
Processors” (Adopted: February 1, 2001)

TP-201.21 = “Test -Pr_ocedure for in-Station Diagnostic Systems” (Adopted:'
October 8, 2003, as last amended May—2—5,—2996 July 26, 2012) ~ -

TP-201.2J — “Pressure Drop Benich Testing of Vapor Recovery Components”
(Adopted: October 8, 2003, as last amended July 26, 2012) ,

TP-201.3 — “Determination of 2 Inch WC Static Pressure Performance of Vapor
Recovery Systems of Dispensing Facilities” (Adopted: April 12, 1996, as last
amended Mareh-147-14999 July 26, 2012)

TP-201.3A — “Determination of 5 Inch WC Static Pressure Perforthance of Vapor
Recovery Systems of Dispensing Facilities” (Adopted: April 12, 1996)
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TP-201.3B - "Determination of Static Pressure Performance of Vapor Recovery
Systems of Dispensing Faciiities with Above-Ground Storage Tanks" (Adopted
Aprit 12, 1996)

TP- 201 .3C -~ “Determination of Vapor Piping Connections to Underground .
Gasoline Storage Tanks (Tre—Tank Test)” (Adopted March 17, 1999) .

TP-201 4 — “Dynamic Back Pressure” (Adopted April 12, 1996 as last amended
July 3, 2002)

TP-201.5 — “Air to Liquid vOrume Ratio” (Adopted: April 12, 19‘96, as last
amended February 1, 2001)

- TP-201.6 — “Determination of quwd Removat of Phase il Vapor Reoovery B
Systems of Dispensing Facilities” (Adopted: Aprrl 12, 1996, as last amended
April 28, 2000) ' : :

TP-201.8C - "Compliance Determination of Liquid Removal Rate" (Adopted: |
July 3 2002) -

TP-201 .7 — “Continuous Pressure Monrtorrng” (Adopted October 8, 2003)

UL 330 (7t ed) - Undenerters Laboratories’ Standard for Hose and Hose
Assemblies for Dispensing Flammable Liguids, December 16, 2009.

Note: Authority.cited: Sections 25290.1.2, 39600, 39601, 39607 and 41954, Health and Safety Code.
Reference: Sections 25290.1.2, 39515, 41952, 41954, 41956.1, 41959, 41960 and 41960.2, Health and
Safety Code. '

§ 94016. Certification of Vapor Recovery Systems at Gasoline Dispensing
Facilities Using Aboveground Storage Tanks.

The certification of gasoline vapor recovery systems at dispensing facilities using
aboveground storage tanks shall be accomplished in accordance with the Air
Resources Board's CP-208, "Certification Procedure for Vapor Recovery Systems at -
Gasoline Dispensing Facilities Using Aboveground Storage Tanks,” adopted

May 2, 2008, as last amended January 9, 2013, which is herein incorporated by
reference. '

The following test procedures (TP) cited in CP-206 are also inoorporated by reference.
TP-2086.1 - "Determination of Emission Factor for Standing Loss Control Vapor

Recovery Systems using Temperature Attenuation Factor at Gasoline Dispensing
Facilities with Aboveground Storage Tanks" (Adopted: May 2, 2008)
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TP-206.2 - "Determination.of Emission Factor for Standing Loss Control Vapor
Recovery Systems usirig Processors at Gasoline Dispensing Facilities WIth
Aboveground Storage Tanks" (Adopted: May 2, 2008) :

TP-206.3 - "Determination of Static Pressure Performance of Vapor Recov‘ery Systems
at Gasoline Dispensing Facilities with Aboveground Storage Tanks" (Adoptéd:
May 2, 2008, as last amended on July 26. 2012)

The foliowing certification and test procedures cited in certification procedure CP-206
and adopted in section 94011 by incorporation by reference are also incorporated by
reference herein: CP-201, TP-201.1, TP-201.1A, TP-201.1B, TP-201:1C; TP-201.1D,
TP-201.1E, TP-201.1E CERT, TP-201.2, TP-201.2A, TP-201.2B, TP-201.2C, TP-
201.2D, TP 201.2E, TP-201.2G, TP-201.2H, TP-201.21, TP-201.2J, TP- 201 4 TP-
201.5, TP-201.6, and TP-201.7, and UL-330 (7“‘ Ed).

Noie: Authorlty cited: Sections 39600, 39601 39607 and 41954, Hea[th and Safety Code Reference:
Sections 39515, 39605, 41954, 41956 1, 41958, 41960 and 41960.2, Health and Safety Code.

§ 94150. Test Method for Determmlng 2 Inch WC Static Pressure Performance of
Phase ll Vapor Recovery Systems for Dispensing Facilities. .

The test method for determining the 2 Inch WC static pressure of Phase Il vapor
* recovery system of dispensing facilities is set forth in the Air Resources Board's
TP-201.3, "Determination of 2 Inch WC Static Pressure Performance of Vapor Recovery
Systems of Dispensing Facilities" which is incorporated herein by reference. (Adopted: -
April 12, 1996, as last amended Mareh47-14899 July 26, 2012)

Note: Sections 39600, 39601, 39607 and 41954, Health and Safety Code. Reference: Sections 395.15,
39516, 39606, 40001 and 41954, Health and Safety Code.

§ 94168. Test Method for Determining Static Pressure Performance of Phase Il
Vapor Recovery Systems at Gasoline Dispensing Facﬂltles wnth Aboveground
Storage Tanks.. :

The test method for determining the static pressure of Phase Il vapor recovery system
of dispensing facilities at gasoline dispensing facilities with aboveground storage tanks
is adopted in Section 94016 by incorporation by reference and is set forth in the Air
Resources Board's TP-206.3, "Determination of Static Pressure Performance of Vapor
Recovery Systems at Gasoline Dispensing Facilities with Aboveground Storage Tanks,"
which is incorporated hereln by reference. (Adopted: Mav 2. 2008, as last amended Julv
26, 2012) . :

Note: Sect:ons 39600, 39601 39607 and 41954 Health and Safety Code Reference: Sections 39515
395186, 39605, 40001 and 41 954 Health and Safety Code.
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Callforma Environmental Protection Agency

® |
luuml

Air Resouroes Board

Vapor Recovery Certification Procedure

CP 201

Certrfloatlon Procedure for Vapor Recovery Systems at
Gasohne Dispensing Faorhtles -

Adopted:
Amended:
Amended:
Amended:
Amended:
Amended:
Amended:
Amended:
Amended:

" Amended:
Amended:
Amended:
Amended:
Amended:
Amended:
Amended:
Amended:
Amended:

December 9, 1975
March 30, 1976
August 9, 1978
December 4, 1981
September 1, 1982
April 12,1996
April 28, 2000
February 1, 2001
June 1, 2001

July 25, 2001
July 3, 2002
March 7, 2003
July 1, 2003
October 8, 2003

‘August 6, 2004

February 9, 2005
May 25, 2006

January 9. 2013

Note: The text is shown in strkeewt to indicate that it is proposed for deletion and underline to

indicate that it is proposed for addition.

[Bracketed text] is not part of the proposed amendment.




Section

1
1.1
1.2
e
21
2,2
2.3
2.4
3
3.1
3.2
3.3
3.4
3.5
3.6
3.7
3.8
4

4.1
4.2
4.3
4.4
4.5
4.6
4.7
4.8
4.9
4.10
4.11
4,12
4.13

5.1

5.2
5.3

6.1

California Air Resources Board

CP-201
TABLE OF CONTENTS

-~ Title

~ GENERAL INFORMATION AND APPLICABILITY ........... e et

Legislative and Regulatory Requirements of Other State Agencies ...... [
Requirement to Comply with All Other Applicable Codes and Regulations...........
PERFORMANCE STANDARDS AND SPECIFICATIONS ....ooommemeeeeeeeeoeooeoooe,
Performance Standards ..............uuweeeeervuusmseeensssisessseeseeesesesessess e oeoeeeeoes e

Additional or Amended Performance Standards or Performance Specifications

PHASE | PERFORMANCE STANDARDS AND SPECIFICATIONS ..o,
Phase | Efficiency/Emission Factor ............... PO S TP i ———
Static Pressure Performance ................. ke er bR ettt ee et s e e e e e e,

Phase I Product and Vapor Adaptors .........eeeousseeeeeeeeemeeeoeoos oo ;
Pressure Vacuum Vent VaIVes ...uuuuu.useeremseeeneeeerossseeeessessesesesesmssesoeeeeseoesoee .
Spill Contamers ........... sessreescernns

PHASE il PERFORMANCE STANDARDS AND SPECIFICATIONS APPLICABLE
TO ALL PHASE Il VAPOR RECOVERY SYSTEMS .....ooovveeeoeeioeoooooooo

Phase Il Emission Factor/Efficiency ............... e s s
Static Pressure Performance
SPIIAGE ovvververrerrtsse st e s eeeees e eees e

Nozzle/Dispenser COMPAtiBIlity ........:..uuueeeuessiveereseeessseseneseeseses e oeesoeoeoooeosoeo

Unihose Multi-Product Dispenser (MPD) Configuration ............ccooeseemereeeooonn

VapOr REIUM PIPING........ccuvevvvrnviresnsessessceceeeeseeesssssssessssssessenseesssseessssssssesseessoessss .

PHASE Il PERFORMANCE STANDARDS AND SPECIFICATIONS APPLICABLE

TO BALANCE VAPOR RECOVERY SYSTEMS dra st r et e e e e re s :

Balance Nozzle Criteria ..........oveoovoveoomnn. L
Dynamic Pressure Drop Criteria for Balance Systems
Liquid Removal Systems ...........coouveenn..on. T, SO

PHASE Il PERFORMANCE STANDARDS AND SPECIFICATIONS 'APPLICABI‘_’E“"
TO ALL ASSIST VAPOR RECOVERY SYSTEMS .ovvuveeeovoreeseee oo

NOZZIe Crteria .....cucvreeemviceeeceeverese e N ne Tt r N Rman e rngndn e s nrrerrnne e o :

- January 9, 2013 May-25-2006
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Section _
6.2 AL 10 LIGUIL RAHO w.oerusenrmsrersresscssisss s isssssmsssstpsssssssss sz sasss s oo .. 25
7 PHASE Il PERFORMANCE STANDARDS AND SPECIFICATIONS APPLICABLE
TO ASSIST SYSTEMS UTILIZING A CENTRAL VACUUM UNIT ieieciainnennsssenssnsnns 25
71 . Vacuum Levels Generated by the Collection Device .......... PRI SO 26
7.2 Maximum Number of Refueling Points per Vacuum {31207 1) - SRR 26
8 PHASE 1l PERFORMANCE STANDARDS AND SPECIFICATIONS APPLICABLE
TO ASSIST SYSTEMS UTILIZING A DESTRUCTIVE OR NON-DESTRUCTIVE
PROCESSOR .1 eecreistvserrsistissnmsssimasassasstasssnns s s st s dmasmssn s s vanarasess JRE
8.1 Processor EMIssion FACIOr . sttt eerernmnrenneian 26
8.2 'Hazardous Air Pollutants from Destructive Processors teeerieressmmsemsiaERREERERITIRaSERLaSn 27
8.3 ‘Maximum Hydrocarbon Feedrate to Processor eieieiaemeeessasavn et S . 27
8.4 Typical Load on the PYOCESSO ...ouuumeressnsusess (S SRR
85 ° = Processor Operation THIIE cooes oot en st sesenssesessbassesisssssssbassssssisssssssnssinss | 28
9 IN-STATION DIAGNOSTIC SYSTEMS .......... [T ——— ST SO 28
8.1 General Requirements ..o eveemearesbessessnienasaensernen Cereremeannre rcearssrearasaannres 28
9.2 Monitoring ReqUIrements ..o v eresesearianseasasbasensesessnassrnenn . 29
9.3 " Records ..veereunes rereitr et s rerecasee ety eereenereneas reresareeeannens reenernneananes e 32
9.4  Tampering Protection ... ecverninans erir bt e rereeereniesnens 33
9.5 Readiness/FUNCHON COUE ..c.ommeriusserssmsmssmsmsssmiasass SR RS — 33
9.6 Stored Vapor Recovery System Conditions s esissseessnsresnneiins 38
9.7 Challenge Mode Testing ......uewee: erseranens P S ST 34
9,8 ElectrONiC ACCESS ..oceriarmcrmmrmmsessssnsssasssanes O S TR 34
10 CERTIFICATION OF VAPOR RECOVERY SYSTEMS.......... fevmrorersseatsarsasensane T 34
11 APPLICATION PROCESS ..cvvuecrummsusmmsmessssssssssmmsansssassasssssss S 35
11.1 Description of Vapor Recovery System e enesessrespeeseeeatastseeesrseERReRSE SRR RARSS 36
11.2 Description of In-Station Diagnostics ...cmerarsrnrecesss SRR nariaaras 37
11.3 Compatibility e R R 38
11.4 Reliability of the System 39
11.5 installation, Operation and Maintenance of the SYStem ..o 39
- 11.6 Evidence of Financial Responsibility ........c.ccomeeeeas SRR 39
11.7 WVBETANLY cureererevaressesersssasssssasssr e s sad s8R RS0 40
11.8 B ey 1= £ TR L 40
1.9 Notification of Certified System Component Manufacturers CertificationHolder 40
11.10 Equipment Defect identification and Test Protocols .............. SRR 40
11.11 Challenge Modes and Test ProtoColS cmeevericcsinisssmsssmnsssassesscnns asnereseesnsnssmresenavREns 41
11.12 Other Information AR AR |
12 EVALUATION OF THE APPLICATION ....coovnimrmimmranmiarannnanes S R~ 41
121 Performance Standards and Specifications ......ccmssssmsmsorer e 42
12.2 Bench and Operational Testing RESUNS ..ovsireminenmmnrasrmsmassnsmsm s 42
12.3 Evaluation of SYStom CONCEPL .o 42
12.4 Materials Specifications and Compatibility with Fuel Formutations .....ccceaisennes 42
12.5 installation, Operation and Maintenance MANUAIS -ieeeerrmvcnssmssrmmmanarrmnsneauns eeeereneenes 42
12.6 Equipment Defect Identification.......... e tereesrereseessesssssbiseesEsesEERSIEEEESEEMASISEEEIIBERRRETISEeRS 42
California Air Resources Board ' January 9. 2013 May-25-2006
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-12.7 - Challenge Mode DeterMiNation ... msmerssiesseoseeesseesssessssoese s Sevens 43
13 VAPOR RECOVERY SYSTEM CERTIFICATION TESTING ....................................... 43
13.1 " Test Site for Field Testing of Vapor Recovery Systems ................ -.._.Q .................... 44
13.2 ™ Bench Testing of COMPONENTS vuuuuucevseeereeneeenessesss oo SRR
13.3 - Operational test of at Least 180 Days N N |-
13.4, Equipment Defect and Challenge Mode L2 (L1 T O S 46
135 Efficiency and/or Emission Factor TeSt wu e 46
13. 6 L 47
1 4 L ALTERNATE TEST PROCEDURES AND INSPECTION PROCEDURES .............. 48
_14 1 N Alternate Test Procedures for Certification Testing TS |
142 __Request for Approval of Alternate Test Procedure ........cmueeesiecrneeeeeeseessen, e 48
143 Response to Request s st sssessessenneeres 4O
144 Testing of Alternate Test Procedures ... eresenrensersmseessssseessinneges 49
_ ._14 5 N Documentatlon of Alternate Test PIOCRAUIES ...t 49
14.6 Inspectlon PTOCEUUIES ....oovere st r e ses et 49
15 | DOCUMENTATION OF CERTIFICATION .................................................................. 50
151 e O 50
15. 2 ) Summary of Certification PrOCESS covveeeecesieee s e eneeeseeses s 50
16 DURATION AND CONDITIONS OF CERTIFICATION ....ooooeeeeeeeeeeeoeoeeooeosoooo 50
__ 16.1 Duration of System Certification ... 50
~16.2 One Vapor Recovery System per UST System ......................................................... 50
16.3  Certification Not Transferable ............... ettt e sannnes S 51
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California Environmental Protection Agency
Air Resources Board

Vapor Recovery Certification Procedure
CP-201

 Gertification Procedure for Vapor Recovery Systems at
Gasoline Dispensing Facilities

A set of definitions common to all Certification and Test Procedures are in:
D-200 Definitions for Vapor Recovery' Procedures

For the purpdse of this procedure, the term "ARB’” or “CARB" refers to the California Air
Resources Board, and the term "Executive Officer” refers to the ARB Executive Officer, or his or
her authorized representative or designate. c

1. - GENERAL INFORMATION AND APPLICABILITY

This document describes the procedure for evaluating and certifying Phase | and Phase |l

_ vapor recovery systems, and components, used at Gasoline Dispensing Facilities (GDF)
with underground storage tanks. An ARB Executive Order certifying the system shall be
issued only after all of the applicable certification requirements have been successfully .
completed. -

This Certification Procedure, CP-201, is adopted pursuant to Section 41954 of the California
Health and Safety Code (CH&SC) and is applicable to vapor recovery systems installed at
gasoline dispensing facilities for controliing gasoline vapors emitted during the fueling of
storage tanks (Phase |) and the refueling of vehicle fuel tanks (Phase II). Vapor recovery
systems are complete systems and shall include all associated dispensers, piping, nozzles,
couplers, processing units, underground tanks and any other equipment or components
necessary for the control of gasoline vapors during Phase I or Phase Il refueling operations
at GDF. '

1.4 Legislative and Regulatory Requirements of Other State Agéncies

As required pursuant to Sections 25290.1.2, 41955 and 41957 of the CH&SC, the
Executive Officer shall coordinate this certification procedure with:

1.1.1 Department of Food and Agriculture,
Division of Measurement Standards (DMS)

1.1.2 Department of Forestry and Fire Protection,
Office of the State Fire Marshall (SFM)

1.1.3 Department of Industrial Relations,
Division of Occupational Safety and Health (DOSH)

114 State Water Resources Control Board (SWRCB)

Division of Water Quality
" California Air Resources‘ Board . January 9, 2013 May—%’é—%@%«
: - - - .. CP-201, Page 1 : ‘



Prior to certification of the vapor recovery system by the Executive Officer, the
applicant shall submit plans and specifications for the system to each of these
agencies. Certification testing by these agencies may be conducted concurrently with
ARB certification testing; however, the approval of the SFM, DMS, DOSH, and a
determination by the SWRCB shall be 2 precondition to certification by ARB. The
applicant is responsible for providing documentation of these approvals and
determinations to ARB. Lo

1.2 Requirement to Comply with All Other Applicable Codes and Regulations
Certification of a system by the Executive Officer does hot exempt the system from=
compliance with other applicable codes and regulations such as state fire codes,
weights and measures regulations, and safety codes and regulations.

2. : PERFORMANCE STANDARDS AND SPECIFICATIONS .
2.1 Performance Standards

A performance standard defines the minimum performance requirements for
certification of any system, including associated components. An applicant may
request certification to a performance standard that is more stringent than the
minimum performance standard specified in CP-201. Ongoing compliance with all
applicable performance standards, including any more stringent standards requested
by the applicant, shall be demonstrated throughout certification testing.

2.2 Performance Specifications

A performance specification is an engineering requirement that relates to the proper
operation of a specific system or component thereof. In addition to the performance
specifications mandated in CP-201, an applicant may specify additional performance
specifications for a system or component. An applicant may request certification to a
performance specification that is'more stringent than the minimum performance
specification in CP-201. Ongoing compliance with all applicable performance -
specifications, including any mare stringent specifications requested by the applicant,
shall be demonstrated throughout certification testing. '

Callifornia Air Resources Board dJanuary 9, 2013 May-25-2008
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.23 Innovative System

‘The innovative system concept provides flexibility in the design of vapor recovery
“systems. A vapor recovery system that fails to comply with an identified performance
-standard or specification may qualify for consideration as an innovative system,

" provided that the system meets the primary emission factor/efficiency, complies with-
all other applicable requirements of certification, and the Executive Officer determines
that the emission benefits of the innovation are greater than the consequences of
failing to meet the identified standard or specification.

2.4 Additional or Amended Performance Standards or Performance Specifications

‘Whenever these Certification Procedures are amended to include additional or
amended performance standards, any system that is certified as of the effective date
" of additional or amended standards shall remain certified until the operative date.
- Systems installed before the operative date of additional or amended standards may
" remain in use for the remainder of their useful life or for up to four years after the
effective date of the new standard, whichever is shorter, provided the requirements of
- section 19 are met. ' : ' ‘

Whenever these Certification Procedures are amended to include additional or

- amended performance specifications, a system shall remain certifiéd until the -
Executive Order expiration date. A system that was installed before the operative date
- of additional or amended performance specifications may remain in use subject to the .
" _requirements of section 17. .. - - ' :

241 The effective and operative dates of adoption for all performant;e stahdards
and specifications contained herein are specified in Table 2-1.

242 The operative dates of performance standards shall be the effective date of
adoption of amended or additional performance standards, except as otherwise
specified in Table 2-1. Certifications shall terminate on the operative date of
amended or additional performance standards unless the Executive Officer
determines that the system meets the amended or additional performance
standards. Upon the operative date of amended or additional performance
standards, only systems complying with the amended or additional
performance standards may be installed.

2.4.3 The operative dates of performance specifications are listed in Table 2-1. As of
the operative date of amended or additional performance specifications, only
systems complying with the amended or additional performance-specifications
may be installed. o

244 When the Executive Officer determines that no Phase | or Phase Il system has

' been certified or will not be commercially available by the operative dates
specified in Table 2-1 of CP-201, the Executive Officer shall extend the
operative date and may extend the effective date of amended or additional
performance standards or specifications. If there is only one certified system to
meet amended or additional standards, that system is considered to be

- Galifornia-Air Resources Board January 9. 2013 May 262006
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commercialiy available if that system can be shipped within eight weeks of the
receipt of an order by the equipment manufacturer.

24.5 The Executive Officer may determine that a system certified prior to the
- operative date meets the amended or additional performance standards or
specifications. In determining whether a previously certified system conforms
- with any additional or amended performance standards, specifications or other
requirements adopted subsequent to certification of the system, the Executive
Officer may consider any appropriate information, including data obtained in
the previous certification testing of the system in lieu of new testing. -

2.4.6  Gasoline Dispensing Facilities in districts that ARB determines are in

attainment with the state standard for Ozone are exempted from the Enhanced

“Vapor Recovery performance standards and specifications set forth in sections
3 through 9, inclusive, with the exception of the requirement for compatibility
with vehicles that are equipped with Onboard Refueling Vapor Recovery
(ORVR) systems as specified in subsection 4.4. New GDFs. and those
undergoing major modifications, are not exempt. If exempt facilities become
subject to additional standards due to a subsequent reclassification of their
district from attainment to non-attainment, the facilities will have four years to
‘comply.

2.4.7 The gasoline dispensing facility’s gasoline throughput for calendar year 2003
shall be used for determining compliance with the Onboard Refueling Vapor
Recovery (ORVR) requirements in Table 2-1. .

California Air Resources Board ‘ - January 9, 2013 May-25-2008
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Table 2-1

Effective and Opérative Dates for Phase | and Phase Il Vapor Recovery

Performanc_e Standards

d Specifications

PN Vent Vaive As specified in Table 3-1 3.5 Not applicable | July 1, 2007
Ali other Phase | . _ o ' )
Standards and As specified in Table 3-1 3 April 1, 2001, July 1, 2001
Specifications ' ' '
ORVR : -
Compatibility for As specified in'section 2.4.7 and September 1, |, .
GDF > 2.0 million section 4.4 44 o001 | APt 2003
galfyr throughput’ ' : '
ORVR . : : o L o _
Compatibility for - " As _speciﬁed in section 2.4.7 and- i P
GDF = 1.0 million section 4.4 44 January 1, 2002 | Apnlm1,.2003
galfyr throughput' S
- ORVR S
Compatibility for. As specified in section 2.4.7 and _ e - : o
GDF < 1.0 million _ section 4.4 44 March 1, 2002 April 1, 2003
galfyr throughput’ | B
L ‘Post-Refueling Drips . e
Nozzle Crlterla <3 dropirefueling o 47 April 1,2005. | April 1, 2005
Liquid Retention < 350 ml/1,000 gals. 4.8 Aprit 1,2001 | July 1, 2001
Liquid Retention < 100 mi/1,000 gals. 48 | Apri1,2005 | April1, 2005
Nozzle Spitting < 1.0 mi /nozzle/fueling
Spillage (including < 0.24 pounds/1,000 gallons 43 | April1,2005 | April 1, 2005
drips from spout)
For GDF > 1.8 mil. . September 1, | September 1,
galiyr. ISD Reguirements 9 2005 2005
For GDF = . September 1, September 1,
600,000 galiyr? ISD Requirements 9.1 2006 2006
Unihose One Hose/NozSziIdeeper Dispenser 4,10 | Not applicable April 1, 2003
All other Phase I e -
As specified in 4,5, , .
Stand_a_rds'and Tables 4-1 through 8-2. 6.7.8 April 1, 2005 April 1, 2005
Specifications
' ' ‘Date when the
Low Permeation Permeation rate < 10.0 g/m?*day as 201 first applicable | Same as the
Hoses determined by UL 330 (7" ed.) £ | low permeation | effective date
hose is certified :

" Effective January 1, 2001, state law requires the ¢
compatible (Health and Safety Code section 41954,

Bill 1300).

2 3DF < 800,000 gallyr are exempted from ISD reguirements.

California Air Resources Board
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3. PHASE | PERFORMANCE STANDARDS AND SPECIFICATI

4 -
- - |

ONS

. Table 3-1 summarizes the Phase | Performance Standards and Specifications applicable to
all Phase | vapor recovery systems.

Phase | Performance Standards and Specifications

Table 31

APPLICABLE TO ALL PHASE [ VAPOR RECOVERY SYSTEMS

- Vapor Adaptors )

~ Static Torque

Spec. "

iy N : . ' " Ter ] Std | Test
P T 3} R R t .. |. Sec. : o
: grformance ypr-.z. A B _QQQj_rfemen_ 1 .e:C_ Spec. | Procedure
. : ay | TP-201.1
P > 98.09 - 3. i ;
hase | Efficiency 98.0% o 3.1 Std TP-2011A
Phase | Emission HC < 0.15 pounds/1,000 gallons 31 | Std. | TP-201.1A
Factor "
Static Pressure In accordance with section 3.2 3.2 | std. | TP-2013
Performance T ' _
Pressure Integrity of _ - o
Drop-Tube with Overfil <0.17 CFH at 2.0 inches H,0O 3.3 | Spec. | TP-201.1D
. Prevention P s
‘Phase | Product and . : TP-201.1B
Vapor Adaptor/Delivery ~ Rotatable 360°, or equivalent 3.4 | Spec. and
Elbow Connections : : Eng. Eval. :
Phase | Product -
Adaptor As shown in Figure 3A 3.4 | Spec. | Micrometer
_Cami and Groove ‘ : o
Phase | Vapor . . _
- Recovery Adaptor (As 'i“; A-ﬁ_i.gsji 3B) ‘ 3.4 | Spec. | Micrometer
Cam and Groove (As shown 9 _ .
. A . : Testing and
Phase | Vapor Ad P tted 3.4 | Spec.
ase | Vapo aptgr o oppette | pec Eng. Eval.
No Indication of Leaks Using Liquid Leak ' LDS or
Phase | V. dapt 3.4 | Spec. | -
ase | Vapor Adaptor Detection Solution (LDS) or Bagging pec Bagging
Phase | Product and < 108 pound-inch (9 pound-foot) | 34

TP-201.1B

Caiifornia Air Resources Board
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Phase | Performance Standards and Specifications
APPLICABLE TO ALL PHASE | VAPOR RECOVERY SYSTEMS

Table 3-1 (confinued)

3.1 Phase i Efficiency/Emission Factor

_ Pressure Setfings _
. 2.5 to 6.0 inches H,O Positive Pressure : _
UST Vent Pipe 6.0 to 10.0 inches H.O Negative TP-201.1E
Pressure/Vacuum 3.5 | Spec.
Valves 7 Pressure _ _. CERT
Leakrate at +2.0 inches H,O < 0.17 CFH
L eakrate at -4.0 inches H,O <0.63 CFH
Spill Container . , TP-201.2B
Drain Valves Leakrate < 0.17 CFH at +2.Q inches HzO | 3.6 Spec. TP-201.1 C
' TP-201.1D
Vapor Connectors and | No indication of Leaks Using Liquid Leak- | _ 1. LDSor
Fittings Detection Solution (LDS) or Bagging. 3.7 | Spec. Bagging
- Compatibility with Materials shall be compatible with 28 | 8 pec | Testing and
Fuel Blends approved fuel blends B "I Eng. Eval.

341 The minimum volumetric efficiency of Phase | systems shall be 98.0%. This
shall be determined in accordance with TP-201 1 (Volumetric Efficiency of
Phase | Systems at Dispensing Facilities). '

3.1.2 The hydrocarbon emission factor for systems with processors shall not exceed

' 0.15 pounds per 1,000 gallons dispensed. This shall be determined in
accordance with TP-201.1A (Emission Factor for Phase | Systems at
Dispensing Facilities).

3.2 Static Pressure Performance

“ The static pressure performance of Phase | vapor recovery systems not associated
with Phase I systems shall be determined in accordance with TP-201.3 . ‘
(Determination of 2 Inch WC Static Pressure Performance of Vapor Recovery Systems
of Dispensing Facilities).

321 All Phase | systems shall be capable of meeting the performance standard in
accordance with Equation 3-1.

292 The minimum aliowable five-minute final pressure, with an initial pressure of
two (2.00) inches H»O, shall be calculated as foliows:

Caiifornia Air Resources Board

CP-201, Page 7

January. 8. 2013 May-25-2006




[Equation 3-1]

=500. 3887

Pf ;2e_ 4

Where;

= The minimum allowable five-minute final pressure, inches HyO
The total ullage affected by the test, gallons

= Adimensionless constant approximately equal to 2.718

= Theinitial starting pressure, inches HyO

N @ <__;D
[

3.3 Phasel Drop-Tubes with Over-Fill Preventio_n Devices

Phase | drop-tube overfill prevention dévices shall have a leak rate not to exceed 0.17
cubic feet per hour (847CFH) at a pressure of two inches water column (2.0" H,0).
The leak rate shall be determined in accordance with TP-201 1D (Leak Rate of Drop
Tube Overfill Prevention Devices and Spill Container Drain Valves). Drop-tubes that

do not have an over-fill prevention device shall not leak.
3.4 Phase | Vapor Recovery and Product Adaptors |

3.4.1  The vapor recovery and product adaptors shall not leak. The vapor recovery
and product adaptors, and the method of connection with the delivery elbow,
shall be designed so as to prevent the over-tightening or loosening of fittings
during normal delivery operations. This may be accomplished by installing a
swivel connection on either the storage tank (rotatable adaptor) or delivery
elbow side of the equipment, or by anchoring the product and vapor adaptors in
such a way that they are not rotated during deliveries, provided the anchoring
mechanism does not contribute undue stress to other tank connections. If a
delivery elbow with a swivel connection is the preferred method, only cargo
tank trucks with those elbows shall deliver 1o the facility. The adaptors at such
a facility shalf be incompatible with a delivery elbow that does hot have a
swivel. - : SR

3.4.2 Phase | product adaptors shall be manufactured in accordance with the cam
and groove specification as shown in Figure 3A. Phase | vapor recovery
adaptors shall be manufactured in accordance with the cam and groove
specification as specified in the Commercial Item Description CID A-A-59326
(shown in Figure 3B). These specifications shall be applicable only to new
adaptors and shall not be applied to in-use adaptors. - ’

3.4.3 Phase ! vapor recovery adaptors shall have a poppet. The poppet shall not
leak when closed. The absence of vapor leaks may be verified by the use of
commercial liquid leak detection solution, or by bagging, when the vapor

‘containment space of the underground storage tank is subjected to a non-zero
gauge pressure. (Note: leak detection solution will detect leaks only when
positive gauge pressure exists.)

3.4.4 The static torque of product and vapor recovery adaptors shall not exceed 108

California Air Resturces Board “January 9, 2013 May-25-2005
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pound-inch (8 pound-foot) when measured in accordance with TP—201'.1B.
3.5 Pressure/Vacuum Vent Valves

The Executive Officer shall certify only those vapor recovery systems equipped with a
pressure/vacuum (P/V) valve(s) on the underground storage tank vent pipe(s). -
Verification of the P/V valve requirements set forth below shall be determined by TP-
201.1E CERT, (Leak Rate and Cracking Pressure of Pressure/Vacuum Vent Valves).

3.51 The pressure specifications for P/V _valves shall be:

Positive pressure setting of 2.510 6.0 inches H,O.
Negative pressure setting of 8.0 to 10.0 inches Hy0.

352 The total leak rates for P/V valves, shall be less than or equat to:

0.17 CFH at +2.0 inches H,0.
0.63 CFH at -4.0 inches HO.

353 The total leakrate of all P/V valves certified for use with any vapor recovery
- system shali not exceed 0.17 CFH at 2.0 inches H,0 or 0.63 CFH at -4.0
“inches H,O. Applicants may request to certify a system for use with multiple
P/V valves by choosing P/V valves certified to more restrictive leak rate
performance specifications. The applicant shall state in the certification
application the leak rates to which P/V valves are to be certified. - All individual
valves shall be tested and certified to those stated leak rate specifications.

3.54 Phase | Certification test sites shall be configured with a minimum of three P/V
valves (i.e., for representativeness), each P/V valve to be configured with an
associated ball vaive. :

3.6 Spill Containers

3.6.1 Phase | spill container drain valves shall not exceed a leak rate of 0.17 CFH at
2.0 inches H,O. Spill containers with cover-actuated drain valves shall be
tested both with the lid installed and with the lid removed. The leak rate shall be
determined in accordance with TP-201.2B (Pressure Integrity of Vapor '
Recovery Equipment). Phase | configurations installed so that liquid drained
through the drain valve drains directly into the drop tube rather than the UST
ullage shall be tested in accordance with TP-201.1C (Leak Rate of Drop
Tube/Drain Valve Assembty) or TP-201.1D (Leak Rate of Drop Tube Overfill
Prevention Device and Spili Container Drain Valves}, whichever is applicable.

3.6.2 Drain valves shall not be allowed in spill containers used exclusively for Phase
| vapor connections unless required by other appiicable regulations.

3.6.3 Spill Containers shall be maintained in accordance with all applicable
requirements.

3.7 Vapor Connections and Fittings

California Air Resources Board | January &, 2013 May-25,2006
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All vapor connections and fittings not specifically certified with an allowable leakrate
shall not leak. The absence of vapor ieaks may be verified by the use of commercial
liquid leak detection solution, or by bagging individual components, when the vapor
coritainmerit space of the underground storage tank is subjected fo a non-zero gauge
pressure. (Note: ieak detectioh solution will detect leaks only when positive gauge
pressure exists.) The absence of liquid leaks may be verified by visual inspection for
seepage or drips. - ‘ - O ' o

3.8 Materials Compatibility with Fuel Blends

Vapor recovery systems and components shall be compatible with any and all fuel
blends in.common use in California, including seasonal changes, and approved for use
as specified in title 13, CCR, section 2260 et seq. Applicants for certification may
request limited certification for use with onily specified fuel biends. Such fuel-specific
certifications shall clearly specify the limits and restrictions of the certification.

California Air Resources Board January 9, 2013 May-25. 2006
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_ Figure 3A _ :
Phase | Product Adaptor Cam and Groove Specification
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4. | PHASE Il PERFORMANCE STANDARDS AND SPECIFICATIONS
APPLICABLE TO ALL PHASE Il VAPOR RECOVERY SYSTEMS

Table 4-1 summarizes the Phase || Performance Standards
all Phase Il vapor recovery systems. Phase |l va

in facilities equipped with a certified Phase | system.

Table 4-1

Phase Il Performance Standards and Specifications

and Specifications applicable to
por recovery systems shall be certified only

APPLICABLE TO ALL PHASE li VAPOR RECOVERY SYSTEMS

R e o . | 8td | Test
= Perfor Typ : "Re ment 1 Seci] ST TESE
e A e || sec. | Procedure _
Phase ”I ggizsfn Factor Summer Fuel: 95% Efficiency and TP-201.2
udes: : CTP-201.
= ' : HC < 0.38 pounds/1,000 galions
Refuehn.g gnd Vent Winter Fuel: 95% Efficiency or 4.1 S| :Ir_};:g%g‘é
Emissions HC < 0.38 pounds/1,000 gallons ’
Pressure-Related Fugitives :
Static Pressure In accordance with Section 4.2 42 | std. | TP-201.3
Performance
Spillage <0.24 ds/1,000 gall 4.3 S
Including Drips from Spout = ¥« pounasil, Bl gallons ' td. | TP-201.2C
“.E' t v HOHRGS
VQHMW‘MQEWW _ e Std. Apjpzro:ed
| E! ”'f. 'e“e;*;! '[EE’ ';”Ss'e“ S ta“da':[;’ o 41 es
_— 4.4 Procedure
ORVR Compatibility Applicant shall deveiop a test procedure Developed
to demonstrate ORVR compatibility when by Mfg.
reguested by the Execuiive QOfficer.
Liquid l"x:etefnfcior: < 100 mlf1,000 gallons 4.8 Std. TP-201 2E
Nozzle “Spitting < 1.0 mi per nozzle per test ,
ISD See Section 9 9 | Std | TP-201.21
Permeation Rate < 10.0 g/m?%day UL 330
Low Permeation Hoses . th 20 Std. o
as Determined by UL 330 (7" ed)) (7" ed.)
Phase || Compatibility Testing and
: . 4.5 | Spec.
with Phase | Systems See'Section 4.5 pec Eng. Eval,
UST Pressure Criteria Daily Average Pressure < +0.25 in. H,O
. (30 day rolling average) Daily High Pressure <+1.50 in. H,0O 4.6 | Spec. TP-201.7
Post-Refueling Drips < 3 Drops/Refueling
o Cpmplv with dimensions spe0|f|gd in TP-201.2D
Nozzle Criteria section 4.7.3 Have-an-0D < 0.840-inches 4.7 | Spec. | Engineerin
Each Phase il Nozzle Shall for 2.5-inches ' pec. | Engineering
. . Evaluation
Be capable of fueling any vehicle that can
be fueled with a conventional nozzle

California Air Resources Board
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Table 4-1 (continued) _
Phase || Performance Standards and Specifications

APPLICABLE TO ALL PHASE Il VAPOR RECOVERY SYSTEMS

. Nozzle/Dispenser Vapor Check Valve Closed When Hung

_ ) '4 9 | Spec Testing and
Compatibility Hold-open Latch Disengaged When Hung ' " Eng. Eval.
Unihose MPD Configuration " One Hose/Nozzle per Dispenser Side 410 | Spec. T::Sng\?;d
Phase Il Vapor Riser Mirimum 1 \nch Nominal ID | 441 | Spec. | <9 and

. Eng. Eval.

‘No Liquid or Fixed Blockage ‘

: | Minimum-3 Inch Nominal ID after First : _ Testing and

Vapor Return_ Piping . Manifold _ ‘_.4.11 Spec. Eng. Eval.

Recommended Slope ¥z Inch Per Foot

Vapor Return Piping Rigidity ' Rigid Piping, or Equivalent_ )

“Minimum Siope 1/8 Inch Per Foot

Bend Radius Exceeds 6 fest 4.1 '. Spec. | TP'20‘1-2G

The-Maximum Allowable Lengths of Pipe’

"Vapor Return Pips Runs | Runs Shall Be Established During the | 4.11 | Spec. Tesfing and
s : Eng. Eval.
Certification Process
Liquid Condensate Traps Shall have Automatic Evacuation System 4.12 | Spec. 'Tgﬁgngfgd
» No Indication of Vapor Leaks with Liquid - LDS or
Connectors and Fittings . 413 | Spec.
onnectors and Fitings .\ | - petection Solution (LDS) or Bagging P Bagging

4.1 Phase Il Emission Factor/Efficiency

411

The Hydrocarbon emission factor and/or efficiency for Phase |l vapor recovery
systems shall be determined as follows:

When testing conducted with gasoline meeting the requirements for summer
fuel: :
'05% Efficiency and
Hydrocarbon emission factor not to exceed 0.38 pounds/1,000 gallons.

When testing conducted with gasoline meeting the requirements for winter fuel:
95% Efficiency or :
Hydrocarbon emission factor not to exceed 0.38 pounds/1,000 gallons.

Compliance with the The emission factor and the efficiency standards shall
be demonstrated - cormpliance-with-the standard when calculated for a test

‘California Aiir Resources Beard ' . January 9, 2013 May-25:-2606
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412

§

4.2

s ;

: S ) Vo
Ropulation consisting of 100 non-ORVR vehicles, selected according to
TP-201.2A. ions:

The emission factor and/or efficiency shall be determined in accordance with
TP-201.2 (Efficiency and Emission Factor for Phase || Systems) and shall )
include all refueling emissions, underground storage tank vent emissions and’
pressure-reiated fugitive emissions. Pressure-related fugitive emissions shall
be determined in accordance with TP-201.2F (Pressure-Related Fugitive
Emissions). Phase Il systems that have underground storage tank (UST}
pressures sufficient to cause potential fugitive emissions that exceed fifty
percent (50%) of the maximum allowable emission factor shall not be certified.

'Static Pressure Performance_

The static pressure performarice of Phase || systems, including the associated Phase |
system, shall be determined in accordance with TP-201.3 (Determination of 2 Inch WC
Static Pressure Performance of Vapor Recovery Systems of Dispensing Facilities).

4.2.1 Al Phase |l vapor recovery systems shall be capable of meeting the
_performance standard in accordance with Equation 4-1 or 4-2.
4.2.2 For Phase [ Balance Systems, the minimum allowable five-minute final
- pressure, with an initial pressure of two (2.0} inches H2Q, shall be calculated :
as follows:
) - [Equation 4-11
~760.490
P =2e 7 ifN =16
=792 196
Pr=2e¢ 7 iFN=7-12
. -B24.023
Pp=2e v ifN=13-18
—853.974 - -
P, =2e V if N = 19-24
—888 . 047
P, =2e if N> 24
Where:-
N = The number of affected nozzles,  For manifolded systems, N equals
g the total number of nozzles. For dedicated plumbing configurations, N
| equals the number of nozzles serviced by the tank being tested.
Pf = The minimum allowable five-minute final pressure, inches HoO

California Air Resources Board

V = The total ullage affected by the test, gallons
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A dimensionless constant approximately equal to 2.718
The initial starting pressure, inches H20

e
2

I

4.2. 3 For Phase || Vacuum Assist Systems, the minimum allowable five-minute final
pressure, with an initial pressure of two (2. 0) inches HZO shail be calculated

- as foliows
[Equation 4-2]
-500.887 _ o
P,=2e¢ 7 ifN=1-6
—551.614
P, =2e 7 ifN=7-12
—362.455 .
P, =2e 7 ifN=13-18
- =593.412 :
P,=2e 7 if N =19-24
—624 483 _ o
P, =2e 7 ifN>24
Where: -
N = The number of affected nozzles. For manlfolded systems N equals

the total number of nozzies. For dedicated plumbing conﬂguratlons N
equals the number of nozzles serviced by the tank being tested.

Py = The minimum allowable five-minute final pressure, inches HpO
= The total ullage affected by the test, gallons
e = Adimensionless constant approximately equal to 2.718
2 = The initial starting pressure, inches H2O

424 Under no circumstances shall Phase Il components be partially or completely
immersed in water to check for pressure integrity.

| 4.3 Spillage

The Executive Officer shall not certify vapor recovery systems that cause excessive
spillage.

4.3.1 Spillage shall be determined in accordance with TP-201.2C (Spillage from
Phase 1l Systems). The emission factor for spillage shall not exceed 0.24
pounds/1000 gallons dispensed, for each of the following three categories:

All refueling events,

Refueling operations terminated before activation of the primary shutoff;
and

Refueling events terminated by activation of the primary shutoff.

California Air Resources Board ‘ January &, 2013 May 25 2008 ‘
‘ : CP-201, Page 15 . .



p

4.3.2 ‘The number of self-service refueling operations observed during certification
testing of any system for spillage shall be not less than:

1,000 refueling operations [not including topoffs]; and
400 fill- -ups [terminated by full tank shut-off, not mcluding topoffs].

4.3.3 Increased spillage resuling from one top-off foi]owing the first activation of the
automatic (primary) shutoff mechanism shall be subjected to challenge mode
testing. Nozzles that result in excessive spillage followmg one top off shall not
be certified. _

4.4 Compatibility of Phase Il Systems with Vehicles Equipped with ORVR Sysiems

443 The applicant, when requested by the Executive Officer, system-ranufacturer

shall_ develop be-responsible-for-developing a test procedure by which ORVR

compatibility can be demonstrated. This procedure is subject to an engineering

evaluatlon by the Executlve Ofﬁcer 4f—ﬁ—+s—deemed4eadeqeate—aed#er

---------

4.5 Compatibility of Phase I Systems with Phase I"S'ystems_‘"

4.5.1 Phase Il vapor recovery systems shall be certified only in facilities equipped

- with a certified Phase | system. During a Phase Il system certification, the
associated Phase | system shall be subject to all of the standards and
specifications in Section 3, and tested pursuant to Section 13.

Compatibility of the proposed Phase Il system with the certified Phase | system
installed at the certification test site shall be determined by use of all data
collected as part of the monitoring described in Section 13 as'well as an
evaluation of the UST pressure profiles generated during the certification tests.
Failure of any Phase | system tests conducted during the Phase It system
certification shall require an explanation from the applicant and a determination
by ARB in regard to the possible cause of the failure. Phase | system test
failures shall not trigger termination of the Phase Il system certification unless
sufficient information demonstrates that the Phase |l system caused the
fallure(s)

Repeated component test fallures may lead to a determmat!on of
incompatibility during the 180-day operational test.

After successfully completing the certification, the Phase Il system shall be
evaluated based on engineering evaluation of pressure profiles to determine

- California Air Resources Board - January 9 2013 May-25:2008
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compatibility with other certified Phase | systéms. Unless otherwise specified
by the applicant, compatibility with all other certified Phase | systems shall be
evaluated by ARB. :

4.52 Applicants for certification may, as a performance specification, limit the type of -
equipment with which their system is compatible. Any such specification shall
become a condition of certification. :

'4.6 Underground Storage-Tank-Pressure Criteria

Phase 1l systems that have underground storage tank (UST) pressures sufficient to
cause potential fugitive emissions that exceed fifty percent (50%) of the maximum

~ allowable emission factor shall not be certified. In addition, the following criteria shall
apply to all Phase |l systems. : : :

4'6.1  The vapor recovery system pressure data shall be evaluated so that periods
during which system pressure changes directly attributable to Phase |
equipment or operations that do not comply with Sections 4.1.2 andfor 4.1.3 of

~ CP-204 are not used to determine failure of the Phase 1l system to meet the
- system pressure criteria. ' - '

- 4.6.2 |f the vapor recovery system pressure does not deviate from atmospheric
pressure except for those excursions attributable to Phase | operations, the
integrity of the vapor recovery system shall be presumed to be inadequate.

- 4.6.3 The daily average pressure shall be computed as follows:

~ Zero and negative pressure shall be computed as zero pressure; and
Time at positive and zero pressures shall be inciuded in the caiculation.
(Example: 6 hours at +1.0 inches H.O and 18 hours at -1.0inches H;O
yields an average daily pressure of 0.25 inches H20.)

46.4 The daily high pressure shall be computed as follows:

Zero and negative pressure shall be computed as zero pressure,

Time at positive and zero pressures shall be included in the calculation;

‘The average positive pressure for each hour shall be calculated; and
The highest hour is the daily high pressure for the day.

465 A rolling 30 day average of the daily average pressures and the daily high
pressures for each day shall be calculated by averaging the most current daily
value with the appropriate values for the previous 29 days. These 30-day
rolling averages shall meet the following criteria:

The daily average pressure shall not exceed +0.25 inches H,0.
The daily high pressure shall not exceed +1.5 inches H.0.

46.6 Pressure readings shall be taken in accordance with TP-201.7 (Continuous
‘ Pressure Monitoring). Other methods of data collection and analysis may be
used with prior approval of the Executive Officer.

California- Air Resources-Board , January 9. 2013 May282008
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4.7 Nozzle Criteria

4.7.1 Each vapor recovery nozzle shall be capable of refueling any vehicle that
" complies with the fillpipe specifications and can be fueled by a conventional
. nozzle. '

4.7.2 Each vapor recovery nozzle shall be “dripless,” meaning that no more than
three drops shall occur following each refueling operation. This shall be
determined in accordance with TP-201.2D (Post-Fueling Drips from Nozzles).

4.7.3 Each vapor recovery nozzle shali comply with the following:
" (a) The terminal end shall have a straight section of at least 2.5 inches (6.34
centimeters) in length; vy
(b} The outside diameter of the terminal end shall not exceed 0.840 inch
(2.134 centimeters) for the length of the straight section; and
(c) The retaining spring or collar shall terminate at least 3.0 inches
(7.6 centimeters) from the terminal end. :

4.7.4 Additional nozzle criteria are contained in-Sections 5 and 6.
4.7.5 A minimum of 10 nozzles must be tested for determination of post fueling drips.
4.8 Liquid Retention

4.8.1 Liquid retention in the nozzle and vapor path on the atmospheric pressure side
of the vapor check valve shall not exceed 100 m! per 1,000 gallons. This shall
be determined in accordance with TP-201.2F {Gasoline Liquid Retention in
Nozzies and Hoses). :

4.8.2 Nozzle “spitting” shall not exceed 1.0 m| per nozzle per test and shall be
determined in accordance with TP-201.2E (Gasoline Liquid Retention in

Nozzles and Hoses).

4.8.3 The number of self-service refueling operations observed during certification
testing of any system for liquid retention and spitting shall be not less than:

10 refueling operations per nozzle (not including topoffs); and
4 fill-ups (terminated by automatic shut-off, not including topoffs).

4.8.4 A minimum of 10 nozzles must be tested for determination of liquid retention
and spitting. >

4.9 Nozzle/Dispenser Compatibility
The nozzle and dispenser shall be compatible as follows:

4.9.1 The nozzle and dispenser shall be designed such that the vapor check valve is
in the closed position when the nozzle is properly hung on the dispenser.

California Air Resources Board January:9; 2013 May-25-2006
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4.92 The nozzle and dispenser shall be designed such that the nozzle cannot be
hung on the dispenser with the nozzie valves in the open position.

4.10 Unihose Multi-Product Dispenser (MPD) Configuration

There shall be only one hose and nozzle for dispensing gasoline on each side of an
unihose multi-product-dispenser{MPD;. This shall not apply to facilities installed prior
to April 1, 2003 uniess the facility replaces more than 50 percent of the dispensers.
Facility modifications that meet the definition of “major modification” for a Phase il
system in D-200 trigger the unihose requirement as the facility is considered a “new
installation”. Exception: dispensers which must be replaced due to damage resulting
from an accident or vandalism may be replaced with the previously installed type of
dispenser. : ,

411 Vapor Return Piping

The requirements of Sections 4.11 .1 through-4.12.2 for the vapor return piping and, i
applicable, condensate traps, from the dispenser riser to the underground storage
tank, shall apply to any facility installed after April- 1, 2003. :

4111 The vapoi'_ return piping from any fueling point to the underground storage tank
shall be free of liquid or fixed blockage.

4,112 The Phase | riser shall have a minimum nominal internal diameter of one inch
- (17 |D). The connection between the Phase |l riser and the dispenser shall be
made with materials listed for use with gasotine, and shall have a minimum
nominal 1" 1D.

4.11.3 Ali new vapor return piping shall have a minimum nominal internai diameter of
three inches (3" 1D} from the point of the first manifold to the storage tank,
including the float vent valve, if applicable. Facilities permitted by a local district
prior to the adoption date of this procedure shall be required to meet the
minimum three inch diameter standard only upon facility modifications requiring
exposing at least 50 percent of the underground vapor return piping. '

4 11.4 Wherever feasible, the recommended minimum slope of the vapor return
piping, from the dispensers to the tank, shall be at least one-fourth (1/4) inch
per foot of run. The minimum slope, in all cases, shall be at least one-eighth
(1/8) inch per foot of run. |

4.11.5 ¥Vapor return piping shall be constructed of rigid piping {any piping material
with a bend radius that exceeds six feet; the maximum allowable deflection
distance is 9 5/8 inches, as determined by TP-201 2G), or shall be contained
within rigid piping, or shall have an equivalent method, approved by the
Executive Officer, to ensure that proper slope is achieved and maintained.
(Note: this does not apply to flexible connectors at potential stress points, such
as storage tanks, dispensers, and tank vents.) Rigidity shall be determined in
accordance with TP-201.2G (Bend Radius Determination for Underground
Storage Tank Vapor Return Piping). :

California Air Resources Board Januamf g, 2013 May—%—zé‘»@@
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4.11.6 The Executive Officer shall determine, by testing and/or engineering )
evaluation, the maximum allowable length of vapor return piping for the system.

4.12 Liquid Condensate Traps -

Liquid condensate traps (also known as knockout pots and thief ports) are used to
keep the vapor return piping clear of liquid when it is not possible to achieve the
hecessary slope from the dispenser to the underground storage tank.

4.12.1 Liquid condensate traps shall be used only when the minimum slope
requirements of 1/8" per foot of run cannot-be met due to the topography.

4.12.2 When condensate traps are installed, they shall be:
(@) certified by ARB;
(b) maintained vapor tight; .
(c) accessible for inspection upon request;
(d) capable of automatic evacuation of liquid; and
() equipped with an alarm system in case of failure of the evacuation
system. - ' - C

4.13 Connectiotis and Fittings

All connections, fittings, or components not specifically certified with an allowable
leakrate shall not leak. Vapor leaks may be determined by the use of commercial leak
detection solution, or by bagging individual components, when the vapor containment
space of the underground storage tank is subjected to a non-zero gauge pressure,
(Note: leak detection solution will detect vapor leaks only when a positive gauge
pressure exists). The absence of liquid leaks may be verified by visual inspection for
seepage or drips. : : '

California Air Resources Board January 9. 2013 May-25.2008
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5. PHASE Il PERFORMANCE STANDARDS AND SPECIFICATIONS
APPLICABLE TO BALANCE VAPOR RECOVERY SYSTEMS

Table 5-1 summarizes the performance standards and specifications specifically applicable
to Phase !l Balance vapor recovery systems. These sysiems are also subject to all of the
standards and specifications in Sections 3 and 4, and the applicable requirements in
Sections 7 and 8.

Table 51
Phase Il Performance Standards and Specifications
APPLICABLE TO PHASE Il BALANCE VAPOR RECOVERY SYSTEMS

o T _
| r\;ogzI'e Criteria o Have an Insertion Interlock - 5115 éc Testing and
Eac asir;(ff N_QZZ ® Be Eq_uipped with a Vapor Valve ' pee. Eng. Eval.

Insertion Interiock Vgrification of No Liquid Flgw’ 51 | Spec. Testing and

' Prior fo Bellows Compression S - Eng. Eval.

Vapor Check Valve <0.07 CFHat2.0inches H,0 | 5.1 | Spec. | TP-201.2B
Leakrate N

_ Pounds (force) to Retaining Device ' Testing and

Bellows Insertion Force - | . Specified by Applicant and Verified | 5.1 | Spec. Eng gva!-

, During Certification Testing
Nozzle Pressure Drop AP at 60 CFH of N, < 0.08 inches H,O | 5.2 Std. TP-201.24

Hose Pressure Drop

AP at 80 CFH of Ny < 0.09 inches H,0 | 5.2 | Std. 20"
[including Whip Hose] P at 60 GFH of N; < 0.08 inches H,0 | 5 S TP-201.2

Breakaway
Pressure Drop

Dispenser Pressure Drop | AP at 60 CFH of N, < 0.08 inches H,O | 5.2 | Std. | TP-201 2
Swivel Pressure Drop AP at 80 CFH of N, < 0.01 inches H,O | 5.2 | Std. . TP-201.2J

AP at 80 CFH of N; < 0.04 inches H;O | 5.2 Std. TP-201.2J

Pressure Drop
Phase Il Riser to Tank
[Including Vapor Return
Line Impact Valve)

Pressure Drop from AP at 60 CFH of N, < 0.35 inches H,O

AP at 60 CFH of N, < 0.05 inches H,O0 | 5.2 | Std. TP-201.4

5.2 Std. TP-201.4

Nozzle to UST AP at 80 CFH of N, < 0.62 inches H;0
Liquid Removal Systems Capable of Removing 5 mi/ gal. 5.3 Std. TP-201.6
(average)

" California Air Resburces Board January 9. 2013.May-§2—5;—2996
: ‘ CP-201, Page 21 ,



v

N

5.1 Balance Nozzle Criteria

Nozzles for use with balance systems shall comply with all of the criteria in
Section 4.7, as well as ail the criteria-below. ‘

5.1.1 'Each balance nozzle shall have an insertion interiock designed to prevent the
dispensing of fuel unless there is an indication that the nozzle is engaged in the
fillpipe (i.e., the nozzle bellows is compressed). The performance
specifications for the insertion interiock mechanism shall be established during
the certification process. :

5.1.2  Each balance nozzle shall be equipped with a vapor valve. The leakrate for the
vapor valve shall not exceed 0.07 CFH at a pressure of 2.0 inches H.0.

5.1.3 The force necessary to compress the nozzle bellows to the retaining device, or
- a specified distance, shall be specified by the applicant for certification and -
verified during certification testing. The applicant shal! include a protocol to test
the nozzle bellows compression force in the certification application. This
procedure is subject to engineering evaluatidn and approval by the Executive
Officer. g o

5.2 Dynamic Pressure Drop Criteria for Balance Systems

5.2.1  The dynamic pressure drop for balance systems shall be established in
accordance with TP-201.4 (Dynamic Back Pressure). The dynamic pressure
drop standards from the tip of the nozzle spout to the underground storage

tank, with the Phase I vapor poppet open, shall not exceed the following:

0.35 inches H,0 at a flowrate of 80 CFH of Nitrogen; and
0.62 inches H,0 at a flov_vrate of 80 CFH of Nitrogen.

5.2.2  The dynamic pressure drop for balance system components, measured in
accordance with TP-201.2J (Pressure Drop Bench Testing of Vapor Recovery
Components), shall not exceed the following: S

Nozzle: ' 0.08 inches H,0O
* Hose (Including Whip Hose): 0.09 inches H,0
Breakaway: - - 0.04 inches H,O
Dispenser: ~ 0.08 inches H,0
Swivel: 0.01 inches H,O

The dynamic pressure drop for the balance system vapor return I'ine,'including
the impact valve, shall not exceed the following: -

Phase Il Riser o UST: ~ 0.05 iriches H,0
The applicant may request to be certified to a dynamic pressure lower than

. those specified above. This shali be specified in the application and verified
- during certification testing.

California Air Resources Board January 9, 2013 May-25-2008
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53 Liquid Removal Systems

Liquid removal systems shall be required in configurations that would otherwise be
subject to liquid blockage.

The liquid removal rate shall be determined in accordance with TP-201.6
(Determination of Liquid Removal of Phase |l Vapor Recovery Systems of Dispensing
Facilities). The minimum removal rate, averaged over a minimum of 4 gallons, shall
equal or exceed 5 ml per gallon. The minimum dispensing rate for this requirement
shall be specified during the certification process. :

6.0 PHASE Il PERFORMANCE STANDARDS AND SPlECIFlCATIONS
APPLICABLE TO ALL ASSIST VAPOR RECOVERY SYSTEMS

Table 6-1 summarizes the performance standards and specifications specifically applicable
to Phase li Assist vapor recovery systems. These systems are also subject to all of the
standards and specifications in Sections 3, 4 and the applicable requirements in Sections 7
and 8. ' ‘ ' '

. Table 61
Phase |l Performance Standards and Specifications
APPLICABLE TO ALL PHASE Il VACUUM ASSIST SYSTEMS -

‘Nozzle Criteria "~ Possess a Mini-Boot 61 | Spec Testing and
Each Assist Nozzle Shalk: Have an integral Vapor Valve ' " | Eng. Eval.
Nozzle Vapor Valve < 0.038 CFH at +2.0 inches H;0
6.1 | Spec. | TP-201.2B
Leakrate < 0.10 CFH at ~100 inches H,0 pee 0
Nozzle Pressure Drop
Specifications Specified by Applicant and Verified ‘
AP at Specified Vacuum During the Certification Process 6.1 | Spec. | TP-201.2J
Level
Maximum Air to Liquid Ratio 1.00 {without processor) 62 | std | TP-2015
: 1.30 {with processor)
. N . Specified by Applicant and Verified
Air to Liquid Ratio Range During the Certification Process 6.2 | Spec. TP-2Q1 5

8.1 Nozzle Criteria

611 Nozzles for use with assist systems shall comply with all of the criteria in
Section 4.7, as well as all the criteria below. :

812 FEach assist nozzle shall be equipped with a mini-boot that both aliows for a
lower A/L ratio and minimizes the quantity of liquid gasoline exiting the fillpipe
during a spitback event.

California Air Resources Board January 9. 2013 May-26-20686
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6.1.3 Each assist nozzle shall be equipped with a vapor valve. The leakrate for the
vapor valve shall not exceed the following:

0.038 CFH at a pressure of +2.0 inches H;0; and
0.10 CFH at a vacuum of —100 inches H.0.

8.1.4 The nozzle pressure drop shall be specified by the applicant and verified during
the certification process. o : X

6.2 Air to Liquid Ratio

The air to liquid (A/L} ratio shall be specified by the applicant and verified d"Un"ihQ the =
certification process in accordance with TP-201.5 (Air to Liquid Volume Ratio).” The
maximum A/L shall not exceed the following:

1.00 (without processor); and
1.30 (with processor).

7. PHASE Il PERFORMANCE STANDARDS AND SPECIFICATIONS
APPLICABLE TO ASSIST SYSTEMS UTILIZING A CENTRAL VACUUM UNIT

Table 7-1 summarizes the performance standards and specifications specifically applicable
to Phase Il Assist vapor recovery systems utilizing a Central Vacuum Unit. These systems
are also subject to all of the standards and specifications in Sections 3, 4,6 and, if
applicable, Section 8.

. Table 7-1
. Phase ll Performance Standards and Specifications
APPLICABLE TO ALL PHASE Il ASSIST SYSTEMS
UTILIZING A CENTRAL VACUUM UNIT

ol . Std, | Test .
Performance T R rement Sec.
e ‘rm..a .ce ) _ype_ A .equ_l = A = Spec. ;Procedure. '

Specification of Specified by Applicant and - Testing ani
Minimum and Maximum Verified During the Certification 7.1 | Spec. 9
Eng. Eval.
Vacuum Levels Process

Specified by Applicant and

Number of Refueling Points | Verified During the Certification -
Per Vacuum Device 1 Process; and

Challenge Mode Testing

7.2 | Spec. | TP-2015
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7.4 Vacuum Leveis Generated by the Collection Device

The normal operating range of the system shall be specified by the applicant and
verified during the certification process, and the maximum and minimum vacuum
levels shall be specified in the certification Executive Order. The applicant may
propose challenge mode testing to extend the limits of the operating range.

7.2 Maxi.mum Number of Refueling Points per Vacuum Device

The maximum number of refueling points that can be adequately associated with the
vacuum device, including mesting the A/L limits, shall be specified by the applicant
and verified during certification testing. The test shall be conducted with all of the:
refueling points except one using the same fuel grade, and the refueling point on which
the effectiveness is being tested using a different fuel grade. An engineering
evaluation followed by certification testing shall demonstraie the system’s ability to
meet the required A/L ratio and/or emission factor with a self-adjusting submersible
turbine pump (STP). o

.8. PHASE Il PERFORMANCE STANDARDS AND SPECIFICATIONS APPLICABLE TO
SYSTEMS UTILIZING A DESTRUCTIVE OR NON-DESTRUCTIVE PROCESSOR

Tables 8-1 and 8-2 summarize the performance standards and specifications specifically
applicable to Phase |l vapor recovery systems utilizing a processor. These systems are also
subject to all of the standards and specifications in Sections 3 and 4 and, the applicable

~ provisions of Sections 5, 6, and 7. o

Table 8-1
Phase Il Performance Standards and Specifications
~ APPLICABLE TO ALL PHASE Il SYSTEMS
UTILIZING A DESTRUCTIVE PROCESSOR

HAPS from the Processor Shall

Hazardous Air Pollutants Not .
(HAPS) Exceed these Limits: 81 82 Std. | TP-201.2H
from the processor 1,3-Butadiene: 1.2 |bs/year ' ,

Formaldehyde. 36 lbs/year
Acetaldehyde: 84 Ibs/year

Maximum HC Rate < 5.7 Ib/1,000 gallons ' 8 3 Spec Testing and
from Processor (in breakdown mode) ’ pec.. Eng. Eval.
. Specified by Applicant and .
Typical Load on Verified during the Certification 8.4 Spec. Testing and
- Processor .Eng. Eval.
Process 7

_ Specified by Applicant and Testing and

Processor Operation | verified during the Certification 85 | Spec. | Lo Eval

Time ' Process ‘
California Air Resources Board ' | January 9. 2013 May-25-2006
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Table 8-2 e
Phase Il Performance Standards and Specifications
APPLICABLE TO ALL PHASE Il SYSTEMS

UTILIZING A NON-DESTRUCTIVE PROCESSOR

. . e Istd ] Test
Performa Type R ent Sec. | T | -
Perforr anoe yp equirem ) . Sec spec. | Procedure
Maximum HC Rate < 5.7 Ib/1,000 gallons 83 s e'c- | Testing and
_from Processor (in breakdown mode) o .p | Eng. Eval.
. Specified by Applicant and . 0 .
Typical Load on Verified during the Certification 8.4 | Spec. | Testing and
Processor Eng. Eval.
Process
) Specified by Applicant and S _
:.Process_IoirmOperatlon Verified during the Cert:ﬂcatron 8.5 Spec. ITes’ung and
e Process Eng. Eval.
. 8.1 Processor Emission Factors

8.2

8.3

8.4

The emission factors shall be established in accordance with TP-201.2 (Effic 0|ency and
Emission Factor for Phase Il Systems).

Hazardous Air Pollutants from Destructive Processors

Hazardous Air Pollutants (HAPS) from facilities using processors shall not exceed the
following limits:

1,3-Butadiene: 1.2 pounds per year
Formaldehyde: 36 pounds per year
Acetaldehyde: 84 pounds per year

The emission factor shall be established in accordance with TP-201.2H (Determination
of Hazardous Air Pollutants from Vapor Recovery Processors).

Maximum Hydrocarbon Feedrate from the Processor.

The maximum Hydrocarbon feedrate from the processor in breakdown mode shall '
not exceed 5.7 pounds per 1,000 gallons. '

Typical Load on the Processor

 The typical load on the processor shall be identified by the applicant and verifred

during the certification process, and shall be included in the specifications in the
certification Executrve Order. : o
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8.5 Processor Operation Time

The typical processor operation time shall be identified by the applicant and verified
during the certification process, and shall be included in the specifications in the
certification Executive Orders.

9. IN-STATION DIAGNOSTIC SYSTEMS
9.4 General Requirements

9.1.1 All GDF vapor recovery systems, unless specifically exempted, shall be
equipped with an In-Station Diagnostic (ISD) system. Gasoline dispensing
facilities that dispense less than or equal to 600,000 gallons per year are
exempted from ISD requirements. '

'9.1.2 Al GDF vapor recovery systems shall be equipped with an ISD system or
device that has the capability to automatically prohibit the dispensing of fuel
. and has the capability to automatically inform the station operator in the event
of either a malfunction, failure, or degradation of the system as defined below
in Section 9.2. :

9.13 AlISD systems shall be equipped with an RS232 port to remotely access ISD
status information using standardized software. :

914 The ISD manufacturer shail provide a means of testing and calibrating the
sensors or devices instalied on the GDF vapor recovery 1SD system, including
procedures for verifying that the 1SD system operates properly. The means of
testing and calibration shall be verified and subjected to challenge mode testing
during the certification process.

915 Personnel trained and certified by the Executive Order certification holder, ISD
manufacturers, or California Contractors State License Board shall test and
calibrate the installed vapor recovery |SD system sensors or devices annually,
at a minimum, with test equipment calibrated to Nationa! Institute of Standards
and Technology-traceable standards. The minimum annual calibration
frequency requirement may be waived and replaced with a frequency to be
determined during certification testing if the 1SD system rnanufacturer
demonstrates equivalent self testing and automatic calibration features. All
vapor recovery 1SD system sensors or devices not performing in conformance
with the manufacturer's specifications shall be promptly repaired or replaced.

0.1.6 Subject to the Executive Officer approval, other monitoring strategies may be
used provided the manufacturer provides a description of the strategy and
supporting data showing such strategy is equivalent to these requirements.
information such as monitoring, refiability, and timeliness shall be included.

9.1.7 The vapor recovery ISD system shall include self-testing inctuding the ISD
system and sensors that will be verified during the certification process.

0.1.8 ThelSD systerﬁ shall maintain an electronic archive of monthly reports for a
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period of 12 months and an archive of daily reports for the last rolling 365 days.

9.1.9 The vapor recovery 1SD system shall be operational a minimum of ninety five
S percent (95%) of the time, based-on an annual basis or prorated thereof, and
shall record the percentage of ISD up-time on a daily basis.

9.1.10  The Executive Officer shall, during certification testing, verify that the system is
capable of detecting failures (of a size defined in each subsection, below) with
at least a 95% probability while operating at no more than a 1% probability of
false alarms. A false alarm occurs when the [SD system issues an alarm, but
the vapor recovery system is functioning normally; i.e., the vapor récovery

~ system is operating within the parameter limits required by CP-201 and
‘specified in its Executive Orders.

8.1.11 Certification testing shall be performed in accordance with TP 201 2I (Test
- Procedure for In-Station Diagnostic Systems). : =

9.2 Monitoring Requirements
9.2.1 Air/Liquid (A/L) Ratio Vapor Collection. Monitoring -
{a) - Requirement

The GDF vapor recovery ISD system shall monitor the Air to Liguid
(A/L} ratio for vapor recovery systems which have A/L limits required by
Sectlon 6 and specmed in their Executlve Orders

(b) - I\/Ialfunctlon Criteria — Gross Failure

The GDF vapor recovery ISD system shall assess, on a daily basis,
based on a minimum of 15 non-ORVR dispensing everits, when the A/L

ratio is at least 75% below the lower certified A/L ratio or at teast 75%
above the upper certified A/L ratio, shall activate a warning alarm, and

- shall record the event. This condition must be detected with a
probability of 95%. If fewer than 15 non-ORVR dispensing events occur
in a day, the ISD system may accumuiate events over an additional day
or days until a minimum of 15 non-ORVR events is reached. When two
such consecutive failed assessments occur, the I1SD system shall
activate a failure alarm, record that event, and prohibit fuel dispensing
from the affected fuelmg point(s). The I1SD system shall have the
capability of re-enabling dispensing, and shall record that event.

For example, for a vapor recovery system that is certified to operate
‘with an A/L ratio between 0.9 and 1.0, a failed assessment shall occur if
the daily A/L ratio is less than or equal to .22 (25% of .9) or if the daily
ratio is greater than or equal to 1.75 (75% more than 1.0). When the
ISD system assesses two consecutive failures, the ISD system shall
activate an alarm. '

(¢) Malfunction Criteria - Degradation
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" The GDF vapor recovery 1SD system shall assess, on a weekly basis,
based on a minimum of 30 non-ORVR dispensing events, when the AlL
ratio is at least 25% below the lower certified A/L ratio or at least 25%
above the upper certified A/L ratio, shall activate a warning alarm, and
shall record the event. This condition must be detected with a
probability of 95%. If fewer than 30 non-ORVR dispensing events occur
in a week, the ISD system may accumulate events over an additional
day or days until a minimum of 30 non-ORVR events is reached. When
two such consecutive failed assessments occur, the ISD system shall

_activate a failure alarm, record that event, and prohibit fuel dispensing
from the affected fueling point(s). The ISD system shall have the
capability of reenabling dispensing, and shall record that event.

For example, for a vapor recovery system that is certified to operate
with an A/L ratio between 0.9 and 1.0, a failed assessment shall occur if
the weekly A/L ratio is less than or equal to B8 (75% of .9) or if the
weekly ratio is greater than or equal to 1.25 (25% more than 1.0). When
the ISD system assesses two consecutive failures, the I1SD system shall
activate an alarm. ' '

'9.22 Balance Performance Vapor Collection Menitoring
(a) ~ Requirement

The GDF vapor recovery |SD system shall monitor vapor collection
performance for balance vapor recovery systems. Vapor collection
performance is defined as the amount of vapor collected relative to fuel
dispensed to a non-ORVR vehicle. The baseline vapor collection
performance is established during certification as described in
TP-201.21.

(b) Malfunction Criteria

The GDF vapor recovery I1SD system shall assess, on a daily basis,
based on a minimum of 15 non-ORVR dispensing events, when the ,
vapor collection performance is less than 50%, shall activate a warmning
_alarm, and shall record the event. The vapor collection performance
can be monitored using flowmeters, pressure transducers, liquid
sensors or any other means that indicates a 50% vapor collection
decrease from the baseline. This condition must be detected with a
probability of 95%. If fewer than 15 non-ORVR dispensing events occur
in a day, the ISD system may accumulate events over an additional day
or days until a minimum of 15 non-ORVR events is reached. When two
such consecutive failed assessments occur, the 18D system shali
activate a failure alarm, record that event, and prohibit fuel dispensing
from the affected fueling point(s). The ISD system shall have the
capability of re-enabling dispensing, and shall record that event.

9.2.3 Central Vacuum Unit Monitoring
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(b)

(a)

(b)

()

(d)

California Air Resources Board

- Requirement

The GDF vapor recovery ISD system shall verify that the central
vacuum unit is operating within the specified range by measuring and
recording the vacuum at a minimum of one reading every minute.

Malfunction Criteria

- The GDF vapor recovery ISD system shall assess, on a continuous
~ rolling 20 minute basis, when a vacuum failure occurs as determined by

the Executive Officer for each Phase || system, shall activate a failure
alarm, record the event, and prohibit fue! dispensing from the affected
fueling point(s). This condition must be detected with a probability of
95%. The ISD system shall have the capability of re-enabling
dispensing and will disable the central vacuum unit monitoring for 24
hours, and shall record that event.

8.24 Ullage Pressure Vapor Containment Monitoring

Requirement

The GDF vapor recovery 1SD system shall measure and record the
pressure of each UST uliage at a minimum of one reading every minute.
One pressure monitoring device may be used for multiple USTs that
have common vapor recovery piping.

Malfunction Criteria — Gross Failure

. The GDF vapor recovery ISD system shall assess, on a weekly basis,

when the UST ullage pressure exceeds 1.5” wcg for at least 5% of the
time, shall activate a warning alarm, and shall record the event. This
condition must be detected with a probability of 95%. When two such
consecutive failed assessments occur, the ISD system shali activate a
failure alarm, record that event, and prohibit fuel dispensing from the
affected fueling point(s). The ISD system shall have the capability of re-
enabling dispensing, and shall record that event.

Malfunction Criteria — Degradation

The GDF vapor recovery ISD system shall assess, on a monthly basis,
when the UST ullage pressure exceeds 0.50" weg for at least 25% of
the time, shall activate a warning alarm, and shall record the event.
This condition must be detected with a probability of 95%. When two
such consecutive failed assessments occur, the ISD system shall
activate a failure alarm, record that event, and prohibit fuel dispensing
from the affected fueling point(s). The ISD system shall have the

-capability of re-enabling dispensing, and shall record that event.

Matfunction Criteria — Pressure Integrity
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The I1SD system shall detect the potential for excéSsive rates of vapor
leakage from the UST system. The I1SD system shall assess, on a

- weekly basis, when the vapor recovery system leaks at a rate which is

at least 2 times the rate allowed in section 4.2, shall activate a warning
alarm, and shall record the event. This condition must be detected with
a probability of 95%. When two such consecutive failed assessments
oceur, the 1SD system shall activate a failure alarm, record that event,
and prohibit fuel dispensing from the affected fueling point(s). The ISD
system shall have the capability of re-enabling dispensing, and shall
record that event. .

9.2.5 Vapor Processing Monitoring

(a)

(b) -

9.3 Records

Requirement

The GDF vapor recovery ISD system shall verify that the proc:essorf‘is
functioning properly as specified in Section 8 and the Executive Order.

Malfunction Criteria

The GDF vapor récovery 1SD system shall assess, on a daily basis,
when the vapor processor is malfunctioning as defined in the Executive

~ Order, shall activate a warning alarm, and shall record the event. When
“two such consecutive failed assessments occur, the 1SD system shall
_ activate a failure alarm, record that event, and prohibit fuel dispensing

from the affected fueling point(s). The ISD system shall have the
capability of re-enabling dispensing, and shall record that event.

9.3.1 The GDF vapor recovery 1SD system shall genefate a monthly report which
includes the following:

(a)
(b)
(€)
(d)
(e)
)
(9)

ISD operational time (as a percentage);

Vapor Recovery system’s operating requirements;

Vapor recovery system pass time (as a percentage);

ISD monitoring requirements; ‘

Warnings - this shall include the time and date;

Failures - this shall include the time and;

Event log describing re-enabling action taken - this shall include the
time and date; and the time and date the ISD system clock was
adjusted.

9.32 The GDF vapor recovery ISD system shall generate a monthly printout version
on demand which includes the following: '

(@ 1SD operational time (as a percentage);

(b} Vapor recovery system pass time (as a percentage); _

(c) Warnings - this shall include the time and date of the last ten warnings
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in the selected month;

(d) Failures - this shall include the time and date of the last ten failures in
the selected month;

(e) Event Log - this shall include the time and date of the last ten logged
exception events in the selected month including re-enabling actions
taken and any ISD system clock adjustments.

9.3.3 The GDF vapor recovery ISD system shall generate a daily report which
includes the following:

(@)  Record of the percentage of ISD up-time on a daily basis;

(b) Highest ullage pressure:

(c) Lowest ullage pressure;

(d) 75th percentile ullage pressure;

(&) 95th percentile ullage pressure; = .

&) Daily measured values of each fueling point; and

(@) Daily pass or fail assessment for each fueling point, and
() Processor Assessment. .-

9.3.4  Daily reports (as outlined in Section 9.3.3) and monthly printout versions (as
outlined in Section 9.3.2) shall be available for printing, on demand, at the GDF
site from the integral ISD printer. Daily reports shall be available for printing
for the previous 30 days. Monthly printout versions shall be available for
printing for the previous 12 months. ' :

8.3.5 The ISD system shall store the slectronic records of the monthly reports,
monthly printout versions, and daily reports, such that the records are
maintained despite loss of power to the ISD system.

9.4 Tampering Protection

The GDF vapor recovery ISD system sensors or devices shall be designed and
instalied in a manner designed to resist unauthorized tampering and to clearly show by
visual inspection if tampering has occurred. The ISD system shall be designed and
installed so that the station can not dispense fuel unless the 1SD system is operating.
The manufacturer shall include measures to prevent tampering of the GDF vapor
recovery ISD system in the application. All tampering features are subject to
Executive Officer approval. :

9.5 Readiness/Function Code
- The GDF vapor recovery I1SD system' shall store a code upon first completing a full
diagnostic check of all monitored components and systems. This is applicable when
the GDF vapor recovery ISD system is initially installed or when power is restored.
9.6 Stored Vapor Recovery System Conditions
Upon detection of a vapor recovery component or system failure the GDF vapor

recovery system conditions shall be stored in computer memory. Subject to Executive
Officer approval, stored GDF vapor recovery system conditions shall include, but are
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not limited to, the time, date, which fueling point was shut down (if applicable), and the
fault code. '

9,7 Challenge Mode Testing

The Executive Officer shall conduct, or shall contract for and observe, challenge mode
testing using test procedures to verify that the 1SD system can detect various types of
failures, record the incidence of such failures, and respond accordingly with alarms
and/or by prohibiting fuel dispensing, as applicabie. The ISD system shall have the
capability of re-enabling dispensing, and shall record that event. Challenge mode
testing shall include verification that interaction with ORVR-equipped vehicles will not
cause the ISD to inappropriately identify a failure condition. 1SD systems with false
positive determinations in excess of one percent (1%) shall not be certified.

9.8 Electronic Access

The monthiy and daily reporis shall be made available on demand thréugh an RS-232 -
serial port on a standardized data link connector. All 1SD reports shall be electronically
accessible with standardized software.

10. CERTIFICATION OF VAPOR RECOVERY SYSTEMS

_ The Executive Officer shall certify only those vapor recovery systems that, based on testing

-~ and engineering evaluation of that system’s design, component qualities, and performance,

_are demonstrated to meet all applicable requirements of this certification procedure. Except
as provided in Sections 18 and 19, this certification procedure should not be used to certify
individual system components. Steps and conditions of the certification process, along with
the Sections of this document that describe them, are outiined below.

(a) Application Process Section 11
(b) Evaluation of the Application Section 12
(c) Vapor Recovery System Certification Testing Section 13
(d) Alternate Test and Inspection Procedures Section 14
(e) Documentation of Certification Section 15
(f) Duration and Conditions of Certification _ Section 16
(g) Certification Renewal . Section 17
(n) Amendments to Executive Orders Section 18

10.1 Each applicant submitting a system and/or component for certification shall be charged
fees not to exceed the actual cost of evaiuating and testing the system to determine
whether it qualifies for certification. The applicant is required to demonstrate ability to
pay the cost of testing prior to certification and performance testing. Applicants may
request a payment plan for testing and certification costs. Requests for a payment
plan should be submitted in writing to the Executive Officer and should include the
payment frequency (monthly, quarterly, etc.) and amount of each payment to meet the
obligation. Failure to fulfill the conditions of payment may result in revocation of the
Executive Order.

141. APPLICATION PROCESS
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All of the information specified in the following subsections shall be submitted to the
Executive Officer for an application to be evaluated. An application for certification of a
Phase | or Phase Il vapor recovery system may be made to the Executive Officer by any
applicant. - L

The applicant for certification shall identify, in the preliminary application, the standard(s) or
specification(s) with which the system complies, and demonstrate that the proposed system
meets the primary performance standard(s) or specification(s) required by sections 3
through 9 of this Procedure. For the prefiminary application, the applicant shall have
performed tests for all applicable performance specifications and standards. Engineering
reports of successful test results for all these tests must be included in the preliminary
application. In order to expedite the application process, the Executive Officer may
determine that the application is acceptable based on the results of abbreviated operational
and/or efficiency/emission factor testing and spillage. Test results shall be submitted for an
operational test of at least 30 days, for a test of at least 50 vehicles demonstrating adequate
collection, and for at least 200 observations of spillage (including at least 40 percent fill-ups)
or equivalent verification that the system is capable of meeting the performance standards
and specifications. - ‘ ; : :

The system, as characterized by these reports, shalf be subjected to an engineering
evaluation. If the preliminary application is deemed acceptable, the applicant shall be
notified and shall expeditiously install the system for certification testing. If the preliminary
application is deemed unacceptable, applicants will be notified of any deficiencies within 60
days. The final application shall not be deemed complete until it contains the results of all
necessary testing, the approvals of other agencies, the finalized operating and maintenance
manuais, and all other requirements of certification. :

The manufacturer shall demonstrate, to the satisfaction of the Executive Officer, that'the
GDF vapor recovery ISD system complies with the performance standards under actual field
conditions and simulated failures. Such demonstrations shall include the submission of test
results with the certification application. : S '

Estimated timelines for evaluation of certification applications are provided below.
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Table 11-1

Estimated Timeline for the Certification Application Process

- Lo ' Preliminary Application Accepted
Preliminary Application Filed | 60 da Acceptable
| Preliminary App : ye ceep Test Site Approval Granted
Preliminary Application Filed | 60 days -; Unacceptable Notification of Deficiencies
R ' Prefiminary Re-Application Accepted
Application Resubmitt 30 da Acceptabl
ppiica lo.n esu ed _ ¥ . ceeptable Test site Approval Granted
i - : ' Initial Re-Application Returned with
Application Resubmitted 30d Unacceptable ,
ppiication = _l_Jb e e naccepta Notation of Deficiencies
. o o Executive Officer lssues.
Final Application Complet 120 da A tabl
na .p.p.l _ © _ pete hays cceptabe Certification Executive Order
Final Application Complete 120 days | Unacceptable | Executive Officer Denies
: Certification

" The application shall be written and signed by an authorized representative of the _appiicant,
and shall include all of the items listed below. ' '

(a) Description of Vapor Recovery System (§1 1'.1)

(b) Description of In-Station Diagnostics System (§11.2)

(c) Materials Compatibility with Fuels (§11.3) ‘

(d) Evidence of Compatibility of the System (§11.3)

(e) Evidence of Reliability of the System (§11.4) :

(f) Installation and Maintenance Requirements of the System (§11.5)
(g) Evidence of Financiai Responsibility of the Applicant (§11.6)

(h). A Ceopy of the Wwarranty (§11 7)

() Request for and linformation about Pproposed tTest sStation (§11.8)
()  Notification of System Certification Holder, if applicable (§11.9)

(k) Equipment Defect Identification and Test Protocols (§11.10)

()  Challenge Modes and Test Protocols (§11.11)

(m) Other Information (§11.12)

11.1 Description of Vapor Recovery System

The application shall include a complete description‘of the systern concept, design and
operation, including, but not limited to, the following items. '

11.1.1 Identification of critical system operating parameters. An engineering
evaluation of the system will be performed by ARB to evaluate any proposed
specifications and fo establish additiona! performance specifications if required.

11.1.2 Engineering draWings of system, components, and underground piping and
tank configurations for which certification is requested.
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v

11.1.3 Engineering parameters for dispenser vapor system control boards and/or all
vapor piping, pumps, nozzles, hanging hardware, vapor processor, efc.

11.1.4 Listing of components and evidence that the manufacturers of any components.
intended for use with the system and not manufactured by the applicant have |
been notified of the applicant’s intent to obtain certification. o

11.1.5 Applicable performance standards and specifications of components,
specifically identifying those which exceed the minimum acceptable
specifications and for which certification of superior performance is requested, .
and test results demonstrating compliance with these specifications. - "

11.1.6 Results of tests demonstrating that the system and componenis meet alil the .

- applicable performance standards. These tests shall be conducted by, or at
the expense of, the applicant. S

. B 1

11.1.7 If the application is for an innovative system, the applicant shall identify the
performance standard(s) or specification(s) with which the system does not -, |
comply. The applicant shall supply any necessary alternative test procedures,
and the results of tests demonstrating that the system complies with the
emission factor/efficiency. The applicant shall also supply test results
demonstrating that the emission benefits of the innovation are greater than the
consequences of failing to mest the identified performance standard or:.
specification.

11.1.8 Any additional specifications of the system including, but not fimited to,
underground pipe sizes, lengths, fittings, volumes, material(s), etc.

11.1.9 Estimated retail price of the system.

11.1.10 For previously tested systéms, identification of any and all new components
and physical and operational characteristics, together with new test results
obtained by the applicant. '

Description of In-Station Diagnostics (ISD)

The applicant shall include the foliowing documentation with the certification
application.

11.2.1 A written description of the functional operation of the GDF vapor reéoilery ISD
system. ' ‘ _

11.2.2 Atable prdviding the foIIoWing information shall be inc!Udéd for each monitored
component or system, as applicable: : -

(a)  Corresponding fault code;

(b) Monitoring method or procedure for malfunction detection;

(c) Primary malfunction detection parameter and its type of output signal;
(d) Fault criteria limits used to evaluate output signal of primary parameter:
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() Other monitored secondary parameters and conditions (in engineering
units) necessary for malfunction detection;

(fy  Monitoring time length and frequency of checks;

(g) Criteria for storing fault code;

(h) ~ Criteria for notifying station operator; and

(i) Criteria used for determining out of range values and input component
rationality checks. -

11.2.3 A logic flowchart describing the general method of detecting malfunctions for
each monitored emission-related component or system. '

11.2.4 A written detailed description of the recommended inspection and Maintenance
procedures, including inspection intervals that will be provided to the gasoline -
" dispensing facility operator. ' ,

11.2.5 A written detailed descfiption of the training plan to train and certify system
testers, repairers, installers, and rebuilders. . :

| . 11.2.6 A written description of the manufacturer's recommended quality control
checks. - ' :

11.2.7 A written description of calibration and diagnostic checks.

11.2.8 A list of system components that are monitored by the ISD system and test
~ procedures for challenge mode testing. The Executive Officer may modify the
- list or test procedures based on an engineering evaluation. Additional
procedures may be developed as necessary to verify that the system'’s seli-
check and self-test features perform accurately.

11.3 Compatibility

11.3.1 The applicant shall submit evidence of system compatibility, including the
following:

11.3.2 A procedure developed by the applicant for demonstrating compatibility
between the Phase |l vapor recovery system and ORVR-equipped vehicles
shall be submitted, along with the test results demonstrating compatibility. The
procedure shall comply with the provisions in Section 4.4.

11.3.3 Evidence demonstrating the compatibility of the Phase !l system with any type
of Phase | system with which the applicant wishes the Phase |l system to be
certified, as specified in Section 4.5. Continuous recordings of pressure
readings in the underground storage tank, as well as challenge mode tests,
may be used for this demonstration. '

11.3.4 Evidence that the system can fuel any vehicle meeting state and federal ﬂllbipe
specifications and capable of being fueled by a non-vapor-recovery nozzle.

11.3.5 The applicant shall provide information regarding the materials specifications of
all components, including evidence of compatibility with all fuels in common
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use ih California and approved as specified in Sectioh 3.8. If the applicant is
requesting a certification for use only with specified fuel formulations, the
applicant shall clearly identify, in the application, the included and excluded fuel
formulations for which certification is requested. s
11.4 Reliability of the Systern

In order o ensure ongoing compliance, adequately protect public health, and protect

the end-user, the reliability of the system shall be addressed in the appiication,

including the foilowing: R

11.4.1 The expected life of system and components.

11.4.2 Description of tests conducted to ascertain compliance with performance
standards and specifications for the expected life of the system or component,
any procedures or mechanisms designed to correct problems, and test results.

11.4.3 Identification of and emission impact of possible failures of .system, including
component failures g : v o

11.4.4 Procedure and criteria for factory testing (integrity, pressure drop, etc.)
11.5 Installation, Operation, and Maintenance of the System |

The installation, operation, and maintenance plan shall be submitted, and shall include
at least the following items: - . PR

11.5.1 Installation, operation, and maintenance manuals of thé system, including the
ISD.

11.5.2 A plan for training instaliers in the proper instaliation c;f the system.
11 .5?3- A lreplacemer{t. parts program. - |
11.5.4 The estimated installation costs and yearly méinte_riance costs.:
11.6 Evidence of Financial ReSponsibihlity' - |
The applica{n;c shall submit evidence of financial responsibi'lity.tt-a. énéure adequate

protection to the end-user of the product as specified in Section 16 and to demonstrate
the ability to pay for certification tests. . =
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- 11.7 Warranty

~ The applicant shall submit a copy of the warranty for the system, warranties for each -
component, and samples of component tags or equivalent method of meeting warranty
requirements as specified in Section 16.

11.8 Test Station

11.8.1 The vapor recovery system shall be installed and tested in an opérating
gasoline dispensing facility for the purpose of certification testing.

11.8.2 The applicant shall make arrangements for the vapor recovery system to be
installed in an operating gasoline dispensing facility meeting the requirements
of Section 13.1.

11.8.3 The request for designation as a test site shall include the following infarmation:
(a) Location of the facility, _ _
(b) Verification of throughput for at least six months; and
(¢) Hours of operation.

*11.8.4 The applicant shall submit final construction diagrams of the proposed test
station. These drawings shall clearly identify the type of vapor recovery piping
and connections, pipe slope, and type of storage tanks (i.e., single or double
wall, steel, fiberglass, etc.). The Executive Officer may require Professional -

- Engineer or Architect Approved As-Buiit drawings of the test site. If such
drawings are not obtainable, the applicant may request the Executive Officer to
accept alternatives sources of this information, such as detailed schematics of
the vapor piping configuration and/or photographs clearly identifying ‘
underground components.

11.9 Notification of Certified System Component Manufacturers Certification-Holder

If the applicant is not the manufacturer of all system components, the applicant shall
include evidence that the applicant has notified the-all component manufacturer{s} of
the applicant’s intended use of the component manufacturers’ equipment in the vapor
recovery system for which the application is being made. "

11.10 Equipment Defect Identification and Test Protocols

The application shall identify where failure of system components may result in an
equipment defect as defined by section 940086, Title 17, CCR (Vapor recovery
equipment defect, VRED). Test protocols shall be developed by the applicant, and
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submitted with the certification application, along with test results, observations, or
other analyses conducted by the applicant, to determine if the component or.system
failure meets the criteria of a VRED. These protocols are subject to engineering
evaluation and approval by the Executive Officer, -

11.11 Challenge I\ﬂodes and Test Protocols

The application shall identify potential challenge modes, as described in Section 13.4.
Test protocols shall be developed and submitted by the applicant, and submitted with
the certification application, along with test results, observations, or other analyses
conducted by the applicant, to determine if the system meets the applicable standards
and specifications when tested in challenge mode. These protocols are subject fo
éngineering evaluation and approval by the Executive Officer. ' :

1 1 .12 Other Informatlon

11.12.1

11.12.2

11.12.3

11.12.4

11.12.5

“The applicant shall provide any other info.rmation that the Executive Officer

reasonably deems necessary.

For a balance type system, the applicant shall provide a specification for

the bellows insertion force as specified in Section 5.1. The applicant will
include a protocol to test the nozzle bellows compression force in the
certification application. This procedure is subject to engineering evaluation
and approval by the Executive Officer. :

For an assist system, the applicant shall provide specifications for the
nozzle pressure drop as specified in Section 6.1 and for the air to liquid
ratio as specified in Section 6.2.

For a central vacuum assist system, the applicant shall provide
specifications for the minimum and maximum vacuum levels and for the
number of refueling points per vacuum device as specified in Sections 7.1
and 7.2, respectively,

For a system with a processor, the applicant shall provide the typical load
on the processor and the processor operation time as SpeCIerd in Sections
8.4 and 8.5 respectively.

12.  EVALUATION OF THE APPLICATION

The application for certification of all systems and components shall be subjected to an
evaluation by the Executive Officer

The evaluation of the application shall include, but is not limited to, subsections 12.1 through

12.7.
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12.1 Performance Standards and Specifications

The systen and component performance standards and specifications identified by the
applicant shall be reviewed to ensure that they include and conform to the applicable
standards and specifications in Sections 3 through 9 of this Procedure.

' 12.2 Bench and Operational Testing Results

The procedures for, and results of, bench testing and operational testing contained in
the application shall be reviewed. The review shall determine if the procedures adhere
to required methodology and ensure that the results meet or exceed the standards and

' specifications in Sections 3 through 9 of this Procedure. The evaluation shall include a
determination of necessary verification testing.

12.3 Evaluation of System Concept

~ The system concept shall be evaluated to ensuré'that it is consistent with the generally
accepted principles of physics, chemisiry, and engineering. .

12.4 Materials Specifications and'Compatibility with Fuei Formulations:

The component materials specifications shall be reviewed to ensure chemical -
compatibility with gasoline and/or any oxygenates that may be present in gasoline on
~an ongoing or on a seasonal basis, as specified in Section 3.8. This review shall
“include consideration of the variations in gasoline formulations for octane differences
. and summer fuel and winter fuel. '

12.5 Installation, Operation and Maintenance Manuals

The installation, operation and maintenance manuals for the system and components
shall be reviewed for completeness (see Section 16.6). Roufine maintenance
procedures shall be reviewed fo ensure adequacy and determine that the procedures
are not unreasonabie (see Section 16.6}.

12.6 Equipment Defect Identification

‘The engineering evaluation shall identify where failure of system components may
result in a vapor recovery equipment defect (VRED) as defined by section 94008, title
17, GCR. Test protocols may be developed by the applicant to determine if the
component or system failure meets the criteria of a VRED. These test protocols, upon
approval of the Executive Officer, are applied during certification testing as provided in
section 13.4.1. The ARB Executive Officer may, for good cause, require modification
of, and/or testing in addition to, VRED testing proposed by the applicant.

All VRED mode test procedures, and the resuits of tests conducted by the applicant,
shall be reviewed. Additionally, all VRED mode testing conducted during the
certification process to verify the test results or further svaluate the systems shall be
similarly reviewed.

12.7 Challenge Mode Determination
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The applicant may propose, and the Executive Officer shall determine, whether
additional testing is needed to ensure the system will meet the applicable standards
and specifications under various typical operating parameters. Proposed test protocols
may be developed by the applicant to determine if the component or system meets the
applicable standards and specifications under such conditions. These test protocols,
after engineering evaluation and upon approval of the Executive Officer, are’applied
during certification testing as provided in section 13.4.2. The ARB Executive Officer
may, for good cause, require modification of, and/or testing in addition to, challenge
mode testing proposed by the applicant. '

13. VAPOR RECOVERY SYSTEM CERTIFICATION TESTING

The Executive Officer shall conduct, or shali contract for and observe, testing of vapor
recovery systems conducted for the purpose of certification.’ Except as otherwise.specified
in Section 14 of this procedure, vapor recovery systems shall be subjected fo evaluation and
testing pursuant to the applicable performance standards, performance specifications, and
test procedures specified in Sections 3 through 9 of this procedure. :

Certification testing of vapor recovery systems shall be conducted only after the preliminary
application for certification has been found to be acceptable. Some tests may be conducted
more than once to characterize the performance of systems and/or system components over
time. Except as otherwise provided in Sections 18 and 19 of this procedure, only complete
systems shall be certified.

Failure of any component during testing of a Phase | or Phase Il system shall be cause for
termination of the certification test, except as noted below. Any Phase | or Phase |i system
and/or component test failures must be investigated by the appiicant arid an explanation
provided to the Executive Officer within one week of the test failure discovery. The
Executive Officer may extend this one week time period for good cause. The Executive

_ Officer may consider information and circumstances presented by the applicant, including
previous certification testing, to demonstrate that the failure was attributable to something
other than the design of the component and/or system, and may allow further testing without
modification.

As specified in Section 4, Phase |l vapor recovery systems shall be certified only in facilities
equipped with a certified Phase | system. During Phase Il system certifications, the
associated Phase | system shall be subject to all of the standards and specifications in
Section 3. Monitoring of Phase | system performance shall be conducted for the purpose of
. demonstrating compatibility, as required by Section 4.5, as well as to insure that the Phase |
system is functioning properly during the Phase I certification test. Any Phase |
components identified as not performing correctly shall be replaced and the Phase Ii system
certification continued. However, Phase |l system test data collected during any period
associated with a Phase | system test failure shall be evaluated for validity.

During Phase Il system certifications, failures of any Phase | components that are
determined to be unrelated to the performance of the Phase It system shall not be cause for
termination of the Phase Il system certification. During Phase I certification tests, if any
Phase | component is identified as having performance deficiencies, then a more thorough
investigation of the Phase | component/system performance will be initiated by the
Executive Officer, o ' o
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During Phase Il system certifications, any Phase | system and/or bomponent performance
deficiencies that are determined to be related to the performance of the Phase || system

shall be cause for termination of the Phase Il system certification, as provided by Section
4.5. ' '

Any applicant or representative of an applicant found to have performed unauthorized
maintenance, or to have attempted to conceal or falisify information, including test results
and/or equipment failures, may be subject to civil and criminal penalties and testing of the
system or component shall be terminated. '

13.1 Test Site for Field Testing of Vapor Recovery Systems

The applicant shall make arrangements for the vapor recovery system to be instaited ‘
in one or more operating GDFs for certification testing, and the applicant shall request,

_in writing, approval of the GDF as a test site from the Executive Officer. Upon
determining that the GDF meets all of the following criteria, the Executive Officer shall,
in writing, designate the selected location as a test site, and exempt it from any state
or local district prohibition against the installation of uncertified equipment. This shall

not exempt it from the prohibition against the offer for sale, or sale, of uncertified
equipment. The vapor recovery system shall be installed throughout the entire facility
(note this requirement applies to the primary certification test site). The Executive
Officer may require that the system be installed in more than one facility for the
purpose of testing. -

13.1.1 The test station shalt have a minimum gasoline throughput of 150,000
gallons/month, as demonstrated over a consecutive six-month period. The
minimum allowable monthly throughput for each of the six months is 150,000
gallons/month. The throughput data submitted in the certification application,
as specified in Section 11, shall be the most current data available. The test
site throughput shall also be shown to comply with this criteria for the six
months prior to the start of operational tests.

If the facility is equipped with one hose and nozzle for each gasoline grade,
rather than a uni-hose configuration, the minimum throughput requirement shall
apply to the gasoline grade with the highest throughput.

13.1.2 The station shall be located within 100 miles of the ARB Sacramento offices.
When a suitable location for testing cannot be located within 100 miles of the
ARB offices, the Executive Officer may, for good cause, grant approval of a test
station elsewhere, provided that all the necessary testing can be conducted at
that location. The applicant shall be responsible for any additional costs, such
as travel, associated with that location.

13.1.3 Continuous access to the test site by ARB staff, without prior notification, shall
be provided. Every effort will be made to minimize inconvenience to the
owner/operator of the facility. If testing deemed necessary cannot reasonably
be conducted, the facility shall be deemed unacceptable and the test shall be
terminated. :
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13.1.4 If test status is terminated for any reason, uncertified equipment shall be
removed within sixty (60) days, unless the Executive Officer extends the time in
writing. The local district with jurisdiction over the facility may impose a shorter
time. S ‘

13.1.5 All test data collected by the applicant at the test site shall be made available to
the Executive Officer within fifteen (15) working days. Continuous data, such
as pressure monitoring data, shall be submitted in bimonthly increments within
15 days of the last day of the increment. Failure to provide this information may
result in extension or termination of the test. The Executive Officer may specify
the format in which the data is to be submitted.

13.1.6 Test site designation may be requested by the applicant, or by another person,
for facilities other than the certification test site(s), for the purposé of research
and development, or independent evaluation of a system prior to ifs
certification. Approval of such a test site shall be at the discretion 6f the
Executive Officer. The research and development test site shall be subject to
all of the above conditions with the exception of 13.1.1 and 13.1.2.

13.1.7 For testing conducted pursuant to Section 18, Phase I certification test sites
configured with fewer than three P/V valves may be approved by the Executive
Officer.

13.1.8 Phase |l certification test sites will be configured with one to three P/V vent
valves, each with an associated ball valve.

13.2 Bench Testing of Components

Components identified by the engineering evaluation as requiring bench testing to
verify performance standards and specifications shall be submitted to the Executive
Officer prior fo commencement of operational testing. This testing may be repeated
during and/or after the operational testing.

13.3 Operational Test of at Least 180 Days

13.3.1 All vapor recovery systems shall be subjected to an operational test. The
duration of the test shall be for a minimum of 180 days, and for a minimum of
900,000 gallons of gasoline throughput, except as otherwise provided in
Sections 18 and 19.

13.3.2 No maintenance shall be performed other than that which is specified in the
installation, operation and maintenance manual. Such maintenance as is
routine and necessary shall be performed only after notification of the
Executive Officer. Occurrences beyond the reasonable control of the applicant
such as vandalism or accidental damage by customers {e.g., drive-offs), shall
not be considered cause for failure of the systems. '

13.3.3 Except where it would cause a safety problem, maintenance shall not be
performed until approval by the Executive Officer has been obtained. In those
situations that require immediate action to avoid potential safety problems,
maintenance may be performed immediately and the Executive Officer notified
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as soon as practicable.

13.3.4 For the purpose of certification, the pressure in the underground storage tank

(UST) shall be monitored and recorded continuously throughout the operational

 test in accordance with TP-201.7 (Continuous Pressure Monitoring). Testing in
accordance with the procedures specified in TP-201 .3, toverify the pressure
integrity of the test station, shall be conducied throughout the operational test

- period, at intervals not to exceed thirty days. Only data collected during
periods of pressure integrity shall be deemed valid. No less than three thirty-
consecutive-day periods of valid UST pressure data-shall be used to verify that
the system meets the standard, as specified in Section 4. All valid pressure
data shall be used to make this determination. If the system fails to meet the .
standard, the data may be examined, and the Executive Officer may exclude
pressure excursions directly attributable to noncompliant cargo tank deliveries.

'12.3.5 Tests of the performance of the system and/or components shall be conducted
periodically throughout the operational test period. If the results of such tests,
when extrapolated through the end of the warranty period, show a change that
results in the degradation of a performance standard or specification, the
Executive Officer may extend or terminate the operational test.

13.4 Equipment Defect and Challenge Mode Testing
..13.4.1 Equipment Defect Testing

Testing to determine vapor recovery equipment defects as defined by section
94006 of title 17, California Code of Regulations, shall be conducted as part of
certification testing. Vapor recovery equipment defect testing may be allowed
during the operational test only when the Executive Officer has determined that
conducting the testing does not affect the normal operation of the system.

13.4.2 Challenge Mode Testing:

Testing to verify that the system meets applicable standards under various
GDF operating conditions may be conducted as part of certification testing.
Chalienge mode tests may be allowed during the operational test only when
the Executive Officer has determined that conducting the testing does not
affect the normal operation of the system.

13.5 Efficiency and/or Emission Factor Test

Testing to determine the efficiency and/or emission factor of the vapoer recovery
system shall be conducted in accordance with the applicable test procedures specified
in Section 3 or Section 4 of this procedure, Additional testing may be required if the
Executive Officer deems it necessary. The additional testing may include, but is not
limited to the determination of the Reid Vapor Pressure of the fuel, the volume and/or
mass in the vapor return path, fuel and/or tank temperature, and the uncontrolled
emission factor.
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13.6 Vehicle Matrix

A representative matrix of 200 100 vehicles shall be used when testing to determine
the Phase Il efficiency for the performance standard. The composition of the
representative vehicle matrix shall be determined for éach calendar year by the
Executive Officer in accordance with TP-201.2A (Determin_ation of Vehicle Matrix for
Phase Il Systems). ‘ '

13.6.1 Vehicles will be tested as they enter the dispensing facility ("first in" basis) until
a specific matrix block of the distribution is filled.

13.3.32 The Executive Officer may exclude any vehicle that fails to comply with the
vehicle fillpipe specifications (“Specifications for Fill Pipes and Openings of
Motor Vehicle Fuel Tanks” incorporated by reference in title 13, CCR,
section 2235),

13.6.43The Executive Officer may exclude a vehicle prior to its dispensing episode
- only if such exclusion and its reason is documented; e.g. unusual facility
conditions beyond the applicant's control 6r unusual modifications to the
vehicle. All data required by the test procedure shall be taken for such vehicles
for subsequent review and possible reversal of the exclusion decision made
during the test. The only other reasons for excluding a vehicle from the test
fleet are incomplete data or the factors in TP-201.2.

13.6.54 Additional vehicles may be chosen for testing at the test site by the Executive

Officer. The vehicles shall be chosen, according to the Executive Officer's
judgment, so that any of the first 200-100 vehicles, which may later be found to
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have invalid data associated with them, shall have replacements from among
the additional vehicles on a "first in" basis.

13.6.65 A matrix of fewer than 280 100 vehicles may be made by deletingup to a
maximum of three vehicles by reducing the representation in any cell or
combination of cells of the vehicle matrix as spacified by TP-201.2A, subject to
the following requirements for each candidate reduced cell.

(a) No celi shall be reduced by more than one vehicle

(b) Atleastone dispensing episode has already been tested in each cell.

(c) None of the other dispensing episodes in the cell have yielded field

- data which, in the Executive Officer's judgment, would cause a failure

to meet the standards specified in section 4.1.

(d) All tested dispensing episodes in all cells have yielded field data that,
in the Executive Officer's judgment, wouild yield valid test results after
subsequent review and evaluation.

14. ALTERNATE TEST PROCEDURES AND INSPECTION PROCEDURES

Test procedures other than those specified in this certification procedure shall be used only
if prior written approval is obtained from the Executive Officer. A test procedure isa

" methodology used to determine, with a high degree of accuracy, precision, and
reproducibility, the value of a specified parameter. Once the test procedure is conducted,
the results are compared to the applicable performance standard to determine the

~ compliance status of the facility. Test procedures are subject to the provisions of Section

© 41954(h) of the H&SC. ' '

14.1 Alternate Test Procedures for Certification Testing

The Executive Officer shall approve, as required, those procedures necessary to verify
the proper performance of the system.

14.2 Request for Approval of Alternate Test Procedure

Any person may request approval of an alternative test procedure. The request shall
include the proposed test procedure, including equipment specifications and, if
appropriate, all necessary equipment for conducting the test. If training is required to-
properly conduct the test, the proposed training program shall be included.

14.3 Response to Request

The Executive Officer shall respond within fifteen (15) days of receipt of a request for .
approval and indicating that a formal response will be sent within sixty (60) days. Ifthe
Exacutive Officer determines that an adequate evaluation cannot be completed within
the allotted time, the Executive Officer shall explain the reason for the delay, and will
inciude the increments of progress such as test protocol review and comment, testing,
data review, and final determination. If the request is determined to be incomplete or
unacceptable, the Executive Officer shall respond with identification of any
deficiencies. The Executive Officer shall issue a determination regarding the alternate
procedure within sixty (60) days of receipt of an acceptable request.

14.4 Testing of Alternate Test Procedures
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All testing to determine the acceptability of the procedure shall be conducted by ARB
staff or by a third party responsible to and under the direction of ARB. Testing shall be
conducted in accordance with the written procedures and instructions provided. The
testing shall, at a minimum, consist of nine sets of data pairs, pursuant to USEPA
Reference Method 301, “Field Validation of Pollutant Measurement Methods from
Various Waste Media”, 40 CFR Part 63, Appendix A, 57 Federal Register page 61992.
Criteria established in USEPA Reference Method 301 shall be used to determine
whether equivalency between the two test methods exists. For situations where
Method 301 is not directly applicable, the Executive Officer shalj establish equivalence
based on the concepts of comparison with the established method and statistical
analysis of bias and variance. Method Approval of the procedure shall be granted, on
a case-by-case basis, only after all necessary testing has been conducted. Because
of the evolving nature of technology and procedures for vapor recovery systems, such
approval may or may not be granted in subsequent cases without a new request for
approval and additional testing to determine equivalency. If, after approval is granted,
subsequent information demonstrates that equivalency between the two methods no
longer meets the USEPA Method 301 requirements, the Executive Officer shall revoke
the alternate status of the procedure.

14.5 Documentation of Alternate Test Procedures

Any such approvals for alternate test procedures and the evaiuation testing results
shall be maintained in the Executive Officer's files and shall be made available upon
request. Any time an alternate procedure and the reference procedure are both
conducted and yield different results, the results determined by the reference
procedure shali be considered the true and correct results.

- 14.6 Inspection Procedures -

Inspection procedures are methodologies that are developed to determine compliance
based on applicable performance standards or specifications. Inspection procedures
are typically, but not necessarily, parametric in nature and possess a built-in factor of
safety, usually at least twice the applicable standard or specification. Inspection
procedures are not subject to Section 41 954(h) of the H&SC.

.Upon submittal of an inspection procedure to ARB, the Executive Officer shall respond
within thirty (30) days, providing the applicant with a determination of the applicability
of Section 41960.2(d) or Section 41 960.2(e) of the H&SC. L

- 15. DOCUMENTATION OF CERTIFICATION

Ddcumentation of certification shall be in the form of an Executive Order listing the criteria
requirements of installation and operation of a certified system.

15.1 Executive Order

The certification Executive Order shall include the following items.

15.1.1 A list of components certified for use with the system.

15.1.2 Applicable Performance Standards, Performance Specifications-and Test
Procedures. . :
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15.2

15.1.3 Applicable Operaﬁng Parameters and Limitations.
15.1.4 Warranty period(s).
15.1.5 Factory testing requirements, if applicable.

Summary of Certification Process

A summary of the certification process for each certified system shall be prepared. It
shall contain documentation of the successful completion of all applicable portions of
the requirements contained in this Certification Procedure including but not limited to
the following: All problems encountered throughout the certification process, any
changes made to address the identified problems, the location of the test station(s),
the types of testing performed, the frequency and/or duration of any testing or

monitoring, as appropriate, and any other pertinent information about the evaluation

process shall be contained in this summary.

16. DURATION AND CONDITIONS OF CERTIFICATION

Vapor recovery system certifications shall specify the duration and conditions of cer’ﬁf'icatioh.

| 16.4

Duration of System Certification

Vapor recovery systems shall be certified for a pé_ﬁdd of four years. The certification

. Executive Order shall specify the date on which the certification shall expire if it is not

" 16.2

16.3

renewed as specified in Section 17.
One Vapor Recovery Sysiem per UST System |

No more than one certified Phase Il vapor recovery system may be installed on each
underground storage tank (UST) system unless the Phase ! systems have been
specifically certified to be used in combination. For facilities with dedicated vapor
piping, each underground storage tank and associated dispensing points shall be
considered a UST system, and different UST systems may have different vapor
recovery systems. For facilities with manifolded vapor piping connecting storage
tanks, all the manifolded tanks and associated dispensing points are considered one
UST system, and only one ceriified Phase Il vapor recovery system may be installed in
conjunction with that UST system.

Certification Not Transferable

Upon successful completion of all the requirements, certification shall be issued to the
company or individual requesting certification, as the Executive Officer deems
appropriate. If the ownership, control or significant assets of the certification holder
are changed as the result of a merger, acquisition or any other type of transfer, the
expiration date of the certification shall remain unchanged. However, no person shall
offer for sale, sell, or install any system or component covered by the certification
uniess the system or component is recertified under the new ownership, or, in the case
of a component, is otherwise certified. Systems installed prior to the transfer shall be
subject to the specifications contained in Section 19 of this procedure. :

16.4 FinancIaI Responsibility
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The adequacy of the (1) methods of distribution, (2) replacement parts program, (3)
financial responsibility of the applicant and/or manufacturer, and (4) other factors
affecting the economic interests of the system purchaser shall be evaluated by the
Executive Officer and determined to be satisfactory to protect the purchaser. A
determination of financial responsibility by the Executive Officer shall not be deemed to
be a guarantee or endorsement of the manufacturer or applicant. '

If no system has yet been certified that meets additional or amended performance
standards and specifications, as provided in Section 2.4, the applicant is also
requested to provide evidence of the commitment of financial investors for the
commercial manufacture of the system, a projected market demand of the system as
of the operative date of the standard, a manufacturing plan with scheduled milestones
for implementation of the plan, an inventory of equipment ready for shipmént and a list
of suppliers and subcontractors which are part of the manufacturing plan.

16.5 Warranty

The requirements of this section shall apply with equal stringency both to the original
applicant and to re-builders applying for certification. For systems that include
components not manufactured by the applicant, the applicant shall provide information’
that shows that all components meet the following requirements:

16.5.1 The applicant and/or manufacturer of vapor recovery system equipment shall
provide a warranty for the vapor recovery system and components, including all
hanging hardware, to the initial purchaser and any subsequent purchaser

- within the warranty period. This warranty shall include the ongoing compliance

.. with all applicable performance standards and specifications. The applicant
and/or manufacturer may specify that the warranty is contingent upon the use
of trained installers.

16.5.2 The minimum warranty shail be for one year from the date of installation for all
systems and components. The applicant may request certification fora
warranty period exceeding the minimum one-year requirement,

16.5.3 The manufacturer of any vapor recovery system or component shall include a
warranty tag with the certified equipment. The tag shall contain at least the
following information: a o o

(a) Notice of warranty period: :
- (b) Date of manufacture, or where date is located on component;
(c) Shelf life of equipment or sell-by date, if applicable; .
(d) A statement that the component was factory tested and met all applicable
performance standards and specifications; and B
(e) Alisting of the performance standards and/or specifications to which it was
: certified. ' o

16.5.4 The Executive Officer shall certify only those systems which, on the basis of an
engineering evaluation of such system’s component qualities, design, and test
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performance, can be expected to comply with such system’s certification
conditions over the one-year warranty period specified above.

16.6 Installation, Oper'ation and Maintenance of the System.

Systems requiring unreasonable maintenance or inspection/maintenance frequencies,
as determined by the Executive Officer, shall not be certified. The manufacturer of any
vapor recovery system or component shall be responsible for developing manual(s) for
all installation, operation and maintenance procedures and shall be submitted with the
application as provided by Section 11.5. This manual(s) shall be reviewed during the
certification process and the certification shall not be issued until the Executive Officer
has approved the manual(s). '

16.6.1 The manual(s) shall inciude all requirements for the proper instaltation of the
system and/or component. The manual(s) shall include recommended
maintenance and inspection procedures and equipment performance
procedures, including simple tests the operator can use to verify that the
system or component is operating in compliance with all applicable.
requirements. The Executive Officer may require the inclusion of additional
procedures. '

16.6.2 No changes shall be made to ARB-Approved Manuals without the Executive
Officer’s prior written approval. :

16.7 identification of System Components

16.7.1 All components for vapor recovery systems shall be permanently identified with
“the manufacturers name, part number, and a unique serial number. This
requirement does not apply to replacement subparts of the primary component.
Specific components may be exempted from this requirement if the Executive
Officer determines, in writing, that this is not feasibie or appropriate.

16.7.2 Nozzle serial numbers shall be permanently affixed to, or stamped on, the
nozzle body and easily accessible for inspection. The location of the serial
number shall be evaluated by the Executive Officer prior to certification.

16.8 Revocation of Certifications

The certification of any system determined not to be achieving the applicable

performance standards and specifications listed in CP-201 may be revoked. The

Executive Officer may conduct testing for the purpose of investigation of or verification
- of potential system deficiencies.

Revoked systems may remain in use for the remainder of their useful life or for up to
four years after the revocation whichever is shorter, provided they comply with all of
the requirements of section 19. Systems with revoked certifications shall not be
installed on new instaliations or major modification of existing installations.

17. CERTIFICATION RENEWAL
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At least eighteen months prior to the expiration of the certification period, the applicant may
request to renew the certification. System certifications shall be renewed without additional
testing if no data demonstrating system deficiencies is found or developed prior to the expiration
date. During the four-year certification period, system deficiencies shall be identified through
periodic equipment audits, complaint investigations, certification or compliance tests, surveys, or
other sources of information. If deficiencies are documented, they shall be resolved to the

- satisfaction of the ARB Executive Officer or the certification shall expire. The ARB Executive

Officer may extend certifications, for up to one year, if resolution of system deficiencies appears
likely or if additional time is required to gather and evaluate information.

The renewal process, along with the sections of this document that describe them, are outlined
below.

“(a) Request for Renewal : Section 17.1
(b)-Review of the Request Section 17.2
(c) Evaluation of System Deficiencies Section 17.3

. {d) Letter of Intent ‘ ' Section 17.4 ‘
(e} Renewal of Executive Order Section 17.5

if no request for renewal is received by the ARB within eighteen (18) months of the certification
expiration date, the Executive Officer shall send a “Notice of Pending Expiration” to the holder of
the Executive Order. Table 17-1 provides an estimated timeline for the renewal process. The
timeline is intended to serve as a guide to provide approximate target schedules for completion of
steps in the renewal process. .

Each applicant submitting a certification renewal requést shall be charged fees not to exceed the
actual cost of evaluating and/or testing the system to determine whether it qualifies for renewal.
" Refer to Section 10 for more information on Fee Payment, L ‘

17.1  Request for Renewal

- The request for renewal shall be written and signed by an authorized representative,
and shall include the items listed below:

17.1.1 The Executive Order Number to be renewed: ‘
17.1.2 Identification of any system or component deficiencies through warranty claims
or other information such as:
(a) User feedback
(b} Contractors/Testers
{c} Distributors
17.1.3 Amendments to the Executive Order such as:
(a) Warranty information _
(b) Installation, Operations, and Maintenance Manual
(c) System or component drawings
(d) Component modifications
17.1.4 Updates to the training program;
17.1.5 Factory Testing Requirements; _

17.1.6 Agency approvals or determinations, if any system modifications have been
made since the original approval/determinations (to be submitted prior to
approval of EO amendment, see Section 1.1), and o o

17.1.7 Other information such as the Executive Officer may reasonably require.
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17.2 Review Request

The Executive Officer shall review the request and determine if any information
provided warrants further evaluation/testing or if amendments to the Executive Order
are needed. The applicant will be notified within 60 days of the receipt of the request
and whether the submission of additional information is required. ‘

17.3 . Evaluation of System Deficiencies

in addition to the information provided in Section 17.1, the Executive Officer shall
solicit information on system or component deficiencies through equipment audits,
complaint investigations, certification or compliance tests, surveys, VRED data (if
applicable), any deficiencies identified by District staff, or other sources of information.
The Executive Officer may conduct testing to investigate and/or verify system or
component deficiencies. Testing to evaluate component modifications, VRED lists (if

- applicable), to demonstrate compatibility, or for challenge mode determinations, will be
subject to the applicable sections of CP-201. If potential deficiencies are noted, an
evaluation will be conducted to determine if: ' T

" 17.3.1 The deficiency has been or is in the process of being resolved;
17.3.2 System/component modification(s) are necessary; -

- 17.3.3 Executive Order modifications are necessary; '
17.3.4 Additional testing is required. '

17.4 Letter of Intent

After the review has been completed, a letter of intent will be issued to either 1) renew
the Executive Order or 2) allow the Executive QOrder to expire. Conditions for Expired
Certifications are discussed in Section 19 of this certification procedure. The letter of
intent should be issued prior to the Executive Order expiration date but will not be
issued prior to completion of the evaluation process described in Sections 17.1, 17.2
and 17.3. If the evaluation process is not complete and the letter of intent is not issued
prior to the expiration date then the Executive Officer may determine that installation of
the system at new facilities or major modifications will not be allowed during the
extension period.

The Exebutive Officer may allow up to a 1-year extension if:

17.4.1 resolution is likely but renewal time is insufficient; or
17.4.2 additional time is necessary to gather and evaluate information.

17.5 Renewal of Executive Order
Executive Orders approved for renewal shall be valid for a period of four years.

Table 17-1
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Estimated Timeline for the Renewal Process

Action By ; _T_i'_me be‘foré ;Exp'iraftion;
Submittal of renewal request . Applicant 18 months
Notice of pending explrat!on (if no renewal ARB 18 months
request received)
Solicitation of system information ARB 18 mon.ths {or at timé of
: . N o _ rece:p_t_of request)
Application review and initial response ARB '

ARB/Applicant

1_5 months

Renewal request documentation completed
. Submittal of system Enformation for’ other Applicant 12 monthis
agency approvalldetermlnatlons. _
If testing will be required
Draft Testing protocol and site identification | ARB/Applicant 14 m‘dnths
. Seal site/start test ~ ARB 12 months
End testing ARB 11 to 6 months
Administrative
Letter of intent and draft Executive Order ARB 3 months
Final Executive Order ARB 0 months
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17.6

Denial of Executive Order Renewal

System certifications shalt not be renewed if the Executive Officer determines that the
performance standards and/or specifications in the Executive Order and CP-201 fail to
be met. Non-renewed systems may remain i use for the remainder of their useful life
or for up to four years after the expiration date, whichever is shorter, provided the
requirements of Section 19 are met.

18. AMENDMENTS TO EXECUTIVE ORDERS

Amendments to Executive Orders may be requested to add alternate or replacement componehts'
io a certified system. Alternate or replacement components may be modifications to originally
certified components, components originally certified on another system, or new components.

Sections of this document that describe the process to amend an EO are outlined below.

(a) Request for Amendment "~ Section 18.1
~ (b) Review of the Request : . Section18.2
- {c) Testing . . Section 18.3
{(d) Letter of intent - § Section 18.4
(e) Issuance of Executive Order . Section 18.5
181 Request for Amendment

18.2

~ California Air Resources Board

The request for amendment shall be written and sighed by an authorized '

representative of the applicant, and shall include the items listed below:

18.1.1 Executive Order to be amended;
18.1.2 Description of change;
18.4.3 Changes to the Executive Order such as:
(a) System or component drawings
(b) installation, Operations, and Maintenance Manual
(c) Fuel and System Compatibility
18.1.4 Agency approvals or determinations (to be submitted prior to approval of EO
' amendment, see Section 1.1); '
18.1.5 Updates to the training program;
18.1.6 Applicable information specified in Section 11 ; and :
18.1.7 Other information such as the Executive Officer may reasonably require.

Review of the Request

Requests for alternate or replacement components, equipment reconfigurations, or
software changes will be subjected fo an engineering evaluation to determine the level
of testing required. The Executive Officer may require full operational testing of at
least 180 days, aliow abbreviated and/or limited operational testing, or determine that
a component modification does not affect the performance of the vapor recovery
system and therefore no testing is required.

General criteria to be considered when determining the level of testing are as foilows:

S January 8. 2013 May-25-2008
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(a) extent of physical changes to the component:

(b) extent of material changes to the component;

{c} changes that may affect the durability of the component;

(d) whether performance specifications are the same; - .
(e) similarity of system designs (i.e. for component transfers); and-
(f} information from previous certification testing.

18.2.1 Modified Components

Modified components (i.e., any changes made to vapor recovery components’
certified as part of a system) may be certified if testing demonstrates that
performance standards and specifications will continue to be achieved. The. .
level and duration of operational and/or other testing will be dstermined by thé
Executive Officer based on an engineering evaluation. ' R

18.2.2 Transfer of Components from Another Certified System -

Components certified with a system may subsequently be considered for use
with another certified system of similar design provided that the performance
standards and specifications of the components, as specified in the application
for the system, are equivalent. Performance standards and specifications, and
compatibility, are to be verified by testing and/or engineering evaluation.

Abbreviated/limited operational testing may be considered since the
component has previously undergone 180-day/full certification testing as part of
another system. Abbreviated tests will only be allowed for components whose
performance is not expected to change or degrade over the longer test period.

18.2.3 New Componenti(s) that have not been Previously Certified on a System.

Components that have not previously been certified with a system, whether for
use as an alternate or replacement component, shall be required to undergo
operational testing of at least 180 days. Limited operational testing may be
considered for such components, if determined to be appropriate by the
Executive Officer.

18.2.4 Components that do not affect the performance of the vapor recovery system.

Certification shall not be required for components, sither new or modified,

determined by the Executive Officer not to affect the performance of the vapor
- fecovery system. The Executive Officer shall notify the applicant in writing of

the determination. However, in some cases, such as when a part number -

changes, an amendment to the Executive Order may be required. An

engineering evaluation shall be conducted to document that the change will not
- affect the performance of the vapor recovery system.

California Air Resources Board January 9, 2013 May-25-2006
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18.2.5 Other Amendments to Executive Orders
(a) System Configurations

Alternative configurations of components of a certified system may
be considered for certification based on limited and abbreviated
testing. Examples of aiternative system configurations include dual
fili or remote fill for Phase | and processor placement or vapor piping.
options for Phase Il.

(b) Software Updates

Software revisions of previously certified software components may -
be considered for certification with limited and/or abbreviated _
testing. The software change may be approved with no testing if the
Executive Officer finds that the software modifications do not affect
the vapor recovery system of in-station diagnostic system
performance.

- 18.3 Testing

System or component modifications shall' be subjected to sufficient operational,
challenge mode, and/or VRED testing to verify the performance and durability of the
modified system relative to the certified system that was _originaliy tested. '

The level of operational testing to be required is determined as outlined in Section
18.2. Normally, full operational testing of at least 180 days is required. Abbreviated
and/or limited operational tests may be allowed in some cases , at the discretion of
the Executive Officer. If operational tests are abbreviated, the minimum duration (and
gasoline throughput requirement) will be specified by the Executive Officer. The test
procedure and test frequency requirements for limited operational tests will be
specified by the Executive Officer. ‘

If operational 'testing is required, then the applicant will choose an appropriate test site
meeting the requirements of Section 13.1. The applicant shail submit sufficient
information to demonstrate that the requirements of Section 11.8 are met.

18.4 Letter of Intent

A letter shall be sent to the applicant stating the Executive Officer's intent to either
issue the amended Executive Order or deny the request.

18.5 lssuance of Executive Order

The original expiration date shall be maintained for all Executive Order amendments
unless a renewal, as described in Section 17, is specifically requested and approved.

Previous versions of the Executive Order are superseded, as discussed in Section 19.

California Air Resources Board . January 9. 2013 May-25-2006
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19.

Ve

REPLACEMENT OF COMPONENTS OR PARTS OF A SYSTEM WITH A TERMINATED,
REVOKED, SUPERSEDED OR EXPIRED CERTIFICATION .

This section applies to systems for which the certification was terminated, revoked,
Superseded, or has expired. Systems that were instailed as of the operative date of a new
standard, or that are otherwise subject to Health and Safety Code section 41 956.1, may
remain in use for the remainder of their useful life or for up fo four years after the effective
date of the new standard or the date of revocation, whichever is shorter, provided they
comply with all of the specifications of this section. Installed systems that have superseded
or expired Executive Orders, unless renewed in accordance with Section 17, may remain in
use for up to four years after the expiration date of the Executive Order, provided they
comply with all of the specifications of Section 19. T

191 'Compq’nent and Replacement Parts

Components and replacement parts meeting the currently and prospectively
operative performance standards or specifications may be approved for use as a
replacement part with the no-longer-certified system for the remainder of the
allowable in-use period of the system.

When an approved, compatible component or replacement part that meets the
operative standards or specifications is determined to be commercially available,
only that component or replacement part shall be installed. Approval shall not
-require the replacement of already-installed equipment prior to the end of the useful
life of that part or component. The approved replacement component shal! be
considered to be commercially available if that component can be shipped within
three weeks of the receipt of an order by the manufacturer of the component.

19.2 Component or Replacement Part Not Meeting Specifications

A component or replacement part not meeting the currentiy operative performance

- standards or specifications, but which was cerfified for use with the system, shall be
used as a replacement only if no compatible component or part that meets the new
standards or specifications has been approved as a replacement part.

-19.3 Component or Part Not Certified with System and Not Meeting Specifications

A component or part that was not certified for use with the system, and that does not
meet all of the currently operative standards or specifications, may be approved as a
replacement part or component for use on the system provided that there are no
other commercially available certified parts meeting the most current performance
standards or specifications. L : :

19.4 Procedure for Approval of Replacement Parts . .
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20.

19.4.2 . The request shall include the information outlined ih Section 18.1 and
information demonstrating that the component is compatible with the .
system. -

19.4.3 Requests for replacement parts will be subjected to an engineering
evaluation to determine the level of testing required. The Executive
Officer may require full operational testing of at least 180 days and
other certification tests (e.g., VRED or challenge), allow abbreviated
and/or limited operational testing, or determine that additional testing is
not necessary. :

General criteria to be considered when determining the level of testing
are as follows: :

(a) similarity of system designs; _
(b) information from previous certification testing; and
(¢) compatibility of the replacement part.

19.4.4 The Executive Officer shall issue an approval letter to authorize the use
of the approved replacement part and to detail any modification(s)_to the
 Executive Order for which the part is approved. Requests not granted
shall be documented with a disapproval letter. '

REQUIREMENTS FOR, AND CERTIFlCATION OF, LOW PERMEATION HOSES

All hoses which carry liquid fuel against the outermost hose wall shall permeate at a rate of.
no more than 10.0 grams per square meters per day (a/m>/day) as determined by UL 330
(7" ed) - Underwriters Laboratories’ Standard for Hose and Hose Assemblies for Dispensing
Flammable Liguids.

The UL 330 (7" ed.) testing resuits shall comprise all of the certification testing for

certification as a low permeation hose.

20.1 Redquest for Certification

If UL 330 (7" ed.) testing is not conducted by the Executive Officer. then the Executive
Officer shall be made a beneficiary of the data within the contract of the applicant and

the testing faciiity. All data and documentation relevant to determining_the permeation
rate of the hose, as described in section 15 of UL 330 (7" ed.), shail be transmitted to

the Executive Officer by the testing facility, concurrently when transmitted to the

applicant.

The request for certification shall be written ahd signed by an authorized
representative_of the applicant. and shall include the items listed below:

20.1.1 The applicant shall submit evidence that the hose is compatible with alil
hardware that it will be connected fo when in use within the gasoline dispensing

system.
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20.1.2 The applicant shall provide information regarding the materials specifications of
all components, including evidence of compatibility with all fuels in commeon
use in California and approved as specified in Section 3.8. If the applicant is
requesting a certification for use only with specified fuel formulations, the
applicant shall clearly identify, in the application, the included and excluded fuel
formulations for which certification is requested.

720.1 .3_The applicant shall state the expected useful life of the hose.

20.1.4 All applications shall include detailed engineering drawings of the hose and
hose fittings. These drawing must provide all hose and fitting dimensions,
including thicknesses of each individual hose material layer. Further, all hose,
fitting and gasket materials must be identified.

20.1.5 Hose installation instructions shall be included with t_he application. )

20.1.6_The applicant shall submit evidence of financial responsibility to ensure
adequate protection to the end-user of the product as specified in Section 16.4
and to demonstrate the ability to pay for certification tests and cost.

20.1.7 The applicant shall comply with the warranty requirements of Section 16.5 and
shall submit a copy of the warranty for the hose and samples of component

tags. '

20.1.8 All applications shall include the estimated retail price of the hose.

20.2 Hose Lengths

Once a hose of a particular construction has been determined to comply with the low
permeation hose standard per section 20, the Executive Officer shall specify the
length of the hose as a condition of certification after considering other applicable
performance standards or specifications. :

20.3 _ldentification of Certified Hose

Certified low permeation hoses shall comply with the marking and identification
reguirements of section 16.7

California Air Resources Board January 9. 2013 May-25:- 2006
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California Environmental Protection Agency
Air Resources Board

Vapor Recovery Certification Procedure
CP-206

Certification Procedure for Vapor Recovery -Systems
At Gasoline Dispensing Facilities Using
-~ Aboveground Storage Tanks

A set of definitions common to all certification and test procedures are in:
.. D-200 Definitions for Vapor Recovery Procedures. |

For the purpose of this procedure, the term "ARB” or "CARB" refers to the California Air
Resources Board, and the term "Executive Officer" refers to the ARB Executive Officer
or his or her authorized representative or designate. '

1. GENERAL INFORMATION AND APPLICABILITY

This document describes the procedure for evaluating and certifying Aboveground

Storage Tanks (AST), Standing Loss Control, Phase | and Phase 1l vapor recovery
systems, and components, used at Gasoline Dispensing Facilities (GDF). An ARB
Executive Order certifying the system shall be issued only after all of the applicable
ceriification requirements have been successfully completed.

This Certification Procedure, CP-206, is adopted pursuant to Section 41954 of the
California Health and Safety Code (CH&SC) and is applicable to vapor recovery
systems installed at GDFs using an AST for controlling gasoline vapors emitied
during diurnal venting (Standing Loss Control), the re-fueling of aboveground
storage tanks (Phase I), and the refueling of vehicle fuel tanks (Phase II). Vapor
recovery systems are complete systems and components that shall include all
associated ASTs, dispensers, piping, nozzles, couplers, processing units, and any
other equipment or components necessary for Standing Loss Control or the control
of gasoline vapors during Phase | or Phase |l refueling operations at GDFs.

Below-grade vaulted {anks shall be certified under Certification Procedure,
CP-201, as incorporated by reference in title 17, California Code of Regulations
(CCR) section 94011.

1.1 Legislative and Regulatory Requirements of Other State Agencies

As required pursuant to sections 41955 and 41957 of the CH&SC, the
Executive Officer shall coordinate this certification procedure with:

1.1.1 Department of Food and Agriculture,
Division of Measurement Standards (DMS)

-California Air Resources Board - January 9. 2013 May2,2008
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1.1.2 Department of Forestry and Fire Protection
Office of the State Fire Marshal (SFM)

1.1.3 Department of Industrial Relations, Division of Occ.upationa.l Safety and
Health (DOSH) _ _

Prior to certification of the vapor recovery system by the Executive Officer, the
applicant shall submit plans and specifications for the system to each of these
agencies. Certification testing by these agencies may be conducted

~ concurrently with ARB certification testing; however, the approval of the SFM,
DMS, and DOSH shall be a precondition to certification by ARB. The
applicant is responsibie for provndlng documentation of these approvals to
ARB.

1.2 Requirement to Comply W|th AII Other App!lcable Codes and
"~ Regulations

. Certification of a system by the Executive Officer does not exempt the system
from compliance with other applicabie codes and regulations such as state

- fire codes, weights and measures regulations, safety codes and reguiatlons
and water quality regulahons _

1.3 System Certification Matrix

" The certification procedure is designed to provide system and component -
certifications and Executive Orders with options for levels of controls as
specified in CP-206 or as requested by the applicant. The varying ievels of
control can be achieved through combinations of Standing Loss Control,
Phase | and Phase || vapor recovery systems, certified independently or
together, according to the matrix in Table 1-1. An applicant shall specify the
certification matrix to be tested in the application. Compatibility between
Standing Loss Control, Phase |, and/or Phase Il vapor recovery systems shalll
be evaluated per Table 1-1.

Table 1-1
Vapor Recovery System Certification Matrix

: - ' : Low
Standing Loss ==, .
Control Phase | | Phase Pel;-lmeatlon Section(s)
ose
X _ : nfa
X X . 4.9and 12.3
49,55, 586, and-12.3,
X X X X and 21
! May apply to hoses that are not part of a Phase [l system
California Air Resources Board . January 9 2013 May2-2008
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2. PERFORMANCE STANDARDS AND SPECIFICATIONS

Effective and Operative Dates for

Table 2-1

Standing Loss Control, Phase |, and‘ Phase I
Performance Standards

Hoses

determined by UL

330(7" ed.)

hose is certified

Standing Loss As Specified in 3 Jargar-1—-2000 Same as effective
Control Table 3-1 . April 1, 2009 date
All Phase | As specified in [ { o060 Jantary-1-2008
Standards and Table 4-1 4 . Julv 1 2’010 | Same as effective
Specifications ' ' Sy LV date -
Jaruary4-2000 _
ORVR As specified in 54 | Datewhenfirst sme
Compatibility!" Section 5.4 i ORVR Compatible r
. P date
- o System is certified
Post Refueling January-1+-2008 January-—+-2009
Nozzle Criteria Drips: <3 5.7 Date when first | Same as effective
' dropsirefueling nozzle is certified date
<100 ml/1,000
- . gals._dispensed Janruary-1-20688 Jandarny—1--2009
L&%‘;;?gﬁ;ﬂ?gn ' <£1.0 _ 5.8 Date v_vhen ﬁr_st Same as effective
mi/nozzleffueling nozzle is certified date
' test
Spillage <0.24 Januarny-1-20089 Janudary-+-20008
~{inciuding drips pounds/1,000 53 Date when first Same as effective
from spout) _gals dispensed nozzle is certified | date
In-Station ) . Janruary4-2009
Diagnostics 605 %BSD[T/)(Z’ 10 ?gga thn f'r.St Same as effective
(ISD) ,LoUgal/yr. ol system IS date
certified -
. As Specified in January-4-2069 .
Agtgt:c?;rzzzsnedll Tables 5-1, 6-1, 56,7,8,9 Date when f|rst_ Same as effective
Specifications 7-1, 8-1, 9-1, and e Phase || §ystem is date
9-2 certified —
‘ Permeation rate <
. ; 2 Date when the first .
Low Permeation | 10.0 g/m“/day as 21 low bermeation Same as effective

date

" Effective January 1, 2001 state law requires the certification of only those systems that
are ORVR compatible (Health and Safety Code Section 41954, as amended by
Chapter 729, Statutes of 2000; Senate. Bill 1300).

@  GDFs <600,000 gallyr are exempted from ISD requirements.

California Air Resources Board
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2.1 Performance Standards

A performance standard defines the minimum performance requirements for
certification of any system, including associated components. An applicant
may request certification to a performance standard that is more stringent
than the minimum performance standard specified in CP-206. Ongoing
- compliance with all applicable performance standards, including any more
stringent standards requested by the applicant, shall be demonstrated
throughout certification testing.

2.2 Performance Specifications

A performance specification is an engineering requirement that relates to the
proper operation of a specific system or component thereof. In addition to the
performance specifications mandated in CP-206, an applicant may specify
additional performance specifications for a system or component. An
applicant may request certification to a performance specification that is more
stringent than the minimum performance specification in CP-206. Ongoing
compliance with all applicable performance specifications, including any more
stringent specifications requested by the appllcant shall be demonstrated
throughout certiﬂcatlon testing.

- 2.3 Innovative System

The innovative system concept provides flexibility in the design of vapor
recovery systems. A vapor recovery system that fails to comply with an
identified performance standard or specification may qualify for consideration
as an innovative system, provided that the system meets the primary
emission factor/efficiency, complies with all other applicable requirements of
certification, and the Executive Officer determines that the emission benefits
of the innovation are greater than the consequences of failing to meet the
identified standard or specification.

2.4 Additional or Amended Performance Standards or Performance
- Specifications

Whenever these Certification Procedures are amended to include additional
or amended performance standards, any system that is certified as of the
effective date of additional or amended standards shall remain certified until
the operative date. Systems installed before the operative date of additional
or amended standards may remain in use for the remainder of their useful life
or for up to four years after the effective date of the new standard, whichever
is shorter, provided the requirements of Section 20 are met.

Whenever these Certification Procedures are amended to include additional
or amended performance specifications, a system shail remain certified until
the Executive Order expiration date. A system that was instailed before the
operative date of additional or amended performance specifications may
remain in use subject to the requirements of Section 18.

California Air Resources Board | January 9, 2013 May-2-2008
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2.4.1 The effective and operative dates of adoption for all performancé sté'ndaurds
and specifications contained herein are specified in Table 2-1.

2.4.2 The operative dates of performance standards shall be the effective
' date of adoption of amended or additional performance standards,

except as otherwise specified in Table 2-1. Certifications shall

. terminate on the operative date of amended or additional performance
standards unless the Executive Officer determines that the system
meets the amended or additional performance standards or
specifications. Upon the operative date of the amended or additional
performance standards, only systems complying with the amended or
-additional performance standards may be installed. ‘

2.4.3 The operative dates of performance specifications are listed in
Table 2-1. As of the operative date of amended or additional
performance specifications, only systems complying with the amended
or additional performance specifications may be installed.

2.4.4 When the Executive Officer determines that no Standing Loss Control,
Phase |, or Phase |l system has been certified or will not be
commercially available by the operative dates specified in Table 2-1 of
CP-2086, the Executive Officer shall extend the operative date and may
extend the effective date of amended or additional performance
standards or specifications. If there is only one certified system to
meet amended or additional standards, that system is considered to be
commercially available if that system can be shipped within eight
weeks of the receipt of an order by the equipment manufacturer.

2.4.5 The Executive Officer may determine that a system certified prior to
the operative date meets the amended or additional performance
standards or specifications. 1n determining whether a previously
certified system conforms to any additional or amended performance
standards, specifications or other requirements adopted subsequént to
certification of the system, the Executive Officer may consider any
appropriate information, including data obtained in the previous
certification testing of the system in lieu of new testing.

2.4.6 Gasoline Dispensing Facilities in districts that ARB determines are in
attainment with the state standard for Ozone are exempted from the
Enhanced Vapor Recovery performance standards and specifications
set forth in Sections 3 through 10 inclusive, with the exception of the
requirement for compatibility with vehicles that are equipped with
Onboard Refueling Vapor Recovery (ORVR) systems as specified in

- subsections 5.4. New GDFs, and those undergoing major
modifications, are not exempt. If exempt facilities become subject to
additional standards due to a subsequent reclassification of their
district such that the district is no longer in attainment, the facilities will
have four years to comply. :

California Air Resources Board January 9, 2013 May-2-2008
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25 Reference to CP-201

- This procedure refers to applicable performance standards and
specifications of CP-201, Certification Pracedure for Vapor Recovery
Systems at Gasoline Dlspensmg Facilities as incorporated by reference into
title 17, CCR section 94011. For the purpose of this procedure the term
CP-201 shall mean the last adopted or amended version of CP-201 at the

- time that an Executive Order under CP-206 is issued.

California Air Resources Board o - . January 9, 2013 May-2-2008
CP-208, page 6




3. STANDING LOSS CONTROL PERFORMANCE STANDARDS AND
SPECIFICATIONS

Table 3-1 summarizes the Standing Loss Control Performance Standards and
Specifications applicable to all ASTs that are not below-grade vaulted tanks.

Table 3-1 .

Standing Loss Control Performance Standards and Specifications

~ Emission Factor | -

_ Requirement oc. | Procedure
New < 0.57 Ibs/1000 gallons 33'21:& Stg T:;%?Sﬂ
Installations ullage/day 33 ' TP-206.2
Existing ‘ | 3.1, TP-206.1
Installations £2.26 Itl)]s/ 1 0/((;0 gallons 3.2& Std. and/or
(Retrofits) ullage/aay 3.3 TP-206.2

3.1 Standing Loss Control Emission Factor

For new installations the Standing Loss Control Emission Factor shall be 0.57
pounds hydrocarbon per 1000 gallons ullage per day (Ibs/1000 gal
ullage/day) or less. For existing installations the Standing Loss Control
‘Emission Factor shall be 2.26 Ibs/1000 gal ullage/day or less. The applicable
emission standard shall be determined for new and existing installations
based on the operative and effective dates in Table 2-1. The Standing Loss
Control Emission Factor shall be determined from temperature atténuation
and/or hydrocarbon emissions as defined in Sections 3.2 and 3.3 of this
procedure, respectively.

3.1.1 Standing Loss Control vapor recovery systems shall be certified based
on one of the two following approaches: ,

(a)

(b)

The performance approach tests all GDF components asa
system. After successfully meeting the retrofit or new installation
emission factor requirements, these components are certified
together as a system.

The design approach tests GDF components independently.

After successfully meeting the component specific emission factor
requirements from Table 3-2, these components shall be added to
a consolidated Executive Order. Mixing and matching of design
based components only applies to design based Standing Loss
Control vapor recovery components.

- California Air Resources Board . January 9, 2013 May-2-2008
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(c) The applicant shall specify the certification approach, whether the
performance approach or design approach, in the application.

"~ 3.1.2 All Standing Loss Control vapor recovery systems shall be tested for a
e minimum period as defined in Sections 3.3, 3.4, or 3.5 of this
procedure. Ali.vapor connections, fittings, emergency vents, and tank
gauges required on the tank shall meet the performance standards of
Section 4.6 (no !eak)

Table 3- 2
Standlng Loss Control Vapor Recovery System Design Conflguratlons

(1bs/1000 . | |
‘galion Insulation Paint Shade | P/V Valve
uliage/day) ' R :
057 X - | . X
226 X - X
2.26 R o X I x

*All components in Table 3-2 shall be certified with a pressure/vacuum (P/V)
relief valve certified in accordance with Section 3.6 of this procedure.

3.2 Optional Standing Loss Control Emission Factor for Existing
Installations

3.2.1 The applicant may request the certification to one of the following
optional standing loss control emission factor for existing installations:

0.57 pounds/1000 galion ullagetark-velume/day or
1.34 pounds/1000 gallon ullagetank-velume/day

3.2.2 If certification is sought for one of the above optional emission factors,

the applicant shall make the request in the application and transmittal
letter. |

California Air Resources Board January 9, 2013 May2-2008
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3.3 Temperature Attenuation Loss Emission Factor

3.3.1 For conirol technologies thaf attenuate fuel surface témperature the-
following equation shall be used to determme the standmg Ioss
emlssmn factor.

EF =

EFar

Where:

EF is the standing loss emission factor in pounds/‘l 000

" gallons ullage/day

EFa = 3.48 (A) - 0.23

As is determined by TP-206.1, Determination of Emission
Factor for Standing Loss Control Vapor Recovery
Systems Using Temperature Attenuation at Gasoline
Dispensing Facilities with Aboveground Storage Tanks

EFar = 0 when As < 0.07

3.3.2 The minimum certification testing duration shall be 30 consecutive
days during the summer months (June 1 to September 30). At least
seven of the 30 days shall have a daily peak temperature between
90 °F to 105 °F. The Executive Officer may allow testing outside the
summer months if the criteria of this section are met.

3.4 Processor Emission Factor

3.4.1 The standing loss emission factor for a processor shall be determlned
by the followmg equation:

EF

EFne

- \Where:

California Air Resources Board

EF is the standing loss emission factor in pounds/1000
gallons ullage/day

EFyc is determined by TP-206.2, Determination of
Emission Factor for Standing Loss Control Vapor
Recovery Systems Using Processors at Gasoline
Dispensing Facilities with Aboveground Storage Tanks

~ January 9, 2013 May-2.-2008
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3.4.2 The minimum operational test shall be 180 days. Abbreviated testing
for certified processor may be allowed as provided by Section 19.

3.5 Temperature Attenuation and Processor Emission Factor
3 5.1 The standing loss emission facfor shal[ be determined by the following
equation for a system that employs temperature attenuation
technology and processor.

EF = EFas + EFHC

EFas and EFyc are determlned by Section 3.3 and TP-206. 2
respectlveiy

3.5.2 The minimum operational fest shail be 180 days. Abbrewated testing
may be allowed as provided by Section 19.

: 3';6, Pressure/Vacuum Vent Vaive
The Executive Officer shall certify only those vapor recovery systems
equipped with a pressure/vacuum (P/V) relief valve(s) on the aboveground
~ storage tank vent pipe(s). Verification of the P/V relief valve pressure settings
and leak rate requirements set forth below shall be determined by TP-201.1E
CERT (Leak Rate and Cracking Pressure of Pressure/Vacuum Vent Valve).
3.6.1 The pressure settings for the PN valve shall be:

~ Positive pressure setting between 2.5 to 6.0 inches H,0
- Negative pressure setting between 6.0 to 10.0 inches HxO

3.6.2 The total leak rates for PV valves shall be less than or equal to:

0.17 cubic feet per hour (CFH) at +2.0 inches H,0
0.63CFH at-4.0 inches H,O

3.6.3 The total leak rate of all P/V valves certified for use with any vapor

‘recovery system shall not exceed 0.17 CFH at 2.0 inches HzO or
0.63 CFH at -4.0 inches H,O. Applicants may request to certify a

- system for use with muitiple P/V valves by choosing P/V valves
certified to more restrictive leak rate performance specifications. The
applicant shall state in the certification application the leak rates to
which P/V valves are to be ceriified. All individual valves shall be
tested and certified to those stated leak rate specifications.

California Air Resources Board January 9. 2013 May 22008
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3.6.4 Certification test sites shall be configured with a minimum of three P/
“valves for representativeness, each P/V valve to be configured with an
associated ball valve. '

3.6.5 The minimum operational test of the P/\V valves shall be at I'é’a"st 180
days. Abbreviated testing may be allowed as provided by Section 19.

- Galifornia Air Resources Beard . January 9, 2013 May-2:-2008
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PHASE | PERFORMANCE STANDARDS AND SPECIFICATIONS

Table 4-1 summarizes the Phase | Performance Standards and Spécifi_cati_ons
applicable to all non-below grade vaulted AST Phase | vapor recovery systems.

Table 4-1

Phase | Performance Standards and Specifications |

APPLICABLE TO AST PHASE | VAPOR RECOVERY SYSTEMS

Phase | Transfer

— TP-201.1
Q . . :
Efficiency > 98% Efficiency | 41 Std. TP-201.1A
HC <0.15 .
Phase | Transfer | o 1nds/1,000 4.1 Std. | TP-201.1A
Emission Factor : : : , -
gallons dispensed
Static Pressure | In accordance A A L
Performance - with Section 4.2 4.2 Std.. _ TP-206.3
Pressure integrity of Leak rate <0.17 - :
Drop-Tube with Overfill | CFH at 2.0 inches 43 . Std. TP-201.1D
Protection H20 :
o 1. Fixed (non-- 1.g§stlg\glae:nd
Phase [ Product and Rotatable), or 9- .
Vapor Adaptors 2. Rotatable 4.4 Spec. (fixed)
T 2. TP-201.1B
(rotatable)
Phase | Product and _ .
Vapor Adaptor . As Shown in 4.4 Spec. Micrometer
Figure 4A and 4B
Cam and Groove
Phase | Vapor Testing and
Adaptor Poppetied 4.4 Spec. Eng. Eval.
Phase | Vapor . No Indication of 44 Sid LDS or
Adaptor Vapor Leaks ' | Bagging
. , Poppetted or "
P Shut-Off Valve g. Eval
Side or Bottom Fill No Indication of 4.4 Std LDS or
Phase | Adaptor Vapor Leaks ' ' Bagging
: , Leak rate < 0.17
Spill Container TP-201.1C
Drain Valve CFH at+2.0- 4.5 Std. TP-201.1D
inches H,0O
Vapor Connectors No Indication of 48 Std LDS or
and Fittings Vapor Leaks ' ' Bagging

California Air Resources Board
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I ~.. | Std.or | ' Test -
-_._:.Performance Type Requlremept N See. | spec. | Procedure
' No Indication of LDS or
Emergency Vent Vapor Leaks 4.6 Std. . ‘Bagging:

Materials shall be

Compatibility with compatible with 47 " Spec Testing and

Fuel Blends approved fuel ' pec. Eng. Eval.
blends

Dedicated Gauging No Indication of 4.8 Std Testing and

Port with-Brop-Tube Vapor Leaks ’ ' Eng. Eval.
“Compatibiity of Phase |~ . | |
| System with , : = Testing and
Standing Loss Control | See Section 4'_9 4.9 Spec. Eng. Eval.
System . ' '

4.1 Phase | Efficiency / Emission Factor

4, 1 1 The minimum volumetric efﬂcnency of Phase | systems shall be 98.0%.
: This shall be determined in accordance with TP-201.1 (Volumetric -
Efficiency of Phase | Vapor Recovery Systems).

4.1.2 The hydrocarbon emission factor for systems with processors shaII not
exceed 0.15 pounds per 1,000 gallons dispensed. This shall be
determined in accordance with TP-201.1A (Emission Factor for -
Phase | Systems at Dispensing Facilities).

4.2 Static Pressure Performance

The static pressure performance of Phase | vapor recovery systems shall be
determined in accordance with TP-206.3 (Determination of Static Pressure
Performance of Vapor Recovery Systems of Dispensing Facilities with
Aboveground Storage Tanks)

4.2.1 All Phase | systems shall be capable of meeting the performance
standard |n accordance with Equation 4-1.

4.2.2 The minimum allowable final pressure after five—minutes.,. with an initial
pressure of two (2.00) inches H,0, shall be calculated as follows:

Equation 4-1

—223.90

P, =2e ¥

-Californta Aif Resources Board ©January.9, 2013 May-2-2608
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Where:

~Ps = The minimum allowable final pressure after flve minutes,
inches Hp2O
V = The uilage of the system, gallons
e = A dimensionless constant approximately equal to 2.718
2 = The initial starting pressure, inches HpO
22390 = AST decay constant for a 5 minute test

4.3 Phase | Drop-Tubes W|th Over-Fill Prevention Devices (Top-Fill
Application)

Phase | drop-tubes with over-fill prevention devices installed shall have a leak
rate not to exceed 0.17 eubicfeet perhowm0-17CFH} at a pressure of two
inches water column (2.0" H,0). The leak rate shall be determined in
accordance with TP-201.1D (Leak Rate of Drop Tube Overfill Prevention
Devices and Spill Container Drain Valves). Drop-tubes that do not have an
over-fill protection device shall not leak. Drop tubes and drop tube overfill
prevention device certified per CP- 2()4 hall be deemed to meet the

' requwement of this section. - ‘

4.4 Phase | Product and Vapor Adaptors

4.4.1 The vapor and product adaptors shall not leak. The vapor and product
adaptors shall be either rotating or non-rotating. Vapor and product
adaptors certified per CP-201 shall be deemed to satisfy the
requirement of this section.

4.4.2 Phase | product and vapor recovery adaptors shall be manufactured in
accordance with the cam and groove specifications shown in
Figures 4A and 4B.

4 4.3 Phase | vapor recovery adaptors shall have a poppet. The poppet
shall not leak when closed. The absence of vapor leaks may be
verified by the use of commercial liquid leak detection solution (LDS),
or by bagging when the vapor containment space of the aboveground
storage tank is subjected to a non-zero gauge pressure. {Note: leak
detection solution (LDS) will detect leaks only when positive gauge
pressure exists.)

444 The side or bottom fill Phase | adaptor shall have a poppet or close-
coupled shut-off valve. The poppet or close coupled shut-off valve shall
not leak when closed. The absence of vapor leaks may be verified by
the use of commercial liquid leak detection solution, or by bagging
when the vapor containment space of the aboveground storage tank is
subjected to a non-zero gauge pressure. (Note: leak detection solution
will detect leaks only when positive gauge pressure exists.).

California Air Resources Board . January 9. 2013 May2.2008
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4.5 Spill Container

- 4.5.1 Phase [ spill container drain valves shall not exceed a leak rate of 0.17
CFH at 2.0 inches H0O. Spilt containers with cover-actuated drain
valves shall be tested both with the lid installed and with the lid
removed. The leak rate shall be determined in accordance with
TP-201.2B (Pressure [ntegrity of Vapor Recovery Equipment). Phase [
configurations installed so that liguid drained through the drain valve
drains directly into the drop tube rather that the AST uilage shall be
tested in accordance with TP-201.1C (Leak Rate of Drop Tube/Drain

- Valve Assembly) or TP-201.1D (Leak Rate of Drop Tube Overfill
Prevention Device), whichever is applicable. Drain valves certified per
CP-201 shall be deemed to satisfy the requirements of this section.

4.5.2 Drain valves shall not be allowed in contéinment boxes used
exclusively for Phase | vapor connections unless required by other
applicable regulations.

453 Spill containers shall be maintained in accordance with all applicable
requirements. '

4.6 Vapor Connections, Fittings, Emergency Vents, Tank Gauges

All vapor connections, fitiings, emergency vent, tank gauges, components,
and auxiliary fittings not specifically certified with an aliowable leak rate shall
not leak. The absence of vapor leaks may be verified by the use of
commercial liquid leak detection solution, or by bagging when the vapor
containment space of the aboveground storage tank is subjected to a non-
zero gauge pressure. (Note: leak detection solution will detect leaks only
when positive gauge pressure exists.) The absence of liquid leaks may be
verified by visual inspection for seepage or drips. B

4.7 Materials Compatibility with Fuel Biends

Vapor recovery systems and components shall be compatible with any and all

- fuel blends in common use in California, including seasonal changes, and
approved for use as specified in title 13, CCR, Section 2260 et seq.
Applicants for certification may request limited certification for use with only
specified fuel biends. Such fuel-specific certifications shall clearly specify the
limits and restrictions of the certification.

4.8 Dedicated Gauging Port-with-Drop-fFube

An AST shall include a dedicated gauging port for determining the amount of
gasoline. This detemmination shall be accomplished either manually tark
gauging (measuring gasoline levels using a gauging stick), mechanically, or
electronically. If the determination is accomplished manually, the Fhe
gauging-port shall have a drop tube which has the discharge opening entirely
submerged when the liquid leve! is 6-six inches above-frem the bottom of the

Califorriia Air Resources Board . January 9, 2013 May-2,:-2008
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tank. The gauging port shall be permanently identified-en-the-tank. The
gauging port shall not leak when no manual gauging is occurring or at any
time when mechanical or electronic components are used.

| 4.9 Compatibility of Phase | System with Standing L.oss Control System

- 4.91 During a Phase | system certification, any associated certified Standihg
"Loss Control system shall be subject to all of the standards and
specifications in Section 3, and tested pursuant to Section 14.

(a)  Compatibility of the proposed Phase | system with the certified
Standing Loss Control system instalied at the certification test site
shall be determined by use of all data collected as part of the
monitoring described in Section 14. Failure of any Standing Loss
Control system tests conducted during the Phase [ system
certification shall require an explanation from the applicant and a
determination by the Executive Officer in regard to the possible
cause of the failure. Standing Loss Control system test failures
shall not trigger termination of the Phase [ system certification test
unless sufficient information demonstrates that the Phase |
system caused the failure(s)

(b) Repeated component test fallures may lead to a determlnatlon of
incompatibility durlng the operational test.

{¢) After successfully completing the certification testing, the Phase |
system shall undergo engineering evaluation to determine
compatibility with other certified Standing Loss Control systems.
Unless otherwise specified by the applicant, compatibility with all
other certified Standing Loss Control systems shali be evaluated
by the Executive Officer.

4,92 Applicants for certification may as a performance specification, limit the
type of equipment with which their system is compatible. Any such
specification shall become a condition of certification.

California. Air Resources Board January 9. 2013 May-2,-2008
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Figure 4A
Phase | Adaptor Cam and Groove Standard
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Phase | Vapor Recovery Adaptor Cam and Groove Standard
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5. PHASE Il PERFORMANCE STANDARDS AND SPECIFICATIONS APPLICABLE
TO AST PHASE Il VAPOR RECOVERY SYSTEMS

“Table 5-1 summarizes the Phase Il Performance Standards and Specifications -
applicable to all non-below grade vaulted AST Phase 1l vapor recovery systems.
Phase |l vapor recovery systems shall be certified only in facilities equipped with a
certified Phase | system. '

Table 5-1 -

Phase [l Performance Standards and Specifications.
APPLICABLE TO AST PHASE [l VAPOR RECOVERY SYSTEMS

Summer Fuel: 95%
_ Efficiency and
Phase |l HC < 0.38 pounds/1,000 |
Emission Factor allons dispensed SRS S :
Includes: gal pense 51 | std. | TP-201.2
: ) . Winter Fuel: 95% _
Refuelingand - - - TP-201.2A
Vent Emissions Efficiency or ' -
‘ HC < 0.38 pounds/1,000
gallons dispensed :
Static Pressure In accordance with ' -
Performance Section 5.2 5.2. Std.. TP-206.3,
Spillage ' ‘ o
Including Drips < 0.24 pounds/1,000 52 Std. TP-201.2C
gallons
from Spout
Refueling ORVR Vehicles
ShaltNetCause the
System-to-Exceed-the
: Emission-Std—tncluding Approved
ORVR GRYR Penetrationste 54 Std Procedure
Compatibility 80%Applicant shall ' ' Developed
develop_a procedure to by Applicant
~ demonstrate ORVR .
compatibility when
reguested by the
Executive Officer.
Phase i
Compatibility . Testing and
With Phase | See Section 5.5 5.5 Spec. Eng. Eval.
Systems '
Phase I
Compatibility with : ' .
; See Section 5.6 56 Spec. | Testing and
Standing Loss P Eng. Eval.
Control Systems
California Air Resources Board January 9. 20‘i3 May—:‘lé—@@%

CP-208, page 18



' 'Performance | o . ‘gae St ori o Test: -
___Type . Requirement Sec. | gpec. | Procedure |
Post-Refueling Drips < 3
Drops/Refueling
Comply with dimensions
specified_in section ’ ‘
Nozzle Criteria 5.7.3. TermninalEnrd OD-< TP-201.2D
Each Phase |l 9—849—mehes:fer—% 57 .| Spec.- Engineering
Nozzle Shall: ehes; Evaluation
Be capable of fueling any
vehicle that can be fueled
- with a conventional
nozzle
. . < 100 ml/1,000 gallons :
Liquid Retention ' o
Nozzle “Spitting” <1.0ml ptz;?ozzle per 5.8 Std.. TP-201.2E
: Vapor Valve Closed .
NozzIeIDls_pc_a.nser When Hung 59 Spec. Testing and
- Compatibility Hold-open Latch Eng. Eval.
Disengaged When Hung
Unihose MPD One Hose/Nozzle per 510 Spec Testing and
~ Configuration Dispenser Side ' pec. Eng. Eval.
Coaxial Hose - - _ . :
Routing As Shown in Figure 5A, 511 Spec. Testing .and
) ? 5B, and 5C Eng. Eval.
Configurations
Permeation rate
Low Permeation < 10.0 g/m®/day as : : UL 330
. 21 Std.
Hoses determined by (7th ed.)
_ UL 330 (7" ed) 5
Phase Il Vapor | uimim 17 Nominal ID | 5.12 | Spec. | 'esting and
Riser " | Eng. Eval.
No liguid or fixed
blockage
Vabor Return Minimum 3” Nominal 1D
ppi in after first manifold Testing and
ping Recommended siope 1/4" | 5.12 Spec. 9
(Remote per foot Eng. Eval.
Dispensers) Minimum slope 1/8” per
- foot
Rigid piping, or equivalent
CorI;ci:Iqetlj':gate Shall have Automatic | 513 Spec Testing and
Traps - Evacuation System o pec. Eng. Eval.
Connectors and No Indication of Vapor 514 Sid. LDS or
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ype S rocedur;
Fittings Leaks - - Bagging

5.1 -Phase | Emission Factor/Efficiency

5.1.1 The Hydrocarbon emission factor and/or efficiency for Phase Il vapor
recovery systems shall be determined as follows:

When testing conducted with gasoline meeting the requirements for
summer fuet: .

95% Eﬁicienéy and Hydrocarbon emission factor not to exceed
0.38 pounds/1 ,000 gallons dispensed. o

When testing conducted with gasoline meeting the reqwrements for
winter fuel:

95% Efficiency or Hydrocarbon emission factor not to exceed O 38.
pounds/1,000 gallonb dispensed.

Compliance with tFhe emission factor and the efficiency standards

~ shall be demonstrated emmhaneew%héhe—s#andam when calculated

for a test population consisting of 30 non-ORVR vehicles. selected
according to TP-201.2A. each-ofthesetestpopuiations:

5.1.2 The emission factor and/or efficiency shail be determined in
accordance with TP-201.2 (Efficiency and Emission Factor for Phase |l
Systems) and shall include all refueling emissions except for fugitive
emissions.

5.2 Static Pressure Performance

The static pressure performance of Phase 1l systems shall be determined in
accordance with TP-206.3 (Determination of Static Pressure Performance of
Vapor Recovery Systems of Dispensing Facilities with Aboveground Storage
Tanks.) All Phase |l vapor recovery systems shall be capable of meetlng the
performance standard in accordance with Equation 4-2.

5.3 Spillage

California Air Resources Board 7 . January 9. 2013 May-2,2008
CP-208, page 20 :



The Executive Officer shall not certify vapor recovery systems that cause
excessive spillage. Use of a nozzle certified per CP-201 shall be deemed to
satisfy the following requirements.

5.3.1 Spillage shall be determined in accordance with TP-201.2C (Spillage
: from Phase Il Systems). The emission factor for spillage shall not
exceed 0.24 pounds/1000 gallons dispensed, for each of the following
three categories:

(@) All refueling events;

(b) Refueling operations terminated before activation of the primary
- shutoff; and

(c) Refuellng events termlna’ted by actlvatlon of the primary shutoff.

5.3.2 The number of self-service refueling operations observed during
certification testing of any AST system for spillage shall be not less
than:

(a) 50 réfueling operations [not including topoﬁé]i and
(b) 20 fill-ups [terminated by automatic shut-off, not including topoffs].

5.3.3 Increased spillage resulting from one top-off following the first
activation of the automatic (primary) shutoff mechanism shall be
subjected to challenge mode testing. Nozzles that result in excessive
spillage following one top off shall not be certified.

'5.4' Compatibility of Phase Il Systems with Vehicles Equipped with ORVR
Systems

5:4:3 The system applicant, when requested by the Executive Officer, shall
develop berespensible-fordeveloping-a procedure by which ORVR
compatibility can be demonstrated. This procedure is subject to
engineering evaluation by the Executive Officer —ftis-deemed
irod Y ble_t oot hoation shall
deemed-unaceeptable: -

California Air Resources Board . January 9,-2013 May-2-2008
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5.5 Compatibility of Phase Il Systems with Phase | Systems

5 5 1  Phase |l vapor recovery systems shall be certified only in facilities
equipped with a certified Phase | system. During a Phase Il system
certification, the associated Phase | system shall be subject to all of
the standards and specifications in Section 4, and tested pursuant to
Section 14.

(a) Compatibility of the proposed Phase |l system with the certified
Phase | system installed at the certification test site shall be
determined by use of all data coliecied as part of the monitoring
described in Section 14. Failure of any Phase | system tests
conducted during the Phase |l system certification shall require an
explanation from the applicant and a determination by the
Executive Officer in regard to the possible cause of the failure.
‘Phase | system test failures shall not trigger termination of the
Phase Il system certification unless sufficient information
demonstrates that the Phase Il system caused the failure(s).

(b) Repeated component test failures may lead to a de_termination of
- incompatibility during the operational test.

(c) After successfully completing the certification, the Phase Il system

- shall be evaluated based on engineering evaiuation of pressure
profiles to determine compatibility with other certified Phase |
systems. Unless otherwise specified by the applicant,
compatibility with all other certified Phase | systems shall be
evaluated by the Executive Officer.

5.5.2 Applicants for certification may, as a performance specification, limit
the type of equipment with which their system is compatible. Any such
specification shall become a condition of certification.

5.6 Compatibility of Phase ll Systems with Standing Loss Control System

5.6.1 During a Phase |l system certification, any associated certified
Standing Loss Control system shall be subject to all of the standards
and specifications in Section 3, and tested pursuant to Section 14.

(a) Compatibility of the proposed Phase Il system with the certified
Standing Loss Control system installed at the certification test site
shall be determined by use of all data collected as part of the
monitoring described in Section 14. Failure of any Standing Loss
Control system tests conducted during the Phase Il system
certification shall require an explanation from the applicant and a
determination by the Executive Officer in regard to the possible
cause of the failure. Standing Loss Control system test failures
shall not trigger termination of the Phase |l system certification

California Air Resources Board _ ' January 9. 2013 May- 22008
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unless sufficient information demonstrates that the Phase 1l..
system caused the failure(s).

{b)  Repeated component test failures may lead to a determination of
incompatibility during the operational test.

(c) After successfully completing the certification, the Phase |l system
shall undergo engineering evaluation to determine compatibility
with other certified Standing Loss Control systems. Unless
otherwise specified by the applicant, compatibility with all other
certified Standing Loss Control systems shall be evaluated by
ARB.

5.6.2 Applicants for certification may, as a performance specification, limit
the type of equipment with which their system is. compatible. Any such
specification shall become a condition of certification.

5.7 Nozzle Criteria

5.7.1 Each vapor recovery nozzle shall be capable of refueling any vehicle
that complies with the fill pipe specifications (fitte 13, CCR, Section
2235) and can be fueled by a conventional nozzle.

5.7.2 Each vapor recovery nozzle shall be “dripless,” meaning that no more
than three drops shall occur following each refueling operation. This
shall be determined in accordance with TP-201.2D (Post-Fueling Drips
from Nozzles) with the exception that the minimum number of test
nozzles be two.

5.7.3 Each vapor recovery nozzle shall comply with the following:
(a) The terminal end shall have a straight section of at least 2.5
inches (6.34 centimeters) in length;
(b) The outside diameter of the terminal end shall not exceed 0.840
inch (2.134 centimeters) for the length of the straight Section; and
(c) The retaining spring or colltar shall terminate at least 3.0 inches
(7.6 centimeters) from the terminal end.
5.7.4 Additional nozzle criteria are contained in Sections 6 and 7.

5.7.5 Use of a nozzle certified per CP-201 shall be deemed to satisfy the
requirements of Section 5.7.

5.8 Liquid Retention
Use of a nozzle certified per CP-201 will satisfy the following criteria:

5.8.1 Liquid retention in the nozzie and vapor path on the atmospheric
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pressure side of the vapor check valve shall not exceed 100 m! per
1,000 gallons. This shall be determined in accordance with TP-201.2E
(Gasoline Liquid Retention in Nozzles and Hoses) with the exception
that the minimum-number of test nozzles shall be two.

5.8.2 Nozzle “spitting” shall not exceed 1. 0 ml per nozzle per test a.nd shall
be determined in accordance with TP-201.2E (Gasoline quuzd
Retention in Nozzles and Hoses).

5.8.3 The number of self-service refueling operations observed during
: certification festing of any system for liquid retention and spitting shall
be not less than: '

s 10 refueling operations (not including topoffs); and
s 4 filllups (terminated by automatic shut-off, not including topoffs).

'5.9 Nozzle/Dispenser Compatibility
 The nozzle and dispenser shall be compatible as follows: -

5.9.1 The nozzie and dispenser shall be designed such that the Vapor check -
valve is in the closed position when the nozzle is properly hung on the
dispenser.

5.9.2 The nozzle and dispenser shall be designed such that the_nozzle
cannot be hung on the dispenser with the nozzle valves in the open

position.

5.10 Unihose Multi-Product Dispenser (MPD} Configufation

There shall be only one hose and nozzle for dispensing gasoline on each side
of a multiproductdispenser{MPD}. This shall not apply to facilities instalied
prior to January 1, 2009, uniess the facility replaces more than 50 percent of
the dispensers. Facility modifications that meet the definition of “major
modification” for a Phase Il system in D-200 trigger the unihose requirement
as the facility is considered a “new installation.” Exception: dispensers which
must be replaced due to damage resulting from an accident or vandalism may
be replaced with the previousiy installed type of dispenser.

5.11 Coaxial Hose Routing Configurations

The routing of coaxial hoses shall be consistent with the configurations
outlined in Figure 5A (top- -mount dispenser), Figure 5B (end-mount
dispenser), and Figure 5C (ground-mounted dispenser with high-hang hose).
A liquid removal system is not required if gasoline within the vapor passage of
- the coaxial hose can be cleared through natural drainage into the vehicle. In
the case of top-mounted, side-mounted, and ground-mounted dispensers,
natural drainage will be determined at a distance of 24 inches and a height of
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30 inches from the outside plane of the dispenser.
- 8.12 Vapor Return Piping

The requirements of Sections 5.12.1 through 5.13.2 for the vapor return
piping and, if applicable, condensate traps, from the dispenser riser {o the
aboveground storage tank, shall apply to any facility instalied after
January 1, 2009. .

5.12.1 The vapor return piping from any fueling point to the aboveground
storage tank shall be free of liquid or fixed blockage.

5.12.2 The Phase Il riser shall have a minimum nominal internal diameter of
one inch (1” ID). The connection between the Phase |l riser and the
" dispenser shall be made with materials listed for use with gasoline, and
shall have a minimum nominal 1" [D.

5.12.3 For remote dispensers, vapor return piping shall have a minimum
nominal infernal diameter of three inches (3" ID) from the point of the
first manifold to the storage tank. Existing facilities operating prior to
January 1, 2009, shall be required to meet the minimum three inch
diameter standard only upon facility modifications requiring exposing at
least 50 percent of the underground vapor return piping.

5.12.4 Wherever feasible, the recommended minimum downward slope of the
' vapor return piping, from the remote dispensers to the tank, shall be at
least one-fourth (1/4) inch per foot of run. The minimum downward
slope, in all cases, shall be at [east one-eighth (1/8) inch per foot of
run.

5.12.5 The vapor return piping shall be constructed of rigid piping {any piping
material with a bend radius that exceeds six feet; the maximum
allowable deflection distance is 8 5/8 inches, as determined by TP-
201.2G, Bend Radius Determination for Underground Storage Tank
Vapor Return Piping), or shall be contained within rigid piping, or shall
have an equivalent method, approved by the Executive Officer, to

- ensure that proper slope is achieved and maintained. (Note: this does
not apply to flexible connectors at potential stress points, such as
storage tanks, dispensers, and fank vents.) Rigidity shall be
determined in accordance with TP 201.2G. =

5.12.6 The applicant shall specify the maximum allowable length of vapor
return piping of the system and the Executive Officer shall valldate by
testing and/or engineering evaluation.

5.13 Liquid Condensate Traps

Liquid condensate traps (also 'known as knockout pots and thief 'por"ts) are
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used to keep the vapor return piping from the remote dispenser to the
aboveground storage tank clear of any liquid blockage.

5.13.1 Liquid condensate traps shall be used only when the minimum slope
requirements of 1/8 mches per foot of run cannot be met due to the
- fopography.. : -

5.13.2 When condensate traps are mstailed they shall be:
(a) certified by ARB;
(b) maintained vapor tight; -
(c) accessible for inspection upon request
(d) capable of automatic evacuation of fiquid; and
(e) equipped with an alarm system i in case of failure of the
evacuation system.

5.14 Connections and Fittings

All connections, fittings, emergency vents, tank gauges, components, and
auxiliary fittings not specifically certified with an allowable leak rate shall not
leak. The absence of vapor leaks may be verified by the use of commercial
liquid leak detection solution, or by bagging when the vapor containment
space of the aboveground storage tank is subjected to a non-zero gauge
pressure. (Note: leak detection solution will detect leaks only when positive
gauge pressure exists.) The absence of liquid leaks may be verified by visual
inspection for seepage and drips.
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Figure 5A
Top Mount Dispenser for
Aboveground Tank with
-Phase li Vapor Recovery System
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Figure 5B
‘End-Mount Dispenser for
Aboveground Tank with’
Phase Il Vapor Recovery System
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Figure 5C
Tank with Ground-Mount Dispenser and High-Hang Hose for
Aboveground Storage Tank with Phase Il Vapor Recovery System
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6. PHASE Il PERFORMANCE STANDARDS AND SPECIFICATIONS APPLICABLE
- TO BALANCE VAPOR RECOVERY SYSTEMS

Table 8-1 summarizes the performance standards and specifications specifically
applicable to Phase |l Balance vapor recovery systems. These systems are also
-subject to all of the standards and specifications in Sections 3 through 5, and the
applicable requirements in Section 9. Nozzles and associated components shall
be certified per CP-201 as specified in Section 6.

Table 6-1

Phase Il Performance Standards and Specifications
APPLICABLE TO PHASE il BALANCE VAPOR RECOVERY SYSTEMS

NozzIeCntena ' Have an Insertion Interlock - Testing
Each Balance Nozzle Be Equioped with a Vapor Valve 6.1 | Spec. and
Shalk: ~quipp - .p _ . Eng. Eval.
: e s . Testing
Insertion Interlock gﬁg?fggﬁlgj\g%;ﬁu'rigsl‘?;; ' 6.1 | Spec. and
. | _ P - - Eng. Eval.
Vapor Check Valve <0.07 CFH at 2.0 inches H,0 | 6.1 | Spec. | TP-201.2B
Leak rate . : ‘
. : Pounds (force) to Retaining Device Testing
Bellows Insertion Force | Specified by Applicant and Verified | 6.1 | Spec. and
During Certification Testing Eng. Eval.
Nozzle Pressure Drop | A7 8160 CFH ﬁzgz <0.08inches | ¢, | g9 | TP-201.2J
‘ Use Hose Certified per CP-201:
Hose Pressure Drop . :
(Including Whip Hose] AP at 60 CFH onZIEIJZ < 0.09 inches 6.2 Std. TP-201.2J
Breakaway Pressure AP at 60 CFH of N2 <0.04 inches 6.2 Std. TP-2012J
Drop H.O
Dispenser Pressure AP at 60 CFH of N> < 0.08 inches 6.2 Std. TP-201.2J
Drop H,0
Swivel Pressure Drop AP at 80 CFH nggz <0.07inches 6.2 | Std. TP-201.2J
Pressure Drop AP at 60 CFH of Nz £0.05 inches ,
Phase Il Riser to Tank H;0 62 S| TP-2014
AP at 80 CFH of N; < 0.35 inches
Pressure Drop from : H,O
Nozzle to AST AP at 80 CFH of N, < 0.62 inches 62} Sd TP-201.4
' . HO ‘
Liquid Removal System Capable of Removing 5 mi/ gal. 8.3 | Sid. TP-201.6
: (average)
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6.1 Balance Nozzle Criteria

Nozzles for use with balance systems shall comply with all of the followmg
criteria below. ‘

6.1.1 Each balance nozzle shall have an insertion interlock designed to
prevent the dispensing of fuel unless there is an indication that the
nozzle is engaged in the fill pipe (i.e., the nozzle bellows is - -
compressed). The performance specifications for the insertion
interlock mechanism shall be established during the cerification
process.

6.1.2 Each balance nozzle shall be equipped with a vapor vaive. The leak
rate for the vapor valve shall not exceed 0.07 CFH at a pressure of 2.0
inches H,0.as determined by TP-201.2B.

6.1.3 The force necessary to compress the nozzle bellows to the retaining
device, or a specified distance, shall be specified by the applicant for
certification and verified during certification testing. The applicant -
shall include a protocol to test the nozzle bellow compression force in
the certification application. This procedure is subject to engineering
evaluation and approval by the Executive Officer.

6.1.4 | Use of a balance nozzle certified per‘CP~201 shall be deemed to
satisfy the requirements of Section 6.1.

6.2 Dynamic Pressure Drop Criteria for Balance Systems

6.2.1 The dynamic pressure drop for balance systems shall be established in
accordance with TP-201.4 (Dynamic Pressure). The dynamic pressure
drop standards from the tip of the nozzle spout to the aboveground

- storage tank, with the Phase | vapor poppet open, shall not exceed the
fo!lowmg -

- 0.35 inches H,O at a flow rate of 60 CFH of Nitrogen; and
0.62 inches H,O at a flow rate of 80 CFH of Nitrogen.

- 6.2.2 The dynamic pressure drop for balance system components,
measured in accordance with TP-201.2J (Pressure Drop Bench
Testing of Vapor Recovery Components) shall not exceed the

following.
Nozzle: 0.08 inches H,0
Hose (Including Whip Hose): 0.09 inches H,O.
Breakaway: 0.04 inches H>O
Dispenser; , 0.08 inches H;0
Swivel: 0.01 inches H-0O |
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(a) The dynamic pressure drop for the balance system vapor return
line shall not exceed the following as determined by TP-201.4:

Phase Il Riser to AST:  0.05 inches H.0 @60 CFH

(b) ~ The addition of other components is acceptable as Iong as the
total is not exceeded. The applicant may request to be certified to
a dynamic pressure lower than those specified above. This shall-
be specified in the application and verified during certlflcation
testlng

(¢} Use of balance systei"n componénts certified per CP-201 shall be
deemed to satisfy the requirements of Section 6.2.

6.3 quwd Removal Systems

, -For those systems requmng liguid removal, the Iqu|d removal rate shall be
determined in accordance with TP-201.6 (Determination of Liquid Removal of
Phase Il Vapor Recovery Systems of Dispensing Facilities). The minimum

- removal rate, averaged over a minimum of 4 gallons, shall equal or exceed 5

. ml per gallon. The minimum dispensing rate for this requirement shall be

~specified during the certification process. Use of nozzle certified per CP-201
shall be deemed to satlsfy the reqU}rements of Sectlon 6.3. -
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e

PHASE || PERFORMANCE STANDARDS AND SPECIFICATIONS
" APPLICABLE TO ALL ASSIST VAPOR RECOVERY SYSTEMS.

Table 7-1 summarizes the performance standards and specifications specifically
applicable to Phase Il Assist vapor recovery systems. These systems are also

subject to all of the standards and specifications in Sections 3 through 5, and the
applicable provisions of Sections 8 or ©.

Table 7-1

Phase Il Performance Standards and Spemﬂcatlons
APPLICABLE TO ALL PHASE Il VACUUM ASSIST SYSTEMS

SW.or

Certification Process

’ Performance Type : Requwement | Sec | Spec. | Procedure |
Nozz]e Criteria Possess a Mini-Boot : 'Te.stin and
Each Assist Nozzle Have an Integral Vapor 7.1 Spec. 9
) _ Eng. Eval.
Shall: Valve -
<0.038 CFH at +2.0 .
Nozzle Vapor Valve inches H,O
Leak rate <0.10 CFH at —100 71 Spec. | TP-201.28
: : inches H>O
Nozzle Pressure DIoP | specified by Applicant and
p o Verified During the 7.1 Spec. TP-201.2J
AP at Specified e a: :
: Certification Process
Vacuum Level
Maximum Air to Liquid | 1.00 (without processor) )
Ratio 1.30 (with processor) 7.2 Std. TP-201.5
. o . Specified by Applicant and
Alr to éﬁ#&i Ratio Verified During the 7.2 Spec. | TP-2015

7.1 Nozzle Criteria

Nozzles for use with assist systems shall comply with all of the following

criteria below.

7.1.1 Each assist nozzle shall be equipped with a mini-boot that both allows
for a lower A/L ratio and minimizes the quantity of liquid gasoline
exiting the fill pipe during a spitback event.

7.1.2 Each assist nozzle shall be equipped with a vapor valve. The leak rate
for the vapor valve shall not exceed the foliowing, as determined by
TP-201.2B:

0.038 CFH at a pressure of +2.0 inches H>O; and

0.10 CFH at a vacuum of =100 inches H,O.
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7.1.3 The nozzle pressure drop shall be specified by the applicant and
verified during the certification process_using TP-201.2J.

' 7.1.4 Use of a nozzle certified per CP-201 shaII be deemed to satlsfy the
crlterla of Sectlon 71,

7.2 Airto liguid Ratio
The air to liquid (A/L) ratio shall be specified by the applicant and verified

during the certification process in accordance with TP-201.5 (Air to Liquid-
Volume Ratio). The maximum A/L shall not exceed the following:

1.00 (without processor);
1.30 (With processor).

Use of a nozzle cer’nﬂed per CP-201 shall be deemed to satlsfy the crlterla of
Sectlon 7. 2 -
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8. PHASE Il PERFORMANCE STANDARDS‘AND SPECIFICATIONS
APPLICABLE TO ASSIST SYSTEMS UTILIZING A CENTRAL VACUUM UNIT

Table 8-1 summarizes the performance standards and specifications specifically
applicable to Phase |l Assist vapor recovery systems utilizing a Central Vacuum

Unit. These systems are also subject to all of the standards and spe0|f|cat|ons in
Sections 3, 4, 5, 7 and, if applicable, Section 9.

Table 8-1 |
Phase Il Performance Standards and Specifications
APPLICABLE TO ALL PHASE It ASSIST SYSTEMS
UTILIZING A CENTRAL VACUUM UNIT '

| Std.or} . Test

_4_:_:P.elrfqr_mance Type - Requwement S _Sec.: Spec. - Proce dure
Specification of Specified by Applicant and Testing

Minimum and Maximum Verified During the ‘8.1 | Spec. and
Vacuum Levels Certification Process | | Eng. Eval

Specified by Applicant and
Verified During the
Certification Process; and
Challenge Mode Testing

Number of Refueling
Points
Per Vacuum Device

8.2 | Spec. | TP-201.5

8.1 Vacuum Levels Generated by the Collection Device

The normal operating range of the system shall be specified by the applicant
and verified during the certification process, and the maximum and minimum
vacuum levels shall be specified in the certification Executive Order. The
applicant may propose challenge mode testing to extend the limits of the
operating range.

8.2 Maximum Number of Refueling Points per Vacuum Device

The maximum number of refueling points that can be adequately associated
with the vacuum device, including meeting the A/L limits, shall be specified by
the applicant and verified during certification testing. The test shall be
conducted with all of the refueling points except one using the same fuel
grade, and the refueling point on which the effectiveness is being tested using
a different fuel grade. An engineering evaluation followed by certification
testing shall demonstrate the system’s ability to meet the required A/L ratio
and/or emission factor with a self-adjusting submersible turbine pump (STP).
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PROCESSOR

PHASE Il PERFORMANCE STANDARDS AND SPECIFICATIONS APPLICABLE
TO SYSTEMS UTILIZING A DESTRUCTIVE OR NON-DESTRUCTIVE -

Tables 9-1 and 9-2 summarize the performance standards and specifications
specifically applicable to all Phase Il vapor recovery systems utilizing a processor.
These systems are also subject to all of the standards and specifications in
Sections 3 through 5 and, the applicable provisions of Sections 6, 7, and 8.

: Table 9-1

Phase Il Performance Standards and Specifications
~ APPLICABLE TO ALL PHASE 1l SYSTEMS

UTILIZING A DESTRUCTIVE PROCESSOR

HAPS from the Processor Shall
Hazardous Air Not __ |
 Pollutants | Exceed these Limits: - 5" |- : '
(HAPS) ' 1,3-Butadiene: 1.2 lslyear | 02 | Std- | TP-201.2H
from the processor Formaldehyde: 36 ibs/year
- Acetaldehyde: 84 lbs/year
. ' ' ' o - Testing
Maximum HC Rate from < 5.7 Ibs/1,000 galions , :
L K 9.3 | Spec. and
Processor (in breakdown mode)
_ 7 Eng. Eval.
. Specified by Applicant and Testing
Typical Load on Verified during the Certification | 9.4 | Spec. and
Processor
Process Eng. Eval.
. Specified by Applicant and ] Testing
Process_(lg_r Operation Verified during the Certification | 9.5 | Spec. and
ime. .
Process Eng. Eval.
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Table 9-2

Phase Il Performance Standards and Specifications

APPLICABLE TO ALL PHASE Il SYSTEMS
UTILIZING A NON-DESTRUCTIVE PROCESSOR

Std or

Process

;Ecr:fclzmeance Type Requirement - Sec;' ‘Spec. | Procedure
Maximum HC Rate from < 5.7 Ibs/1,000 gallons 93 | Spec Testing and
Processor (in breakdown mode) ' pec. Eng. Eval.

. Specified by Applicant and .
Typical Load on Verified during the Certlflcanon 9.4 | Spec. Testing and
Processor P Eng. Eval.

rocess :
. Specified by Applicant and i

Processo.r Operation Verified during the Certification | 9.5 | Spec. Testing and
Time Eng. Eval.

9.1 Processor Emission Factors

The processor emission factors shall be established in accordance wnth TP-
201.2 (Efficiency and Emission Factor for Phase [l Systems).

9.2 Hazardous Air Pollutants from Destructive Processors

Hazardous Air Pollutants (HAPS) from facilities using proces_soré shall not
exceed the following limits:

1,3-Butadiene: 1.2 pounds per year
Formaldehyde: 36 pounds per year
Acetaldehyde 84 pounds per year

The emission factor shall be established in accordance with TP-201.2H

(Determination of Hazardous Air Pollutants from Vapor Recovery

Processors). .

9.3 Maximum Hydrocarbon Emissions from the Processor

The maximum Hydrocarbon emissions from the processor, in breakdown
mode, shall not exceed 5.7 pounds per 1,000 gallons as determined by

TP-201.2.

9.4 Typical Load on the Processor

The typical load on the processor shall be identified by the applicant and
verified during the certification process, and shall be included in the

specifications in the certification Executive Order.
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9 5 Processor Operation Tlme

The typical processor operatlon time shall be identified by the applicant and
verified during the certification process, and shall be included in the
spec:ﬂcahons in the certification Executive Orders. .

10. IN-STAT]ON DIAGNOSTIC SYSTEMS

10.1 Vapor recovery systems at gasoline dispensing facilities that dispense greater
than 600,000 gallons per year shall be equipped with an I1SD system that
meets the requlrements of CP-201, Section 9.

11. CERTIFICATION OF VAPOR RECOVERY SYSTEMS

The Executive Officer shall certify only those vapor recovery systems that, based
on testing and engineering evaluation of that system’s design, component
gualities, and performance, are demonstrated to meet all applicable requirements
of this certification procedure: Except as provided in Sections 3, 18, and 19, this
ceriification procedure should not be used to certify individual System components.
Steps and conditions of the certification process, along with the Sections of thls
-document that describe them, are outlined below. -

(@) Application Process - Section12 -
(b)  Evaluation of the Applications . Section 13
()  Vapor Recovery System Certification Testlng - ~ Section 14
(d)  Alternate Test and Inspection Procedures Section 15
(e)  Documentation of Certification . Section 16
() . Duration and Conditions of Certification Section 17
{g) Certification Renewal Section 18
(h)  Amendments to Executive Orders Section 19

11.1 Certification Fees

Each applicant submitting a system and/or component for certification shall
be charged fees not to exceed the actual cost of evaluating and testing the
system to determine whether it qualifies for certification. The applicant is
required to demonstrate ability to pay the cost of testing prior to certification
and performance testing. Applicants may request a payment plan for testing
and certification costs. Requests for a payment plan should be submitted in
writing to the Executive Officer and should include the payment frequency
{monthly, quarterly, etc.) and amount of each payment to meet the obligation.
Failure to fulfill the conditions of payment may result in revocation of the
Executive Order. -
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12. APPLICATION PROCESS

All of the information specified in the following subsectlons shall be subm|tted to
the Executive Officer for an application to be evaluated. An application for
certification of a Standing Loss Control, Phase |, and/or Phase Il vapor recovery
sysiem or a Standing Loss Control component may be made to the Executive
Officer by any applicant.

The applicant for certification shall identify, in the preliminary application, the
standard(s) or specification(s) with which the system or component complies, and
demonstrate that the proposed system or component meets the primary
performance standard(s) or specification(s) required by Sections 3 through 10 of
this Procedure. For the preliminary application, the applicant shall have performed
tests for all applicable performance specifications and standards. Engineering -
reports of successful test results for all these tests must be included in the
preliminary application. In order io expedite the application process, the Executive
Officer may determine that the application is acceptable based on the results of
abbreviated operational and/or efficiency/emission factor testing and spillage. Test
results shall be submitted for an operational test of at least 30 days, for a test of at
least 20 vehicles demonstrating adequate collection, and for at least 50
observations of spillage (including at least 40 percent fills-ups), or equivalent
verification that the system is capable of meeting the performance standards and
specifications.

The system or component, as characterized by these reports, shall be subjected to
an engineering evaluation. If the preliminary application is deemed acceptable, the
applicant shall be notified and shall expeditiously install the system or component
for certification testing. If the preliminary application is deemed unacceptable, the
applicant shall be notified of any deficiencies within 60 days. The final application
shall not be deemed complete until it contains the results of all necessary testing,
the approvals of other agencies, the finalized operating and maintenance manua]s
and all other requirements of ceriification.

The applicant shall demonstrate, to the satisfaction of the Executive Officer, that
the system or component complies with the performance standards under actual
field and challenge mode conditions. Such demonstrations shall include the
submission of test results with the certification application.

" California Air Resources Board . January 9, 2013 May-2-2008
CP-208, page 39



Estimated timelines for evaluation of certification is provided in Table 12-1.

Table 1241 _
Estimated Timeline for the Certification Application Process

Preliminary Application

60

Preliminary Application

! Acceptable - Accepted
Filed days ) Test Site Approval Granted
- ‘ N _ Preliminary Application
Prellmmary Apphca’czon 60 Unacceptable | Returned with Notification of
Filed days L
Deficiencies
30 : Preliminary Re-Application
Application Resubmitted davs Acceptable Accepted
oay Test site Approved
o _ 30 ' _ Initial Re-Application
Appilication Resubmitted q Unacceptable Returned with
_ - ays : L
. Notation of Deficiencies
Final Application - 120 Acceptable Executive Officer Issues
Complete days P Certification Executive Order
Final Application 120 Unacceptable Executive Officer Denies
Complete days cep Certification

The application shall be written and signed by an authorized representative of the
applicant, and shall include all of the items listed below.

(a)  Description of Vapor Recovery System or Component (Section 12.1)
(b)  Description of In-Station Diagnostics System (Section 12.2)
(c)  Materials Compatibility with Fuels (Section 12.3)

S (d) Evidence of Compatibility of the System or Component (Section 12.3)
(e)  Evidence of Reliability of the System (Section 12.4)
() Installation, Operation, and Maintenance Requwements of the System

or Component (Section 12.5)

{g) Evidence of Financial Responsibility of the Applicant (Section 12.6)
(h) A copy of the warranty (Section 12.7)
(i) Request for and information about proposed test station (Section 12.8)
) Notification of System Certification Holder, if applicable (Section 12.9)
(k)  Vapor Recovery Equipment Defects (fitle 17) and Test Protocols

(Section 12.10)

)] Challenge Modes and Test Procedures (Sec’non 12.11)

(m)  Number of configurations (Section 12.12)

(n)  If applicable; Bellows Insertion Force Specification and Test Procedure

(Section 12.13)

(0)  Other Information such as the Executive Officer may reasonably

require. (Section 12.13)
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12.1 Description of Vapor Recovery System or Component

- The application shall include a complete description of the system or
component concept, design and operation, including, but not limited fo, the
following items.

12.1.1 Identification of critical system or component operating parameters.
An engineering evaluation of the system or component will be
performed by the Executive Officer to evaluate any proposed
specifications and to establish additional performance specifications if
required.

12.1.2 Engineering drawings of system, components, and aboveground and
underground piping and tank configurations for which certificafion is
requested.

12.1.3 Engineering parameters for dispenser vapor system control boards
and/or all vapor piping, pumps, nozzles, hanging hardware, vapor
processor, etc. '

12.1.4 Listing of components and evidence that the manufacturers of any
- components intended for use with the system and not manufactured by
the applicant have been notified of the applicant’s intent to obtain
certification.

12.1.5 Applicable performance standards and specifications of components,
-specifically identifying those which exceed the minimum acceptable
specifications and for which certification of superior performance is
requested, and test results demonstrating compliance with these
specifications.

12.1.6 Results of tests demonstrating that the system and components meet
all the applicable performance standards. These tests shall be
conducted by, or at the expense of, the applicani.

12.1.7 Any additional specifications of the system including, but not limited to,
tank size, underground pipe sizes, lengths, fittings, volumes,
material(s), etc.

12.1.8 Estimated retail price of the system.
12.1.9 For previously tested systems, identification of any and all new

components and physical and operational characteristics, together with
new test results obtained by the applicant.
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12.2 Description of In-Station Diagnostics (ISD)

The appllcant shall include the foliowing documentation with the certification
application.

12 2.1 A written description of the functional operatlon of the GDF vapor
- recovery ISD system.

12.2.2 Atable providing the following information shali be included for each
monitored component or system, as applicable:

(a) Corresponding faulf code;
(b) Monitoring method or procedure for malfunction detection;
(¢} Primary malfunction detectlon parameter and its type of output

signal;

(d) Fault criteria limits used to evaluate output S|gnal of pnmary

- parameter;

(e) Other monitored secondary parameters and conditions (in -

~ engineering units) necessary for malfunction detection;

(f) Monitoring time length and frequency of checks;

(g) Criteria for storing fault code;

(h) Criteria for notifying station operator; and '

() = Criteria used for determining out of range values and lnput
component ratlonahty checks.

12.2.3 A logic flowchart describing the general method of detecting
malfunctions for each monitored emission-related component or
system.

12.2.4 A written detailed description of the recommended inspection and
maintenance procedures, including inspection intervals that will be
provided to the gasoline dispensing facility operator.

12.2.5 A written detailed description of the training plan to frain and. certify
system testers, repairers, installers, and rebuilders.

- 12.2.6 A written description of the manufacturers recommended quality
control checks.

12.2.7 A written description of calibration and diagnostic checks.

12.2.8 A list of system components that are monitored by the 1SD system and
test procedures for challenge mode testing. The Executive Officer may
modify the list or test procedures based on an engineering evaluation.
Additional procedures may be developed as necessary to verify that
the system’s self-check and self-test features perform accurately.
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12.3 Compatibility

The applicant shail submit evidence of system compatibility, mcludlng the
following: :

12.3.1 Evidence of demonstrating compatibility between the Phase | vapor
recovery system with any type of Standing Loss Contro} system with
which the applicant wishes the Phase | system to be cer’uﬂed as
specified in Section 4.9

12.3.2 Evidence demonstrating compatibility between the Phase |l vapor
recovery sysiem and ORVR-equipped vehicles shall be submitted,
- along - with any test results demonstrating compatibility. ORVR
compatibility testing shall comply with the provisions in Section 5.4.

12.3.3 Evidence demonstrating the compatibility of the Phase | and Standing.
Loss Control or Phase Il system with any type of Phase | and Standing
Loss Control system with which the applicant wishes the Phase 1l
system to be certified, as specified in Sections 4.9 or 5.5 and 5.6.
Continuous readings of pressure recordings in the aboveground
storage tank, as well as challenge mode tests, may be used for this
demonstration.

12.3.4 Evidence that the system can fuel any vehicle meeting state and :
federal fill pipe specifications and is capable of belng fueled by a non-
vapor-recovery nozzle. .

12.3.5 The applicant shall provide information regarding the materials
‘specifications of all components, including evidence of compatibility
with all fuels in common use in California and approved as specified in
Section 4.7. If the appliicant is requesting a certification for use only
with specified fuel formulations, the applicant shall clearly identify, in
the application, the included and excluded fuel formulatlons for which
certification is requesied.

12.4 Rellablhty of the System

In order to ensure ongoing compliance, adequately protect publlc health, and
protect the end-user, the reliahility of the system shall be addressed in the
application, inciuding the following: :

12.4.1 The expected life of system and components.

12.4.2 Description of tests conducted to ascertain compliance with
performance standards and specifications for the expected life of the
- system or component, any procedures or mechanisms designed io
correct problems, and test results.
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12.4.3 Identification of and emission impact of possible failures of system,
including component failures

12.4.4 Procedure and criteria for factory testing (integrity, pressure drop, etc.}
125 installation, Operat'io'n, and Maintenance of the System

The installation, operation, and maintenance plan shall be submitted,. and
shall include at least the following items which the Executive Officer shall
review and approve prior to implementation'

12.5.1 Installation, operation, and maintenance manuals of the system or
component, mcludlng the ISD.

12.5.2 A plan for training instailers, including a tralnlng contact person or
contact telephone number, to train for the proper installation of the
system. o _

'12.5.3 A replacement parts program.
12.5.4 The estimated i_nstallation costs and yearly maintenance costs.
12.6 Evidence of Financial Responsibility |

- The appl.icént shall submit evidence of financial responsibilit‘y' to ensure
adequate protectlon to the end-user of the product as specified in Section
174,

12.7 Warranty

The applicant shall submit a copy of the w'arranty for the system, warranties
for each component, and samples of component tags or equivalent method of
meeting warranty requirements as specified in Section 17.5.

12.8 Test Station

12.8.1 Standing loss control shall be installed and tested on an AST that does
not transfer gasoline. Phase | and Phase I/l vapor recovery systems
shall be installed and tested at an operating gasoline dispensing facility
for the purpose of certification testing. If the applicant can demonstrate
that the vapor recovery system would be subject to the same use at a
non-operating GDF as an operating GDF, then the use of a non-
operating GDF may be allowed during the certification if approved by
the Executive Officer. .

12.8.2 The applicant shall make arrangements for_the installation of standing
loss control on an aboveground storage tank or the vapor recovery
system in a gasoline dispensing facility meeting the requirements of
Section 14.1.
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12.8.3 The request for designation as a test site shall include the following
information:
{(a) Location of the facility; '
(b) Verification of throughput for at least six months and
‘(c) Hours of operation. ‘

12.8.4 The applicarit shall submit final construction diagrams of the proposed
. aboveground storage tank or test station. These drawings shall clearly
identify the type of vapor recovery piping and connections, pipe slope,
and type of storage tanks (i.e., single or double wall, steel, concrete,
insulation, fiberglass, etc.). The Executive Officer may require
Professional Engineer or-Architect Approved As-Built drawings of the
test site. If such drawings are not obtainable, the applicant may
‘request the Executive Officer to accept alternatives sources of this
- information, such as detailed schematics of the vapor plplng
configuration and/or photographs. .

12.9 Notification of Certified System Component Manufacturers Certification
Heolder :

Ii the applicant is not the manufacturer of all system components, the
applicant shall include evidence that the applicant has notified all the
component manufacturer(s) of the applicant’s intended use of the component
manufacturers’ equipment in the vapor recovery system for which the

- application is being made. .

12.10 Equipment Defect Identification and Test Protocols

The application shall identify where failure of system components may result
in a vapor recovery equipment defect (VRED) as defined in Section 920086,
title 17, CCR. Test protocols shall be developed by the applicant, and
submitted with the certification application, along with test results,
observations, or other analyses conducted by the applicant, to determine if
the component or system failure meets the criteria of a VRED.
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-12.11 Challenge Modes and Test Protocols

The application shall identify potential challenge modes, as described in
Section 13.7. Test protocols shall be developed and submitted by the
applicant, and submitted with the certification application, along with test
results, observations, or other analyses conducted by the applicant, to

- determine if the system meets the applicable standards and specifications
when tested in chalienge mode

12.12 Number of Configurations

The applicant shall identify the number of configurations (aboveground
- storage tanks (in terms of capacity (gallon) and area (square feet) including
vapor recovery systems, if applicable) for which certification is requested.
For certification testing, the applicant shall speclfy and provide reasons in
the appllcatlon those configurations which represent a worst case scenario
-'from an em|SS|on standpomt

12.13 Other Information

12.13.1 The applicant shall provide any other information that the Executive
Officer reasonably deems necessary '

- 12.13.2 For a balance type system, the applicant shall’ prowde a
specification for bellows insertion force as specified in Section 6.1.
The applicant will include a protocol to test the nozzle bellows
compression force in the certification application. This procedure is
subject to engineering evaluation and approval by the Executive
Officer. _

12.13.3 For an assist system, the applicant shall provide specifications for
the nozzle pressure drop as specified in Section 7.1 and for the air
to liquid ratio as specified in Section 7.2.

12.13.4 For a central vacuum assist system, the applicant shall provide
specifications for the minimum and maximum vacuum levels and
for the number of refueling points per vacuum device as specified in
Sections 8.1 and 8.2, respectively.

12.13.5 For a system with a processor, the applicant shall provide the
typical load on the processor and the processor operation time as
specified in Sections 9.4 and 9.5, respectively.
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13. EVALUATION OF THE APPLICATION

The application for certification of all systems and components shall be subjected
to an engineering evaluation by the Executive Officer. The evaluation of the
application shall include, but is not limited to, subsections 13.1 through 13.7.

13.1 Performance Standards and Specifications

The system and component performance standards and specifications
identified by the applicant shall be reviewed to ensure that they include and
conform to the applicable standards and specifications in Sections 3
through 10 of this Procedure.

13.2 Bench and Operational Testing Results

The procedures for, and results of, bench testing and operational testing
contained in the application shall be reviewed. The review shall determine if
the procedures adhere to required methodology and ensure that the results
meet or exceed the standards and specifications in Sections 3 through 10 of
this Procedure. The evaluation shall include a determination of necessary
verification testing.

13.3 Evaluation of System Concept

The system concept shall be evaluated to ensure that it is consistent with the
generally accepted principles of physics, chemistry, and engineering.

13.4 Materials Specifications and Compatibility with Fuel Formulations

The component materials specifications shall be reviewed to ensure chemical
compatibility with gasoline and/or any oxygenates that may be present in
gasoline on an ongoing or on a seasonal basis, as specified in Section 4.7.
This review shall include consideration of the variations in gasoline
formulations for octane differences and summer fuel and winter fuel.

13.5 Installation, Operation, and Maintenance Manuals

The installation, operation, and maintenance manuals for the system and
components shall be reviewed for completeness (see Section 17.6). Routine
maintenance procedures shall be reviewed to ensure adequacy and
determine that the procedures are not unreasonable (see Section 17.6).

13.6 Vapor Recovery Equipment Defect Identification

13.6.1 The applicant’'s VRED test results, test procedure, and test protocol
shall be reviewed and subject fo an engineering evaluation by the
Executive Officer. The engineering evaluation shall identify where the
failure of system components shall result in a VRED as defined by
Section 940086, title 17, CCR. Test protocols may be developed by the
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applicant to determine if the component or system failure meets the
criteria of a VRED. These test protocols, upon approval of the
Executive Officer, are applied during certification testing as provided in
section 14.4.1. The Executive Officer may, for good cause, require
modification of, and/ortest:ng in addition to, VRED testing proposed by
the applicant. '

13.6.2 All VRED mode test procedures, and the results of tests conducted by
the applicant, shall be reviewed. Additionally, all VRED mode testing -
conducted during the certification process to verify the test results or
further evaluate the systems shall be similarly reviewed.

13.7 Challenge Mode Determination

- The applicant’s Challenge Mode test resuits, test procedure, and test protocol
shall be reviewed and subject to an engineering evaluation by the Executive
Officer. The engineering evaluation shall determine if the component or
system meets the applicable performance standards and specification under

~ challenge mode testing. These test protocols, after engineering evaluation
and upon approval of the Executive Officer, are applied during the certification
testing as provided in Section 14.4.2. The ARB Executive Officer may, for
good cause, require modification of, and/or testing in addltlon to, challenge
mode testing proposed by the applicant.

o 13.8 Number of Configuration Determination

The Executive Officer shall determine whether the applicant’s configuration
selection represents a worst case scenario from an emission standpoint.
Based on the engineering evaluation, the Executive Officer may concur with
the applicant’s selection or select additional configurations for certification
testing.

14, VAPOR RECOVERY SYSTEM CERTIFICATION TESTING

The Executive Officer shall conduct, or shall contract for and observe, testing of
vapor recovery systems for the purpose of certification. Except as otherwise
specified in Section 15 of this procedure, vapor recovery systems shall be
subjected to evaluation and testing pursuant to the applicable performance
standards, performance specifications, and test procedures specified in Sections 3
through 10 of this procedure.

Certification testing of vapor recovery systems shall be conducted only after the
preliminary application for certification has been found to be acceptable. Some
tests may be conducted more than once, to characterize the performance of

. complete systems and/or system components over time. Except as otherwise
provided in Sections 3, 18, and 19 of this procedure, only complete systems shall
be certified. :
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~ Failure of any component during testing of a standing loss control (SL.C), Phase |,
or Phase |l system shall be cause for termination of the certification test, except as
noted below. Any SLC, Phase |, or Phase Il system and/or component test failures
must be investigated by the applicant and an explanation provided to the Executive
Officer within one week of the test failure discovery. The Executive Officer may
extend this one week period for good cause. The Executive Officer may consider
information and circumstances presented by the applicant, including previous
certification testing, to demonstrate that the failure was attributable to something
other than the design of the component and/or sysiem, and may allow further
testing without modification. '

Any applicant or representative of an applicant found to have performed '
unauthorized maintenance or to have attempted io conceal of falsify information,
including test results and/or equipment failures may be subject to civil and criminal
penalties and testing of the system of component shall be terminated.

Phase |

As specified in Section 4.9, Phase | vapor recovery systems shall be certified only
in facilities equipped with a certified SLC system. During Phase | system
certifications, the associated SLC system shall be subject to all of the standards
and specifications in Section 3. Monitoring of SLC system performances shall be

~ conducted for the purpose of demonstrating compatibility, as required by Section
4.9, as well as to insure that SLC systems are functioning properly during the

- Phase | certification test. Any SLC components identified as not performing
correctly shall be replaced and the Phase | system ceriification continued.
However, Phase | system test data collected during any period associated with a
SLC system test failure shall be evaiuated for validity. '

During Phase | system certifications, failure of any SLC components that are
determined to be unrelated to the performance of the Phase | system shall hot be
cause for termination of the Phase | system certification. During Phase |
certification test, if any SLC component is identified as having performance -
deficiencies, then a more thorough investigation of the SLC component/system
‘performance will be initiated by the Executive Officer. :

" During Phase | system certification, any SLC system and/or component
performance deficiencies that are determined to be related to the performance of
the Phase | system shall be cause for the termination of the Phase | system

~ certification, as provided by Section 4.9.

Phase Il

As specified in Sections 5.5 and 5.6, Phase |l vapor recovery systems shall be
certified only in facilities equipped with a certified Phase | and SLC systems.
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During Phase |l system certifications, the associated Phase | and SLC systems
shall be subject to all of the standards and specifications in Section 3 and 4.
Monitoring of Phase | and SLC system performances shall be conducted for the
purpose of demonsirating compatibility, as required by Sections 5.5 and 5.6, as
well as to insure that the Phase | and SLC systems are functioning properly during
the Phase |l certification test. Any Phase | or SLC components identified as not
performing correctly shall be replaced and the Phase |l system certification
continued. However, Phase |l system test data collected during any period
associated with a Phase | or SLC system test failure shall be evaluated for validity.

During Phase Il system certifications, failure of any Phase | or SLC components
that are determined fo be unrelated to the performance of the Phase i sysiem
shall not be cause for termination of the Phase Il system certification. During
Phase Il certification tests, if any Phase | or SLC component is identified as having
performance deficiencies, then a more thorough investigation of the Phase | or
SLC component/system performance will be initiated by the Executive Officer.

During Phase Il system certification, any Phase | or SLC system and/or component

- performance deficiencies that are determined to be related to the performance of
the Phase Il system shall be cause for termination of the Phase |l system
certification, as provided by Sections 5.5 and 5.6.

14.1 Test Site for Field Testing of Vapor Recovery Systems

The applicant shall make arrangements for the appropriate vapor recovery
system to be instalied on one or more ASTs that do not transfer gasoline for
standing loss control certification testing, or on one or more GDFs for Phase |
or |l system certification testing. The applicant shall request, in writing,
approval of the AST or GDF as a test site from the Executive Officer. Upon
determining that the GDF meets all of the following criteria, the Executive
Officer shall, in writing, designate the selected location as a {est site, and
exempt it from any state or iocal district prohibition against the installation of
uncertified vapor recovery equipment. This shall not exempt it from the
prohibition against the offer for sale, or sale, of uncertified equipment. The
vapor recovery system shall be instalied throughout the entire facility (note

~ this requirement applies to the primary certification test site). The Executive
Officer may require that the system be installed in more than one facility for
the purpose of testing.

14.1.1 For the purposes of evaluating Phase | or Phase I vapor recovery
system, the test site_shall have a minimum monthly gasoline
throughput of 1,500 gallons/month, as demonstrated over a
consecutive six month period. The throughput data submitted in the
application shall be the most current data available. The test site
throughput shall also be shown to comply with these criteria for the 8ix
months prior to the start of the operational tests.
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If the facility is equipped with one hose and nozzle for each gasoline
grade, rather than a unihose configuration, the minimum throughput
requirement shall apply to the gasoline grade with the highest
throughput.

14.1.2 The aboveground storage tank or test station shall be located within
100 miles of the ARB Sacramento offices. When a suitable location for
testing cannot be located within 100 miles of the ARB offices, the
Executive Officer may, for good cause, grant approval of a test station
elsewhere, provided that all the necessary testing can be conducted at
that location. The applicant shall be responsible for any additional
costs, such as travel, associated with that location.

14.1.3 Continuous access to the aboveground storage tank or test site by
ARB staff, without prior nofification, shall be provided. Every effort will
be made to minimize inconvenience to the owner/operator of the
facility. If testing deemed necessary cannot reasonably be conducted,
the facility shall be deemed unacceptable and the test shall be
- terminated.

14.1.4 If test status is terminated for any reason, uncertified equipment shall
be removed within sixty (60) days, unless the Executive Officer -
extends the time in writing. - The local district with jurisdiction over the
facility may impose a shorter time. :

14.1.5 All test data collected by the applicant at the test site shall be made
available to the Executive Officer within fifteen (15) working days.
Continuous data, such as temperature monitoring data, shall be _
submitted in bimonthly increments within fifteen (15) days of the last
day of the increment. Failure to provide this information may result in
extension or termination of the test. The Executive Officer may specify
the format in which the data is to be submitted.

14.1.6 Test site designation may be requested by the applicant, or by another -
person, for facilities other than the certification test site{s), for the
purpose of research and development, or independent evaluation of a
system prior to its certification. Approval of such a test site shall be at
the discretion of the Executive Officer. The test site shall be subject to
all of the above conditions with the exception of 14.1.1 and 14.1.2.

14.1.7 For testing conducted pursuant to Sections 19 and 20, SLC or Phase |
certification test sites configured with fewer than three P/V valves may
be approved by the Executive Of‘ﬂcer

14.1.8 Phase | certification test sites will be configured with one to three P/V
- vent valves, each with an associated ball valve.
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14.2 Bench Testing of Components

Components identified by the engineering evaluation as requmng bench
testing to verify performance standards and specification shall be submitted to
the Executive Officer prior to commencement of operational testing: This

_ testlng may be repeated during and/or after the operational testing.

14.3 Operatlonal Test Duration

14.3.1 All vapor recovery systems shall be subjected to an operat:onal test.
The duration of the Phase | and Phase i system operational testing
shall be at least 180 days, and for a minimum of 9000 galions of
gasoline throughput, except as otherwise provided in Section 19.
The duration of the SLC system operational test is specified in section
3.2.

14.3.2 No maintenance shal! be performed other than that which is specified
in the installation, operation, and maintenance manual. Such .
maintenance as is routine and necessary shall be performed only after
‘approval by the Executive Officer. Occurrences beyond the
reasonable control of the applicant, such as vandalism or accidental
damage by customers (e.g., drlve -offs), shall not be considered cause
for failure of the systems.

14.3.3 Except where it would cause a safety problem, maintenance shall not
' be performed until approval by the Executive Officer has been
obtained. In those situations that require immediate action to avoid
potential safety problems, maintenance may be performed |mmed|ately
and the Executive Officer notified as soon as practicable.

" 14.3.4 For the purpose of SLC system certification, the temperature in the
AST and ambient temperature shall be monitored and recorded
continuously throughout the operational test in accordance with
TP-206.1.

14 .3.5 Tests of the performance of the system and/or components shall be
conducted periodically throughout the operational test period. ‘If the
results of such tests, when extrapolated through the end of the
warranty period, show a change that result in the degradation of a
performance standard or specification, the Executive Officer may
extend or terminate the operational test. :

14.4 Equipment Defect and Challenge Mode Testing
14.4.1 Equipment Defect Testing

Testing to determine vapor recovery equipment defects as defined by
Section 94006 of title 17, CCR, shall be conducted as part of
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certification testing. Vapor recovery equipment defect testing may be
allowed during the operational test only when the Executive Officer has
determined that the testing does not affect the normal operation of the
system.

14.4.2 Challenge I\/lode‘Testing

Testing to verify that the system meets the applicable standards under
various GDF operating conditions may be conducied as part of
certification testing. Challenge mode tests may be allowed during the
operational test only when the Executive Officer has determined that
the testing does not affect the normal operatlon of the system

14 5 Eff:mency and/or Emission Factor Test

Testing to determine the efficiency and/or emission factor of the vapor
recovery system shall be conducted in accordance with the applicable test
procedures specified in Section 3, 4, or 5 of this procedure. Additional testing
may be required if the Executive Off:cer deems it necessary. The additional
testing may include, but is not limited to the determination of the Reid Vapor
Pressure of the fuel, the volume and/or mass in the vapor return path, fuel
and/or tank temperature, and the uncontrolied emission factor.

14.5.1 Standing Loss Systems. A test of the static pressure integrity of the
Phase | system shall be conducted, in accordance with TP-206.3, no
less than 24 hours or more than seven days prior to conducting
TP-206.1 or TP-206.2. The static pressure integrity test shall be
conducted not more than 48 hours after the completion of these tests

~as well. Failure of the static pressure integrity test shall invalidate the
TP-206.1 or TP-206.2 test resuits unless the Executive Officer
determines that the integrity failure did not resuit in any significant
unmeasured emissions.

14.5.2 Phase | Systems. A iest of the static pressure integrity of the Phase |
system shall be conducted, in accordance with TP-206.3, no less than
24 hours or more than seven days prior to conducting TP-201.1 or
TP-201.1A. Testing, in accordance with TP-201.1 and/or TP-201.1A,
shall be conducted at delivery rates typical and representative of the
facilities for which certification is requested. More than one test may -
be required to accomplish this determination. Ceriification may be
limited fo specified maximum loading rates. The stafic pressure
integrity of the vapor recovery system shall be verified as soon as
possible, but not more than 48 hours, after the completion of this test.
Failure of the static pressure integrity test shall invalidate the TP-201.1"
or TP-201.1A test results unless the Executive Officer determines that
the integrity failure did not result in any significant unmeasured
emissions,
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14.5.3 Phase Il Systems. A test of the static pressure integrity of the Phase |l
system shall be conducted, in accordance with TP-206.3, no more than
seven days and no less than three days prior to conducting TP-201.2.
The static pressure integrity of the vapor recovery system, including all
test equipment installed for the purpose of conducting TP-201.2, shall
be verified as soon as possible, but not more than 48 hours, after the
completion of this test. Failure of the static pressure integrity test shall
invalidate the TP-201.2 test unless the Executive Officer determines
that the integrity failure did not result in any significant unmeasured

 emissions.

~ 14.6 Vehicle Matrix

A representative matrix of 20-30 non-ORVR vehicles shall be used when
testing to determine the Phase Ii efficiency for the performance standard. The
composition of the representative vehicle matrix shall be determined for each
calendar year by the Executive Officer in accordance with TP-201.2A
(Determination of Vehicle Matrix for Phase lf Systems). ‘

- 14.6.1 Vehicles will be tested as they enter the dispensing facility (“first in"
basis) until a specific matrix block of the distribution is filled.

14.6.32The Executive Officer may exclude any vehicle that fails to comply
with the vehicle fill pipe specifications (“Specifications for Fill Pipes and
Openings of Motor Vehicle Fuel Tanks” incorporated by reference in
title 13, CCR, Section 2235). ‘

14.6.43The Executive Officer may exciude a vehicle prior to its dispensing
episode only if such exclusion and its reason is documented; e.g.
unusual facility conditions beyond the applicant's confrol or unusual
modifications to the vehicle. All data required by the test procedure
shall be taken for such vehicles for subsequent review and possible
reversal of the exclusion decision made during the test. The only other

- reasons for excluding a vehicle from the test fleet are incomplete data

or the factors in TP-201.2.

14.6.54Additional vehicles may be chosen for testing at the test site by the
Executive Officer. The vehicles shall be chosen, according to the
Executive Officer's judgment, so that any of the first 26 30 non-ORVR
vehicles, which may later be found to have invalid data associated with
them, shall have replacements from among the additional vehicles on
a "first in" basis.
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14.6.865A matrix of fewer than 20 30 non-ORVR {10-ORVR and-10-non-
ORVR}-vehicies may be made by deleting up to a maximum of two
vehicles {one-ORMR-and-onre-rer-ORVRY} by reducing the

representation in any cell or combination of cells of the vehicle matrix,
subject to the following requirements for each candidate reduced cell.

(a) No cell shall be reduced by more than one vehicle

(b) At least one dispensing episode has already been tested in
each cell. '

(c) None of the other dispensing episodes in the cell have yielded
field data which, in the Executive Officer's judgment, would
cause a failure to meet the standards specified in Section 5.1.

(d) All tested dispensing episodes in all cells have yielded field
data that, in the Executive Officer's judgment, would yield valid -
test results after subsequent review and evaluation.

15. ALTERNATE TEST PROCEDURES AND INSPECTION PROCEDURES

Test procedures other than those specified in this certification procedure shall be

- used only if prior written approval is obtained from the Executive Officer. A test
procedure is a methodology used to determine, with a high degree of accuracy,
precision, and reproducibility, the value of a specified parameter. Once the test
procedure is conducted, the results are compared to the applicable performance
standard to determine the compliance status of the facility. Test procedures are
subject to the provisions of Section 41954 (h) of the H&SC.

15.1 Alternate Test Procedures for Certification Testing

The Executive Officer shall approve, as required, those procedures necessary
to verify the proper performance of the system. .

15.2 Request for Approval of Alternate Test Procedure

Any person may request approval of an alternative test procedure. The
request shall include the proposed test procedure, including equipment
specifications and, if appropriate, all necessary equipment for conducting the
test. If training is required to properly conduct the test, the proposed training
program shall be included.

15.3 Response to Request

The Executive Officer shall respond within fifteen (15) days of receipt of a
request for approval and indicating that a formal response will be sent within
sixty (60) days. If the Executive Officer determines that an adequate
evaluation cannot be completed within the allotted time, the Executive Officer
shall explain the reason for the delay, and will include the increments of
progress such as test protocol review and comment, testing, data review, and
final determination. If the request is determined to be incomplete or
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unacceptable, Executive Officer shall respond with identification of any
deficiencies. The Executive Officer shall issue a determination regarding the
alternate procedure within sixty (60) days of receipt of an acceptable request.

 15.4 Testing of Alternate Test Procedures

All testing to determine the acceptability of the procedure shall be conducted
by ARB staff, or by a third party responsibie to and under the direction of
ARB. Testing shall be conducted in accordance with the written procedures
and instructions provided. The testing shall, at a minimum, consist of nine
sets of data pairs, pursuant to USEPA Reference Method 301, “Field

- Validation of Poliutant Measurement Methods from Various Waste Media”, 40
CFR Part 63, Appendix A, (December 29, 1992). Criteria established in
USEPA Reference Method 301 shall be used to determine whether |
equivalency between the two test methods exists. For situations where
method: 301 is not directly applicable, the Executive Officer shall establish
equivalence based on the concepts of comparison with the established
method and statistical analysis of bias and variance. Method Approval of the
procedure shall be granted, on a case-by-case basis, only after all necessary
testing has been conducted. Because of the evolving nature of technology

and procedures for vapor recovery systems, such approval may or may not

- be granted in subsequent cases without a new request for approval and

- additional testing to determine equivaiency. if, after approval is granted,
subsequent information demonstrates that equivalency between the two
methods no longer meets the USEPA Method 301 requirements, the
Executive Officer shall revoke the alternate status of the procedure.

15.5 Documentation of Alternate Test Procedures

Any such approvals for alternate test procedures and the evaluation testing
results shall be maintained in the Executive Officer's files and shall be made
available upon request. Any time an alternate procedure and the reference
procedure are both conducted and yield different results, the results
determined by the reference procedure shall be considered the true and
correct results. '

15.6 Inspection Procedures

Inspection procedures are methodologies that are developed to determine
compliance based on applicable performance standards or specifications.
Inspection procedures are typically, but not necessarily, parametric in nature
and possess a built-in factor of safety, usually at least twice the applicable
standard or specification. Inspection procedures are not subject to Section
41954(h) of the H&SC.

Upon submittal of an inspection procedure to CARB, the Executive Officer
shall respond within thirty (30) days, providing the applicant with a
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determination of the appllcablllty of Section 41960.2(d) or Section 41960.2(e)
of the H&SC.

16. DOCUMENTATION OF CERTIFICATION

Documentation of certification shall be in the form of an Executive Order Iiéting the
criteria requirements of installation and operation of a certified system.

16.1 Executive Order
The certification Executive Order shall include the following items:

16.1.1 A list of components certified for use with the system.

16.1.2 Applicable Performance Standards, Performance Specifications and
Test Procedures.

16.1.3 Applicable Operating Parameters and leitatlons

16.1.4 Warranty period(s).

16.1.5 Faciory testing requirements, if applicable.

16.2 Summary of Certification Process

A summary of the certification process for each certified system shall be
prepared. It shall contain documentation of the successful completion of all
applicable portions of the requirements contained in this Certification
Procedure. In addition, all problems encountered throughout the certification
process, any changes made to address the identified problems, the location
of the test station(s), the types of testing performed, the frequency and/or
duration of any testing or monitoring, as appropriate, and any other pertinent
information about the evaluation process shall be contained in this summary.

17. DURATION AND CONDITIONS OF CERTIFICATION

Vapor recovery system certifications shall specify the duration and condltlons of
certification.

17.1 Duration of System Certification

Vapor recovery systems shall be certified for a period of four years. The
certification Executive Order shall specify the date on which the certification
shall expire if it is not renewed as specified in Section 18. '

17.2 One Vapor Recovery System per AST System

No more than one certified Phase |l vapor recovery system may be installed
on each aboveground storage tank (AST) system unless the Phase Il system
has been specifically certified to be used in combination. For facilities with
dedicated vapor piping, each aboveground storage tank and associated
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- dispensing points shall be considered an AST system, and different AST
systems may have different vapor recovery systems. For facilities with
manifolded vapor piping connecting storage tanks, all the manifolded tanks
and associated dispensing points are considered one AST system, and only
one certified Phase 1l vapor recovery system may be installed in conjunction
with that AST system. ' '

17.3 Certification Not Transferable

Upon successful completion of all the requirements, certification shall be
issued fo the company or individual requesting certification, as the Executive
Officer deems appropriate. If the ownership, control or significant assets of
the certification holder are changed as the result of a merger, acquisition or
any other type of transfer, the expiration date of the certification shall remain
unchanged. However, no person shall offer for sale, sell, or install any
system or component covered by the certification unless the system or

- component is recertified under the new ownership, or, in the case of a
component, is otherwise certified. Systems installed prior to the transfer shall
be subject to the specifications contained in Section 20 of this procedure.

17.4 Financial Responéibility

The adequacy of the (1) methods of distribution, (2) replacement parts

- program, (3) financial responsibility of applicant and/or manufacturer, and (4)
other factors affecting the economic interests of the system purchaser shall
be evaluated by the Executive Officer and determined to be satisfactory to
‘protect the purchaser. A determination of financial responsibility by the
Executive Officer shall not be deemed to be a guarantee or endorsement of
the manufacturer or applicant.

If no system has yet been certified that meets additional or amended
performance standards and specifications, as provided in Section 2.4, the
applicant is also requested to provide evidence of the commitment of financial
investors for the commercial manufacture of the system, a projected market
demand of the system as milestones for implementation of the pian, an
inventory of equipment ready for shipment and a list of suppliers and
subcontractors which are part of the manufacturing plan.

17.5 Warranty

- The requirements of this shall apply with equal siringency both to the original
applicant and to re-builders applying for certification. For systems that
include components not manufactured by the applicant, the applicant shall
provide information that shows that all components meet the following
requirements:

17.5.1 The applicant and/or manufacturer of the vapor recovery system
equipment shall provide a warranty for the vapor recovery system and
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components, including all hanging hardware, to the initial purchaser
and any subsequent purchaser within the warranty period. This
warranty shall include the ongoing compliance with all applicable
performance standards and specifications. The applicant and/or the
manufacturer may specify that the warranty is contingent upon the use
of trained installers.

17.5.2 The minimum warranty shall be for one year from the date of
installation for all systems and components. The applicant may
request certification for a warranty period exceeding the minimum one-
year requirement.

17.5.3 The manufacturer of any vapor recovery system or conmiponent shall
include a warranty tag with the certified equipment. The tag shall
contain at least the following 1nformat|on :

(a) Notice of warranty period; -

(b) Date of manufacture, or where date is located on component

(c) Shelf life of equipment or sell-by date, if applicable;

(d) A statement that the component was factory tested and met all
applicable performance standards and specifications; and

{e) A listing of the performance standards and/or specifications to
which it was certified.

17.5.4 The Executive Officer shall certify only those systems which, on the
basis of an engineering evaluation of such system’s component
- qualities, design, and test performance, can be expected to comply
with such system's certification conditions over the one-year warranty
period specified above.

17.6 Instailation, Operation, and Maintenance of the System

Systems requiring unreasonable maintenance or inspection/mainteénance
frequencies, as determined by the Executive Officer, shall not be certified.
The manufacturer of any vapor recovery system or component shall submit
manual(s) for all installation, operation, and maintenance procedures with the
application as provided by Section 12.5. This manual(s) shall be reviewed
during the certification process and the certification shall not be issued until
the Executive Officer has approved the manual(s).

17.6.1 The manual(s) shall include all requirements for the proper installation
of the system and/or component. The manual(s) shall include
recommended maintenance and inspection procedures and equipment
performance procedures, including simple tests the operator can use
to verify that the system or component is operating in compliance with
all appiicable reguirements. The Executive Officer may require the
inclusion of additional procedures.
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17.6.2 No changes shall be made to ARB Approved Manuals without the
Executive Officer's prior written approval. '

17.7 Identification of System Components

17.7.1 Ali components for vapor recovery systems shall be permanently
identified with the manufacturer's name, part number, and, if
applicable, a unigue serial number. This requirement does not apply o
replacement subparts of the primary component. Specific components
may be exempted from this requirement if the Executive Officer
determines, in writing, that this is not feasible or appropriate.

- 17.7.2 Nozzle serial numbers shall be permanently affixed to, or stamped on,
the nozzle body and easily accessible for inspection. The location of
the serial number shall be evaluated and approved by the Executlve
Officer prior to certification.

© 17.8 Revocation of Certifications

The certification of any system determined not to be achieving the applicable
performance standards and specification listed in CP-206 may be revoked..
The Executive Officer may conduct testing for the purpose of investigation of -
or verification of potential system deficiencies

Revoked systems may remain in use for the remainder of their useful life or
for up to four years after the revocation, whichever is shorter, provided they
comply with all of the requirements of Section 20. Systems with revoked
certifications shall not be installed on new installations or major modifications
of existing installations.

18. CERTIFICATION RENEWAL

At least eighteen (18) months prior fo expiration of the certification period, the
applicant may request to renew the ceriification. System certifications shall be
renewed without additional testing if no data demonstrating system deficiencies is
found or developed prior to the expiration date. During the four-year certification
period, system deficiencies shall be identified through periodic equipment audits,
complaint investigations, certification or compliance tests, surveys, or other
sources of information. If deficiencies are documented, they shall be resolved to
the satisfaction of the ARB Executive Officer or the certification shall expire. The
ARB Executive Officer may extend certification if resolution of system deficiencies
appears likely or if additional time is required to gather and evaluate information.

The renewal process, along with the sections of this docum.ent that describe them,
are outiined below.

(a) Request for Renewal Section 18.1
{(b) Review of the Request Section 18.2
(c) Evaluation of System Deficiencies Section 18.3
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(d) Letter of Intent ' J - Section 18.4
(e) Renewal of Executive Order Section 18.5
( f) Denial of Executive Officer Approval ~ Section 18.6

if no request for renewal is received by the ARB within eighteen (18) months of the
ceriification expiration date, the Executive Officer shall send a “Notice of Pending
Expiration” to the holder of the Executive Order. Table18-1 provides an estimated
timeline for the renewal process. The timeline is intended {o serve as a guide to

- provide approximate target schedules for completion of steps in the renewal
process.

Each applicant submitting a ceriification renewal request shall be charged fees not
- to exceed the actual cost of evaluating and/or testing the system to determine
-~ whether it qualifies for renewal. Refer to Section 11.1 for more information on Fee
"~ Payment. .

18.1 Request for Renewal

The request for renewal shall be written and signed byia:n authdfized' R
representative, and shall include the items listed below:

18.1.1 The Executive Order Number to be renewed:

18.1.2 Identification of any system or component deficiencies through
warranty claims or other information such as:
(a) User feedback
(b) Contracior/Tester
(c) Distributors

18.1.3 Amendments o the Executive Order such as:
(a) Warranty information
(b) Installation, Operation, and lVIamtenance Manual
(c) System or component drawings
(d) Component modification

18.1.4 Updates to the training program;

18.1.5 Factory Testing Requirements;

18.1.6 Agéncy approvais or determinations, if any system modifications have
 been made since the original approval/determinations {to be submitted

prior to approval of EO amendment, see Section 1.1), and

18.1.7 Other information such as the Executive Officer may reasonably
require.

-California Air Resources Board Jafuary 9, 2013 May-2-2008
CP-2086, pdge 61 \



18.2 Review Request

The Executive Officer shall review the request and determine if any
information provided warrants further evaluation/testing or if amendments to
the Executive Order are needed. The applicant will be notified within 60 days
of the receipt of the request and whether the submission of additional
information is required.

'-18.3 Evaluation of System Deficiencies

In addition to the information provided in Section 18.1, the Executive Officer
shall solicit information on system or component deficiencies through
eguipment audits, complaint investigations, certification or compliance tests,
surveys, VRED data (if applicable), and any deficiencies identified by District
staff, or other sources of information. The Executive Officer may conduct
testing to investigate and/or verify system or component deficiencies. Testing
to evaluate component modifications, VRED lists (if applicable), to
demonstrate compatibility, or for chalienge mode determinations, will be
subject to the applicable sections of CP-2086. - If potential deficiencies are

~ noted, an evaluation will be conducted to determine if:

18.3.1 The deficiency has been or is in the proceés of being resolved;
| 18.3.2 System/component modification(s) are necessary;

18.3.3 Executilve Order modifications are necessary;

18.3.4 Additional testing is required.

18.4 Letter of Intent

After the review has been completed, a letter of intent will be |ssued to elther
(1) renew the Executive Order or (2) allow the Executive Order to expire.
Conditions for expired certifications are discussed in Section 19 of this
certification procedure. The letter of intent should be issued prior to the
Executive Order expiration date but will not be issued prior to completion of
the evaluation process described in Sections 18.1, 18.2, and 18.3. If the
evaluation process is not complete and the letter of intent is not issued prior
to the expiration date then the Executive Officer may determine that
installation of the system at new facilities or major modifications will not be
allowed during the extension period.

The Executive Officer may allow a certification extension if;
18.4.1 Resolution is likely but renewal time is insufficient; or

18.4.2 Additional time is necessary to gather and evaluate information.
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18.5 Renewal of Executive Order

Executive Ordefs approved for renewal shall be valid for a peﬁod of fouf (4)
ygars. :

18.6 Denial of Executive Order Renewal

System certifications shall not be renewed if the Executive Officer determines
that the performance standards and/or specifications in the Executive Order
and CP-206 fail to be met. Non-renewed systems may remain in use for the
remainder of their useful life or for up to four {(4) years after the expiration
date, whichever is shorter, provided the requirements of Section 20 are met.

" Table 18-1 |
Estimated Timeline for the Renewal Process

Time before

Action S By Expiration
Submittal of renewal request Applicant 18 months
Notice of pending expiration (if no ARB 18 months
renewal request received) ' o
Solicitation of system information ARB | 18 months (or at time of
. o : receipt of request)
Application review and initial response - ARB
Renewal requeSt documentation ARB/Applicant 15 months
completed
Submittal of system information for Applicant - 12 months
other agency approval/determinations
Draft Testing protocol and site ARB/Applicant 14 months
identification '
Seal site/start test ARB _ 12 months
End testing 11 to 6 months
ARB _
Letter of Intent and draft Executive _ 3 months
~ Order B ARB _
Final Executive Order 0 months
ARB
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19. AMENDMENTS TO EXECUTIVE ORDERS

Amendments to Executive Orders may be requested to add alternate or replacement

components to a certified system. Alternate or replacement components may be

modifications to originally certified components, components originally certified on
another system, or new components. '

Sections of this document that describe the process to amend an EO are outhned
below :

(a) Reguest for Amendment Section 19.1
(b) Review of the Request ' Section 19.2
(c) Testing _ Section 18.3 °
{d) Letter of Intent Section 19.4

(e} Issuance of Executive Order ~ Section 19.5
19.1 Request for Amendment

"The request for amendment shall be written and signed by an authorized
. representative of the applicant, and shall include the items listed below:

19.1.1 Executive Order to be amenc_led;
19.1.2 Description of change;

19.1.3 Changes to the Executive Order such as:
(a) System or component drawings
(b) Installation, Operations, and Maintenance Manual
(¢) Fuel and System Compatibility

19.1.4 Agency approvals or determinations (to be submitted prior to approval
of EO amendment, see Section 1.1),

19.1.5 Updates to the training program;
19.1.6 Applicable information s'pecified in Section 4+ 12 ; and

19.1.7 Other information such as the Executive Officer may reasonably
require.

19.2 Review of the Request

“Requests for alternate or replacement components, equipment
reconfigurations, or software changes will be subjected to an engineering
evaluafion to determine the level of testing required. The Executive Officer
may require full operational testing of at least 180 days (30 days for Standing
Loss Controls that attenuate temperature), allow abbreviated and/or limited
operational testing, or determine that a component modification does not
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affect the performance of the vapor recovery system and therefore no testing
is required.

General criteria to be considered when determining the level of testing are as
follows: ,

(a) extent of physical changes to the component;

(b) extent of material changes to the component;

(c) changes that may affect the durability of the component;

(d) whether performance specifications are the same;

(e} similarity of system designs (i.e. for component transfers); and
() information from previous certification testing. '

19.2,1_ Modified Components

Modified compoenents (i.e., any changes made to vapor recovery
components ceriified as part of a system) may be certified if testing
demonstrates that performance standards and specifications will
continue o be achieved. The level and duration of operational and/or
other testlng will be determmed by the Executive Officer based on an
engineering evaluation.

19.2.2 Transfer of Components from Another Certified System

Components certified with a system may subsequently be considered
for use with another certified system design provided that the
performance standards and specifications of the components, as
specified in the application for the system, are equivalent.
Performance standards and specifications, and compatibility, are to be
verified by testing and/or engineering evaluation. -

- Abbreviated/limited operational testing may be considered since the
component has previously undergone 180 day/full certification testing
as part of another system.

19.2.3 New Component(s) that have not been Prev1ously Cerhﬂed ona
System. _

Components that have not previously been certified with a system,
whether for use as an alternate or replacement component, shali be
required fo undergo operational testing of at least 180 days. Limited
operational testing may be considered for such components, if -
determined to be appropriate by the Executive Officer.

19.2.4 Components that do not affect the performance of the vapor recovery
system.

Certification shall not be required for components, either new or
modified, determined by the Executive Officer not to affect the
performance of the vapor recovery system. An engineering evaluation
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shall be conducted to document that the change will not affect the
performance of the vapor recovery system. The Executive Officer shall
notify the applicant in writing of the determination. However, in some
cases, such as when a part number changes, an amendment to the
Executive Order may be required.

198.2.5 Other Amendments to Executive Orders
(a) System Configurations

Alternative configurations of components of a certified system
" may be considered for ceriification based on limited and
abbreviated testing. Examples of alternative system
configurations include dual fill or remote fill for Phase | and
processor placement or-vapor piping options for Phase Il

(b) Software Updates

Software revisions of previously certified software components
may be considered for certification with limited and/or abbreviated
testing. The software change may be approved with no testing if
the Executive Officer finds that the sofiware modifications do not
affect the vapor recovery system or in-station diagnostic system
performance.

- 19.3 Testing

System or component modifications shall be subjected to sufflcrent
operational, challenge mode, and/or VRED testing to verify the performance
and durability of the modiﬂed system relative to the certified system that was
originally tested.

The level of operational testing to be required is determined as outlined in
Section 19.2. Normally, full operational testing of at least 180 days (30 days
for Standing Loss Controls that attenuate temperature) is required.

- Abbreviated and/or limited operational tests may be aliowed in some cases,
at the discretion of the Executive Officer. If operational tests are abbreviated,
the minimum duration (and gasoline throughput requirement) will be specified
by the Executive Officer. The test procedure and test frequency
requirements for limited operational tests will be specified by the Executive
Officer.

If operational testing is required, then the applicant will choose an
appropriate test site meeting the requirements of Section 14.1. The applicant
shall submit sufficient information to demonstrate that the requirements of
Section 12.8 are met.
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19.4 Letter of Intent

A letter shall be sent to the applicant stating the Executive Officer’s intent to
either issue the amended Executive Order or deny the request.

19.5 lssuance of Executive Order

The original expiration date shall be maintained for all Executive Order
amendments unless a renewal, as described in Section 18, is specifically
requested and approved.

Previous versions of the Executive Order are superseded, as discussed in
Section 20. \ |

20; REPLACEMENT OF COMPONENTS OR PARTS OF A SYSTEM WITH A
"~ TERMINATED, REVOKED, SUPERCEDED, OR EXPIRED CERTIFICATION

This section applies to systems for which the certification was terminated, revoked,
superseded, or has expired. Systems that were installed as of the operative date
of a new standard, or that are otherwise subject to Health and Safety Code Section
41956.1, may remain in use for the remainder of their useful life or for up to four (4}
years after the effective date of the new standard or the date of revocation,
whichever is shorter, provided they comply with all of the specifications of this
section. Installed systems that have superseded or expired Executive Orders,
uniess renewed in accordance with Section 18, may remain in use for up to four (4)
years after the expiration date of the Executive Order, provided they comply with
all the specifications of Section 20.

20.1 Component and Replacement Parts

Components and replacement parts meeting the currently and prospectively
operative performance standards or specifications may be approved for use
as a replacement part with the no-longer-certified system for the remainder
of the allowable in-use period of the system. .

When an approved, compatible component or replacement part that meets
the operative standards or specification is determined to be commercially
available, only that component or replacement part shall be installed.
Approval shall not require the replacement of already-installed equipment
prior to the end of the useful life of that part or component.' The approved
replacement component shall be considered to be commercially available if
that component can be shipped within three weeks of the receipt of an order
by the manufacturer of the component.

20.2 Component or Replacement Part Not Meeting Specifications

A component or replacement part not m'eetin'g the currently opérative
performance standards or specifications, but which was certified for use with
the system, shall be used as a replacement only if no compatible
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20.3

20.4

component or part that meets the new standards or specmcatlons has been
approved as a replacement part.

Component or Part Not Certified with Svstem and Not Meeting
Specifications

A component or part that was not certified for use with the system, and that
does not meet all of the currently operative standards or specifications may
be approved as a replacement part or component for use on the system
provided that there are no other commercially available certified parts

" meeting the most current performance standards or specifications.

Procedure for Approval of Replacement Parts

20.4.1 A request shall be submitted to the Executive Officer.

20.4.2 The request shall include the information outlined in Section 18.1 and
information demonstrating that the component is compatlble with the
system.

__20 43 Requests for replacement parts will be subjected to an engineering

evaluation to determine the level of testing required. The Executive
Officer may require full operational testing of at least 180 days and
other certification tests (e.g. VRED or challenge), allow abbreviated
and/or limited operational testing, or determine that additional testing
is not necessary. _

General criteria to be considered when determining the level of
testing are as follows:

(a) similarity of system designs;
(b) information from previous' certification testing; and

(¢) compatibility of the replacement part.

20.4.4 The Executive Officer shall issue an approval letter to authorize the

use of the approved replacement part and to detail any modification to
the Executive Order for which the part is approved. Requests not
granted shall be documented with a disapproval letter.

REQUIREMENTS FOR, AND CERTIFICATION OF, LOW PERMEATION HOSES

All hoses which carry liguid fuel against the outermost hose wall shall permeate af a rate

of no more than 10.0 grams per square meters per day (a/m?/day) as determined by

UL 330 (7" ed.) - Underwriters Laboratories’ Standard for Hose and Hose Assemblies for

Dispensing Flammable Liguids. Use of a low permeation hose certified per CP-201 will

satisfy the festing portion of this section.

The UL 330 (7" ed.) testing results shall comprise all of the certification testing for
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certification as a low permeation hose. -

21.1 Request for Certification

If UL 330 (7" ed.) testing is not conducted by the Executive Officer, then the
Executive Officer shall be made a beneficiary of the data within the contract of the
applicant and the testing facility. All data and documentation relevant to determining
the permeation rate of the hose, as described in section 15 of UL 330 (7¥ ed.), shall
be transmitted to the Executive Officer by the testing facility, concurrently when
transmitted to the applicant.

The request for certification shall be written and signed by an au'thorize.d
representative of the applicant, and shall include the items listed below:

21.1.1 The applicant shall submit evidence that the hose is compatible with all

system hardware that it will be connected {o when in use within the gasocling
dispensing system. B

21.1.2 The applicant shall provide information regarding the materials specifications
of all components, including evidence of compatibility with all fuels in
common use in California and approved as specified in Section 4.7. If the
applicant is requesting a certificafion for use only with specified fuel
formulations, the applicant shall clearly identify, in the appiication, the
included and excluded fuel formulations for which certification is requested.

21.1.3 The applicant shall state the expected useful life of the hose.

21.1.4 All applications shall include detailed engineering drawings of the hose and

hose fittings. These drawing must provide all hose and fitting di'mensions,
including thicknesses of each individual hose material layer. Further, all

hose, fitting and gasket materials must be identified.

21.1.5 Hose inétallation instructions shall be included with the application.

21.1.6 The applicant shall submit evidence of financial responsibility to ensure
adequate protection to the end-user of the product as specified in Section
17.4 and to demonstrate the ability fo pay for certification tests.

21.1.7 The applicant shall comply with the warranty reguirements of section 17.5
and shall submit a copy of the warranty for the hose and samples of
goemponent tags.

21.1.8 All applications shall inciude the estimated retail price of the hose.

21.2  Hose Lengths

Once a hose of a particular construction has been certified fo comply with low
permeation hose standard per section 21, the Executive Officer shall specify the
length of the hose as a condition of cedification after considering other applicable
performance standards or specifications. '
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21.3  ldentification of Certified Hose

Certified low permeation hoses shall comply with the marking and identification
requirements of section 17.7.1 . - ‘
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California Environmental Protection Agency
Air Resources Board

~ Vapor Recovery Definitions
.D-200

Definitions for
Vapor Recovery Procedures

1 APPLICABILITY

The terms and acronyms contained herein are applicable for the Cerfification and
Test Procedures for Vapor Recovery Sysfems at Gasoline Dispensing Facilities,
Gasoline Bulk Plants, Gasoline Terminals, Cargo Tanks, Novel Facilities, and
Aboveground Storage Tanks. They are intended as a clarification of the terms and
acronyms used throughout the Certification and Test Procedures.

2 TERMS

abbreviated operational tests
operational tests that are conducted for a duration of less than 180 days.

aboveground storage tank N
a system that uses a gasoline storage tank that is intended for fixed
installations, without backfill, that is located above or below grade.

airport refueller
a cargo tank which: has a total capacity no greater than 5000 gallons;

exclusively transports avgas and jet fuel; and is not licensed for public
highway use.

assist : _
a vapor recovery system, which employs a pump, blower, or other vacuum
inducing devices, to collect and/or process vapors at a subject facility.

balance

a vapor recovery system which uses direct displacement to collect and/or
process vapors at a subject facility. :

below-grade vaulted tank .
an - aboveground storage tank that is below the level of the earth’s surface
contained in an enclosure, without backfill, and requires continuous ventilation.

California Air Resources Board January 8, 2013 May-2,-2008
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b!end valve '
the valve in a dispenser that typically creates SpeCIfIC product grade by blending
two other product grades in a ratio.

bootless nozzle
- identifies a type of vapor recovery nozzle that does not have a be!lows or “boot
. over the length of the nozzle spout. - - - S

bulk plant
an intermediate gasoline distribution facility where delivery to and from
storage tanks is by cargo tank.

cargo tank
 any container, inciuding associated pipes and fittings, that is used for the
transportation of gasoline on any highway and is reqwred to be certified in
- accordance with Section 41962 of the California Health and Safety Code.

certification procedures
document certified performance standards and performance specnflcatlons for
.-vapor recovery systems, and document test procedures for determining
- compliance with such standards and specifications.

The purpose of such procedures is to provide certified performance
- standards and performance specifications for performance levels equal to or
greater than those levels required by federal, state, and local statutes, rules,
and regulations applicable at the time that any ARB Executive Order
“certifying a system is signed.

certification tests
any test conducted as part of the certlflcatlon process. Certification tesis
include operational tests, vapor recovery equipment defect tests, chalienge
mode tests, and any bench testing conducted during a system or component
“certification. .

challenge mode testing
testing to verify that the system will meet applicable standards and
specifications under various GDF operating conditions.

compartment
a liquid-tight division of a cargo tank.

compliance fests
tests which, as required by an ARB Executive Order, are performed after
certification to determine compliance Wlth a certified performance standard or
specification.
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district '
any of California's local air pollution agencies, including the air pollution
control districts and air quality management districts. :

effectlve date
the date-on which-a-provision-has-the-effest-of-statelaw—For vapor recovery
performance standards or performance specifications originally adopted by ARB
prior to January 1, 2012, “effective date,” as used in Health and Safety Code
sections 41954(g)(2) and 41956.1(a), shall be the date listed in the appltcable
certification procedure,

- For vapor recovery performance standards or performance specifications
adopted by ARB on or after January 1, 2012, “effective date,” as used in
Health and Safety Code sections 41954(g)(2) and 41956.1(a), means the
date the first system or component is certified by ARB 1o meet the new or
revised performance standard or performance specification adopted by ARB
pursuant to the Administrative Procedure Act. '

The effective date “starts the ciock” for the period of continuing use of installed
vapor recovery systems/equipment under Health and Safety Code section -
41956.1. The period may be up to four years after which the component and/or
system may no longer be used.

emission factor

a performance standard expressed as pounds of hydrocarbon per 1, 000 gallons
of gasoline dispensed.

engineering evaluation

an evaluation by the Executive Officer of the relationship that vapor recovery
system and/or system component design, operation, and defects, have on the
performance of the vapor recovery system. The evaluation may include, butis
not iimited to, an analysis based on physical science, chemisiry, and engineering
data from i{est procedures, in-use performance audits, challenge mode tests, or
observations conducted by the Executive Officer of technical or other
information made available to the Executive Officer. .

Executive Order _ . _
" adocument issued by the Executive Officer that certifies a vapor recovery
system.

existing installation
any gasoline dispensing facility that is not a new mstallatlon

expired certification
any system or component certification that has reached the end of it's
ceriification period and has not been renewed or extended by the
Executive Officer.
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full operational tests. - .
operational tests where the complete complement of test procedures are
conducted to demonstrate compliance with ali the appllcable standards and
spemflcatlons in CP-201.
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gastight
exhibiting no vapor leak(s).

- gasoline - , :

any petroleum distillate having a Reid vapor pressure of four pounds or
greater and meeting the requirements of title 13, California Code of.
Reguiations, division 3, chapter 5, article 1, beginning with section 2250.

gasoline dispensing facility -
a gasoline dispensing facility (GDF) is a stationary source which receives
gasoline from cargo tanks and/or dispenses gasocline directly into the fuel
tanks of motor vehicles.

hold-open latch
a certified device which is an integral part of the dispensing nozzle and is
manufactured specifically for the purpose of dispensing gasoline without
requiring the consumer's physical contact with the nozzle during refueling
operations.

incinerator _
any assist processor designed {o control hydrocarbon emissions by any kind
of oxidation which generates exhaust which is so hot and variable in volume
that such volume can only be determined by correlated measurements and
thermodynamic principles, rather than direct measurement.

insertion interlock
any certified mechanism which is an integral part of a bellows-equipped
dispensing nozzle which prohibits the dispensing of fuel unless the bellows
has been compressed.

in-station diagnostics (ISD) ,
equipment that provides continuous real-time monitoring of critical emission-
related vapor recovery system parameters and components, and alerts the
station operator when a failure mode is detected so that corrective action is
taken. )

leak detection solution
any solution containing soap, detergent or similar materials which promote
formation of bubbles, and which is used to wet joints or surfaces from which
gas may be leaking, and which causes bubbles to form at the site of any
escaping gas.

ieak free
liquid leak of no greater than three drops per minute.

limited operational tests
operational tests where only the test procedures appropriate for a specific
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component(s) are conducted to demonstrate comphance with specific
standards and specn‘lcatlons

I!qmd condensate trap (knock-out pot, thief port) _ - -
a device designed to collect liquid that condenses in the vapor return line in a
manner that allows it {0 be evacuated and ensures that the vapor return line will
not be blocked by the accumulation of liquid.

liquid leak
the dripping of liquid orgamc compounds at'a rate in excess of three (3) drops
per minufe from any single leak source other than the liquid fill line and vapor
-line disconnect operations. For cargo tanks, a liquid leak from liquid product
line and vapor line disconnect operations is defined to be:

more than two (2) millifiters liquid drainége per diséonn’ect from a top
loading operation; or o

- more than ten (10) milliliters liquid drainage from a bottom loading
- operation. Such liquid drainage for disconnect operations shall be
determined by computing the average drainage from three consecutive
- disconnects at any one permlt unit. g

_ Ilqwd removal device '
a device desighed specmcally to remove liquid from the vapor return portlon of a
vapor hose.

liquid Fetam—retentlon
any liquid gasoline retained in the ngzzle’s liquid path or the vapor passage of
the nozzle/hose assembly, on the atmospheric side of the vapor check valve,
that is subject to potential spillage or evaporation.

| low permeation hose
a hose that is used to dispense gasoline and complies with the permeation
performance standard as determined by UL 330 (seventh edition).

lower explosive limit (LEL)
the minimum volumetric fraction of combustible gas, in air, which will support
the propagation of flame; commonly expressed in units of percent (%) or
parts per million (ppm}.

Standard references for physical properties of combustible gases differ by a
few percent in their listed values for lower explosive limit (LEL) and differ aiso
in terms employed. For clarity:

“LEL” shall mean the same as “lower [imit of flammability,” “lower end of
the explosive range”, and other related terms in common technical
discourse.
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The authoritative reference for determination of LEL values shall be the
chapter GASEQUS FUELS, by C. C. Ward, pages 7-21 to 7-24 of Marks'
Standard Handbook for Mechanical Engineers, Eighth Edition, McGraw
Hill, New York, 1978 '

The LEL for propane is 2.1% (21,000 ppm).
The LEL for methane is 5.0 % (50, 000 ppm)

major modification
the modification of an existing GDF that makes it subject to the same
requirements io WhICh a new installation is subject :

Modification of the Phase | system that involves the addmon replacement or
‘removal of an underground storage tank, or modification that causes the tank
top to be unburied, is considered a major modification of the Phase | system.

Modification of the Phase Il system that involves the addition, replacement or
removal of 50 percent or more of the buried vapor piping, or the replacement
of dispensers, is considered a major modification of the Phase Il system.
The replacement of a dispenser is not a major modification when the
replacement is occasioned by end user damage to a dispenser.

Phase Il system upgrades to make the systems ORVR compatible do not
constitute a major modification. Phase Il system upgrades to comply with the
under-dispenser containment requirement (CCR, Title 23, section 2636(h)(1))
initiated before January 1, 2004 do not constitute a major modification. -
Modifications to dlspensers may require use of unihose conflgurations as
descrlbed in CP-201 section 4.10.

The replacement of an aboveground storage tank is a major modification.
The installation of an AST afier retrofitting with standing loss controls or the
exchange of an AST for a standing loss control retrofitted AST of equal
capacity to comply with the requirements of CP-206 is not a major
modification.

" mini-boot _ .
a device used on vapor recovery nozzles to enhance collection efficiency
without requiring a tight seal at the vehicle fillpipe. :

multi-product dispenser (MPD)
- adispenser of multiple products with one or more hoses per dlspenser SIde

motor vehicle - ,
as defined in Section 39039 of the Health and Safety Code. -
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Natlonal Institute of Standards and Technology , ,
the United States Department of Commerce, National Institute of Standards
and Technology (NIST) which, through its Standard Reference Materials
(SRM) Program, provides science, industry, and government with a source of
well-characterized materials certified for chemical composition or for some
chemical or physical property. These materials are designated SRMs and
are used to calibrate instruments and to evaluate analytical methods and
systems, or to produce sc;entlﬂc data that can be referred readily to a
common base.

new installation
a gasoline dispensing facility that is not constructed as of the operatrve date -
of the latest amendments to Certification Procedure CP-201 or CP-208, or a
-~ gasoline dispensing facility constructed as of the operative date of the latest
. amendments to Certification Procedure CP-201 or CP-2086 that has
undergone a major modification on or after the operative date of the
amendments.

novel - ' -

a modifier which indicates a vapor recovery system (or system feature) or
facility to which the written procedures (of general applicability) do not apply;
for such a novel system or facility, new system-specific or facility-specific
performance specifications and test procedures shall be developed and

‘required as conditions of certification.

‘nozzle bellows (nozzle boot}
the flexible device around the spout of some vapor recovery nozzles utilized to
contain the vapor displaced from the vehicle.

on-board refueling vapor recovery system
vehicle based system required by title 13, California Code of Regulatlons
section 1978, or Part 86, Code of Federal Regulations.

operational test .

testing conducted for the purpose of certification of a vapor recovery system
or component where the vapor recovery equipment is installed in an
operating GDF. Also see the definitions for “abbreviated”, “full”’, and “limited”
operational tests. The term “operational test” is intended to imply certification
tests conducted on a GDF operating under normal conditions. This definition

~ excludes vapor recovery equipment defect and bench tests conducted as part
of a system certification. Challenge mode testing may be conducted during
an operational test if the Executive Officer determines that such testing will
not impact the operational test.

operative date
the date on which a regulated person is first required to ac:t or is prohibited
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from acting. The operative date determines when new installations and
facilities undergoing major modifications must use equipment that meets the
applicable performance standard and/or performance specification.

over-fill preventlon device '
a device designed to stop the delivery of prod uct to a storage tank to prevent the
over-filling of the tank and potéential spillage. :

phase |
control of vapors during the transfer of gasollne from the cargo tank to the
gaso[rne dispensing facility. i

. phase Il ,

the coritrol of vapors during the transfer of gasollne from the gasollne
dispensing facility to the vehicle and storage of gasoline at the gasollne
dispensing facility.

portable fuel container
any container or vessel that is designed or used primarily for receiving,
transporting, storing, and dispensing fuel.

pressure-related fugitive emissions
those emissions of hydrocarbon vapors emitied from a GDF due to a positive
gauge pressure in the headspace (ullage) of the gasoline storage tank, as
determined using the procedures outlined in TP-201.2F. These emissions do
not include transfer emissions at the nozzleffilipipe interface,-her emissions from
the processor, nor the emissions from the vent pipe P/V valve, provided that the
cracking pressure of the P/V valve has been exceeded.

processor
a vapor processor, either destructive or non-destructive, that operates to
manage the pressure of the vapor in the gasoline storage tank within specified
limits.

Reid Vapor Pressure
the absolute vapor pressure of volatile petroleum liquids, except liquefied
petroleum gases, as determined in accordance with ASTM D323-89.

renewed certification
an Executive Order for vapor recovery equipment or system reviewed and
approved for renewal by the Executive Officer on or before the expiration
date as stated in the Executive Order.

revoked certification
an Executive Order for vapor recovery equipment or system which has been
determined by the Executive Officer to not be in compliance with the
applicable performance standards and specifications.
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rigid piping '
any piping material w1th a bend radius that exceeds six feet as determlned by
TP-201.2G.

spillage
_ liguid which enters the environment from a dispensing facility, except for
liquid which leaves such dispensing facility in a vehicle tank or cargo tank.

The foIIowmg defln[tlons apply for the determmatlon of splllage as defined -
above: .

pre-dispensing spillage - :
spillage which occurs between:

the fime when a dispensmg nozzle is removed from a dlspenser and

the time when the dispensing nozzle 1S mserted |nto the tank recelvmg )
- the dispensed liquid | ' :

dispensing spillage
splllage which occurs between

the time when the dlspensmg nozzle is mseﬂed into the tank receiv:ng
the dispensed liquid and

the time when the dispensing nozzle is withdrawn fro_m the tank
receiving the dispensed liguid

post-dispensing spillage
spillage which occurs between

the time when the dispensing nozzle is withdrawn from the tank
receiving the dispensed liquid and

the time when the dispensing nozzie is returned to a dispenser.
spitback
the forcible ejection of hqwd gasoline upon activation of the nozzle’s primary
shutoff mechanism.
splttlng
Iqu|d gasoline dispensed or released from the nozzie spout when the trigger
is depressed without the dispenser being activated

static torque of phase | adaptor

.California.Air Resources Board . January 8. 2013 May2-2008
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California Air Resources Board

the amount of torque, measured as pound-inches, required to start the
rotation of a rotatable phase | adaptor as measured in accordance with
TP-201.1B.

standing loss control
the control of vapors from ASTs when no Phase | or Phase Il gasoline
transfers are occurring. :

| submerged fillpipe
any fillpipe which has its discharge opening entirely submerged when the
liquid level is six inches above the bottom of the tank.

when referring to a tank which is loaded from the side; any fillpipe which has
its discharge opening entirely submerged when the thId level is 18 inches
above the bottom of the tank.

superseded certification
an Executive Order (EO) that has been replaced by a revised version of the

Executive Order that reflects changes in the vapor recovery equipment or
system.

summer fuel
fuel that is required to comply with the reqmrements of title 13, California
Code of Regulations, section 2262 4. :

temperature attenuation
a standing loss coritrol for aboveground storage tanks that controls the
effects of diurnal ambient temperature or solar radiation on fuel surface
temperature.

test procedures :
specify equipment and techmques for determmlng the performance and
compliance status of vapor recovery systems relative to certified performance
standards and associated certified performance specifications.

terminal ' :
a primary dxstrlbutlon facility for the loading of cargo tanks that deliver
gasoline to bulk plants, service stations and other distribution points; and
where delivery to the facility storage tanks is by other than by ¢argo tank.

terminated certification
status of ceriification of any systems or any system components certified under
performance standards in effect prior to the adoption of revised standards and
installed prior to the operative date of the revised standards.

- January 9, 2013 May-2-2008
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top off
~the attempt to dispense gasol:ne to a motor vehicle or utility eqUIpment fuel fank
after the dispensing nozzle primary shutoff mechanism has engaged. Thefilling
of a class of vehicle tanks which, because of the configuration of the fill pipe,
cause premature activation of the primary shutoff, shall not be considered .
topping off.

transition flow
the flow rate at which a transition occurs in the slope of the' plot of flow rate
versus pressure for a valve {ested per TP-201.2B.

ullage ‘

the empty volume of any container. For example, the ullage of a tank
designed primarily for containing liquid is the volume of the tank minus the -
volume of the liquid.

underground sforage tank
- any one or combination of tanks, mcludmg plpes connected thereto which is
used for the storage of gasoline, which is substantially or totally beneath the
surface of the ground and does not have an emergency vent.

‘unihose dispenser o
- a multi-product dispenser that has on!y one hose and nozzle per dlspenser
31de :

vapor guard (see mini-boot)

vapor leak
a vapor leak measured as greater than 10,000 parts per million on a methane
calibrated gas detector, measured at a minimum distance of one centimeter
from the source in accordance with EPA Reference Method 21, compliance
with the static pressure integrity requirements as determined by TP-201.3,
bagging of individual components, or the presence of bubbles using a liquid
leak detector solution.

‘vapor recovery system -
a vapor gathering system capable of collecting the hydrocarbon vapors and
gases discharged and a vapor disposal system capabie of processing such
hydrocarbon vapors and gases so as to prevent their emission into the
atmosphere, with all tank gauging and sampling devices gastlght except
when gauging or sampling is taking place.

vapor recovery system for gasoline dlspensing facility (GDF)
all equipment used at a GDF to recover, contain, and transfer gasoline
vapors generated by refueling vehicle tanks, gasoline storage tanks, and
portable fuel containers, including, but not limited to, dispensing equipment,

California Air Resources Board _ B Januau 9, 2013 May2.-2008
D-200, Page 12 )



couplers, fittings, processors, controt boards, gauges, and monitors.

vent :
any plumbing whlch conveys an alrlvapor mixture from a vapor recovery
system to the atmosphere.

winter fuel
fuel that is not reqwred o comply w:th the regulatlons that are appllcable to
© summer fuel.

3 ACRONYMS
actual cubic feet (see CF, CFH, and CFM) at sampling conditions.

APCD
one of California's Air Pollution Control Disiricts.

AQMD ' o ' _
one of California's Air Quality Management Disfricts.

A/L Ratio or A/L
air to liquid ratio.

ARB
Air Resources Board.

ARB Executive Officer or Executive Officer
the Executive Officer of the ARB or his or her authorized representatlve or
designate.

AST
aboveground storage tank. -

CARB
California Air Resources Board.

CCR

California Code of Regulations.
CF

cubic feet.
CFR .

Code of Federal Regulations.

California Air Resources Board : January 9, 2013 May-2,20068
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CT# | .
cargo tank number issued by the Executive Officer.

CFH
cubic feet per hour.

CFM
cubic feet per minute.

DMS ' B
California Department of Food and Agnculture Dzws;on of Measurement
Standards.

DOSH - -
California Department.of Industrial Relatlons D|v1310n of Occupatlonal Safety
and Health.

Eng Eval. :
engineering evaluat:on
" EC _ .
‘Executive Order.

FID
flame ionization detector.

GC/FID
gas chromatograph with ﬂame ionization detector.

‘-GDF
gasoline dispensing facility.

H&SC
California Health and Safety Code.

D
inside diameter.

1D#
identification number.

1SD
In-Station Diagnostics.

California Air Resources Board  January 9. 2013 May-2,-2008
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LDS
leak detection solution.

LEL
lower explosive limit.

LPM
liters per minute.

mmHg .
millimeters of mercury (unit of pressure).

MPD
multi-product dispenser.

N2
hitrogen gas.

NDIR
non-dispersive infrared.

NEMA
Naiional Electrical Manufacturers Association

NIST _
National Institute of Standards and Technology.

NPT
National pipe threads

ORVR :
onboard refueling vapor recovery.

PV or P/V Valve
pressure/vacuum relief vent valve.

QA/QC ,
quality assurance/quality control

SFM
California State Fire Marshal.

Sec.
section.
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- SLC
Standing Loss Control

Speb. )
specification.

- Std. -
standard.

SWRCB
State Water Resources Control Board,
. UST |
' underground storage tank.

VRED | -
vapor recovery equipment defect.

WC R _
water column (unit of pressure normally expressed in inches).
WCy , | , |
- water column, gauge (unit of pressure normally expressed in inches).
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California Environmental Protection Agency
Air Resources Board

Vapor Recovery Test Procedure
o TP2014

Volumetric Efficiency of Phase | Vapor Recovery Systems:

‘Definitions commeon to all certification and test procedures are in:

D-200 Definitions for Vapor Recovery Procedures

For the purpose of this procedure, the term "ARB” or "CARB" refers to the State-ef California Air
Resources Board, and the term "Executive Officer" refers to the CARB Executive Officer, or his
or her authorized representative or designate.

1.

PURPOSE AND APPLICABILITY

The purpose of this procedure is to quantify the transfer efficiency when a bulk gasoline
delivery between a cargo tank and underground storage tank is made. This procedure is
used to determine compliance with Phase | performance standard specified in Certification
Procedure 201 (CP-201).

PRINCIPLE AND SUMMARY OF TEST PROCEDURE

During a gasoline delivery, the cargo tank and gasoline dispensing facility (GDF) are
instrumented with test equipment in order to determine the amount of vapor returned to
the cargo tank and the amount of vapor discharged through the GDF vent pipe. From
these parameters the Phase | volumetric efficiency is determined. This procedure
provides for determining efficiency by way of either direct measurement or calculation.

If a Phase | system fails fo meet the volumetric efficiency as required by CP-201, the
cargo tank shall be tested for compliance with the daily standards established for cargo
tanks as specified in CP-204 to determing if the failure can be attributed to the cargo tank.

BIASES AND INTERFERENCES

3.1  Any vapor leaks exceeding 100% of the Lower Explosive Limit (LEL) during the
gasoline bulk delivery precludes the use of this method.

3.2 Gasoline cargo tanks exceeding the aliowable daily p'res’sure—de'cay stahdards as
defined in CP-204 preciude the use of this method.

3.3 The presence of vapor leaks in the GDF, greater than the allowable leak decay limits
specified in Section 3.2 of CP-201 preclude use of this method.
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3.4 Unusually large cargo tank headspace volumes may cause low volumetric efﬂcxency

under certain conditions. Conversely, unusually small cargo tank headspace
volumes may result in unusually high efficiency. During the Certification Process for
a Phase | system, the cargo tank headspace volumes should be between 3.0 and

-10.0 percent of the total cargo tank capacity prior to the delivery.

4. SENSITIVITY, PRECISION AND RANGE

4.1

a2

43

4.4

45

4.6

Mechanical Pressure Gauge. The minimum readability shall be 1.00 inches H;O
with a maximum full-scale range of 30 inches H,O and minimum accuracy of three
percent of full scale. Pressure gauges with a higher resolution and higher accuracy
may be deemed acceptable with prior approval by the Executive Officer.

Electronic Pressure Gauge. The maximum full-scale range of the device shall not
exceed 20 inches H;O with minimum sensitivity of 1.00 inches H,O and minimum
accuracy of 0.5 percent of full scale. Electronic pressure gauges shall be callbrated
as descnbed in Sect!on 5 of thls procedure.

Vo]ume Meter; Vapor Return. Minimum full-scale range shall be 5,000 CFH with a
-maximum rated back pressure less than 1.10in H;O.. The meter shall have an

internal diameter of 3 inches, equal to that of a cargo tank vapor return hose.

Volume Meter, Vent Pipe. Minimufn fuli-scéle range shall be 800 CFH with a

maximum rated back pressure less than 0.26'in H,O. The meter shall have an

internal diameter of 2 inches, equal to that of a GDF vent pipe.
Temperature. Maximum range of 0 to 150°F and accurate to within 2°F.

Barometric Pressure. Minimum accuracy of .08 inches of mercury (1.0 |nch H.O or
2.7 millibar).

s

5. EQUIPMENT

5.1

52

5.3

Vapor Return Meter(s). Use a volume meter with minimum specifications described
in Section 4 to measure the amount of vapor returned to the cargo tank from the-
underground storage tank. The meter shall be equipped with a pressure gauge and
temperature device as described in Section 4 on the inlet side. The meter shali be
connected to the GDF in a fashion as to maintain intrinsic safety, see Figure 3.

Vent Pipe Meter. Use a volume meter with minimum specifications described in
Section 4 to measure the amount of vapor discharged through the vent pipe(s). The
meter shall be equipped with a pressure gauge and temperature device as described
in Section 4 on the inlet side. The meter shall be connected to the GDF in a fashion
as to maintain intrinsic safety, see Figure 3.

Cargo Tank Back Pressure Assembly. When testing Phase | efficiency without the
use of volume meters, use OPW® 833-F and 633-D couplers, or equivatent, as
shown in Figure 1. The assembly shall be equipped with a pressure gauge capable
of measuring up to 30 inches H,O back pressure at the gasoline cargo tank vapor '
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- 5.4

55

5.6

5.7

5.8

- 6.1

6.2

6.3

6.4

6.5

couplér. Temperature may be measured at this point as an alternate to orin .
addition to 5.1.

Storage Tank Pressure Assembly. When testing Phase | efficiency with the cargo
tank back pressure assembly and the test facility usés a two point Phase | system
with storage tanks manifolded underground, use OPW® 634-B cap(s) or equwalent
equipped with a pressure gauge and center probe as shown in Figure 2

Combustible Gas Detector. Use a Bacharach Instrument Company Model
0023-7356®, or equivalent, to quantify any vapor leaks occurring during the gasocline
bulk drop .

Barometer. Use a mercury, aneroid, or equivalent barometer with minimum
specifications described in Section 4 to measure the barometric pressure during
testing. The result shall be used to correct the volume of vapor returned or
discharged.

Temperature. Use a minimum of three thermometers, Thermocouplesm., or
equivalent, to measure the vapor temperature at each meter. The results shall be
used to correct the volume of vapor returned or discharged.

Stopwaich. Use a stopwatch accurate to within 0.1 seconds fo time the‘delivery rate.

PRE-TEST PROCEDURES

The volume meter(s) shall be proofed against a standard reference meter prior to its
initial use in the field or at intervals not to exceed 180 days. Calibration shall be
performed at a minimum of three flowrates representing 25, 50 and 75 percent of
rated capaclty An official statement of proofing is required. -

The GDF shaIE be pre-tested for leak integrity as described in TP-201.3 at least 24
hours prior, and no longer than 7-days before testing. If a manifold is to be used at .,
the vent pipe, the manifold shall be installed prior to conducting leak integrity testing.

No product dispensing shall occur for a minimum of 30 minutes prior fo testingf

Taking caution to avoid venting the storage tanks, connect the vent pipe meter(s) to
the appropriate storage tank vent pipe(s) with the inlet side attached to the vent pips.
Use a metal ball valve if required o avoid venting. Attach the PV valve(s) io the
outlet side of the meter(s) using a threaded nipple or equivalent. A temporary
manifold may be constructed of steel where all vent pipes are connected to a single
outlet and a singié meter i Is instailed.

Taking caution to avoid venting the storage tanks, connect the vapor return meter(s)
to the appropriate Phase [ vapor connection(s) using metal fittings in order to
maintain intrinsic safety. Use a metal vapor poppet if required to avoid venting.

.Connect the cargo tank vapor return hose to the outlet side of the meter. The meter

will be in line between the Phase | connection and the cargo tank vapor return hose.
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6.6 With no product dispensing, record the product grade, tank capacity, tank
temperature and ambient conditions on the data sheet where. provided.

6.7 If used, connect the Cargo Tank Back Pressure Assembly to the vapor coupler on
the cargo tank. This assembly will be in line with the cargo tank vapor recovery
hose. If the cargo tank vapor coupler is eqt.upped with a poppet use a pressure
assembly with center probe. S .

6.8 If the cargo tank back pressure assembly is being used, install a Storage Tank
Pressure Assembly on each Phase | vapor connection of those tanks not receiving
.product. During each bulk drop, record the maximum pressure in those tanks.

6.9 Record the product quantities to be delivered during each bulk drop Also record the
cargo tank CARB decal number and delivery company name on the data sheet
where provided. oo :

6.10- Stabilization. Open the c.orresponding cargo tank internal vapor vatve(s) pripr to
delivering product. Once the vapor valve(s) is opened, wait a period of at least
1-minute 1o allow for pressure stabilization between the UST and cargo tank.

7. TESTING

_‘:7._1 - Record the stablllzed vapor return and vent plpe meter readlng(s) on the data sheet
o where provided. - . -

7.2 Start the gasoline bulk drop. Using the stopwatch, time each gasoline drop to
determine the delivery rate for each compartment.

7.3 At minimum, record the following parameters for each gasoline bulk drop:
7.3.1 "Initial and final meter readings for each vapor return meter
7.3.2 Average vapor return pressure
7.3.3 Average vapor return temperature

7.4 Repeat Sections 7.1 through 7.3 for each gasoline delivery. For deliveries using
different Phase | connections (i.e., different storage tanks), relocate the vapor return
meter(s) to the appropriate storage as specified in Section 6.7. :

7.5 At co_nclusien of all gasoline deliveries, ensure that each of the cargo tank internal
vapor valve is closed prior to disconnecting. Disconnect the vapor return meter(s)
from the storage tank(s) taking care to avoid venting pressure. Disconnect the vapor
return hose from the oufiet side of the vapor refurn meter.

7.6 Continue to monitor the vent pipe meter for a minimum of 15 minutes. If the UST

~ pressure is less than 1.00 inches H0, testing may be concluded. Inthe event that
the station UST pressure is greater than 1.00 inches H,O, continue to monitor the
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vent pipe meter for an additional 45 minutes (1-hour total). These measurements are
to be included in the Phase | efficiency calculation.

8. POST TEST PROCEDURES.

8.1

8.2

83

8.4

8.5

8.6

9. CALCULATING RESULTS

9.1

At conclusion of the bulk delivery, ensure that each of the cargo tank mternal vapor
valves is closed prior to removing connections. -

Remove the Cargo Tank Back Pressure Assembly, if used, from the cargo tank
vapor return coupler

Remove the Storage Tank Pressure Assemb1y, if used, from each storage tank
where installed. : _

Remove the temporary manifold {if constructed) and discpnnect all instrumentation
from the vent pipe area. Replace the PV valve(s) on the vent pipe(s).

Verify the quantity of gasoline delivered to each storage tank using the fac:lllty tank

- gauge monitor or thh use of a tank gauging stick.

The static pressure integrity of the vapor recovery system shall be verified as
described in TP 201.3 as soon as possible, but not more than 48 hours, after the
completion of this test. Failure of the static pressure infegrity fest shall invalidate the
TP-201.1 test results uniess the Executive Officer determines that the integrity failure
did not resuli in any significant unmeasured emissions.

" o
. *

The measured volume of vapor passed through the vapor return to the cargo tank
and vent pipe shall be corrected to standard conditions as foIIo_ws:

Ve — (Vi)(528)JPb + Ah/13.6 ] Equation 9.1. ..
(Tvi)29.92)
Where: o
" Veor =  Volume of vapor, corrected to 68°F (528°R) and 29.92" Hg
Pb =  Barometric Pressure, inches Hg
Wi = Uncorrected volume of vapor (raw meter reading)
Tvi =  Average or venting temperature at vent meter, °R
Ah =.. Average or venting pressure at vent meter, inches HZO
- 138 = Inches of water per inch of mercury
528 =  Standard ambient terperature, 68°F converted to degrees Rankine

_ 9.2 If a cargotank back pressure assembly was used to conduct testing, the volume of
- vapor returmned to the cargo tank shall be calculaied to standard condltlons as
follows: ,
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(O.1337)(Gt{528(]3b+-9£j}
13.6

Vi= (Tt)(2992) . ol Equation 9.2
~ Where:
Vi = Calculated volume of vapor returned to cargo tank corrected to 68°F
Co 7 (528°R) and 29.92" Hg '
Gy =  Volume of gasoline delivered, galions
Ah = Final gauge pressure at cargo tank, in. H.0O
T, = Average temperature of vapor returned to cargo tank, °R
Py = Barometric pressure, inches Hg '
136 = Inches of water per inch of mercury o
528 = Standard amblent temperature, 68°F converted fo degrees Rankme

93 - The collection efficiency shall be calculate_d as fQIIow_s:

| v v 3 e |
E= (1 00{ Vreturned vent} e Equation 93
S Vreturned : ' o o '
Where:
E = Phase [ Volumetric Efficiency, percent

Vietwmed = Vapor Return: From 9.1(Vo; ) OF 9.2(Vt)
Vyent Corrected Vent Pipe Discharge: From 9.1(Veor)

10. REPORTING RESULTS

10.1 Results shall be reported as shown on the data sheets where provided. Districts
may require the use of alternate data sheets provided they include, at minimum, the
same parameters identified on Form 1.

" 11. ALTERNATE PROCEDURES

11.1 This procedure shall be conducted as specified. Modifications to this test procedure
shall not be used to determine compliance unless prior written approval has been
obtained from the ARB Executive Officer, pursuant to Section 14 of Certification
Procedure CP-201.
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Test Date:

Facility Name: . . .

FORM 1
ARB TP-201.1

. -.Observations By:

Address:

System Description:

Time: Ambient Temp: deg F Barometric: Hpa
Windi " mph © Altitude: SR - Other:

Cargo Tank Company:

Cargo Tank Decal #(s):  Truck: Trailer:

Compartment #1

Pre-Delivery Observations .

DeIiVery Qbéefvations -

Tank Orientation:.

Initial UST Product Temerature: deg F Delivered Product'Temperature: deg F
UST Size: gal . Avg Vapor Reiurn Pressure: inwWce
Amount To Deliver (BOL): . gal Avg Vapor Return Temp: deg F
Grade: Loading Temp (BOL): ' ' Fuel RVP (BOL):
Initial Meter Reading: ft*3 Final Meter Reading: . ft"3
Compartment #2 : - .
Pre-Delivery Observations Deiivery Observations
" Tank Orientation;
Initial UST Product Temerature: deg F Delivered Product Temperature: . : "deg F
UST Size: _ gal . Avg Vapor Return Pressure: inWeC
‘Amount To Deliver (BOL): _gal Avg Vapor Return Temp: deg F
Grade: Loading Temp (BOL): Fuel RVP (BOL):
Initial Meter Reading: fth3 ~ Final Meter Reading: ft*3
Compartment #3
Pre-Delivery Observations Déelivery Observations
. Tank Crientation:
Initial UST Product Temerature: deg F Delivered Product Temperature: deg F
UST Size: gal Avg Vapor Return Pressure: inNWC

California Afr Resources Board
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Compartment #4

Pre-Delivery Observations

Initial UST Product Temerature: deg F’
UST Size: gal
Amount To Deiiver (BOL): gal
Grade: ' Loading Temp (BOL):
initial Meter Reading: ' ftA3
Compartment #5
~ Pre-Delivery Observations
Initial UST Product Temerature: degF
UST Size: gal
Amount To Deliver (BOL): gal
Grade: Loading Temp (BOL):
initial Meter Reading: - A3
Vent Pipe Discharge
Delivery Observations
[nitial Vent Pressure: inWC
Initial Vent Temperature: deg F
Initial Meter Reading: ft*3
Stack Venting Pressure: inWC
Stack Venting Temperature: deg F

California Air Resourcas.Board

Delivery Observations

- Tank Orientation:-

Deliverad Product Temperature: deg F
Avg Vapor Return Pressure: inWC
Avg Vapor Return Temp: deg F
Fuel RVP {BOL):
" Final Meter Reading: th3
- Delivery Observations’
Tank Orientation:
De'!i:véred Product Temperature: deg F
o Avg Vapor Return Pressure: inWC
Avg Vapor Return Temp: deg F
Fuel RVP (BOL):
... Final Meter Reading: A3
Post Delivery Observations
Post Observation Time:
Remarks:
Final Vent Pressure: inwWC
Final Vent Temperature: deg F
Final Meter Reading:

ftA3

July 28, 2012 Oetober &, 2003
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Figure 1 - Cargo Tank Back Pressure Assembly
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Figure 3 - Vent Pipe and Vapor Return Meter Arrangement
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Figure 4 - Example of A Steel Vent Pipe Manifold
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California Environmental Protection Agency
Air Resources Board

Vapor Recovery Test Procedure
TP-201.2

Efficiency and Emission Factor for Phase Il Systems

Definitions common to all certification and test procedures are in:
D-200 Definitions for Vapor Recovery Procedures

For the purpose of this procedure, the term "CARB” or “ARB " refers to the State-of
California Air Resources Board, and the term "ARB-Executive Ofiicer" refers to the ARB
Executive Officer efthe-ARE-or his or her authorized representative or designate.

1.  PURPOSE AND APPLICABILITY

The purpose of this procedure is to quantify the representative Phase il vapor recovery
mass efficiency and/or mass emission factor, during the ARB Cettification Process for
Phase Il vapor recovery systems at gasoline dispensing facilities (GDF). It is applicabie
to the determination of compliance with the Phase il performance standards for the
maximum allowable mass emission factor and the minimum required vapor recovery
mass efficiency as defined in the Ceriification Procedures (CP-201_and CP-206).

2.  PRINCIPLE AND SUMMARY OF TEST PROCEDURE

While fueling 100200 vehicles, the vapor recovery mass efficiency and/or mass
emission factor is determined by direct measurement of the mass of hydrocarbons at
the following test point locations: (1) emitted at nozzle/vehicle interface, (2) returned
through the vapor passage of the hose, (3) emitied from the pressure/vacuum (P/V)
valve(s) on the underground storage tank (UST) vent pipe(s), (4) emitted from the assist
processor (4inet and 4ouyer), if applicable, and (5) emitted as pressure related fugitives,
as determined using TP-201.2F (see Figure 1). Using the results of the direct
hydrocarbon measurements, both the Phase |l mass efficiency (in units of percent by
weight) and mass emission factor {in units of pounds of hydrocarbon emissions per
1,000 gallons dispensed) may be calculated.

3. BIASES AND INTERFERENCES

3.1 Failure to test a vehicle matrix representing the vehicle population in the State
of California may bias the test toward either compliance or noncompliance.

~ This bias is removed by requiring that the testing be based on the most recent
- representative vehicle matrix, as determined by TP-201.2A. o

California Air Resources Board July 26, 2012 M&y%,—%@@g
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3.2

3.3

3.4

3.5

36

Vehicles which do not conform to ARB specifications for fillpipes and
openings of motor vehicle fuel tanks, title 13 CCR, section 2235 shall be
excluded from the test matrix.

Vehlcle fuel tanks that demonstrate a leak rate greater than 0.01 cfm at
0.5"WC shall be excluded. ORVR vehicles are exempt from this requirement.
Other exceptions may be approved by the Executive Officer if the vehicle
matrix required by TP-201.2A ¢annot otherwise be filled.

Vehicles failing the sleeve leak check requirement shall be excluded.

Vehicle fueling eprsodes during which less than SiX gallons of gasollne are
dlspensed shall be excluded.

Vehicle fueling eplsodes in Wthh the nozzle sleeve s contamlnated with-

liquid gasoline as a result of inappropriate action such as topping off or
depressing the nozzle trigger when the nozzle is not properly mserted in the

— vehicle fill-pipe shall be excluded. .

41

4.2

This procedure can generate emission factors in the range of 0.00 to greater
than 15.0 Ibs/1000 gallons and efficiencies in the range of 0% to 100%.

The maximum emission factor error is caiculated to be 13% The maximum
efficiency error is calculated to be 1.0%.

5 EQUIPMENT

Alternatives to the required equipment shall only be used subject to prior written
approval by the ARB Executive Officer.

51

Hydrocarbon (HC) Analyzer(s). Dependlng on the test point location of the
HC measurement, the HC analyzer shall be capable of continuously
measuring HC concentrations as follows:

5.1.1 100 ppm to 80 percent by volume using propane as a calibration gas,
: or 75 ppm to 60 percent by volume using butane as a calibrafion gas.

5.1.2 Analyzers at test points 1, 3 and 4.ute: shall use gither a destructive
detection principle, such as a flame ionization detector (FID) or a non-
destructive detection principle, such as non-dispersive infrared
(NDIR). The-analyzer at test points 2 and 4inet Shall use a non-
destructive detection principle, such as non-dispersive infrared (NDIR).
A sufficient number of hydrocarbon analyzers shall be used to provide
for simultaneous, and continuous, measurements at all applicable test
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=

points. The Executive Officer may allow other measurement methods
-if it is determined that equivalent results can be obtained.

5.1.3

Hydrocarbon Calibration Gases. Cylinders of certified, or NIST

traceable, calibration gases using propane (or butane) in nitrogen
capable of providing calibration for the analyzer ranges recommended

iin Table 5-1.
Table 5-1 .
Recommended Continuous Analyzer Concentration Ranges
Test Point. — HC | .' Usable Concentration
(Fig.1) Measurement Ranges ' Range
3 . 0 t01,000 ppm 100 to 950 ppm
‘ 0 to 5,000 ppm 500 to 4,750 ppm
1 FID or NDIR 010 1.0% 1,000 ppm to 9,500 ppm
' 010 5.0% 5,000 ppm to 4.75%
0 1o 10.0% 1.0% to 9.5%
2 NDIR  01050.0%  5.0% to 47.5%
0 to 1,000 ppm 100 to 950 ppm-
0 to 5,000 ppm 500 to 4,750 ppm
0to 1.0% 1,000 to 9,500 ppm
3 FID_or NDIR 0 to 5.0% 5,000 ppm to 4.75%
010 10.0% 1.0% t0 9.5%
, . 01050.0% 5% to 48%
" 010 10.0% 1% t0 9.5%
Ainlet NDIR 0 to 50.0% 5% to 47.5%
0 to10 ppm 1.0 to 9.5ppm’
_ 0 to 100 ppm 10 to 85 ppm
: - ' 0 to 1,000 ppm 100 to 950 ppm
Aoutet FID_or NDIR 0 to 5,000 ppm 500 to 4,750 ppm
0to 1.0% 1,000 to 9,500 ppm
010 5.0% 5,000 ppm to 4.75%
L0 and CO-
Measurements for : . Usable Concentration
Destructive Ranges Range
Processor _ :
C: —— NDIRCO .0 10 500 ppm (CO) 50 to 475 ppm (CO)
5,000 ppm to 4.75%
- : 0 to 5.0% (COy) -
4outlet NDI RGQ‘Z 3, .(.CQE).
‘ 0t010.0% (CQ2) | 4 9o 16 9.5% (CO,)

Each range requires three calibration gases: =

(1) High-Range Gas: Concentration between 80 and 100% of range.
(2) Mid-Range Gas: Concentration between 40 and 60% of range.

California Air Resources Board

.TP-201.2, Page 3

July 26, 2012 May-2-2008




(3) Zero Gas: Nitrogen with a hydrocarbon concentratlon less than
0.25% of range.

5.1.4 Gas Dilution System. A gas dilution system which meets the
requirements of EPA Method 205, Verification of Gas Dilution Systems
for Field instrument Calibrations, CFR 40, Part 51, Appendix M, may '
be used to provide low-level calibration gases from a high- Jevel”
calibration gas. The calibration gas used with a gas dilution system )
shall be an EPA Protocol gas. A gas dilution system which meets the
requirements of EPA Method 205 may be used for all analyzer -
calibrations and samphng system bias checks. If a dlluter is used |t
must be included in the calibration of the analyzer(s). '

5.1.5 Sample lines. Constructed of Teflon or other material tha’t does not.
absorb or otherwise alter the sample gas. .

5.1.6 Additional Analyzers for Systems with Vapor Processors: If processor
exhaust flowrate is to be determined by USEPA Method 2B 40 CFR,
Part 60, App.A, then the following additional analyzers are needed for
Test Point 4outiet. - .

5.1.6.1 Carbon Monoxide (CO) analyzer: As specified in ARB
_ ' Method 100, title 17, CCR, section 94114, or USEPA -
Method 10, “Determination of Carbon Monoxide Emissions
- From Stationary Sources”, 40 CFR Part 60, App. A.

5.1.6.2 Carbon Dioxide (CO,) analyzer: As specified in ARB Method:
100 or USEPA Method 3A, “Determination of Oxygen and
Carbon Dioxide Concentrations in Emissions from Stationary
Sources (Instrumental Analyzer Procedure)’, 40 CFR Part
60, App. A.

5 2 Data Acquisition System/Data Recorder: Provide a permanent record of
hydrocarbon analyzer data using a strip chart recorder. A dataiogger or
another electronic data acquisition is also recommended. Data shall be

_collected at intervals not to exceed one second. Any electronic data
acquisition system must be capable of integration at a ten-second interval.
The strip chart, as well as the data acqmsmon system, must have a resolution
of 0.5 percent of the analyzer range. '

5.3 Volumetric Flow Rate Meters. Recommended volume meter ranges for each
test point are shown in Table 5-2.

California Air Resources Board . July 26, 2012 May-2-2008
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Table 5-2
Volume Meter Specifications

1 Test Point | Typical Range Measured (¢fm) | Recommended Meter Range {(cth)
1 ‘ 2105 0 to 800
2 051014 : 0 to 800
3 Vent sleeve sweep: 2 to 20 0 to 800
Vent:0tob 0 to 800
 Ainiet System specific - Determined during evaluation
Boutiet System specific Determined during evaluation

The volume meters are positive displacement or turbine meters that meet the
following requirements:

5.3.1 Back pPressure iLimits (BPL):

- (a) Meters with a manufacturer specified maximum flow rating of
greater than 1000 CFH shall demonstrate BPL < 1.10 inches WC at
a flow rate of 3,000 CFH or the maximum flow rating specified by
the manufacturer, whichever is less and BPL < 0.05 inches WC at a
flow rate of 30 CFH.

(b) Meters with a manufacturer specified maximum flow rating of less
~ than 1000 CFH shalt demonstrate BPL < 0.70 inches water column
at a flow rate of 800 CFH and BPL < 0.04 inches WC at a flowrate
of 16 CFH.

'~ 5.3.2 The error of the meter shall be less than 2% of the true volume over
the entire range of flow rates for which it will be used.

5.3.3 The meter shall be equipped with taps to accommodate the following
as applicable for the specific Test Point: :

(a) Inlet side: thermocouple with a range of 0 to 200 deg F.
(b} Inlet side: concentration sampllng and pressure measurement

{c) Inlet and outiet sides: differential pressure gauge with a full-scale
range of less than or equal to four times the backpressure limit.

5.3.4 Pressure Measurement Devices for Volume Meters
Transducers, liguid manometers, Magnahelic gauges or equivalent

with a design range suitable for the pressure being measured (see
Section 5.3.1). The error of the pressure measuring device shall not
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exceed 3% of the true pressure over the range of pressures to be
quantified. -

5.3.5 Temperature Measurement Device for Volume Meters

Thermdcouple or thermometer wifh a desigh range suitable for the
temperature being measured (see Section 5.3.3(a)). The error in the
temperature measurement shall not exceed 4 degrees Fahrenheit.

5.4 Vehicle Leak Check Equipment (see Flgure 2)

- 5.4.1 Fill pipe Interface: A piug which provides a seal at the ﬂll pipe outlet
equipped with two taps. One tap for pressurizing the fill pipe and
vehicle tank with nitrogen, the second tap for connection to a pressure
measurement devnce

'_5';‘4.2 FIow meter Approprlateiy S|zed for measurmg 0.01 cfm (283 mi/min}.

o :  543 Pressure Measurement Device: 'Transducer, hqmd manometer, .
o Magnehelic gauge or equivalent with range of 0.0 to 1.0 inch WC.

5.4.4 Pressurizing System: Nitrogen cylinder (commercial grade), two stage
: pressure regulator with gauges indicating cylinder pressure and supply
line pressure, a coarse control valve for regulating the pressure in the
supply line to the flow meter, a fine control valve for adjusting the flow
through the flow meter and a hose for supplying nitrogen to the vehicle
tank.

5.4.5 Fillpipe with Closed End: A stand-alone vehicle fill-pipe, at least 18
- inches in length, which has been closed off at one end. This fill-pipe is
used to check for leaks in the pressurizing apparatus. '

5.5 Nozzle Sleeve and Nozzle Sleeve Leak Check Equipment (see Figures 3
through 7}

5.5.1 Nozzle Sleeve: A sleeve fabricated using a material compatible with
California gasolines which captures the entire mass of gasoline vapors
emitted at the nozzle/vehicle interface. An example design for the
sleeve is shown in Figures 3 through 5.

Other designs may be used if demonstrated to produce less than 0.01
inches WC vacuum inside the sleeve at a sleeve sweep rate of five
cubic feet per minute (cfm) and receive prior approval by the Executive
Officer.
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5.5.2 Sleeve Tubing: The sample tubing shall be Teflon, or equivalent, and
as lightweight as practicai so that the behavior of the nozzle operator is
minimally affected by testing activities. The unanalyzed portion of
sample flow shall be safely discharged to the atmosphere.

5.5.3 Sleeve Sample Pump: Carbon vane, metal bellows or other p'ump
design which does not provide a source of or sink for hydrocarbon
vapors, capable of 5 ¢im.

5.5.4 lLeak check portable analyzer: A combustible gas detector that
complies with the requirements of USEPA Method 21, “Determination
of Volatile Organic Compounds Leaks”, 40 CFR Ch. 1 Part 60, App A
- ..0or.TP-204.3.

5.6 Vapor Return Line (Test Point 2). See Figures 8 to 11.

5.6.1 Liquid trap for volume meter: When the configuration of the vapor

~ return line allows if, a A transparent liquid trap shall be installed at

" the lowest point in the plumbing installed on the inlet side of the meter.
The liquid trap shall be designed and installed to allow for the removal
of any liquid gasoline after each refueling event. The quantity of liquid
gasoline shall be measured and recorded after each vehicle fueling.
The trap shall be designed to allow liguid removal with minimal effort or
tools. Ball valves shall be installed at the inlet to the liquid trap and at
the exhaust of the vapor return in order to isolate the meter if servicing
is required during the test. In cases where the configuration of the
vapor return line does not allow for the installation of a
transparent liquid trap as described in this section, transparent
tubing shall be used to connect the volume meter fo the fest

dispenser.

5.6.2 Test Manifold: Piping inserted between liquid trap and volume meter
with taps to allow measurement of temperature, pressure and
hydrocarbon concentration.

5.6.3 Isolation valves: Optionally, a Nennon-restrictive ball valvé of
appropriate size to allow removal of test apparatus at Test Pomt 2
during non-test intervals. :

5.6.4 In-line plumbing: Test apparatus piping shall be compatible with
gasoline and adaptable to various vapor line configurations to allow
total measurement of the vapor return line volume as well as routing

- and return of a portion of the vapor 1o the non-destructive hydrocarbon
analyzer.

5.6.5 Vapor return line sample pump: Carbon vane, metal bellows or other
pump design which does not provide a source or sink for HC vapors,
capable of 0.5 to 2 cfm.
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5 6. 6 Vehlcle Fuel Tank Temperature Probe. Apparatus for measuring
temperature of vapors in vehicle fuel tank, which consists of an
intrinsically safe thermocouple or thermometer on a nozzie spout so
that the temperature sensor is near the tip of the spout.

57 :“'Vént Sleeve Sampling Apparatus (Test Point 3): See Figure 12

. 5.7.1 A sleeve that captures the entire mass of gasoline emitted at the

-storage tank vent pipe(s). Other designs may be used if demonstrated
to produce less than 0.01"WC inside the sleeve and within one inch of
the outer surface of the tank vent or tank vent PV valve at a sleeve
sweep rate of 28 between gne (1) and two (2) ¢fm and receive prior
approval by the Executive Officer. Sleeves must be tested before use
in the field to validate the collection efficiency of the sleeve and
accuracy of the hydrocarbon mass calculation. Testing shall occur at
two flow rates as described below. CAUTION: Ensure that the exhaust
from the vent sleeve pump and vent sleeve analyzers are directed to a
safe location and that hazards associated with exposure to gasoline
and gasoline vapors are addressed. .

5.7.1.1  High flow rate (3-7 cfm). Bubble nitrogen through gasoline
filled impingers and then through a roots meter (equipped.
with meter temperature and pressure monitoring) at inlet of
simulated vent pipe discharging to the vent sleeve sampie
apparatus equipped with vent sleeve hydrocarbon analyzers.
Quantify HC concentration of flow from simulated vent line
by sampling at outlet of gasoline impingers with NDIR
analyzer with 0 to 80% range. Determine voiume of flow into
the simulated vent pipe and vent sleeve using a volume
meter installed at the simulated vent line inlet. The mass of
HC entering the vent sleeve must be +5% of the mass of HC
collected from the vent sleeve as determined by the vent
sleeve sampling apparatus volume, temperature, pressure
and HC concentration measurements and data recording
system and mass calculation algorithms.

5.7.1.2 Low flow rate (@200 mi/min). Run propane calibration gas

with a concentration of 10 to 20% by volume through a mass
flow controller (a bubble meter or precision rotameter with
sufficient accuracy is acceptable) and into the inlet of the

~ simulated vent pipe discharging to the vent sleeve sample
apparatus equipped with vent sleeve HC analyzers.
Determine the time that calibration gas was allowed to enter
the sleeve and calculate the mass of propane entering the
sleeve from the flow rate determined from the mass flow
controller and the known calibration gas concentration. The
mass of HC entering the vent sieeve must be +5% of the
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mass of HC collected from the vent sleeve sampling
apparatus volume, temperature, pressure and HC
concentration measurements and the data recording system
and mass calculation algorithms.

5.7.2 Sleeve Tubing: Teflon. Care should be taken that a representative
sample of the sieeve flow is routed to the analyzer. The unanalyzed
portion of sample flow shall be safely discharged to the atmosphere.

5.7.3 Sleeve Sampie Pump: Carbon vane, metal beliows or other pump
designs which do not provide a source of or sink for hydrocarbon
vapors, capabie of 2 to 20 cfm.

5.7.4 Ball Valve: Installed upstream of volume meter to allow closing off vent
pipe for testing purposes.

9.8 Vapor Processor (Test Point 4)

5.8.1 Processor inlet sample pump: Carbon vane, metal bellows or other
pump design which do not provide a source or sink for hydrocarbon
vapors, capable of 2 cfm during sampling. This equipment is only
required for vapor processors employing a destructive principle
such as thermal oxidation.

5.8.2 Processor outlet sample probe: Use eq'uiprﬁent specified in TP-201.1A.

5.9 Pressure Related Fugitive Emissions (Test Point 5). Use equipment specified
in TP-201.2F.

5.10 Ambient Temperature Measurement: Use a temperature measurement device
capable of measuring ambient temperature with a resolution of 2 deg F.

5.11 Ambient Pressure Measurement: Use a pressure measurement device
capable of measuring aimospheric pressure to within 2.5 mm Hg.

5.12 Gasoline Containers for RVP Samples: As specified in Section 2296 of title
13, CCR.

5.13 Stopwatich; Use a stopwatch accurate to within 0.2 seconds to measure the
dispensing rate.

5.14 Vehicle Fillpipe Check Equipment: A rod, level, protractor and clearance
gauge to determine compliance with the “Specifications for Fill Pipes and
Openings of Motor Vehicle Fuel Tanks”, title 13, CCR, section 2235.
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6. CALIBRATIONS

All measurement devices shall be calibrated as described be]ow A record of all
callbratlons shall be maintained.

6.1 ‘Analyzers: Calibration curves shall be produced no Ionger than six months .
before testing using ARB’s SOP 054, “Standard Operatlng Procedure for the
Muitilevel Calibrations of Pollutant Gas Analyzers Field cahbratlons durlng
testing shall be conducted as described in Section 8.1.1.

62 Calibration Gases:

_' 6.2.1 Certification. The calibration gases must be certlfled accordlng to one
of the following options: .

6.2.1.1 The EPA Traceability Protoco] for'Assay and Certification of
: Gaseous Calibration Standards (40 CFR Part 75, App. H), or

6.2.1.2 To an analytical accuracy of + 2% perbent, traceable to a
~ reference material approved by the National Institute of
Standards and Technology (NIST) and recertified annually.

6.2.2 Documentation. Information on calibration gas cylinders shall be
entered into a log identifying each cylinder by serial number. Sufficient
information shall be maintained fo aliow a determination of the
certification status of each calibration gas and shall include: (1) the
data put in service, (2) assay result, (3) the dates the assay was
performed, {4) the organization and specific personnel who performed
the assay, and (5) the date taken out of service. |

6.3 Volume Meters: All volume meter calibrations shall be NIST traceable.
Volume meters shall be calibrated on an annual basis against a bell type
spirometer at flow rates representing 1, 10, 30, 60, and 90% of the meter
capacity. The accuracy of the meter shall be 2% of the true volume
measured over the range of flow rates encountered in application of this test
procedure. Alternatively, the field volume meter may be calibrated against a
transfer meter. The transfer meter shall be calibrated against the bell type
spirometer or wet test meter and may not be used in the field as a working
meter. -

6.4 Pressure Measurement Devices: Calibrate pressure measurement devices
prior to and immediately following the test period with a static pressure
calibrator for five points over a range of — 10 to +10 inches water or
appropriate range of operation. The accuracy of the device shall be 5%.
Alternatively, pressure measurement devices may be calibrated in
accordance with manufacturer's specifications with a documentation of the
specifications and the calibrations in the certification test report. Pressure
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measurement devices used to determine fugitive emissions shall meet the
requrrements of TP-201.2F.

6.5 Temperature Measurement Devices: Temperature measurement devrces
shall be checked semi-annually using an ice bath, ambient air, and boiling
water. This accuracy check shall be conducted by comparison to a NIST
traceable measurement device.

7. PRE-TEST REQUIREMENTS

7.1 Vehicle Test Matrix. The matrix of vehicles fo be tested is defrned by
' - TP-201.2A. The test matrix must be approved by the ARB Executive Officer
before testing begins.

7.2 Ceriified Phase | System and Phase |l System Documentation. Verify that
- the test site has a cerlified Phase | system. Document the Phase | and
Phase !l system information on a form such as provided in Figure 13.

7.3 Pre-test Pressure Integrity Test. TP-201.3 shall be conducted preceding test
equrpment mstallatron Eirst—eheeleusillpressare—lt—at—a—vaequq—add—NQ—te

7.4 Equipment Set-up at Test Site. Select dispenser(s) to be tested and ensure
dispenser has valid Weights and Measures approvai seal (sticker). Set-up
equipment as described below. Use safety cones to divert vehicle traffic
during set-up, however, place sampling equipment so that test can be
conducted while fueling vehicles normally. Testing activities should be
conducted so that alterations to the system and facility are minimized

7. 4 1 Vehicle Leak Check Apparatus Assemble the Vehicie ieak check
equipment as shown in Figure 2. Conduct a leak check of the
sampling arrangement by pressurizing the apparatus to 1.0 inch WC
using the closed-off filipipe. Apparatus shall maintain 1.0 inch WC for
20 seconds.

- 7.4.2 Test Point 1 — Nozzle/Vehicle Interface: See Figure 1. Assemble the
nozzle sleeve sampling apparatus as shown in Figure 3.

7.4.3 Test Point 2 — Vapor Return Line: See Figure 1. Install the sampling
equipment as shown in Figures 8 through 10. The volume meter is
inserted into the vapor return line at the vapor hose or dispenser vapor
manifold connection to the vapor riser. Plumbing in the vapor return
line shoulid:
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(1) Minimize the length of the vapor return line between the nozzle and
the sampling point to reduce biases related to entry of
condensation from the vapor return line into the volume meter.

(2) Minimize the pressure drop for flow through added plumbing and
the volume meter. :

(3) Return the entire volume of ahy sample extracted from the vapor
- return line. ' '

7.4.3.1  Pressure Drop Check: Measure the backpressure from the
' nozzle to the sampling apparatus using TP-201.4. Then
‘connect the sampling apparatus and measure the
backpressure again. The backpressure added by the test
~equipment shall not increase the backpressure by more than
- 10%. Record the actual backpressure measurements.

7.4.3.2 Verify that the flowrate through the analyzer (using rotameter

. at analyzer inlet) and the pressure of the sampled vapors or
calibration gas in the analyzer (pressure gauge at analyzer
outlet) are identical both during sampling and caiibration.

7.4.4 Test Point 3 — Vent Pipe: See Figure 1. Assemble the vent sleeve and
sampling equipment as shown in Figures 12 through 13. All test sites
“are required to manifold their vent pipes to one P/V valve. Before
replacing the P/V valve, determine the positive and negative cracking
pressures as described in TP-201.2B. '

7.4.5 Test Point 4inet and 4outet - Vapor Processor: See Figure 1. Install
sampling equipment upstream and downstream of vapor processor.

7.4.5.1 Inlet to Vapor Processor: The vapor processor inlet sample
and temperature and pressure measurements must be taken
from a sample manifold attached to the inlet side of the
volume meter which has been inserted in the inlet line. The
installation of test equipment shall not interfere with the
normal operation of the vapor incinerator.- The total volume
of sample taken from the processor inlet for the purpose of
hydrocarbon concentration measurement must be returned,
unaitered to the sample manifold. Processor inlet
sampling is only required for vapor processors
employing a destructive principle such as thermal
oxidation.

7.45.1 Outlet of Vapor Processor. Sampling points at the processor
“ideally should be at least eight stack diameters downstream
and two stack diameters upstream of any flow disturbance.
If these criteria cannot be met without altering the stack, a
sampling point which is at least two stack diameters
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downstream and one diameter upstream of any flow
disturbance may be used. Sampling locations that do not
meet these minimum criteria must be approved in advance
of testing by the ARB Executive Officer. Hydrocarbon

. concentrations are measured at this test point for all vapor
processors. CO and CO; concentrations are also measured
for destructive processors if using USEPA Method 2B,
“Determination of Exhaust Gas Volume Flow Rate from
Gasoline Vapor Incinerators”, 40 CFR Part 60, App. A.

. 7.5 The certification engineering evaluation may have identified additional
~ parameters beyond those listed in TP-201.2 to be monitored during the test.
Verify that ali equipment needed to monitor any additional parameters is
calibrated and installed. Prepare additional data forms if necessary.

7.6 Post-Installation Facility Leak Test: After all test equipment is installed,

-~ conduct a pressure decay test in accordance with TP-201.3. The leak fest
shall occur at least 24 hours prior, and no longer than seven-days
before testing. Corrective action shall be taken as necessary until facility
meets TP-201.3 requirements.

7.7 Test Point 5 - Fugitive Emissions: See Figure 1. Determine fugitive emissions
as specified in TP-201.2F. o :

7.8 Sysiem Equilibration. After completing 7.6, wait at least 16 hours before data
collection. Take steps to ensure facility and system operations are minimally
disturbed by the test equipment in the period between equipment installation
and the start of the test.

7.9 Sampling System Bias Checks: Check sampling set-up by introducing a
known hydrocarbon concentration as close fo the sample point as
possible. If the difference between the analyzer field calibration and the
sample system bias check exceeds +5% of the range for the high-level
calibration gas, the system fails the bias check and corrective action
must be taken. Calculate bias using Equation 8.3. All sampling points
must pass the bias check before the test can proceed.

Bias={(c%c—b)}x100 :

where:
C. = analyzer response for calibration gas for field calibration
-Gy = analyzer response for calibration gas for sampling
' system bias check
".California Air Resources Board July 26, 2012 May-2-2008
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8.

R__ = analyzerrange

DAILY PRE-TEST PROCEDURES

8.1

Field Calibration

811

. 8.2

8.1.3

Hydrocarbon Analyzers: Follow manufacturer’s instructions concerning
warm-up time and adjustmentis. On each test day, prior to data
collection, zero the analyzer with a zero gas and span with known
concentrations of calibration gases at levels which are 40 to 60% and
80 to 100% of the concentration ranges to be used for the test.

Conduct the analyzer calibration error check by sequenti.aily
introducing the three calibration gases (high-range, mid-range and

. zero gas) and recording the analyzer response to each calibration gas.

Make no adjustments to the sampling/analysis system except those

" necessary to achieve the proper calibration gas flowrate. The analyzer

calibration error for any calibration gas shall not exceed +2 percent of
the range. If needed, take corrective actlon until acceptable
performance is achleved

Perform a leak check on the vacuum side of the assembly at the
maximum pump vacuum. Correct any leaks found and repeat the leak
check and correction procedure until no leak is detected.

| CO and CO» Anaiyzers Repeat instructions in 8.1.1 for CO and COz

analyzers if applicable.

Pressure Measurement Device: Prior to and immediately following
each day of testing, record the pressure measuring device(s) response
to the pressure generated by a static pressure calibrator at 0, 40, and
80% of the specified range of operation. If pressure differs more than
10%, recalibrate the device. Document instrument response before
and after adjustment.

Temperature Measurement Device. Check the accuracy of the
temperature measurement device(s) against an NIST traceable
mercury-glass thermometer at ambient temperature prior to and
immediately following each day of testing. If necessary, adjust the

- temperature read-out in accordance with manufacturer’s instructions.

Provide a copy of these instructions and document the instrument
response before and after adjustment in the test report.

Determination of Nozzle Sleeve Response Time. This determination can be
conducted once for Test Point 1. If the sampling apparatus erdispenser
location for Test Point 1 is changed, the response time determination shall be
repeated.
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8.2.1 Set the sample flow rate at 5 cfm. Lower flowrates may be used if
sleeve leak check requirements are met (see 9.4.4.2),

8.2.2 Introduce ambient air from a location removed from any potential
gasoline vapor source into the sleeve until the analyzer readlng has
stabilized at a Ievei at or near zero. .

8.2.3 Move the sleeve over an open hydrocarbon gas calibration
standard gaseline-containerorotherHGCsource that has been
demonstrated to produce vapor concentrations within the range of the
nozzle sleeve hydrocarbon analyzers. Measure the time interval from
the fime the sleeve was moved to the hydrocarbon gas calibration
standard vapersouree-to the time that 90% of the selected analyzer

range or final stable analyzer reading is observed. Perform this test
sequence 3 times, calculate the average and define the result as the
"nozzle sleeve response time".

84 8.3 initiate Test Documentation:

844 8.3.1 Photographs shall be taken at each test point to document the
equipment set-up. Any changes in configuration during the test shall
also be documented by photographs, along with the date and time of
the modification. A video demonstrating emission measurement during
a vehicle fueling as described in sections 9.1 to 9.4 is recommended.

842 8.3.2 Testers shall maintain a test log which shall consist of a narrative
documenting activities at the test site, such as Phase | fuelings,
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modifications to equipment and the reasons for testing decisions. The
tester shall update the test log at least twice a day.

85 84 4 RVP Sample: if required by the ARB Executive Offlcer collect gasoline
' samples of each grade as described in title 13, CCR, Section 2296.

9. 'TEST PROCEDURE

Cotlect data during refueling of vehicles as defined in the vehicle test matrlx as

described below. An example data sheet is given in Figure 15. The Executive

Officer shall conduct the fueling. Hydrocarbon emissions at test points 3 (vent)

and 4 (processor), if applicable, are to be monitored contlnuously (24 hours/day)
. throughout the duration of the test

9 1 ‘When a vehicle corresponding to a vacancy in the vehicle test matrlx arrives
at the instrumented dispenser, the tester shall explain that-a test is underway
and request that the consumer participate. If approval is obtained, proceed
as fo!Iows

9. 1 1 Determine if the vehicle is equipped with onboard refueling vapor
recovery (ORVR) by checking the emission label attached to the -

- vehicle’s hood (iitle 13, CCR, section 1965). Look for the “Evap
Family” code. If the fifth digit is an “R”, then the vehicle has ORVR. If
the fifth digit is an “E” or V", lt does not have ORVR. Record on data
sheet. - '

9.2 Install the nozzle sleeve on the nozzle at the instrumented dispenser as
shown in Figure 5. Check liquid irap and remove any liquid collected.
Record amount of liquid collected.

9.3 The vehicle fuel tank is checked for leaks using the apparatus shown in
Figure 2. ORVR vehicles are exempt from the leak check.

-9.3.1 Connect the fill-pipe interface to the vehicle fill pipe.

9.3.2 Open the main valve on the nitrogen cylinder. Use the two stage
regulator to adjust the supply line pressure and the coarse flow control
valve and the rotameter fine flow control valve to maintain. a stable
‘pressure reading of 0.5 inches WC in the vehicle fill-pipe. If 0.5 inches
WC cannot be maintained for 10 seconds, record an unacceptable
vehicle leak for the subject vehicle.

9.3.3 If the 0.5 inches WC can be maintained, determine the leak rate by
observing the rotameter reading for 10 seconds. Record the rotameter
reading. If a flow rate greater than 0.01 cfm (283 ml/min) was
observed on the rotameter, record an unacceptable vehicle leak for the
subject vehicle.
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-9.3.4 Disconnect the equipment from the vehicle fillpipe. Continue with the
test procedure only if the vehicle passed the leak check.

9.3.5 Measure vehicle fuel tank temperature using apparatus descnbed in
5.6.8. :

9.4 Vehicle Fueling with Nozzle Sleeve

9.4.1 If necessary, move sleeve to nozzle grade desired by customer. Turn
on the nozzle sleeve sampling pump. Record the initial volume meter
reading. Hydrocarbon concentration data collection for a dispensing
episode begins with the insertion of the nozzle into the vehicle.

9.4.2 The Executive Officer shalt conduct the fueling. The fueling shall be
conducted “hands off’ at the high clip rate with no top-offs. Fuel is
dispensed until the first nozzle shutoff after a minimum of six gallons is
dispensed.

- 9421 Start the stopwatch when the dispenser volume meter
begins to move. :

9.4.2.2 During the fueling, check that the sleeve is capturing
emissions effectively using the portable hydrocarbon
analyzer (see Figure 7). The sleeve flow rate must be high
enough to prevent the presence of hydrocarbon vapors at
concentrations greater than 10% of the LEL (2,100 ppm as
propane as determined by USEPA Method 21,
“Determination of Volatile Organic Compounds Leaks”, 40
CFR Ch.1, Part 60, App. A or TP-204.3) at the air inlet ports
near the top of the vent sleeve. If this concentration IS
exceeded, the data collected is invalid.

9.4.2.3 Stop the stopwatch when the dispenser volume meter stops
moving. Record the volume dispensed and time elapsed
- during dispensing. Invalidate data if volume dispensed is
less than six gallons and the dispensing flow rate is outside
the range of 6.0 to 10.0 gallons/minute. invalidate data if
- more than one premaiure shutoff occurs before a minimum
of six gallons is dispensed.

9.4.3 After termination of product dispensing, the Executive Officer shall turn
off the dispenser and remove the nozzle from the vehicle fill pipe to
minimize the chance of contaminating the nozzle sampling sleeve with
liquid gasoline. Document whether or not liquid gasoline is present in
the sleeve. Invalidate the results if liguid is present. The nozzle sleeve
shall be removed and the nozzle with-the-sleeve shali be hung on
the dispenser. Data shall continue to be collected from the termination
of dispensing until the nozzle sleeve hydrocarbon analyzer
concentration is less than 100 ppmyv as propane, or for a time

California Air Résoufces Board ‘ . July 26, 2012 May-2-2008
TP-201.2, Page 17



period of at least the nozzie sieeve response time determined in
~* Section 8.2, whichever is longer. Then the nozzle sleeve sample
pump is turned off - constituting the end of the dispensing episode.
- Record the final volume meter reading.

9 5 Vehicle Filipipe Check: Verify that the vehicle meets the vehicle fillpipe
specifications using the apparatus described in Section 5.14. invalidate the
data if fillpipe specifications are not met.

9.6 Repeat test sequence in Sections 9.1 through 9.5 untii vehicle matrix is filled
or until end of {est day.

9.7 Phase | Deliveries: All Phase | deliveries occurring after Section 7.2 shall be
observed by the Executive Officer. :

: 9,7.1- 'AI! Phase | delsver:es must be cohdueted by cargo' tanks Whieh‘have-
been certified by ARB. ARB certification shall be verified by obtaining
a copy _of the cargo tank vapor recovery application.

9.7.2 The Phase ! vapor recovery system shall be operated during product

' " deliveries so as to minimize the loss of vapors from the facility storage
tank which may be under pressure. Provided it is not in conflict with |
‘established safety procedures, this shall be accomphshed inthe
-following manner: : :

9.7.2.1 The Phase | vapor return hose is connected to the delivery
tank and to the delivery elbow before the elbow is connected
fo the facility storage tank;

9.7.2.2 The delivery tank is opened only after all vapor connections
have been made, and is closed before disconnection of any
vapor return hoses; and

9.7.2.3 The vapor return hose is disconnected from the facility
- storage tank before it is disconnected from the delivery tank.

9.7.2.4 Phase | deliveries shall be accomplished so as to ‘ensure
that there is at least one vapor connection between the
cargo tank compartment headspace and the storage tank
associated with the product delivery. There shall be no more
than two product hoses used with one vapor hose
connécted, and no more than three product hoses used with
two vapor hoses connected.

0.8 Data Recording: In addition to the data collection described above, the tester
shall record the following parameters at the minimum frequency set forth
below.

9.8.1  Ambient Temperature: Hourly
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9.8.2 Ambient Barometric Pressure: Heurly

9.8.3 Station throughput (gallons dispensed to vehicles):
9.8.3.1 Daily
9 8.3. 2 Between start and stop of testing mterva!s

10. END OF TEST DAY PROCEDURES

Several test days are normally necessary to complete the vehicle test matrlx
x These procedures are required at the end of each test day. :

10.21 Zero and Calibration Drift: The test run shall be considered invalid if the
difference of zero or caiibration gas measured for the bias check in section
10.1 and the zero or calibration gas bias check measured in section 8.3
exceeds 3% of the range as determined by equation 10.2 below.

)

Cy~Ca)

Drift = Cs x100
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Where:

Cn = analyzer response for the zero or upscale calibration
gas for post run sampling system bias check

Cip = analyzer response for the zero or upscale calibration
for initial system bias check

R = analyzer range

10.32 Pressure Measurement Devices: Following each day of testing, record the
pressure measuring device(s) response to the pressure generated by a
~ static pressure calibrator at 0, 40, and 80% of the specified range of
- operation. If necessary, adjust the instrument response in accordance with
~the manufacturer's instructions. Provide a copy of these instructions and
" document the instrument response before and after adjustment in the
Certification Test Report.

10.43 RVP Samples. If réquired by the Executive Officer, take samples of each
gasoline grade in accordance with Section 2206 of title 13,CCR.

1054_1 Log. Summarize the day’s testing activities and document a-ny problems
' encountered during testing in the testing log.

' 11. POST-TEST PROCEDURES

The test is completed when valid measurements have been recorded for each
vehicle in the matrix. After completing the daily post-test activities in Section 10,
continue as follows:

11.1 System Bias Checks: Conduct for all analyzers used that test day.
Perform the sampling system bias check by alternaiely introducing zero
gas and the calibration gas at the probe. Operate the system at the
normal sampling rate and make no adjustments to the measurement
system other than those necessary to achieve proper calibration gas
flow rates through the sampling system to the gas analyzer.

The test run shall be considered_invalid if the difference of zero or
calibration gas measured for the bias check in section 10.1 and the zero
or calibration gas bias check measured in section 8.3 exceeds 5% of
the range, as determined by eguation 10.1.

(Ca — C_fb)

Bigs = x100

Where:

California Air Resources Board July 26, 2012 May 22008
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1‘

analyzer response for the zero or upscale

calibration gas for post run samphnq system bias
check

C. = analyzer response for the zero or upscale
calibration for initial analyzer calibration

R = analyzer range

44:1 11.2 Prior to dismantling test equipment, conduct a pressure decay test as
specified in TP-201.3. This test shall be conducted as soon as possible,
but not more than 48-hours; after completion of the TP-201.2 test.
Failure of this pretest pressure decay test shall invalidate the TP-201.2
fest unless the Executive Officer determines that the integrity failure did
not result in any significant unmeasured emissions.

+:2 11.3 Dismantie equipment. Remove testing apparatus and carefully
reconnect system plumbing to original configuration.

H3114 4 Pressure Decay Test. Conduct a pressure integrity test using TP-201.3.
' Initiate corrective action untii meet TP-201.3 requirements.

12. CALCULATING RESULTS

Data from each test point is used to determine a mass emission factor in lbs/1000
gallons. Efficiency is calculated using the mass emission factors and the mass of
- vapor returned per 1000 gallons dispensed.

12.1 Test Point 1 - Nozzle Sleeve

An emission factor in Ibs hydrocarbon/1000 gallons dispensed is calculated
for each fueling. Overall emission factors are also calculated for SRR
vehicles—ner-ORVR vehiclesand the entire vehicle matrix.

12.1.1 The sample volumes shall be corrected to standard conditions for each
dispensing episode as shown in Equation 12.1.1.

P
1136

V =V, x 528 Equation 12.1.1
T 29.92
where:
\Y = volume corrected to standard conditions (ft3).
California Air Resources Board July 26, 2012 May 22008
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Vim = measured volume (ft’).

Phoar = barometric pressure (in. Hg).
P = meter pressure (inches water column).
T. = meter temperature (°R).

12.1.2 The mass emission factor for each dispensing episode shali be
calculated as follows:

M_, = (\@_)(CJ(MW)(I,OOO) | | - Equation 12.1.2
(385XG.) - B |
where:
. Mme = - emission factor for dlspensmg eplsode ] ([b HC/1,000
~ gallons)
Vi- = volume for dispensing eplsode:corrected to standard

conditions (ft’).

C = hydrocarbon concentration for dispensiﬁg'épisodei
(volume fraction, i.e. ppmv / 10° or Volume % / 10%)

MW = molecular weight of HC analyzer calibration gas (Ib/lb-
mole) e.g., 44 for propane

385 = standard volume (ft®} of one b-mole of ideal gas at
standard temperature and pressure (528°R and 29.92 in.
Hg)

G = gallons dispensed for dispensing episode i.

1,000 = Conversion factor to 1,000 gallons

12.2 Test Point 2. Vapor Return Line

The vapor return line data is not needed to calculate the emission factor, but
is necessary to calculate the system efficiency.

12.2.1 Calculate the standard volume of vapor returned for each dlspensmg
episode as shown in Equation 12.1.1.

California Air Resources Board ' July 26, 2012 May 22008
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12.2.2 Calculate the vapor returned in Ibs/1000 galions dispensed as shown
in Equation 12.1.2.

12.3 Test Point 3. Vent Sleeve

The vent emissions shall be calculated over the time periods épecified by the
ARB Executive Officer. Knowledge of the total station gasoline throughput for
the specified time period is necessary to calculate the emission factor.

12.3.1 Calculate the standard volume sampled over the time intefval using
Equation 12.1.1.

12:3.2 Calculate the emission factor in Ibs/1000 gallons dlspensed over the
time interval selected using Equation 12.1.2.

12.4 Test Point 4 Processor

- 12.4.1 If a volume meter is used at Test Point 4,4, calculate the standard
) ~ volume sampled of the time interval using Equation 12.1.1.

12.4.2 If a volume meter is used at Test Point 44, calculate the exhaust
- volume flow rate using USEPA Method 2B.

12.5 Test Point 5 Pressure-Related Fugitives: Calculate the emission factor as
~ specified in TP-201.2F.

12.6 Phase Il System Emission Factor: Calculate the Phase Il system emission
factor using Equation 12-6.

Miotal = M1 + M3 + Mg + Ms

Where: Mg = Phase Il emission facior, [bs/1000 gallons
M, = Mass emission factor at Test Point 1, [bs/1000 gallons
Ms = Mass emission factor at Test Point 3, Ibs/1000 gallons
Ms = Mass emission factor at Test Point 4, tbs/1000 gallons
Ms = Mass emission factor at Test Point 5, [bs/1000 gallons

12.7 Phase II System Efficiency: Calculate the Phase I system efficiency using
Equation 12-7.

@m+M5+M4+M)

EFF=1- =/ X100,
(M‘l +M2) )

Whéfe: Mg = Mass emission factor at Test Point 2, _lbs/'1,000'_galions
13. REPORT]NG RESULTS

All data, forms, calculations and othér test documenfaﬁon shall be included in a

California Air Résources Board . July 26, 2012 _May-2-2068
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test report.
14 ALTERNAT!VE PROCEDURES

14.1 This procedure shall be conducted as specified. Any modifications to this test
procedure shall not be used for certification unless prior written approval has -
been obtained from the ARB-Executive Officer, pursuant to Section 14 of
Certification Procedure CP-201 or Section 15 of Certification Procedure
CP-206. -

California Air Resources Board o , July 26, 2012 May-2-2008
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FIGURE1 -
TP-201.2 TEST POINTS
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‘ FIGURE 3 .
NOZZLE SLEEVE ASSEMBLY (SECTIONAL VIEW)
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inner piece of 1/8* more rigid material
with 3/16" spacer posts
and 1/16" holes spaced 1/4" apart

these dimensions are for example, and are not specifications
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o FIGURE 5 :
NOZZLE SLEEVE ASSEMBLY INSTALLED ON DISPENSING NOZZLE AT TEST POINT 1
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carbon vane pump
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TP 201.2 F.8/ NTA'DD
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FIGURE 7
COMBUSTIBLE GAS DETECTOR IN USE DURING NOZZLE SLEEVE LEAK CHECK
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FIGURE 9 o
VAPOR RETURN LINE VOLUME MEASUREMENTS (SINGLE VR LINE)

- coaxial adapter
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FIGURE 11
- VAPOR RETURN LINE HC CONCENTRATION MEASUREMENTS
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Phase | Components

Figure 13 Test Site Vapor Recovery Equipment

Fill Model Serial Installation | Warranty Vapor Adapter Model Serial Installation| Warranty
Adapter Date Exp. Date -Brand Date Exp. Date
Brand .
- - Vapor Ca Model Serial Installation| Warrant
| Fill Cap Model Serial Instaliation | Warranty _w_a:a P Date Exp. Umﬁw
% Brand Date Exp. Date _
A
Drop Tube Mode! Serial Installation | Warranty Spill Bucket Model Serial installation| Warranty
Brand Date Exp. Date Brand Date Exp. Date
Overfill Model Serial Installation | Warranty | [PV Valve Brand Mcdel Serial |Installation| Warranty
Brand Date Exp. Date . Date Exp. Date
- .
Other, Model Serial _smﬁm__m:o: Warranty Other Model Serial Installation| Warranty
Date Exp. Date ‘ Date Exp. Date

California Air Resources Board
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TP-201

2

FIGURE 14

'VEHICLE REFUELING DATA SHEET

DATA SHEET FOR TEST POINT 1
TEST ID: DATE: DATA RECORDED BY:
~  VEHICLE INFORMATION -
.
VEF.NO. MAKE | MODEL YEAR MATRIX ORVR? TIVE TN
_ CATEGORY
REFUELING TEST DATA
QUID  TVEHICLE TVERICLE | GAS [ SLEEVE | FUEL [FUELING| SLEEVE | DISP
INTRAP | LEAK | LEAK | GRADE | LEAK | VOL TIME | LIQUID RATE
(N/Y [mi]) | (cfm) (P/F) (P/F) (GAL) | (SEC) | (P/FImll) | (GALMMIN)
-, VOLUME METER READINGS
- INITIAL T FINAL METER METER
METER | METER TEMP | PRESSURE
(ACF) (ACF) CF) (IN'H20)
COMMENTS:

California Air Resources Board
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CALIFORNIA ENVIRONMENTAL PROTECTION AGENCY
AIR RESOURCES BOARD

Vépc_)r__ Recovery Test Procedures

TP-201.2A

Determination of Vehicle Matrix for Phase Il Systems

1 Applicability
Definitions common to all certification and test procedures are in:
D-200 Definitions for Vapor Recovery TestProcedures

For the purpose of this procedure, the term "CARB” or “ARB" refers to the State-of
California Air Resources Board, and the term "ARB Executive Officer” refers to the
ARB Executive Officer ef-the-ARB-or his or her authorized representative or
designate.

This test procedure can be used to determine the characteristics of a test fleet of
vehicles which, when tested by other test procedures, can yield data representative
of the total vehicle fleet. For the purpose of ARB Test Procedure (TP)-201.2,
Efficiency and Emission Factor for Phase |l Systems, the fest fleet shall consist of
vehicies which do not have on-board refueling vapor recovery (ORVR).

2 Principle and Summary of Testing Procedure

A representative matrix of vehicle counts in various categories is calculated from
registered vehicle data and other information. Vehicles are categorized by model
year and by make and/or vehicle type. The number of vehicles specified in the
matrix for each category is such that the average number of miles traveled in
California by vehicles in each category is substantially similar.

3 Biases and Interferences

The number of vehicle miles traveled is not identical to the amount of gasoline used
by vehicles ina category because gasollne consumptlon per mlle will vary

+e—aLeeA!so +mp¥aet;eal—te—ealeulate—athe matr:x ce!ls have been adlusted S0 that
model years that have a mix of ORVR and non-ORVR vehicles are grouped

toqether in the same cell. whe;e—ﬂqe—vemelanﬂes—tmveled—Heaeh—eategew—;e

California Air Resources Board July 26, 2012 Februar-1-2001
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4 CALCULATING THE VEHICLE-MATRIXCalculating the Vehicle Matrix ‘

The criteria defining vehicle categories and the information on which calculations are
based shall be chosen as reasonable and appropriate for the purposes described in
‘sections 1 and 2. The same matrix shall be used for all testing performed in any
calendar year, except that the Executive Officer may approve an alternative matrix
to be:used in special cases where a vapor recovery system is demonstrated to serve
a vehicle population substantially dn‘ferent from the California vehlcle population as
a whole. :

The vehicle makes and types, and models, and the number of vehicles per cell in
the examples below are for illustration purposes only. More cells and other models,
or vehicle makes and/or types, and different numbers of vehicles or categorles shall .
be mcluded at the dlscretlon of the AR&Executrve Offlcer

The caicula’rion procedures described below are iliustrative oniy and other
reasonable and appropriate procedures may be specified or approved by the =
Executive Officer provided only that the resulting matrix delineates a diverse and
representative varlety of vehicles and vehicle counts are determined considering
estimated vehicle miles traveled by vehicles in each category. :

At the Executive Offrcers dlscretlon testing of any partlcular vapor recovery system
may be required to include, in addition to the vehicle matrix, a supplementary list of
vehicles or vehicle categories having features or equipment which may. pose
particular challenges or incompatibilities with that vapor recovery system.

4.1 Obtain Vehicle Make, Model, and Type information

Obtain the number of vehicles in various categories from an appropriate source
such as annual reports from the California Department of Motor Vehicles. An
example of data for automobile categories defined by model year and make is

illustrated in Table 1.by-thefollowing:

Table 1 - Number of Vehicles

Model 1 Chryster Ford GM Toyota Honda Other | Total
5002 203307 | 447.947 | 483019 | 407.384 | 272005 | 733610 | 2.547,562
2001 228030 | 401060 | 490.856 | 400682 | 279.396 | 752566 | 2.652.702
eic.

4.2 Obtain Vehicle Miles Traveied Information By Model Year

Obtain data for the projected values for the number of vehicle miles traveled or

Califernia Air Resources Board : July 26, 2012 February1-2004
_ TP-201.2A, Page 2 _
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percent of vehicle miles traveled in various model years expected in the current

calendar year from an appropriate source such as projected values provided by -

ARB’=s Emission Factors Model (EMFAC)-meodeling-program. Include only

gasoline fueled vehicles. 'An example of such data is illustrated in Table 2.by-the

following:

Table 2

Percent of Vehicle Miles Traveled by Vehicle Model Year.
Model Year Percent of Vehicle Miles Traveled
2010 _ . 08
2009 3.0
2008 .. 48
2007 . - Y 4
. 2005 5.7
2004 5.9
2003 5.6
2002 54
2001 57
1991 8.8
1990 1805
1989 107
1088 163
1987 93
1986 82
1985 - +4
eicetera (percentage should add up to 100)

4. 3 Calculate Estimated Vehicle Miles Traveled for Each Make and/or Type Category
and Each Model Year

Calculate the estimated vehicle miles traveled or percentage of vehicle miles
traveled for each category of vehicle make or type in each model year using the
data obtained above. For example, caleulate-that-because-there were 203,397
2002 109563-1891-model Chrysler vehicles and 4-577886-total- 1991 2 547 562
total 2002 model vehicles, and projected vehicle miles traveled for 2002 4994
vehicles is 8:9%5.4% of all vehicle miles traveled.; From this data the projected
percentage of vehicle miles traveled by 4994 2002 model Chrysler vehicles is
calculated to be 0.43% (5.4%x(203,397/2,547 .582)will-be-6-9%x

(109563/1577886) or 0.4791%,

4.4 Calculate the Cumulatlve Percentage of Vehicle Miles Traveled for each Model
Year ‘ R

- Calculate the number of vehicle miles traveled in each model year as a

California Air Resources Board July 26; 2012 February-1+-2004
TP-201.2A, Page 3



percentage of vehicle miles traveled in all model years and, for each model year,
the cumulative percentage of vehicle miles traveled by vehicles as new or newer
than vehicles in that model year. The foliowing table is an example of calculations
of the cumulative percent of vehicle miles traveled for 2010. :

Model Year Percent of Total Cumulative Percent

2010 : 0.9 - 0.9
2009 : - 3.0 3.9
2008 4.6 8.5
2007 57 14.2
2006 - - 59 201
2005 ' 57 25.8
2004 ‘ 2.9 31.7
2003 5.6 37.3
2002 5.4 42.7
2001 5.7 48.4
4990 405 174
4988 407 281
1988 103 384
4987 9.3 477
1988 B 559
efc.

4.5 Divide Model Years into Category Groups

Using the cumulative percentages of vehicle miles traveled previously calculated
for each model year, divide the model years into groups each representing
approximately the same percentage of vehicle miles traveled_but group together
the transition model| years which include both ORVR and non-ORVR vehicles. As
an-llustrative-exampleFor example, divideinrg model years into 84 groups such as
1966-1990, 1991-1997, 1998- 2005 and 2006-2010. Although these groups are
not equal, they can be used to create a non-ORVR vehicle test matrix. Table 3
shows that model years before 1998 have only non-ORVR vehicles. model years
1998-2005 have both ORVR and non-ORVR vehicles. and model year 2006 and

Iater have onIv ORVR vehicies. eaeh—rep#ese%tmg—app#eﬁma%ely—zgﬁé—ef—vemele

California Air Resources Board, July 28, 2012 February 12004
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Table 3
Federally I\/Iandated Phase-In Schedule for ORVR Vehicies
Model Year o
Vehicle Category . 40% 80% 100%
_ Non-ORVR Vehicles | _ORVR ORVR | ORVR
Passenger Cars 1997 and earlier 1998 1999 2000
Light Duty Trucks : '
<6.000 pounds 2000 and earlier 2001 | 2002 | 2003
gross vehicie weight _
rating (GVWR)
Medium Duty
Vehicles and Light
Heavy Duty Trucks 2003 and earlier 2004 2005 2006
6,000 to 10,000
GVWR

Source;: U.S. Code of Federai Regulations (CFR), Tige 40. Part 86

4.6

47

California Air Resources Board

Calculate Percentage of Vehicle Miles Traveled In Each Model Year Category by

‘Vehicles in Each Vehicle Make or Type Category

Sum the percentage of vehicle miles traveled for each category of vehicle in each
model year category. For example, using-data-above,-because 1991 2002
Chrysler vehicles represent 8-4784% 0.43% of total vehicle miles traveled and
1996 2001 Chrysler vehicles represent 0.49% 8-8710%-, When these
percentages the-totalpercentage-of vehicle miles traveled by Chrysler vehicles are,
added together with the percentages of Chrysler vehicle miles for model year
1998, 1999, 2000, 2003, 2004, and 2005, the total percentage for Chrysler for the
49904694 1998-2005 model year category is 3.5% 4-3501%.

Calculate the Vehicle Count Matrix

For the purpose of TP-201.2_ the test fleet shall consist of non-ORVR vehicles

only. Therefore, remove the categories for model years after 2005, since 2005 is

the last year that non-ORVR vehicles with GVWR less than 10,000 pounds were
manufactured. During the model yvears, 1998 through 2005, ORVR vehicles were
phased in, as shown in Table 3. Use information from Table 3 and EMFAC to
determine the likely percentage of non-ORVR vehicles in the model-years
1998-2005. For example, the likely percentage of non-ORVR vehicles in the

“model vear 1998 is about 79% and the likely percentage of non-ORVR vehicles in

2005 is 2%. Multiply the percentage of vehicle miles travelled in the 1998-2005
model year category groups by the likely percentage of non-ORVR vehicles for
these years. Select a constant AK @ with a value of approximately 2. Calculaie a
count of non-ORVR vehicles to be tested in each category of vehicle make or type
and each model year range by rounding off the product the constant AK@_and the

July 26, 2012 Eebruan 12004
TP-201.2A, Page 5



percentage of vehicle miles traveled by vehicles in that category of make or type
and mode! year range. Calculate the total of the resulting counts of vehicles in all
categories of vehicle make or type and all model year ranges-the-tstalwillbe
approximately-200). Adjust the value of the constant AK@ in small increments by
trial and error, and recalculate the total, until the totai is exactly 200 100. Thisis
- best done using a spreadsheet program. :

Table 4 is an An4ﬂas%m%ia+e'—e)<ample of 2 non-ORVR vehicle test matrix. The first

row in Table 4 includes the model years 1998-2005. during which both ORVR and

non-ORVR vehicles are manufactured. The matrix must include 21 non-ORVR |

vehicles manufactiured between 1998 and 2005. Since vehicles manufactured

after 2005 are all equipped with ORVR, these newer vehicles are not included i in

the test matrix. eempmed—table—ef—vehﬁe—ee&ms—rs—skma-belew

California Air Resources Board

TP-201.2A, Page 8

1992 200-VEHICLE MATRIX
89-92 3 42 CER 8 z 43 | 54
86-88 6 9 9 | e | 4 | 1 | 54
8285 5 9 11 8 4 43 48
7784 | 3 5 e | 3 2 8 | 32
<77 3 4 5 ! ol 2 12
TOTALS 18 40 46 26 17 54 200
Table 4
100 Non-ORVR Vehiclies for Test Matrix in 2010
Model Year | Chrysler | Ford | GM. | Tovota | Honda | soeatl ‘W | others | Total
1998-2005 2 4 4 3 2 2 1 3 21
1091-1987 3 8 8 B 5 i 3 .5 38
1eand |3 7 | 1 s 3 3 3 5 | 4
earlier
Totals 8 19 23 14 10 6 7 13 100

' July 26, 2012 Febrsan-1,-2004
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California Environmental Protection Agency
Air Resources Board

TP-201.2J

Pressure Drop Bench Testing of Vapor Recovery Components |

Definitions common to all certification and test procedures is in:
D-200 Definitions for Vapor Recovery Procedures

For the purpose of this procedure, the term "ARB" or “CARB" refers to the California Air
Resources Board, and the term "Executive Officer" refers to the ARB Executive Officer
ofthe-ARB or his or her authorized representative or designate.

1. APPLICABILITY AND PURPOSE

This procedure applies to Phase Il vapor recovery components installed at
dispensing facilities. The purpose of this test procedure is to determine the
pressure drop of components in vapor recovery systems at a fixed flow rate for
compliance with pressure drop performance standards specified in Certification
Procedure 201 (CP-201) and applicable Executive Order for speclﬂc componenis. .
This procedure is used during certification.

2. PRINCIPLE AND SUMMARY OF TEST PROCEDURE

The pressure drop across a vapor recovery compoenent is determined by measuring
the differential pressure. Test points are located immediately upstream and
downstream from the component. The test is conducted while passing a known flow
of nitrogen gas through the component.

Figures 1 illusirates typical components that undergo testing. Figure 2 illustrates an
example of a pressure drop test bench.

3. BIASES AND INTERFERENCES

Equipment tested for cettification must be representative of the equipment used in
actual installations of vapor recovery systems.

4. SENSITIVITY, RANGE, AND PRECISION
This procedure can measure pressure drops in the range of 0.001 to 2 0.250 inches

H2O at a flow of 60 cubic feet per hour (CFH) or 28.3 liters per minute (LPM) with a
precision estimated at + 0.002 inch HO.
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5. EQUIPMENT

5.1

52

5.3

5.4

5.5

5.6

. Differential Low Pressure Transmitter and Meter. This test procedure utilizes
two electronic differential low-pressure transmitters to measure pressure -
drops for components and systems. The instrument used for measuring .
individual components has a range of 0.000 to 8:486 0.250 inches H,0 and .
an accuracy of zero point two five percent (0.25%) of full scale with a

resolufion of 0. 001 Ihe—rnst-rumen{-used—fepmeaeumﬁeempenen%s

‘Mass Flow Meter. This test procedure utilizes a mass flow meter (MFM) to
‘measure the flow rate. Since the volume flow specification in CP-201 for -

determining pressure drop that references this test procedure is 60 CFH or
28.3itersper-minuvte{LPM}, the range of the mass flow meter used to

“measure flow is 0.0 to 30.0 LPM. The accuracy of the MFM is plus or minus
' 0.3 LPM of full scale with a resolution of C1L PIVI Repeatability is pornt two -

percent (0.2%) of full-scale.

- Nitrogen (Ny). Thls procedure uses commermal grade nitrogen in a high- -

pressure cylinder, equipped with & two- stage pressure regulator

Orifice Plate. A flat metal plate with a sharp edged hole accurateiy machined

- to 0.5 inch in diameter.

Pipe. Two 24-inch sections of 1 Y2-inch diameter rigid piping with smooth
bore. schedule480-PMCpipe-

Digital Manometer. A digital manometer with a range of 0 to 19.99 inches.
H;0 is used to check the pressure integrity of the system while performing a
ieak test. :

6. CALIBRATION PROCEDURE

The MFM used in this test procedure is certified to a primary standard on an annual
basis. To get an initial certification, the correlation coefficient from seven multi-point
calibrations must be at ieast 0.9999. After the initial calibration, the annual MFM
certification must be within one percent (1.0%) of the previously certified slope and
intercept. :

Pressure measurement devices are calibrated in accordance with manufacturer's
specifications at an outside laboratory. To be considered, the outside laboratory

- must use NIST traceable standards to perform calibrations. The certification results
in a slope and intercept from a five-point calibration to a known standard.
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Temperature Measurement Devices: Temperature measurement devices shall bé
checked semi-annually using an ice bath, ambient air, and boiling water. This
accuracy check shall be conducted by comparison to a NIST traceable -
measurement device.

7. PRE-TEST PROTOCOL
Ensure that the test equipment has been calibrated within the last year. -
Turn on test equipment and allow it to stabilize for 30 minutes.
Perform a single-point-response check of the test equipmeht using an 6fifice plate.
The observed response of differential low-pressure meter must be within three © .
percent (3%) of the expected response as calculated under Section 9 below.

8. TEST PROCEDURE

Figure 1 shows examples of equipment to be tested, dependihg upon the .
application of the certification procedure. ‘

Figure 2 shows an example of a test bench.

8.1 Measuring Barometric Pressure and Flow Temperature
8.1.1 Insure that the electronic test eqﬁfpment has opérated for 30 lminutes.
8.1.2 Uncap the end of the schedule-40-PVG pipe.

8.1.3 Slowly establish a stable flow rate by slowly adjusting the needle
valves shown in Figure 2 until the display of MFM reads 28.3 LPM. -

8.1.4 Aliow a few seconds for the éystem to reach equ]libriu\m.ﬂ :
8.1.5 Record the downstream flow temperature and ambient barometric 5
pressure readings on the Vapor Recovery Component Pressure Drop
Bench Test Data Form.
8.2  Calculate the Correct MFM Display to Obtain a Flow of 28.3 LPM
Calculate the MFM display that corresponds to a flow rate of 28.3 'LPM using

the MFM calibration slope and intercept along with the barometric pressure
and flow temperature as described in Attachment 1.
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8.3 Establishing a Stable Test Flow

Slowly establish a stable fiow rate of 28.3 LPM by slowly adjusting the needle
valves shown in Figure 2 until the dlsplay of IVIFIVI reads the vaiue calculated
in Section 8.3.1. :

8.4 Measunng the T_est'Bench Pressure Drop |

8.4.1 Perform this measurement once prior to testing vapor recovery
components

8.4.2" Couple the upstream and downstream test bench flanges together

- 8.4.3 Uncap the end ofthesehedu4e49p|pe o - .
-' 8.4.4 Slowly est'ablish a stable test flow rate of 28.3 LPM by s}oWIy adjusting
the needle valves until the display of MEM reads the value as
calculated in Section 8.3.1. :

8.4.5 After a stable test fllow is obtained, record the press'ure drop 'reading
from the differential low-pressure meter. Record the reading on the
Vapor Recovery Component Pressure Drop Bench Test Data Form.

8.5 | Leak Test

8.5.1 Insure that the liquid paths of the component 1o be tested are blocked
- to prevent N, from flowing through them. ‘

8.5.2 Connect the test item with a leak-tight connector to the test bench
flanges as shown in Frgure 2.

8.5.3 Cap the end of the sehedule-40-PVG pipe to obtain a Ieak-tight seal.
8.5.4 Visually and manually check all fittings for proper assembly.

8.5.5 Slowly establish a stable gauge pressure of approxrmately 2 inches
H20.

8.5.6 Monitor the system for five minutes. If the pressure does not fall by -
more than 0.1 inch H,0, the system is leak tight. If the pressure drops
by more than 0.1 inch H>O over the monitoring period the system may
be leaking.

8.5.7 If the pressure check is unable fo verify a seal, check for leaks by
applying soap solution around all fittings and/or by observing the
pressure meter.
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8.5.8 If soap bubbles grow around flttlngs or if the pressure continues to
drop, repeat subsectionhs 8.1.1 through 8.1.5. It may be necessary to
provide an isothermal environment for the pressurized ballast tank to
minimize pressure changes caused by temperature fluctuations.

8.6 Recording Component Pressure Drops
-.8.6.1 Aifter performing a leak check, uncap the end of the test pipe.
8.6. 2 Obtam a stable test flow as specified in subsectron 8 4 5

8.6. 3 Record the drfferentral pressure drop and stop the flow momentarrly
Re-establish a stable flow, take a second reading, and stop the flow
momentarily. Re-establish a stable flow and take a third reading.
Record the readings on the Vapor Recovery Component Pressure
Drop Bench Test Data Form (Form 1).

9. QUALITY ASSURANCE / QUALITY CONTROL (QA!QC).

9.1  Equipment Certification. All test equipment (mass flow meter, differential low-
- pressure transmitter, temperature transducer, and barometric pressure
transducer) is ceriified against a primary standard iraceable to the NIST
annually. : -

9.2 . Single Point Response Check. The test equipment used to measure
pressure drop is challenged with an orifice plate prior to testing vapor
recovery components. The orifice plate will generate a known pressure drop
for a given flow based on its dimensions and the dimensions of the test pipe.
The measured pressure drop across the orifice plate must be within three
percent (3%) of the predicted pressure drop for a flow rate of 28 3 LPM using
the following -equation: . . B

Orifice Plete Pressure DrorJ: P =—(1—

> )(CA)

Where:

=Pressure one laminar pipe diameter before orifice |
=Pressure one half laminar pipe diameter after orifice
v, =Velocity of fluid in laminar pipe leading to orifice -
v, =Velocity of fluid in orifice
p = Density of test fluid (Nitrogen = 1.16 kg/m @ 20°C)
A, =Cross sectional area of laminar prpe leading to orifice
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10.

11,

12.

13.

A4, =Cross sectional area of square edged orifice
0O =Flow in laminar pipe leading to orifice
C, = Orifice discharge coefficient

RECORDING DATA

Data are recorded on the Vapor Recovery Component Pressure Drop Bench
Test Data Form (Form 1). ' :

" CALCULATING RESULTS

Differential pressure drop readings from three runs are averaged. This averege’
is then compared with the applicable component requirement to determine
compliance. L

ALTERNATIVE TEST PROCEDURES

" This procedure shall be conducted as epeoified'. Any nﬂ'odifica’rion_s to this test

procedure shall not be used unless prior written approval has been obtained 7
from the ARB Executive Officer pursuant to section 14 of Certification Procedure

- CP-201_or section 15 of Cettification Procedure CP-206.

EXAMPLE FIGURES AND FORMS

13.1 Form 1 - Vapor Recovery Component Pressure Drop Bench Test Data Form

13.2 Figures

Each figure provides an illustration of an implementation that conforms to the
requirements of this test procedure;-other implementations that so conform
are acceptable too.

13.2.1 Figure 1: Examples of Equipment to Be Tested

13.2.2 Figure 2: Example of a Bench Test
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Form 1

California E11v1ronme11ta1 Protection Agency

@= Air Resources Board

Vapor Recovery Componen_i Pressure Drop Bench Test Data Form
Manufacturer: Model #

Performance Type: Nozzle[ | Hose[ | Breakaway | Dispenser| | Swivel| | .

Barometric Pressure: mmHg Flow Temp: °Celsius -

Mass Flow Meter (MFM) Reading: MFM Slope: MFM Intercept:
Qo =MFM Display*MFM Slope + MFM Intercept=_________T/Min
0 — 0, * (FlowTemp+273 A5, 760 _
Actuel — S2STD 298.15 BarometricPr essure
O pons =—_LIMin
28.3
CHowterpr27315_,, 760 )~ MM
- ( 298.15 - ) (B )
MFMDisplay = — . . aro Pr essure
MFMSlope
: inches H-0, Temp, MEM Display
Serial # Run #1 Pressure Drop:
- . Run #2 Pressure Drop:
Run #3 Pressure Drop:
Average: ,
Test Bench Drop:
Average — Bench Drop:
Requirement:
Average Pressure Drop — Test Bench Drop £ Requirement? Pass ] ‘Fail [] ‘

o . Performance Type - o0 . " . 'Regiirement’ - . o
‘Nozzle: Pressure Drop ~ -~ . AP at283LPIV! of N3 < 0.08 inches’ HZO'-'-- R

Hose Pressure Drop - ' AP ai28.3.[PMof N; £ 0.08 inches H,0 = -
Breakaway Pressure Drop _ AP at 28.3 LPM of Ny < 0.04 inches H;0

‘Dispenser Pressure Drop AP at 28.3 LPM of N,< 0.08 inches H,O'

“Swivel Pressure Drop _ AP at 28.3 LPM of N; < 0.01 inches H,O - -

Test Performed By: | Date:

California Air Resources Board - July 26, 2012 Ostobet8:-2003
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‘ Figure 1
Examples of Equipment to Be Tested

- BREAKAWAY
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A

a_mm.m Flow Meter

18

\

\V Fine Needle Valve

Figure 2
Example of a Bench Test

(3-0.100 inch Water Column
Differential Pressure Meter

(i

Coarse Needle Valve

Barometric Pressure
{r =
oy} . [2332]
.ﬂm_.:vm_,mncﬂml// .
Pipe Flange [ Cooz ]
/ ]
o B8
"Component” _Z )
_ _ /’ 1-1/2 inch Schedlue 40 PVC
1 Dia. 1/2 Dia.

High Pressure Cylinder{N2}

Notes: Three tube configurations are __,mnc:,mo_ to measure different components. Each configuration requires a uniquely
designed orifice plate, flange, couplings, and male & female interfacing adapters.

California Air Resources Board

July 26, 2012 Ostober-8, 2003
TP-201.2J, Page 9



_CalifcjmiaEnv"i'ronmental Prote_ction Agen"cy -

| @=Air Resources Board

Vaip_bf Re‘b_bvé_ry Test Procedure

. TP-201.2I
Test Procedure for In-Station Diagnostic Systems
Adopted: October 8, 2003

Amended: May 25, 2006
Amended: July 26, 2012

Note: The text is shown in strkeout to indicate that it is proposed for defetion and underiine tb
indicate that it is proposed for addition. [Bracketed text] is not part of the proposed amendment.




CONTENTS

1. ‘Purpose and Applicability..........oooorriii e e 1
2. Principle and Summary of Test Procedure ... 1
3. Biases and Interier@nCeS ... ettt et e e 2
4. Sensitivity, Range and Precision ... S T S 2
5. Test Equipment.... .o everrereee e rarennrnereenees 2
8. Preliminary System Evaluation and INSPeCioN .............iieeeeeeeeeeeeeereeeees s iees e 2

6.1 Evaluate Required Documentation of the ISD System (Certification Testing
L0101 1) OO PO PSP PPRTTTOPN 2
8.2 Verify Standardization of the System Interface........coeeieeee 2

6.3 Evaluate Required Uptime Recording and Operational History of the ISD

Y= C=T o  FE PP SPT PO SUR PRSPPI 2
6.4 Evaluate Required Recorded ISD System Reports ..o 2
6.5 Evaluate Tampering Protection ... 3
7. Determination of iISD System Measurement Accuracy and Precision........................ 3
7.1 General ConsiderationS. ...t e e ar et e 3

7.2 AJL Ratio Measurement (Assist Systems Only).........ccocovvriiniiiiciiinces 3

7.3 Vapor Flow Performance Measurement (Balance Systems Oonly).coceveeiieiiniiinnee. 4
7.4 UST Pressure Measurement (Phase | and | Operations) ........cccooeiiiiiiiieennns 4
7.5 Leak Rate Measurement ... .. ..ot )

7.6 Central Vacuum System Measurements ...l 5

7.7 Vapor Processor Measurements .........ooiiiiiiiieiniecin e e e s e e e 5
8. Statistical CalcUlations ... ...uii e e ¢]
8.1 Calculation of Error and Normalized Error....... e ieeereeree s teeaseeresianasieiaeieaeinns 6
8.2 Mathematical Characterization of Error Distributions....................cccooiiiiiiiiiiinnn, 6

8.3 Determining the Number of Measurements “nact” or “ngorp’ Upon which an ISD

System Decision is Based ... 7
8.4 Calculation of 5%-probable Error Magnltude ................ freeeer e e ——— 7
8.5 Calculation of 1%-probable Error Magnitude..............cocvceeioeeeeecee e, 8
8.6 Calculation of Action Criterion Values Vacr and Action Test Values Vr............... 8

8.7 Calculation of Borderline Operation Values Vgorp and Action Test Values Vgr ..9
9. Testing Proper ISD System Operation Including Generation of Automatic Alarms

AN ACTIONS ... e ettt e e e e e et bbb et et e e e e et r e e e nn e e enerannaas 11
9.1 General Considerations............coooi i 11
9.2 Appropriateness of Generated Alarms ..........coccovvve i S 11
9.3 System Startup and Restart .............. T T U TPO PP TP PR 11
9.4 Sensor Failure Detection...............ccoee P 1
9.5 AJL Gross Failure Response (Assist Systems Only).......... et 12.
9.6 A/L Degradation Response (Assist Systems Only)...ccooooev i, 12
9.7 Reduced Vapor Collection Flow Performance (Balance Systems Only)............ 12
9.8 Central Vacuum System Failure (Systems so equipped only)................... 13
9.9 UST Ullage Pressure - Gross Failure Response ... 13
9.10 UST Ullage Pressure - Degradation Response.......iccccc e, 14
9.11 UST Ullage Pressure - Pressure Integrity Failure (Leakage) Response.......... 14
9.12 Vapor Processor Malfunction Response (Systems SO equped only) ....... .15
10. Alternative Test Procedures....... L PSP SP PP PPPPPIRRPRRORt 16
California Air Resources Board July 28, 2012 May-26-2006

TP-201.2, Page i



_ California Environmental Protection Agency
Air Resources Board

Vapor Recovery Test Procedure
TP-201.21

Test Procedure for In-Station Diagnostic Systems |

Definitions common to all certification and fest procedures are in:

D-200 Definitions for Vapor Recovery Procedures

For the purpose of this procedure, the term "CARB” or “ARB" refers to the California Air |
Resources Board, and the term "Executive Officer" refers to the CARB Executive Officer
or his or her authorized representative or designate. :

1.

PURPOSE AND APPLICABILITY

This test procedure provides a certification method to determine whether the in--
station diagnostic (ISD) requirements specified in Certification Procedure 201
(CP-201) and Cerification Procedure 206 (CP-206) are met.- -

PRINCIPLE AND SUMMARY OF TEST PROCEDURE

Adequacy of required documentation, including, but not limited, to required test
and calibration procedures, is evaluated. The accuracy and precision of
measurements made by the 1SD system are evaluated based on comparison of
ISD system measurements to measurements made using standard test methods,
including measurements (where applicable) of (1) air-to-liquid (A/L) ratio (liquid
and vapor volumes), (2) vapor collection flow performance (liquid and vapor
volumes), (3) central vacuum pump vacuum, (4} underground storage tank (UST)
ullage pressure and pressure decay rates, (5) vapor processor function, and (6)
other measurement parameters as described in CP-201. Compliance with
interface and communications capabilities requirements is tested by connection to,
and communication with, the system. Generation of required alarms and actions
and response to manual override of interrupted dispensing, is tested by practical
tests in which failures are artificially induced, or by software or electrical simulation
of failure conditions, or both. Compliance with required up-time percentages is
determined by review of operational data. Statistical probabilities of generating
required alarms and actions and, of generating false alarms when a vapor recovery
system is operating in compliance, are calculated based on accuracy and precision

- of ISD system measurements compared to standard test procedures and on

review of the algorithms used to generate alarms and actions from sensor data.
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3. BIASES AND INTERFERENCES

Biases and interferences have not been formally established.
4. SENSITIVITY, RANGE AND. PRECISION

Sensitivity range and precision have not been formally established.
5. TEST EQUIPMENT

Equipment specifications are contained in the vapor recovery test procedures cited
herein. Additional special equipment specifications may be included at the time of
certification if deemed necessary by the Executive Officer due to.the nature of a
particutar ISD-system design.

6. PRELIMINARY SYSTEM EVALUATION AND INSPECTION
6.1 Evaluate Required Documentation of the ISD.System

Review the documentation of the ISD system provided by the manufacturer.
Evaluate whether or not the documentation conforms to the requirements in
CP-201 and is sufficiently clear and complete to facilitate proper and
necessary instaliation, operation, maintenance, calibration, certification
testing, and periodic performance testing of the system.

6.2 Verify Standardization of the System Interface

Verify that the ISD system interface is as required by CP-201 by connecting
to the system and accessing !SD information with a computer and
communications software not provided by the ISD system manufacturer.

6.3 Evaluate Required Uptime Recording and Operational History of the ISD:
Sysiem B ’ _

Verify that the ISD records the percentage of uptime (i.e. hours and minutes
elapsed while the system was fully operational} each day. Examine the
record of daily up-time from the operational test period of at least 180 days.
Verify that the recorded average daily up-time is 95 percent (95%) or more as
required by CP-201. '

6.4 Evaluate Required Recorded ISD System Reporis
Verify that the 1SD system generates and stores réports as required by -

CP-201. Review available reports and data generated during the operational
test period. Note the acceptability or unacceptability of the format of stored
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reports and whether or not the incidence of alarms and malfunctions and the
UST system pressures seem atypical of plausible GDF vapor recovery
system operations. An unusual history of UST pressure behavior, or other
abnormalities may signal possible problems with the ISD system. Any
abnormalities in reported data noted should be mvestlgated as the Executive
Ofﬁcer may deem appropnate

6.5 Evaluate Tampermg Protection

Review those provisions of the system which prevent tampering Wlth the
system, i.e. enclosures around sensors, digital components, electrical .
connections, appropriate locks or seals, circuit integrity checks and alarm
systems as necessary, password protection of program and data files, etc.
Consider realistic scenarios and situations, common practice, historical
events, cost/benefit factors, the need for access by maintenance and test
personnel, etc., as deemed appropriate by the Executive Officer. Assess the
“adequacy of the system to resist various types of tamperlng including
vandailsm

7. DETERMINATION OF ISD. SYSTEM MEASUREMENT ACCURACY AND
PRECISION

7.1 General Considerations

The procedures set out below for determination of precision and accuracy
make certain assumptions regarding the physical arrangement and nature of -
the I1SD system’s sensors which may be incompatible with some future I1SD

~ system designs. If the Executive Officer finds that the methods below are
inappropriate based on representations of the system manufacturer or
examination of a system proposed for certification, the Executive Officer may
require the system manufacturer fo submit, and may approve and use,
alternate procedures appropmate fo the SpeCIfIC system de3|gn proposed for
certification.

7.2 AJL Ratio Measurement (Assist Systems Only)
Perform at least 15 A/L tests using TP-201.5 on each gasoline nozzle.
Calculate, as specified in the “StatiStical Caiculations” section 8. below, the
positive and negative errors which have a five percent (5%) and a one

percent (1%) chance of occurrence in any group of measurements upon
which the ISD system bases generation of alarms or actions. '
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7 3 Vapor Flow Performance Measurement (Balance Systems Only)

Install equipment for measurement of vapor return line flow as Spele!ed in
TP-201.2 (refer to figures 9 and 10 of TP-201.2, Efficiency and Emission
Factor for Phase | Systems, for equipment arrangement). If multiple nozzies
are served by the same ISD system sensor, install similar equipment to
simultaneously measure vapor flow from each nozzle served by the ISD
system sensor. Insulate or shade test equipment to prevent unnecessary -
changes in vapor temperature. Perform all calibrations required by TP-201.2.

Conduct TP-201.4 dynamic back pressure testing at the ISD test site's fueling

- points at 60 CFH of nitrogen and 80 CFH of nitrogen. The fueling point must
pass the TP-201.4 test criteria before testing continues. [f the fueling point
fails to meet this requirement solely because of flow resistance in the test
equipment and the Executive Officer determines that vapor collection
performance will not be affected by the measured back pressures then the
Executive Officer may waive this requirement. :

Record volume flow continuously for at least 24 hours on nozzles served by .
the I1SD system sensor. -

Repeat for each |SD system sensor.

Calculate, as specified in the “Statistical Calculations” section 8. below, the
positive and negative errors which have a five percent (5%) and a one
percent (1%) chance of occurrence in any group of measurements upon
which the ISD system bases generation of alarms or actions.

7.4 UST Pressure Measurement (Phase | and Il Operations)

 Install a reference pressure sensor conforming to the specifications of
TP-201.7, Continuous Pressure Monitoring, and compatible with a data
acquisition system at the same elevation and location as the 1SD system’s
sensor to ensure that no bias due to vapor density will affect comparison of
measurements by the two sensors. Record pressure indicated by the
reference sensor at 1-minute intervals for a period of at ieast one (1) week or
a longer interval determined by the Executive Officer to be appropriate and
until at least three (3) Phase | deliveries have occurred. Compare measured
pressures to those measured by the ISD system.

Calculate, as specified in the “Statistical Calculations” section 8. below, the
positive and negative errors which have a five percent (5%) and a one
percent (1%) chance of occurrence in any group of measurements upon
which the ISD system bases generation of alarms or actions.
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7.5 Leak Rate Measurement

Conduct a series of TP-201.3, Determination of 2-Inch WC Static Pressure
Performance of Vapor Recovery Systems of Dispensing Facilities, leak decay
tests at the I1SD test site, including at least three (3) runs each day on four (4)
days, scheduling test days so the ISD system will calculate at least one
weekly average leak rate between each pair of successive test days.

. Compare leak rate predicted from this testing to the weekly average leak rate
determined by the system.

Calculate, as specified in the “Statistical Calculations” section 8. below, the
‘positive and negative errors which have a five percent (5%) and a one
percent (1%) chance of occurrence in any group of measurements upon
which the ISD system bases generat!on of alarms or actions.

- 7.6 . Central Vacuum System Measurements

Install a reference pressure/vacuum sensor conforming to the specifications
~of TP-201.7 and compatible with a data acquisition system at the same -
elevation and location as the ISD system’s vacuum sensor fo ensure that no
bias due to vapor density will affect comparison of measurements by the two
sensors. Record pressure indicated by the reference sensor at one-minute
intervals for a period of at least one week or a longer interval determined by
the Executive Officer to be appropriate. Compare measured vacuum values
to those measured by the 1SD system.

Calculate, as specified in the “Statistical Calculations™ section 8. below, the
positive and negative errors which have a five percent (5%) and a one
percent (1%) chance of occurrence in any group of measurements upon
which the ISD system bases generation of alarms or actions. '

7.7 Vapor Processor Measurements

Test procedures for evaluation of precision and accuracy of ISD systems for
use with vapor recovery systems incorporating a vapor processor shall be
consistent with the arrangement of the 1SD system sensors and the
requirements imposed on the vapor processor by any applicable executive
order and shall compare I1SD system measurements to measurements made
using procedures, measurement systems and sensors consistent with the
specifications of other CARB certification and test procedures for gasoline
vapor recovery systems where applicable. Such test procedures may be
established in certification testing and made part of any applicable executive
order as the Executive Officer determines to be reasonable and necessary.
NOTE: The nature of the tests required will depend on the nature of the
interface between the ISD system and the vapor processor. -If the inferface
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between the vapor processor and the ISD system is entirely digital no testing
is required.

8. STATISTICAL CALCULATIONS
8.1 Calculation of Error and Normalized .Error

Calculate the error and normalized error relative to the reference system of
each measurement by the ISD system as follows:

€ = Vgp - VRer

- €nom = (Visp - Veer)VRer

where :

e = error of ISD system measurement relative to reference system
measurement for any pair of simultaneous measurements of the
same parameter _

€nomm = hormalized error of ISD system measurement reiatlve to

' reference system measurement for any pair of simultaneous
measurements of the same parameter

Viso = value of parameter measured by ISD system

Vier = value of parameter measured by reference system

Rejection of outlier values is permissible, subject to approval of the Executive
Officer, if the values are found to be physically implausible, attributable to
known interfering causes, or otherwise non-representative.

8.2 Mathematical Characterization of Error Distributions
Calculate the average values of e ahd of enorm Using the following ecjuetion:
Xavg = Z xin | | |
where X S|gnff|es summation of all individual values in the data set and
Xavg the average, i.e. €ayg O €norm avg

Xi = corresponding individual values of & or €nom
n = number of values in the data set

Calculate the sample standard deviation of e and of enem Using the following

eguation:
s = ( Z(Xi = Xavg)*/ (n-1) )?
where X signifies summation of all individual values in the data set-and
s = the standard deviation (Se Or Se-nom)
California Air Resources Board July 26, 20120¢eteber-8-2003
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Xi = corresponding individual values of e or enom
Xaig = corresponding average value (€avg O €nom avg )
n = number of values in the data set

~ The calculation of averages and standard deviations for data from A/L
fuelings and Vapor Collection Performance fuelings may be weighted
- according to gallons dispensed subject to approval by the Executive Officer.

if Se-norm IS €8s than se/€ayg then Se.nom is a better fit to the data and should be
used to calculate the one percent (1%)-probable and five percent (5%)-
probable error as described in subsections 8.4 and 8.5 below. Otherwise s,
should be used, again as in subsections 8.4 and 8.5 below.

8.3 Determining the Number of Measurements “nact” or' “neorp” Upon whtch an
‘ ISD System Demsmn Is Based

The number of measurements upon which the 1SD bases decisions to
generate or not generate an action (i.e., an alarm or a system shut-down)
- influences the calculation of probable errors below and will depend on the
* algorithm used by the system, on the prescribed time interval related to the
- action, and for some actions on typical fueling activity at the facility. Intervals
- related to various decisions are described in subsections below. Determine
the number of measurements nact Or Neorp Upon which each decision will be
based considering all pertinent factors including the historical record of
activity at the test site. In many cases nacr and ngorp may be identical, but
this will depend on the nature of the decision algorithm. If the Executive
Officer finds that activity at the test site is not representative of a typical
facility the number of measurements may be based on normal activity at a
typical facility. '

8.4 Calculation of Five Percent (5%)-Probable Error Magnitude

Calculate the positive (or negative) error of the average of a group of
measurements (upon which a required alarm or action is based) which is
likely to occur only five percent (5%) of the time (i.e., expected to NOT occur
95% of the time) using the following equation:

- -f2
eACT-5% = 1.645 nact s

where : ,
1.645 constant equal to the z-coordinate for a one-sided 5%

outside probability assuming normal distribution

eacts% = magnitude of the 5%-probable error of the calculated
average of nact measurements
NACT = number of measurements upon which the action is bhased
California Air Resources Board July 26 20120¢cteber 82003
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s = either Se OF (Se-nom VacT) , as follows. If S¢/ @avg < Senom then
use s = {Se.norm VacT) Where Vacr is the criterion value upon
which the decision to act is based. Otherwise, use s = s,
instead.

8.5 Calculation of One-Percent (1%)-Probable Error Magnitude

Calculate the positive (or negative) error of the average of a group of

measurements (upon which a required alarm or action is based) which is

likely to occur enly one percent (1%) of the time (i.e. expecied to NOT occur
99% of the time) using the following equation:

- 112
QBORD-1% = 2.326 Neorp ~ S

where _
2.326 constant equal to the z-coordinate for a one-sided 1%

outside probability assuming normal distribution

magnitude of the 1%-probable error of the calculated

average of hact measurements

NBORD = number of measurements upon which the decision is based

s = either s or (Se.norm Veorp) , as follows. If 8¢/ €avg < Senem then
use s = (Se-norm Veorp) wWhere Vporp is the “borderline”
criterion value upon which the decision not to act is based.
Otherwise, use s = s, instead.

EBORD-1%

8.6 Calculation of Ac’iion Criterion Values Vacr and Action Test Values Vr

When alarms or interruption of fueling are required at the indicated Action
Criterion Values below in the presence of a five percent (5%)-probable
measurement error by the ISD system. The indicated Action Test Values
should be induced or simulated for the given interval, and twice the given
interval where a shutdown action is required after a previous warning alarm.

The Action Criterion Value Vacr is the first value which should provoke an
alarm or action. The Action Test Value V7 is the value which the data
acquisition system is expected to see and record five percent (5%) of the time
when the system is operating such that Vacr prevails. In testing the ISD
system for proper generation of actions and alarms by inducing or simulating
Action Criterion conditions the ISD system s data acquisition system must see
and record values equal to or averaging V.

A/L Gross Failure (interval = 1 day)
a. Vacr = 1.75*(Upper limit of allowable A/L range) V1= VacT — eacTs5%
b. Vact = 0.25%(Lower limit of allowable A/L range); Vit = Vacer + €acT.5%

California Air Resources Board -~ July 26, 20120¢ctober 82003
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- AJL Degradation (Interval = 1 week)
a. Vacr = 1.25*(Upper limit of aliowable A/L range); VT = VacT — €acT5%
b Vacr = 0.75*(Lower limit of aliowable A/L range); V-r VacT + €acts%

Reduced Vapor Collection Flow Performance (interval = 2 days)
Vacr = 0. 50*(Volume of Fuel Dlspensed) VT VACT + eACT_5%

Central Vacuum System Failure (Interval = - 20 mlnutes)

" VacT = Lowest Vacuum (highest absolute pressure} in Certified Allowable
Range; Vit = Vacr - act.5% where it is understood that the error will result in a
lower measured absolute pressure

UST Ullage Pressure Gross Failure -

The test interval for this criterion is 5% of the time in one week, which is 504
~minutes (8.4 hours).

VACT = 1.5 Inches of H.0; VT = VACT SACT-5%

UST Ullage Pressure Degradatlon
The test interval for this criterion is 5% 25% of the time in one 30- day month,

which is2180-minutes-{36-hours) 10,800 minutes (180 hours)

Vacr = 0.5 Inches of HQO V1 =Vaer - CACT-5%

UST Ullage Pressure - Pressure lntegrlty Failure (Leakage) (Interval = 1
week)

VacT = pressure consistent with leakage at twice the maximum which would
occur if the system passed a TP-201.3 test; Vi = Vacer - eacrsu where eact-s%
is calculated based on the average UST ullage pressure during the week.

Macr=2-5-rchesof HoOMr=Maor—encr sy

Vapor Processor Malfunction (Interval = 1 day)
Vact = will be as recommended by manufacturer and approved by the
Executive Officer; V1 = Vacr - eacT-5%

8.7 Calculation of Borderline Operation Values Vporp and Action Test Values Vgr

No alarms or interruption of fueling are permissible at the indicated Borderline
Operation Values below in the presence of a one percent (1%)-probable

_ measurement error by the ISD system. The indicated Borderline Operation
Values should be induced or simulated for the given interval, and twice the
given interval where a shutdown action is required after a previous warning
alarm.

The Borderline Operation Vaiue Vgorp is the limit of normal operation. The
Borderline Test Value Vgt is the value which the data acquisition system is
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expected to see and record one percent (1%) of the time when the system
was operating at the limit of normal operation. In testing the 1SD system for
proper immunity to false alarms by inducing or simulating borderline
conditions the 1ISD system s data acquisition system must see and record
values equal to or averaglng VBT

A/L Gross Failure (Interval = 1 day)
a. Veorp = 1.00*(Upper limit of allowable A/L range); Var = Veord + €porp-1%
b. VBORD = 1.00*(Lower limit of allowable A/L range); Vet = Veorb - €80RD-1%

AlL Degradation (Interval = 1 week)
a. Vgogrp = 1.00%(Upper limit of allowable A/L range); VBT VBORD + €RORD-1%
b. Veoro = 1 00*(Lower Ilmlt of allowable A/L range); Vgr = VBORD ERORD-1%

Reduced Vapor Collection Flow Performance (Interval = 2 days)
Veorp = 1.00*(Volume of Fuel Dispensed); Vet = Veorp - €BORD-1%

Central Vacuum System Failure (Interval = 20 minutes)

Vporp = Lowest Vacuum (highest absolute pressure) in the Normal Operating
Range specified by the manufacturer and approved by the executive officer;
Vet = VeoRrD - €0RD-1% Where it is undersiood that the error will result in a
higher measured absolute pressure.

UST Ullage Pressure Gross Fallure

The test interval for this criterion is 95% of the time in one week, Wthh is up
to 9576 m[nutes (159.6 hours).

Veorp = 95™ percentile of historically observed pressures, or alternatlvely a
value between 0.25 and 1.5 inches of H,O recommended by the
manufaciurer and approved by the executive officer; Vet = Vaorp + €porp-1%

UST Ullage Pressure Degradation
The test interval for this criterion is 95% 75% of the time in one 30-day month,

which is up to 44949—m+nu{es—(684—h—9u¥5) 32,400 minutes (540 hours)

Vaorp = 950 percentile of historically observed pressures, or alterhative!y a
value between 0.25 and 1.5 inches of H,O recommended by the -
manufacturer and approved by the executive officer; Ver = Vgorp *+ €80rRD-1%

UST Ullage Pressure - Pressure Integrity Failure (Leakage) (Interval = 1
week)

Veorp = pressure consistent with leakage at the maximum which would oceur
if the system passed a TP-201.3 test; Vet = Veorp + €8oRD-1% Where eacr
5%BORD-1% 1S calculated based on the average UST ullage pressure during the
week.
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LeTUlage-Rressure-Phase | Overpressure—(nterval =20-minutes)
Maorp=75" percentile pressure-observed-in-Phase-1-deliveriesVer=\acrs

+EB0oRD-1%

Vapor Processor Malfunction (In'terval =1 day) -

- Viorp = will be as recommended by manufacturer and approved by the
_Executlve Oﬂ’!cer Vet = VEORD - €BORD-1%

9. TESTING PROPER ISD SYSTEM OPERATION lNCLUDING GENERATION OF
AUTOMATIC ALARMS AND ACTIONS

.General Conszderations

~ As required in CP—201, the ISD system manufacturer shall prdvide a means

for verifying proper operation of the ISD system.

o Appropriate methods for such testing may include, depending on the nature of

the ISD system and subject to approval of the Executive Officer: (1)
temporary substitution of test data files reflecting failure conditions for actual

. data acquired and recorded by the 1SD system; (2) temporary connection of
- special electrical equipment or components in the system’s sensor circuitry to

9.2

9.3

9.4

emulate failure conditions; (3) temporary modification or adjustment of the
vapor recovery system which causes it to fail in a safe and confrolled manner.

. Testing by any of these means may require that tampering protections be

bypassed, acquired data be flagged as affected by testing activity, or both.
Appropriateness of Generated Alarms

During certification testing the nature of the alarms generated by the system
shall be considered and approved. Alarms which disrupt operations by virtue
of being too loud or intrusive may risk being disabled by tampering. Alarms
which are not sufficiently loud or intrusive may not be recognized or acted on
by operating personnel. Common practice often calls for both audible and
visible alarm indications, and for the ability to silence audible alarms once
they have been heard.

System Startup and Restart

Verify that information indicating a restart is stored by the system as required
by CP-201 by inducing or simulating a loss of power io the system.

Sensor Failure Detection

Verify that the system has the ability to test the integrity of its sensors and
that an induced or simulated sensor failure causes an appropriate system
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response. At a minimum the ISD sysiem should be capable of detecting
removal or disconnection of any sensor. '

9.5 A/L Gross Failure Response (Assist Systems Only)

This test spans an actual or simulated period of two (2) days for failures
below the acceptable A/L range, two (2) days for failures above the
acceptable A/L range, and two (2) days for borderiine acceptable operation.

Induce or simulate A/L failure conditions and borderline acceptability
‘conditions as follows and verify appropriate system response; Arrange
induced or simulated conditions considering the 1SD system’s timing of daily
assessments of A/L ratio acceptability. An alarm is scheduled immediately.
when any daily assessment shows failure, and interruption of fuelingis
scheduled immediately when a second consecutive daily assessment shows
failure.

At a level 75 percent (75%) above the upper A/L range limit in the presence of
a five-percent (5%)-probable negative error in measurement of A/L. by the ISD
system, and at a level 75 percent (75%) below the lower A/L range limit in the
presence of a five-percent (5%)-probable positive error in measurement of
A/L by the ISD system, the system should alarm and disable fueling as
scheduled. Manual re-enabling of fueling shouid be successful and events
should be properly recorded by the system.

At the lower A/L range limit in the presence of a one-percent (1%)-probable
negative error in A/L measurement by the ISD system, and at the upper range
limit in the presence of a one-percent (1%)-probable positive error, the
system should neither alarm or disabie fueling.

9.6 A/L Degradation Response (Assist Systems Only)

" This test spans an actual or simulated period of two (2) weeks for failures
below the acceptable A/L range, two (2) weeks for failures above the
acceptable A/L range, and two (2) weeks for borderline acceptable operation.

Proceed as for the Gross Failure checks above but with A/L 25 percent (25%)
outside certified range rather than 75 percent (75%) outside certified range
and considering that the assessment interval is one (1) week rather than one
(1) day.

9.7 Reduced Vapor Collection Flow Perforlﬁance (Balanc-e“Systems Only)
This test spans an actual or simulated peridd of two (2) déys for failures

below the acceptable vapor collection flow performance level and two (2)
days for borderline acceptable operation. . . :
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Induce or simulate reduced vapor collection flow and borderline acceptability
conditions as follows and verify appropriate system response. Arrange
induced or simulated conditions considering the ISD system’s timing of daily
.- assessments of vapor collection flow performance acceptability. An alarm is
~ scheduled immediately when any daily assessment shows failure, and
- interruption of fueling is scheduled lmmedlately when a second consecutive
daily assessment shows failure.

With vapor collection flow performance 50 percent (50%) below the minimum

certified level and a five-percent (5%)-probable positive etror in |SD system

measurement of vapor collection flow the system should alarm and disable

fueling as scheduled. Manual re-enabling of fueiing should be successful and
- events should be properly recorded by the system

. With vapor collection flow performance at the mmlmum_ certified level for the
vapor recovery system and a one-percent (1%)-probable negative error in

- measurement of vapor collection flow by the ISD system the system shouid
“neither alarm nor dlsable fueling.

9.8 Central Vacuum System Fallure (Systerns $0 equipped only)

- This test spans an actual or simulated perlod of 20 minutes for fallures and 20
“minutes for borderline acceptable conditions.

Induce or simUlate a Central Vacuum Unit failure. The ISD system shouid
alarm and disable fueling after 20 minutes. Manual re-enabling of fueling
- should be successful and events shouid be properly recorded by the system.

If detection of failure depends on quantitative measurements made by the
ISD system, the Executive Officer shall specify an appropriate definition of
borderline operating conditions. When such conditions are induced or
simulated and a one-percent (1%) probable worst-case (positive or negative
as applicable) error exists in quantitative measurements made by the ISD
system the system should not alarm or interrupt fueling.

9.9 UST Ullage Pressure - Gross Failure Response

This test spans an act.ua[ or simulated period of two (2) weeks for failures
where UST ullage pressure exceeds the specified criteria and two (2) weeks
for borderline acceptable operation.

Induce or simulate UST ullage pressure excessive values and borderline
acceptability conditions as foliows and verify appropriate system response.
Arrange induced or simulated conditions considering the 1SD system’s timing
of weekly assessments of UST ullage pressure acceptability. An alarmis
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scheduied immediately when any weekly assessment shows failure, and
interruption of fueling is scheduled immediately when a second consecutlve
weekly assessment shows failure.

If UST ullage pressure during a week exceeds 1.5 Inches of H,O during five
percent (5%) of the time and a five-percent (5%)-probable negative
measurement error is present whenever pressure exceeds1.5 inches H0,
the system should alarm and disable fueling as scheduled. Manual re-
enabling of fueling should be successful and events should be properly
recorded by the system.

If UST ullage pressure during a week is at the maximum allowable level
permitted by an executive order applicable to the vapor recovery system (or
the 95" percentile level of pressures actually observed in the system if no
maximum limit is specified by an applicable executive order) during the time
and a one-percent (1%)-probable positive measurement error is present
whenever pressure exceeds1.5 inches HyO the system should nelther alarm
or disable fueling.

9.10 UST Ullage Pressure - Degradation Response

This test spans an actual or simulated period of two. (2) rhonths'for failures
where UST ullage pressure exceeds the criteria as specified and 1wo (2)
months for borderline acceptable operation.

Proceed as for the UST ullage pressure Gross Failure checks above but with
UST ullage pressure above 0.5 inches of H,O during 25 percent (25%) of the
time rather than above 1.5 inches of H,O during five percent (5%) of the time.
Arrange induced or simulated conditions considering the ISD system’s timing -
of monthly assessments of UST ullage pressure acceptability. An alarm is
scheduled immediately when any monthly assessment shows failure, and
interruption of fueling is scheduled immediately when a second consecutive
monthly assessment shows failure. -

.9..11 UST Ullage Pressure - Pressure Integrity Failure (Leakage) Response

This test spans an actual or simulated period of two (2) weeks for failures
where leakage exceeds the criteria as specified and two (2) weeks for
borderllne acceptable operation.

Induce or simulate unacceptable and borderline acceptable leakage of the
vapor recovery system as described below, or UST ullage pressure behavior
indicative of such leakage as the Executive Officer may find appropriate.
Arrange induced or simulated condifions considering the ISD system’s timing
of weekly assessments of leakage based on UST ullage pressure. An alarm
is scheduled immediately when any weekly assessment shows failure, and
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interruption of fueling is scheduled immediately when a second consecutive
weekly assessment shows failure.

, If leakage occurs at a rate twice the maximum that would occur if the system
- passed a TP-201.3 test and a five-percent (5%)-probable negative error in
measurement of the leak rate is present, the system should alarm and
interrupt fueling as scheduled. Manual re-enabling of fueling should be
successful and events should be properly recorded by the system

If Ieakage occurs at a rate equal to the maximum that would occur if the
system passed a TP-201.3 test and a one-percent (1%)-probable positive

- -error in measurement of the leak rate is present, the system should neither
alarm nor interrupt fueimg

9.12 Vapor Processor Malfunction Response (Systems So Equipped Only)-

This test spans an actuél or simulated period of two (2) days for failures
~ where vapor processor malfunction is indicated and two (2) days for
borderline acceptable operation (if appllcabie)

Induice or simulate a vapor processor malfunction. Arrange induced or
- simulated conditions considering the ISD system’s timing of daily _

assessments of vapor processor function. An alarm is scheduled immediately

when any daily assessment shows malfunction, and interruption of fueling is

scheduled immediately when a second consecutive daily assessment shows
. malfunction. '

The systém should alarm and disable fueling as scheduled when a
malfunction is induced or simulated.

If detection of malfunction depends on quantitative measurements made by
the 1SD system, the Executive Officer shall specify an appropriate definition of

- borderline failure conditions. When such conditions are induced or simulated
and a 5-percent (5%)-probable worst-case (positive or negative as applicable)
error exists in quantitative measurements made by the 1SD system the
system should alarm and interrupt fueling as scheduled.

If detection of malfunction depends on quantitative measurements made by
the I1SD system, the Executive Officer shall specify an appropriate definition of
borderline acceptable operating conditions. When such conditions are
induced or simulated and a one-percent {1%)-probable worst-case (positive
or negative as applicable) error exists in quantitative measurements made by
the 1SD system the system should not alarm or interrupt fueling.
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10. - ALTERNATIVE TEST PROCEDURES

This procedure shall be conducted as specified. Modifibations to this te's’t
procedure shall not be used to determine compliance unless prior written approval
" has obtained from the ARB Executive Officer pursuant to CP-201 or CP-2086.

California Air Resources Board July 26, 2012May:25-2008
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California Envirdnmental Protection Agency
Air Resources Board
Vapor Recovery Test Procedure

TP-201.3
Determination of 2 Inch WC Static Pressure Performance of

Vapor Recovery Systems of
Dispensing Facilities

1 APPLICABILITY

- 1.1

1.2

1.3

Definitions common to all certification and test procedures are in:

D-200 Definitions for CertificationProcedures-and
TestProceduresfor-Vapor Recovery Procedures Systems

For the purpose of this procedure, the term "ARB” or “CARB" refers to the State-of
California Air Resources Board, and the term "ARB-Executive Officer" refers to the
ARB Executive Officer efthe-ARB-or his or her authorized representative or
designate. '

This test procedure is used to quantify the vapor tightness of vapor recovery
systems installed at gasoline dispensing facilities (GDF) equipped with
pressure/vacuum (P/V) valves, provided that the designed pressure setting of the
P/ valves is a minimum of 2.5 inches of water cofumn (inches H,0).

Systems equipped with a P/V valve(s) allowed to have a designed cracking
pressure less than 2.5 inches H,0 shall be bagged to eliminate any flow
contribution through the valve assembly from the test results. The valve/vent
pipe connection, however, shall remain unobstructed during this test.

At facilities not required to be equipped with a P/V valve(s), the vent pipe(s) shall
be capped. For those installations, the test may be conducted at the vent

pipe(s).

2 PRINCIPLE AND SUMMARY OF TEST PROCEDURE

21

- The entire vapor recovery system is pressurized with nitrogen to two (2.0) inches

H,O. The system pressure is then allowed to decay and the pressure after five
(5) minutes is compared with an allowable value. The minimum allowable five-
minute final pressure is based on the system ullage and pressure decay
equations. For the purpose of compliance determination, this test shall be

. conducted after all back-filling, paving, and installation of all Phase | and Phase
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. Il components, including P/V valves, has been completed.

2.2

For GDF equipped with a coaxial Phase | system, this test shall be conducted at

‘a Phase |l vapor riser. For GDF which utilize a two-point Phase | system, this

. test may be conducted at either a Phase 1l riser.or a Phase | vapor coupler

provided that the criteria set forth in Section 6.7 have been met. If the integrity

. criteria for two-point systems specified in Section 6.7 are met, it is recommended

that this test be conducted at the Phase | vapor coupler.

3 RANGE

3.1

32

3.3

3.4

If mechanical pressure gauges are employed the full-scale range of pressure

- gauges shall be 0-2.0, 0-1.0, and 0-0.50 inches H>O column. Maximum
.incremental graduatlons of the pressure gauge shall be 0.05 inches H,O and the

minimum accuracy of the gauge shall be three percent of full scale. The
minimum diameter of the pressure gauge face shall be 4 inches.

If an electronic press'ure measuring device is used, the full-scale range of the’
device shall not exceed 0-10 inches H»O with a minimum accuracy of 0.5

“percent of full-scale. A 0-20 inches H,O device may be used, provided the

equivalent accuracy is not less than 0.25 percent of full-scale.

The minimum total ullage,'for each individual tank, shall be 1,000 galions or 25% |
of the tank capacity, whichever is less. The maximum total ullage, for all
manifolded tanks, shall not exceed 25,000 gallons These values are exclusive of

-all vapor piping vo!umes

' The minimum and maximum nitrogen feed-rates, into the system, shail be one

(1) and five (5) CFM, respectively.

4 INTERFERENCES

Introduction of nitrogen into the system at flowrates exceeding five (5) CFM may'

4.1
bias the results of the test toward non-compliance. Only gaseous nitrogen shall
be used to conduct this test. Air, liquefied nitrogen, helium, or any gas other than
nitrogen shall not be used for this test procedure.

42 For va'cuum—assist Phase |} systems which utilize an incinerator, power fo the
collection unit and the processor shall be furned off during testing.

4.3  For vacuum-assist systems, with positive displacement vacuum pumps, which
locate the vacuum preducing device in-line bétween the Phase I vapor riser and
the storage tank, the foliowing requirements shall apply:

4.3.1 A valve shall be installed at the vacuum producing device. When closed, this
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4.3.2

4.3.3

4.4

4.5

valve shall isolate the vapor passage downstream of the vacuum producing
device. :

The storage tank side of the vacuum producing device shall be tested in
accordance with the procedures outlined in Section 7 of this method.
Compliance shall be' determined by comparing the final five-minute pressure
with the allowable minimum five-minute final pressure from the first column
(1-6 affected nozzles) in Table IB or use the corresponding equation in
Section 9.2.

The upstream vapor passage (nozzle to vacuum producing device) shall also
be tested. Methodology for this test shall be submitted {o the California Air
Resources Board (CARB) for approval prior to submission of test resulis or
shall be conducted in accordance with the procedures set forth in the .
applicable CARB Executive Order.

The results of this static pressure integrity test shall not be uéed to vérify
compliance if an Air to Liquid Volumetric Ratio Test (TP-201.5 or equivalent) was
conducted within 24 hours prior to this test.

Thermal Bias for Electronic Manometers
Electronic manometers shall have a warm-up period of at least 15 minutes

followed by a five minute drift check. If the drift exceeds 0.01 inches water
column, the instrument should not be used.

‘5 APPARATUS

5.1

Nitrogen
Use commercial grade nitrogen in a high pressure cylinder, equipped with a two-
stage pressure regulator and a one psig pressure relief valve.,

52 Pressure Measuring Device
Use 0-2.0, 0-1.0, and 0-0.50 inches H,O pressure gauges connected in paraliel,
a 0-2 inches H>O manometer, or an electronic pressure measuring device to

"~ monitor the pressure decay in the vapor recovery system. The pressure .

measuring device shall, at a minimum, be readable to the nearest 0.05 inches
H20.

5.3 “T" Connector Assembiy |
See Figure 1 for éﬁ(ample.

5.4 Vapor Coupler Integrity Assembly
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Assemble OPW 633-A, 633-B, and 634-A adapters, or equivalent, as shown in
“Figure 2. If the test is to be conducted at the storage tank Phase | vapor
coupler, this assembly shall be used prior to conducting the stafic ieak test in
order to verify the pressure integrity of the vapor poppet The internal volume of
-this assembly shall not exceed 0.1 cubic feet :
55 Vapor Coupler Test Assembly

. Use a compatible OPW 634-B cap, or equivalent, equipped with a center probe
to open the poppet, a pressure measuring device to monitor the pressure decay,
and a connection for the introduction of mtrogen into the system See Figure 3
for an example. .
56 Stopwatch
. Usea stopwatch accurate o within 0.2 secends.
57  Flow Meter
: Use a Dwyer flowmeter, Model RMC-104, or equivalent, to determine the - N
required pressure setting of the delivery pressure gauge on the nitrogen supply
pressure regulator. This pressure shall be set such that the nitrogen flowrate is
between 1.0 and 5.0 CFM.
5.8 Combustible Gas Detector

A Bacharach Instrument Company, Model 0023-7356, or equivalent, may be
used to verify the pressure integrity of system components during this test.

5.9 | l_.eak Detection Solution

- Any liquid solution designed to detect vapor leaks may be used to verify the
pressure infegrity of system components during this test.

6 PRE-TEST PROCEDURES

6.1  The following safety precautions shall be followed:

6.1.1 Only nitrogen shall be used to pressurize the system.

- 6.1.2 A one psig relief valve shall be installed to prevent the possible over-

pressurizing of the storage tank.

6.1.3 A ground strap should be employed duting the introduction of nitrogen into
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6.2

6.2.1

6.2.2

6.2.3

6.2.4

6.2.5°

6.3

6.4

6.4.1

the system.

Failure to adhere to any or all of the following time and activity restrictions shall
invalidate the test results:

There shall be no Phase | bulk product deliveries into or out of the storage
tank(s) within the three (3) hours prior to the test or during performance of
this test procedure. '

There shall be no product dispensing within thirty (30) minutes prior to the
test or dunng performance of this test procedure

Upon commencement of the thlrty minute “no dlspensing” portion of this
procedure, the headspace pressure in the tank shall be measured. If the
pressure exceeds 0.50 inches H,0, the pressure shall be carefully relieved. in:
accordance with all applicable safety requirements. After the thirty minute “no
dispensing” portion of this procedure, and prior to introduction of nitrogen, the
headspace pressure shall again be lowered, if necessary, to less than 0.50
inches HO.

There shall be no Air to Liquid Volumetric Ratio Test (TP-201.5 or equivalent)
conducted within the twenty-four (24) hour period immediately prior to this
test. _

The test shall be conducted with the station in normal operating mode. This
includes all nozzles properly hung up in the dispenser boots and all dispenser
cabinet covers in place. The exception to normal operating mode is that
dispensing is disaliowed as specified.

Measure the gallons of gasoline present in each underground storage tank and
determine the actual capacity of each storage fank from facility records. '
Calculate the ullage space for each tank by subtracting the gasocline gallonage
present from the actual tank capacity. The minimum ullage during the test, for all
manifoided tanks, shall be 1,000 gallons or 25 percent of the tank capacity,
whichever is less. The total u[lage for all manifolded tanks, shall not exceed
25,000 gallons.

For two-point Phase | systems, this test shall be conducted with the dust cap .
removed from both the product and the vapor coupler. This is necessary to
determine the vapor tightness of the Phase | vapor poppet. See Section 6.7 lf
this test is to be conducted at the Phase | vapor coupler. -

For coaxia! Phase | systems, thls test shall be conducted with the dust capl
removed from the Phase | coupler. This is necessary to insure the vapor
tightness of the Phase | vapor poppet. '

California Air Resources Board : . : July 26, 2012
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6.4.2

6.5

Verify that the liquid level in the storage tank is at least four (4) inches above
the hlghest opening at the bottom of the submerged drop tube

_ If the Phase | containment box is equipped with a drain valve, this test shall be

conducted with the drain valve installed and the manhole cover removed. If the

. 'drazn valve is cover-actuated, the test shall be done once wrth the cover removed

6.6

6.6.1

6.7

671

6.7.2

6.7.3

6.7.4

and repeated with the cover installed.

If the test is to conducted at a Phase [l vapor riser, disconnect the dispenser end
of one vapor recovery hose and install the “T* connector assembly (see Figure '
1).. Connect the nitrogen gas supply (do not use air) and the pressure measuring
device fo the “T" connector. . '

For those Phase |l vapor systems utilizing a dispenser mounted remote vapor
check valve, the “T” connector assembly shall be lnstalled on the vapor riser
~ side of the check valve. .

If this test is to be conducted at the Phase | vapor coupler on a two-point Phase |
system, the procedures set forth in subsections 6.7.1 and 6.7.2 shall be.
successfully completed prior to testing. The static pressure integrity test shall
not be conducted at the Phase | coupler at facilities equipped with coaxial F’hase

| systems

Connect the Vapor Coupler Integnty Assembly to the Phase | vapor coupler
Connect the Vapor Coupler Test Assembly. Connect the nitrogen supply to
the assembly and carefully pressurize the internal volume of the assembly to
two (2.0) inches H,O. Start the stopwatch. Record the final pressure after
one minute.

If the pressure after one minute is less than 0.25 inches H;0, the leak rate
through the Phase | vapor poppet precludes conducting the static leak test at
this location. If the pressure after one minute is greater than or equal to 0.25
inches H-O, the static leak test may be conducted at this location. This
criteria assures a maximum leak rate through the Phase | vapor poppet of
less than 0.0004 cubic feet per minute.

Disconnect the Vapor Coupler Integrity Assembly io the Phase | vapor
coupler. If the requirements of subsection 6.7.2 were met, connect the Vapor
Coupler Test Assembly to the Phase | vapor coupler.

Product may be poured onto the Phase | vapor coupler to check for leaks.
This diagnostic procedure shall not be substituted for the procedures set forth
in subsections 6.7.1 and 6.7.2.

California-Air Resources Board -~ July 26, 2012
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6.8

6.9

6.10

6.11

6.12

All pressure measuring device(s) shall be bench calibrated using either a
reference gauge or incline manometer. ‘Calibration shall be performed at 20, 50,
and 80 percent of full scale. Accuracy shall be within two percent at each of
these calibration points. Calibrations shall be conducted on a frequency hot to-
exceed 90 days.

Use the flowmeter to determine the nitrogen regulator delivery pressures which
correspond to nitrogen flowrates of 1.0 and 5.0 CFM. These pressures define
the allowable range of delivery pressures acceptable for this test procedure.
Also record the regulator delivery pressure setting, and the corresponding
nitrogen flowrate that will be used during the test. As an alternative, the
flowmeter may be connected, in-line between the nitrogen supply regulator and
Vapor Coupler Test Assembly, during the test.

Use Equation 9.3 to calculate the approximate time required to pressurize the
system ullage to the initial starting pressure of two (2.0) inches H,O. This will
allow the tester to minimize the quantity of nitrogen introduced into those
systems which cannot comply with the static leak standards.

Attach the Vapor Coupler Test assembly fo the Phase | poppet or the “T"
connector assembly to the Phase |l vapor riser. Read the initial pressure of the
storage tank and underground piping. [f the initial pressure is greater than 0.5
inches H>O, carefully bleed off the pressure, in accordance with all applicable
safety procedures, in the storage tank and underground piping to less than 0.5
inches HyO column. .

Any electronic manometers shall be subject to warm-up and drift check before
use; see Section 4.5.

7 TESTING

71

Open the nitrogen gas supply valve and set the regulator delivery pressure within
the allowable range determined in Section 6.9, and start the stopwaich.
Pressurize the vapor system (or subsystem for individual vapor retumn line
systems) to at least 2.2 inches H;0 initial pressure. [t is critical to maintain the
nitrogen flow until the pressure stabilizes, indicating temperature and vapor
pressure stabilization in the tanks. Check the test equipment using leak
detecting solution or a combustible gas detector to verify that all test equipment
is leak tight. Note: if a combustible gas detector is used to search for leaks,

- components which were certified with an allowable leak rate, such as 0.38 CFH

7.1.1

at a pressure of two (2) inches, cannot be determined to be faulty solely on the
basis of the concentration registered on the instrument.

If the time required to achieve the initial pressure of two (2.0} inches H,O
exceeds twice the time derived from Equation 9.3, stop the fest and use liquid
leak detector, or-a combustible gas detector, to find leak(s) in the system.

California Air Resources Board ' o July 26,2012
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7.2

7.3

7.4

7.4.1

7.5

7.6

7.7

Failure to achieve the initial starting pressure within twice the time derived
from Equation 9.3 demonstrates the inability of the system to meet the
performance criteria. Repair or replace the faulty component(s) and restart
the test pursuant to Section 7.1.

C!ose and disconnect the nltrogen suppty Start the stopwatch when the
" pressure has decreased to the initial starting pressure of two (2.0} inches H;O.

. At one-minute intervals during the test, record the system pressure. After five '_

minutes, record the final system pressure. See the applicable of Tables 1A (or
Equation 9.1) or 1B (or equation 9.2) to determine the acceptability of the final

system static pressure results. For intermediate values of ultage in Tables 1A

and 1B linear interpolation may be employed.

If the system failed to meet the criteria set forth in Table 1A or 1B (orthe .
appropriate equation in Section 9}, repressurize the system and check all

‘accessible vapor connections using leak detector solution or a combustible gas
.- detector. ' If vapor leaks in the system are encountered, repair or replace the

defective component and repeat the test. -Potential sources of leaks include

- nozzle check valves, nozzle vapor paths, pressureNacuum relief valves,

containment box drain valve assemblies, and plumbing connections at the risers.

If the facility fails to comply with the static leak fest standards and the two
point Phase | system utilizes overfill prevention devices in the drop tubes
which were installed before July 1, 1993, and which are unabie fo pass the
test with the dust caps removed from the product and vapor couplers (see
Sec. 6.4), the test may be conducted with the caps on the couplers, as an
exception.

This exception is not intended to allow bleed holes in drop tubes.

This exception expires on January 1, 2002, after which date all testing shali
be conducted with the fill and vapor caps removed from two point systems.
Under no circumstances may the test be conducted with the caps on coaxial
Phase | couplers.

After the remaining system pressure has been relieved, remove the “T"
connector assembly and reconnect the vapor recovery hose, if applicable.

If the vapor recovery system utilizes individual vapor return lines, repeat the leak
test for each gasoline grade. Avoid leaving any vapor return line open longer
than is necessary to install or remove the “T" connector assembly.

If the applicable CARB Executive Order requires the test o be conducted with
and without the containment box cover in place, repeat the test with the cover in
place. in these cases clearly specify, on Form 1, which results represent the

California Air Resources Board S o July-26:2012

TP-201.3, Page 8



8 POST-TEST PROCEDURES

8.1

8.1.1

8.1.2

pressure integrity with and without the cover in place.

-,

Use the applicable of Table 1A or 1B, or the applicabie of Ecjua’cions 9.'i or9.2,

to determine the compliance status of the facility by comparing the final five-
minute pressure with the minimum allowable final pressure.

For balance Phase |l systems use Table 1A or the applicable of Equation 9.1.

‘o determine compliance.

For vacuum-assist Phase Il systems use Table 1B or the applicable of
Equation 9.2 to determine compliance. - :

9 CALCULATIONS

0.1

For Phase Il Balance Systems, the minimum allowable five-minute final
pressure, with an initial pressure of two (2.0) inches HO, shall be c:alculated as

follows:
pf=ge[T'] ifN=1-6 [Equation 9-1]
=
P;=2e iftN=7-12
_ [324\:,023] o _
Pr=2e ifN=13-18
P;=2¢ - ifN=19-24
L
P;=2e if N>24
where
N = The number of affected nozzles. For manifolded systems, N

equals the iotal number of nozzles. For dedicated plumbing
configurations, N equals the number of nozzles serviced by the
tank being tested.

P: = The minimum allowable five-minute p'ress'ure, inches H>O

V = The total ullage affected by the test, gallons

e, = Adimensionless constant approximately equal to 2.718

California Air Resources Board
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2 = The initial starting pressure, inches H,0

92  For Phase Ii Vacuum Assist Systems the minimum allowable five-minute final
pressure, with an rmtral pressure of two (2 0): inches H20 shall be caloulated as

follows
- Pf='2e[#l EN=1-6 : - [Equation 9—2]7 -
P;=2e ifN=7-12
o=
pP;=2e ifN=13-18

[ -563.412 ]

pi=2¢ ' ' ifN=19-24
P, =2e‘T] if N> 24
where:

N = The number of affected nozzles. For manifolded systems, N
equals the number of nozzles. For dedicated plumbing
configurations, N equals the number of nozzies serviced by the
tank being tested.

P: = The minimum aliowable five-minute final pressure, inches H,0

V = The total ullage affected by the test, gallons

e = A dimensionless constant approximately equal to 2.718

2 = The initial starting pressure, inches H,O

9.3  The minimum time required fo pressurize the system uilage from zero (D) to two
(2.0) inches H>O gauge pressure shall be calculated as follows

V .
b= [(19801522)fF | ~ [Equation 9-3]
California Air Resources Board ' - - July 26 2012
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where:
t2 = The minimum tlme to pressurize the ullage to two inches H20
mlnutes : :
V = The total uliage affected by the test, gallons

F = The nltrogen flowrate into the system CFM
49801522= The conversion factor for pressure and gallons
9.4 If the policy of the local Dlstnct requires an allowable tolerance for testing error,

the minimum allowable five-minute final pressure, including testing error, shall be
calculated as follows:

Pe=2- [1 4{10 H [408.9 - (pf+406 9)] [Equation 9-4]

where:

P = The minimum aliowable five-minute final pressure including
allowable testing error, inches H,O

E = The allowable testing error, percent

Ps = The minimum allowable flve-m[nute final pressure caiculated in
Equations 9-1 or 9-2, inches H,O

2 = The initial starting pressure, inches H.O
408.9 o= Atmospherlc pressure plus the lnltlal startlng pressure inches
H0 . _
406.9 = Atmospheric pressure, inches H,O

10 REPORTING

10.1 The calculated ullage and system pressures for each five-minute vapor recovery:
system test shall be reported as shown in Form 1. District may require the use of -
alternate forms, provided they include the same minimum parameters identified
in Form 1. Be sure to include the Phase | system type (two-point or coaxial), the
Phase 1l system type, whether the system is manifoided, and the one-minute
pressures during the test.

California Air Resources Board o o i coJuly 26, 2012
‘TP-201.3, Page 11 ' '



INITIAL PRESSURE OF 2 INCHES WATER COLUMN (WC)

PHASE Il BALANCE SYSTEMS |

F’_RESSURE'DECAY CRITERIA

TABLE 1A

MINIMUM PRESSURE AFTER 5 MINUTES, INCHES WG

NUMBER OF AFFECTED NOZZLES

ULLAGE, o _

'GALLONS 01-06 0712 13-18 19-24 >24
500 0.44 . . . 0.41 0.38 0.36 0.34
550 0.50 0.47 . 0.45 0.42 0.40
600 0.56 0.53 0.51 0.48 0.46
650 . 082 0.59 0.56 054 . 0.51

. 700 0.67 0.64 0.62 0.59 0.56
750 0.73 0.70 087 064, 261
- BOO 0.77 0.74 0.71 0.69 0.66
850 0.82 . 0.79 076 . 0.73 g.70
.90 - 0.86 0.83: 0.80 .. 0.77 075 ...
950 0.90 087 . 0.84 0.81 0.79
1,000 0.93 0.91 0.88 0.85 . . 0.82
1,200 1.06 1.03 1.01 0.98 . 0.95
1,400 116 114 1.11 1.09 1.06
1,600 1.24 1.22 1.18 117 1.15
1,800 1.31 1.29 1.27 1.24 1.22
2,000 1.37 1.35 132 1.30 1,28
2,200 1.42 1.40 1.38 1.35 1.34
2,400 1.46 1.44 1.42 140 1.38
2,600 1.49 1.47 1.46 144 . 1.42
2,800 152 1.51 1.48 147 1.46
3,000 1.55 1.54 1.52 1.50 1.49
3,500 161 1.59 1.58 1.57 1.55
4,000 1.65 1.64 163 1.61 1.60
4,500 1.69 1,68 1.67 1865 164
5,000 1.72 1.71 1.70 1.69 1,67
6,000 176 1.75 1.74 173 172
7,000 1.79 1.79 1.78 1.77 1.76
8,000 1.82 1.81 1.80 1.80 179
9,000 1.84 1.83 1.83 1.82 1.81
10,000 1.85 1,85 1.84 1.84 1.83
15,000 1.90 1.90 1.89 1.89 1.89
20,000 193 1.91 182 182 1,91
25,000 1.94 1.94 1.94 1.93 1.93

Note: For manifolded Phase Il Balance Systems, the “Number of Affected Nozzles™ shall be the total of all gascline nozzles. For dedicated

return configurations, the “Number of Affected Nozzies” shall be the total of those nozzles served by the tank being tested.

California Air Resources Board
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- TABLE 1B -

PHASE [l ASSIST SYSTEMS .
- PRESSURE DECAY CRITERIA
EN!'I;IAL PRESSURE OF 2 INCHES WATER COLUMN (WC)

MINIMUM PRESSURE AFTER 5 MINUTES, INCHES WC

NUMBER OF AFFECTED NOZZLES

ULLAGE, , D : ,

GALLONS 01-06 0712 13-18 - 19-24 T »24
500 0.73 0.69 0.65 0.61 0.57
550 0.80 0.76 0.72 0.68 064
600 0.87 0.82 0.78 0.74 0.71
650 0.93 0.38 0.84 0.80 0.77
700 0.98 0.94 0.90 0.86 0.82
750 1,03 0.98 0.94 0.91 0.87
300 1.07 1.03 0.99 0.95 0.92
850 111 1.07 1.03 1.00 0.95
900 115 111 . 1.07 1.03 1.00
950 . 1.18 1.14 1.11 1.07 1.04
1,000 1,21 118 1.14 1.40 - 1.07
1,200 1.32 1.28 1.25 - 122 119
1,400 1.40 1.37 1.34 1.31 1.28
1,600 1.46 143 ' 1.41 138 1.35
1,300 1.51 1.49 1.46 1.44 1.41
2,000 1.56 1.53 1.51 1.49 1.46
2,200 1.59 1.57 1.55 1.53 1.51
2400 . 1,62 1.80 1,58 1.56 1.54
2,600 1.65 1,63 161 1.59 1.57
2,800 1.67 © 185 164 162 1.60
3,000 _ 1.69 1.68 1.66 1.64 1,62
3,500 1.73 1.72 1.70 1.69 1.67
4,000 1.76 1.75 1.74 1.72 1.71
4,500 179 1.78 177 1.75 174
5,000 1.81 1.80 1.79 _ 178 ' 1.77
6,000 1.84 1.83 1.82 1.81 1.80
7,000 1.86 1.85 185 1.84 1.83
8,000 1.88 1.87  1.86 1.86 185
9,000 189 1.89 1.88 1.87 1.87
10,000 1.80 1.90 1.89 1.88 1.88

15,000 . 1.93 1.93 1.93 1.92 1.92
20,000 1.95 1.95 1.94 1.94 1.94
25,000 1.96 1.96 ©1.96 1.95 1.95

Note: For manifolded Phase |l Assist Sysiems, the “Number of Affected Nozzles” shall be the total of all gasoline nozzles. For dedicated
return configurations, the “Number of Affected Nozzles” shall be t he total of those nozzles served by the tank being tested.

" California Air Resources Board S July 26,2012
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FORM 1

SUMMARY OF SOURCE TEST DATA

SOURCE INFORMATION ' FACILITY PARA]V!ETERS
GDF Name angd addresss GDF Representative and Title , PHASE Il SYSTEM TYPE
S . : ' 1 (Check One)
: Balance -
GDF Phone No. {__) Hirt o
- Red Jacket
Permit Conditions || Saurce: GDF Vapor Recovery System Hasstech L —
. Healy
AIC # Manifolded?’ Y o N °
Operating Parameters - N o - :
Number of Nozzles Served by Tank #1 - Number of Nozzles Served by Tank #3
Number of Nozz[es Served by Tank#2 -~ Number of Nozzles Served by Tank #4
Applicable Regulations: B | VN Recommended

| Source Test Results and Commenf_é S
Tank# : 12 3 4

1. ° Product Grade

Actual Tank Capacity, gallons

Gasoline Volume

Ullage, gallons #2-#3)

Pressure After 1 Minute, inches H,O

Pressure After 2 Minutes, inches H;0

Pressure After 3 Minutes, inches H,0

2
3
4
5. |Initial Pressure, inches H,Q
6
7
8
9

Pressure After 4 Minutes, inches H,O

10. Final Pressure After 5 Minutes, inches H,O

11. Allowable Final Pressure

Test Conductad by: . Test Company: Date of Test:

California-Air Resources Board - - e - July-26. 2012
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~ Figure1
"T" Connector Assembly

Pressure Gauge

QUICK CONNECT FITTING
FOR REGULATED NITROGEN
SUPPLY

t
TO RISER l: TO SWIVEL
_...-1....-.—.—
- —————
34 X 12" X 34" 34" GALVANIZED
GALVANIZED OR BRASS "T" OR BRASS NIPPLE
California Air Resources Board c : July. 26, 2012
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" Figure 2 :

Vépor. Couplér Integrity Assembly

QUICK CONNECT FITTING
FOR REGULATED NITROGEN

/UPPLY S " PRESSURE GAUGE

o —COUPLER /! . __/ >
\ (0 BE TESTED) / yd

BLEEDER VALVE AND
QUICK CONNECT FITTING
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Figure 3

Vapor Coupler Test Assembly

POPPET ACTUATION

PROBE
&PRESSURE GAUGE

| "
GASKET /

. BLEEDER VALVE AND
QUICK CONNECT FITTING

Califorinia Air Resources.Board o .. July 26, 2012
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Determmatlon of Statlc Pressure Performance of Vapor Recovery
Systems at Gasoline Dispensing Facilities with Aboveground
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Amended: July 26, 2012
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California Environmental Protection Agency
Air Resources Board

Proposedﬁ Vapor Recovery Test Procedure
TP-206.3

Determination of Static Pressure Performance of
Vapor Recovery Systems at Gasoline Dispensing Fac1lltles with
Aboveground Storage Tanks

Definitions common to all certification and test procedures are in:

D-200 Definitions for Vapor Recovery Procedures
For the purpose of this prdcedure, the term "ARB”_or “CARB" refers to the California Air
Resources Board, and the term "Executive Officer" refers to the ARB Executive Officer or his or
her authorized representative or designate.

1. PURPOSE AND APPLICABILITY

The purpose of this test procedure is used fo quantify the vapor tightness of an
aboveground storage tank installed at a gasoline dispensing facility (GDF).

This test procedure is used to determine the static pressure performance standard of a '
vapor recovery system during the certification process and subsequently to determine -
compliance with that performance standard for any installation of such a system.

The applicability of this test procedure for static pressure performance is for installations of
systems with aboveground storage tanks certified by:

CP-206 Certification Procedure for Vapor Recovery Sysiems at Gasoline
Dispensing Facilifies Using Aboveground Storage Tanks

2. PRINCIPLE AND SUMMARY OF TEST PROCEDURE

The entire vapor recovery system is pressurized with nitrogen to two (2.0) inches water
column. The system pressure is then allowed to decay for five (5) minutes. The
acceptability of the final pressure is based upon the vapor system ullage.

3. BIASES AND INTERFERENCES

3.1 For tanks equipped with vapor recovery processor systems, the processor must be
isolated or the processor outlet is capped Leakage at the processor will mdlca’te a
system component leak. S

3.2 lLeaks in the test equipment will bias the results toward noncompliance. Prior to
conducting the test, this bias is eliminated by conducting a leak check of the equipment.

California Air Resources Board . July 26, 2012 May2-2008
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3.3. There shall be no Phase | bulk product deliveries into the storage tank(s) within
three (3) hours prior to this test. There shall be no product dispensing within thirty (30)
minutes prior to this test. There shall be no Air to Liquid Volumetric Ratio Test
(TP-201.5 or equivalent) conducted within the twenty-four (24) hour period lmmedlately
prior to this test.

- 3.4 Product levels less than four (4) inches above the hlghes‘{ opening at the bottom of the
submerged drop tube may bias the test toward noncomphance

3.5 For systems which utilize a destructive processor power to the collection un[t and the
' processor shall be turned off during testing. : :

3.6 For vacuum-assist systems with positive displacement vacuum pumps, which locate the
vacuum producing device in-line between the Phase |l vapor riser and the storage tank,
. the following requirements shall apply: ' :

3.6.1' A valve shall be installed at the vacuum producing device. When cldsed’, fhis
valve shall isolate the vapor passage downstream of the vacuum producing
device. ' ' '

3.6.2 The upstream vapor passage (nozzle to vacuum producing device) shall also be
tested. Methodoiogy for this test shall be submitted to the Executive Officer for
approval prior to submission of test results or shall be conducted in accordance

- with the procedures set forth in the applicable’ ARB Executive Order. .

4. EQUIPMENT SPECIFICATIONS

4.1 Care must be exercised to prevent'exposure of testing personnel to benzens, a
carcinogen. Use of appropriate safety gear such as gloves and respirator is suggested.

.4.2 Use commercial grade nitrogen in a high pressure cylinder, equipped with a two-stage
pressure regulator and one psig pressure relief valve. The minimum and maximum
nitrogen feed rates into the system shall be 1 and 5 cfm (cubic feet per minute)
respectively.

4.3 The Systern Leak Test Assembly is shown in Figure 1. Use a modified vapor cap
compatible with the Phase | vapor adaptor. The vapor cap shall be equipped with a
hitrogen inlet port.

4.4 Use a Dwyer flowmeter, Model RMC-104, or equivalent, to determine the required
pressure setting of the delivery pressure gauge on the nitrogen supply pressure
regulator. This pressure shall be set such that the nitrogen flowrate is between 1.0 and
5.0 CFM.

4.5 Electronic pressure measuring devices or digital pressure indicators shall be used. The
maximum full-scale range of the device shall be 10 inches water column. The minimum
accuracy shall be 1.5 percent of full scale and the pressure measuring device shall be
readable to the nearest 0.01 inches water column. A copy of the most current
calibration of shall be kept with the equipment. Instrument shall be caiibrated every six
months.

Caiifornia Air Resources Board - July 26, 2012 May-22008
TP-206.3, Page 2



4.6 Stopwatch. Use a stopwatch accurate to within 0.10 seconds to time the one-minute
pressure stabilization period, and the five-minute decay test period.

4.7 Leak Detection Solution or a Combustrble Gas Indicator. Any ligquid solution desrgned
. o detect vapor leaks may be used to verify the pressure integrity of system

components during this test; or a combustible gas detector that complies with the
requirements of USEPA Method 21, “Determination of Volatiie Organic Compounds
lLeaks”, 40 CFR Ch. 1, Part 60, App. A-7 (36 FR 24877, December 23, 1971) and .
section 5 of this test procedure. Personnel shall assume that the combustible gas
detector will be operated in an explosive atmosphere and comply with ali pertrnent
regulations. :

4.8 Traffic Cones. If needed for safety, use traffic cones to encircle the area while the test
is being conducted.

5." CALIBRATION PROCEDURE

5.1 The electronic pressure measuring device or digital pressure indicator shall be
calibrated using a National Institute of Standards and Technology (NIST) fraceable
standard or reference standard traceable to NIST within 180 days prior to conducting
the testing and the calibration. In addition, calibration shall be conducted after any
repairs or alterations to the pressure measuring or indicating device. Calibrations shall
be conducted per manufacturer’s instructions, ensuring it complies with the minimum
accuracy requirement of 1.5 percent of full scale. A copy of the most current calibration
~of shall be kept with the equipment.

5.2 The flowmeter shall be calibrated every 180 days using a NIST traceable standard or a
reference standard traceable to NIST as specified by the manufacturer's instructions.

5.3 Calibrate the combustible gas detector per the manufacturer’s recommendation.
Calibration gas shall be certified traceable to NIST-SRM.

5.3.1 The calibration gases must be certified according to one of the foliowing options:

5.3.1.1 The EPA Trsrceabil_ity Protocol for Assay and Certification of Gaseous
Calibration Standards (EPA-800/R-97/121 September 1997}, or

5.3.1.2 To an analytical accuracy of + 2 percent, traceable to a reference material
approved by the National Institute of Standards and Technology (NIST)
~ and recertified annually. ,

5.3.2 Documentation. Information on calibration gas cylinders shall be entered into a
log identifying each cylinder by serial number. Sufficient information shall be
maintained to allow a determination of the certification status of each calibration
gas and shall include: (1) the data put in service, (2) assay result, (3) the dates
the assay was performed, (4) the organization and specific personne! who
performed the assay, and (5) the date taken out of service.

California Air Resources Board | © July 26, 2012 May-2-2008'
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6. PRE-TEST PROCEDURES

8.1 Place the traffic cones around the perimeter of the testing area, allowing sufficient-
space to safely conduct the test.

"'6.2  Electronic manometers shall have a warm-up period of at least 15 minutes followed by
a five-minute drift check. If the drift exceeds 0.01 inches water column, the instrument
should not be used. ' ' )

8.3 Record system information on Form 1.
- 6.4 The minimum ullage during the test shall be 25 percent of the tank capacity and the
~ maximum ullage during the test shall be 75 percent of the tank capacity. For
manifoided tanks, the minimum ullage during the test shall be 25 percent of the ‘
aggregate tank capacity and the max:mum uliage during the test shall be 75 percent of
the aggregate tank capacity. _
6.5 Determine the allowable system leak rate using Equation 8-1 in se_ofion 8.
6.6 Ensure the nozzie(s) are properly hung in the dispenser boot and all dispenser cabinet
- covers are in place. No dispensing shall be allowed during the test.
6.7 If asteel bralded nltrogen supply line is not used, a ground strap should be employed
‘ during the mtroductlon of nltrogen |nto the system
"6.8" For two- pomt Phase I systems th:s test shall be conducted w:th the dust caps
removed from both the product and the vapor coupler.
8.9 If the Phase | containment box is equipped with a drain valve, this test shall be
conducted with the drain valve installed. :

- 6.10 Conduct visual inspection of vapor recovery components to ensure no cracks, tears, or
other anomalies are present that may cause a failure of the leak test.

8.11 Install system leak test assembly. An example is shown in Figure 1. Additional
examples can be found in TP-201.3 (Figures 1-3).
California Air Resources Board July 28, 2012 May-2-2008
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7. TEST PROCEDURE

7.1

7.2

7.3

7.4

7.5

7.6

Observe the initial storage tank pressure. If the initial pressure is greater than oné-half
(0.50) inch H,O gauge, proceed o Section 7.1.1. If the initial pressure is less than zero
(0.00) inch H,O gauge, proceed to Section 7.1.2. In the case where the storage tank
pressure is between 0.00 and 0.50 inches H,O, proceed to Section 7.2.: :

7.1.1 If the initial storage tank pressure is greater than one-half (0.50) inch H,O gauge,
carefully bleed off the excess pressure in accordance with all applicable safety
procedures for a maximum of 30 seconds. Do not allow the tanks to remain
open to atmosphere for more than 30 seconds or the ingestion of fresh air and
additional vapor growth may result. Start the stopwatch and measure the
storage tank pressure for three (3) minutes. If the 3-minute pressure exceeds
0.50 inches H;O or continues to change at a rate exceeding £0.02 inches HxO in
3 minutes, repeat this Section. Several attempts may be required.

7.1.2 If the initial storage tank pressure is less than zero (0.00) inches H;0 gauge, -
slowly introduce nitrogen so that the storage tank pressure is between zero
(0.00) and one-half (0.50) inches H,O gauge. Start the stopwatch and measure
the storage tank pressure for three (3) minutes. If the 3-minute pressure is not
between 0.00 and 0.50 inches H»O or continues to change at a rate exceedlng
£0.02 inches H,0 in 3 minutes, repeat this Section.

Open the nitrogen gas supply valve, regulate the delivery pressure fo at least 10 psig,
and pressurize the vapor system (or subsystem for individual vapor return line sysfems)
to or slightly above 2 inches water column. The minimum and maximum nitrogen feed
rates in to the system shall be 1 and 5 c¢fm (cubic feet per minute) respectively. Itis
critical to maintain the fiow until both fiow and pressure stabilize, indicating temperature
and pressure stabilization in the tanks. Close the nitrogen supply valve,

Check the system leak test assembly using leak detection solution to verify that the test
equipment is leak tight. Quickly remove the vapor cap assembly. Leak check the vapor
poppet, tank fittings, tank gauges, emergency vent, pipe fittings, hose fittings, test
equipment and other vapor connections that have a no leak standard. Use liquid leak
detection solutlon ora combustlble gas detector fo flnd Ieak(s) J-f—ieaks—are—ﬂeted—

Re-open the nitrogen suppiy vaive, and reset the tank pressure fo reestablish a
pressure slightly greater than 2 inches water column. Close the nitrogen supply valve
and start the stopwatch when the pressure reaches an initial pressure of 2.0 inches of
water column.

At one-minute intervals during the test, record the system pressure on Form 1. After
five minutes, record the final system pressure on Form 1. Carefully remove the system
leak test assembly.

Use Equation 8-1 in section 8 or Table 1 to determine the compliance status of the .
facility by comparing the final five-minute pressure with the minimum alflowable
pressure.

California Air Resources Board : July 26, 2012 May.2-2008
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Figure 1

Typical System Leak Test Assembly

Metenng Valve

Pressure Reguiator \ \ LR

Flowmeter

_ Mod |fied Vapor

Cap
Pressurized Nitrogen AR
"~ PN Valve -
- %
Pressure Device ~
Aboveground Storage Tank
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8. CALCULATING RESULTS
Minimum Allowable Presstiré

The minimum allowable pressure after five (5) minutes, with an initial pressure of 2.0 inches
water column, shall be calculated as shown below, or obtained from Table 1:

Equation 8-1

Pf = ze( -223.9V)

where:
P+ = The minimum pressure after 5 minutes, inches water column
vV = The ullage of the system, galions ' '
e = Constant equal to 2.71828
2 = The initial starting pressure, inches water column
2239 = ‘Decay constant for a 5 minute test ‘

9. REPORTING RESULTS

Report the results as indicated on Form 1. District may require the use of alternate
forms, provided they include the same minimum parameters identified in Form 1.

10. ALTERNATIVE TEST PROCEDURES

This procedure shall be conducted as specified. Any modifications to this fest
procedure shall not be used for certification unless prior written approval has been
obtained from the ARB Executive Officer, pursuant to Section 15 of Certification
Procedure CP-206. '

California Air Resources Board : . July 26, 2012 May-2,-2008
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Form 1

Summary of Source Test Data

Static Pressure Performance Test

GDF Name and Address: . ...

GDF Representative and Titie: .

GDF Phone #:

GDF # _
Manifoided? Y or N

PHASE || SYSTEM TYPE
7 (Check One)
Balance o :
VacAssist

Other

Manufacturer:

" Permit Conditions:

TANK#: |

1.- Product Grade
2. Actual Tank'Capacity, gallons -
3. Gasoline Volume

4. Ullage, gallons
(ullage = capacity-volume)

5. [Initial Pressure
(inches water column)

6. Pressure After 1 Minute
7. Pressure After 2 Minutes

8. Pressure After 3 Minutes
9. Pressure After 4 Minutes
10. Final Pressure After 5 Minutes

11. Allowable Final Pressure

Test Conducted by:

Date of Test:

Test Company:

Caiifornia Ai( Resources Board '
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TABLE 1
Leak Rate Criteria

‘ . MINIMUM PRESSURE
" . ULLAGE AFTER 5 MINUTES, .
(GALLONS). (INCHES OF WATER COLUMN)
100 0.21
150 - 0.45
200 0.65
250 : 0.82
300 0.95
350 B 1.05
400 | _ 114
450 1.22
500 1.28
550 ' 1.33
600 1.38 ]
650 1.42
700 _ 1.45
750 1.48
800 ' 1.51
850 1.54
900 1.56
950 1.58
1,000 1.60
1,200 1.66
1,400 1.70
1,600 1,74
1,800 1.77
2,000 1.79
2,200 1.81
2,400 1.82
2,600 1.83
2,800 1.85
3,000 . 1.86
3,500 1.88
4,000 1,89
4,500 1.90
5,000 1.91
6,000 1.93
7,000 1.94
8,000 ,‘ 1.94
9,000 1.95
10,000 1.96
15,000 . 1.97
20,000 1.98
California Air Resources Board duly 26, 2012 May 22008
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