Appendix B

ARB Laboratory Results



Table B-1

Chromium Source Testing Results: FINAL

Project: Alta Plating, Sacramento

Sample Collection Dates: 01/27/04 through 02/09/04

Probes and Impingers

mi of sample  Total Cr Total Cr Cr(VI) Cr(VD) Cr(vhas
Sample ID  collected ng/mi ng recovered ng/ml ng recovered | % of Total Cr
WB-1-P 100.2 <1.0 <100 NA -
WB-1-11 833 <1.0 <83 NA —
WB-1-12 85.4 <1.0 <85 NA -
Totals: ND NA N/A
A-11-11 119.9 1.7 200 1.2 140 70.0%
A-11-12 107.3 1.0 110 1.0 110 100.0%
A-11-P 98.3 28 2800 20 2000 71.4%
Totals: 3110 2250 72.3%
A-12-11 127.9 24 310 1.8 230 74.2%
A-12-12 113.8 <l1.0 <110 <0.2 <23 NA
A-12-P 89.2 50 4500 35 3104 68.9%
Totals: 4810 3330 69.2%
A-13-11 119.4 3.5 420 2.9 340 81.0%
A-13-12 97.6 <1.0 <100 <0.2 <20 NA
A-13-P 100.0 48 4800 35 3500 72.9%
Totals: 5220 3840 73.6%
A-21-11 120.2 2.1 250 1.9 220 88.0%
A-21-12 112.0 <1.0 <110 04 43 NA
A-21-P 111.2 10 1200 7.6 850 70.8%
Totals: 1450 1113 76.8%
A-22-11 136.0 1.9 260 1.6 220 84.6%
A-22-T2 108.1 <1.0 <110 0.4 42 NA
A-22-P 79.1 33 2600 28 2200 84.6%
Totals: 2860 2462 86.1%
A-23-11 121.3 1.0 120 0.7 920 75.0%
A-23-12 107.7 <1.0 <110 <0.2 <22 NA
A-23-P 118.8 12 1400 7.5 890 63.6%
Totals: 1520 980 64.5%
WP-2-11 853 <1.0 <85 <02 <17
WP-2-12 100.4 <1.0 <100 <0.2 <20
WP-2-P 98.0 <1.0 <100 <0.2 <20
Totals: ND ND NA

The Limit of Detection (LOD) for Cr by GFAA is 1.0 ng/ml. The LOD for Cr(VY) by IC is 0.2 ng/ml.

Samples with WB identification are the Pre-test samples. NA = not analyzed. ND = none detected at indicated detection limits.




Table B-2

Project: Alta Plating, Sacramento

Indoor Ambient Filters - FINAL

Air Volume Cr(Vl) Cr(VI) Cr(VvI)

Filter ID liters ng/ml ng recovered ng/m3
A-11-A 2260 11 160 70
A-12-A 4220 3.0 120 28
A-13-A 3100 2.1 32 10
A-21-A 3530 4.2 63 18
A-22-A 3130 33 50 16
A-23-A 3500 2.2 33 9.3
A-33-A 3390 18 270 79
A-32-A 4500 12 190 41
A-30-A 3680 14 210 57
A-31-A 17470 4.6 69 3.9

Extraction volume = 15 ml.




