
Exhibit 1

Executive (K-der G-7o-7D-.AC

List of Carponents for Healy Phase II Vapor Recovery SystEmS

yacwn Level ltD May be Used With:

Itsn! State Fire (Operating Range With Vapor Fla.')

MJdeJ t.tarshal m 15 - 30· 30 - 40· 60 - Ell· Cgments

I

tmzles

M:xIel 200 005:024:002

M:xIel 2OO(X} 005:024:002

M:xIel 400 005:027:010

x x
x
X

-x. in serial rurber indicates hi~ setting

\Iagun U11t

M:xIel 100

M:xIel 8500

M:xIel sm

005:024:004

005:027:008

005:027:009

X

X X

X

Individual jet pulpS - me per mzzle •

MJlti-jet unit - me per station

Mini-jet unit - me per 8 mzzles •

• Capable of sinultaneous operation

Pre$SlQNtra'm Valves (Use Required Except as Indicated by.)

VAAEC 2010-811-2 X• X
Hazlett H-PVB-l~ X· X

Hazlett H-PVB-1-BW X• X

CARS certified PIV valve X• X X

. PresSlre release setting 1.0· lilSter colum

PresSLre release setting 1.0· lilSter colum

PresSlre release setting 2.5· lilSter colum

PresSLre setting to be at least 2.0· and not to
exceed 3.0· ~; vaaun setting to be at

least 1/2 oz. and not to exceed 8.0· ~.
r.oaxjo] Procb;tNapgr Hose

75B (3/4·) 005:027:003

005:027:004

88B (7/8·) 005:024:005

Hose MiIP'Y AsserrRl jes
ex Series 005:024:005

CC6-M'D 005:027:002

x
X

X

X

X

X

X

X

X

X

X

X

X

X

X

Maxinun hose length 13 feet.

Nate: See Exhibit 2 fer approved codes.




