
Modification Highlights 
to VR-102 Executive Order & Exhibits 

 
Global change - All references to Revision level in the legal language and exhibits of Executive Order VR-102 
along with the ARB Approved Installation, Operation and Maintenance (IOM) have been changed to letter O. 

 
VR‐102‐O Executive Order 

Legal Language  1. Pg. 1 ‐ Changed last modified EO date to January 25, 2014 (third paragraph); 
2. Pg. 1 ‐ Included WHEREAS statements: 

a. OPW requesting amendment to include 1‐2200 spill containers (fourth 
paragraph);  

b. OPW requesting amendment to include 71SO testable overfill valve 
(fifth paragraph); 

c. OPW requesting amendment to include 1DP‐2100 drain plug kit (sixth 
paragraph); and 

d. McGard requesting amendment to include fuel lock (seventh 
paragraph). 

3. Pg. 2 ‐ Changed revision letter from “M” to “N” (fourth paragraph); 
4. Pg. 3 ‐ Changed verbiage in first paragraph from “…and depending on the 

system configuration,” to “…and depending on whether the system includes an 
overfill prevention device and/or spill container drain valve,” (first paragraph); 
and 

5. Pg. 3 ‐ Clarify that existing systems may continue to operate for up to four 
years after the expiration date, if certification is not renewed and changed 
revision letter to “N”.  Changed issue date to January 25, 2014 (fifth 
paragraph).  

Exhibit 1  1. Pg. 1 ‐ Removed OPW/Pomeco Name and added 1‐2100 series in its place; 
2. Pg. 1 ‐ Added the 1‐2200 spill containers to equipment list; 
3. Pg. 1 ‐ Added 1‐2100, 1‐2200 and 1‐3100 spill containers legend; 
4. Pg. 1 ‐ Revised footnote 1 regarding optional plug in product spill containers; 
5. Pg. 2 ‐ Added the 1DP‐2100 Replacement Drain Plug kit to equipment list; 
6. Pg. 3 ‐ Added the 71SO Testable drop tube to equipment list; 
7. Pg. 3 ‐ Added McGard fuel lock and bladder plug to equipment list; 
8. Pg. 4 ‐ Added Replacement Drain Plug kit to “Components Exempt from 

Identification Requirements” table; 
9. Pg. 4 ‐ Added McGard fuel lock to “Components Exempt from Identification 

Requirements” table; 
10. Pg. 5 ‐ Added photo of 1DP‐2100 field installed drain plug; 
11. Pg. 10 ‐ Added photo of the 71SO Testable Drop Tube; and 
12. Pg. 17 ‐ Added photos of the McGard Fuel Lock. 

Exhibit 2  1. Pg. 3 ‐ Added new section entitled “Product Spill Container Drain Plug 
(Optional); 

2. Pg. 3 ‐ Moved item #3 to new item #4 under Drop Tube Overfill Prevention 
Device section.  New item #3 includes a specification for the testable plug used 
in the OPW 71SO Testable overfill prevention device; 

3. Pg. 3 ‐ Added 1‐2200 spill containers to the footnote; and 
4. Pg. 7 ‐ Figure 2A, added note that optional OPW factory installed or field 

installed OPW 1DP‐2100 drain plug is permitted.  Added footnote about the 
optional McGard FL1 or FL2 Fuel Lock. 

Exhibit 3  No change 

Exhibit 4  1. Pg. 11 ‐ Added McGard warranty Information. 

 
 



Modification Highlights 
to VR-102 Executive Order & Exhibits 

 
VR‐102‐O Installation, Operation, and Maintenance Manual (IOM) 

Table of Contents  1. Pg. 3 ‐ Added the 1‐2200 spill containers series to equipment list; 
2. Pg. 3 ‐ Added the 1DP‐2100 Drain Plug to equipment list; 
3. Pg. 4 ‐ Added the 71SO Testable Overfill Prevention Device to equipment list; 
4. Pg. 4 ‐ Added the McGard Fuel Lock to equipment list; and 
5. Pg. 4 ‐ Added McGard Bladder Plug to equipment list. 

Maintenance 
Activity 
Guidelines 

1. Pg. 7 ‐ Added 71SO Testable Overfill Prevention Device to table. 

Equipment 
Installation Check 
List 

1.  Pg. 9 ‐ Added 71SO Testable Overfill Prevention Device to list 

IOM  1. Pg. 21 ‐ Added the I‐22OO spill container IOM; 
2. Pg. 34 ‐ Added the 1DP‐2100 replacement Drain Plug IOM; 
3. Pg. 76 ‐ Added the 71SO/71SO Testable IOM; 
4. Pg. 125 ‐ Added the McGard Fuel Lock IOM; and 
5. Pg. 127 ‐ Added the McGard bladder Plug IOM. 

 
 


