
TP201.3 Static Leak Decay Test Equipment 
 
Flow Meter 
Dwyer Model # RMC-102-SSV 
0-100 SCFM Flowmeter 
 
Manometer 
Dwyer Series 475 Mark III Digital Manometer 
Range 0.00 - 4.00 inches water column 
 
4" Vapor Poppet Dust Cap Assembly 

1 ea Universal Valve Vapor Dust Cap 
Mod ## 7 31 -4FT 

2 ea.   Swagelock 1/4" Quick disconnect female/ 1/4" male NPT pipe 
thread 

1 ea 3/16" X 2" Stainless Steel bolt 
1 roll 1/2" wide teflon tape 
 

1) Drill and tap a hole in the center of the dust cap for the 3/16" Bolt 
2) Drill and tap 2 holes on a 1" radius of the dust cap for the 1/4" NPT male 

Swagelock fittings. 
3) Wrap both Swagelock 1/4" male ends and thread into the top of the dust 

cap. 
4) Wrap 3/16" diameter bolt with teflon tape and thread all the way down 

through the top of the dust cap until the bolt bottoms out onto the top of 
the dust cap.  When finished, the 2" bolt should protrude approximately  
1-1/4" through the bottom of the dust cap.  This bolt holds the vapor 
poppet open when the dust cap is installed on the Phase I Vapor riser and 
allows for the flow of nitrogen through the dustcap and into the storage 
tank head space.  It also allows the tester to take pressure readings of the 
storage tank. 

 
2 Stage Regulator for Inert Gases 
CONCOA Series 6500 for Argon Helium Nitrogen (shown in photo) 
Model # 806 6585  Inert Gas  CGA 580 
 
Ball Valve 
 
20 feet 1/4 inch diameter teflon tubing 
 
6 feet 1/4 inch Tygon® Tubing 
 
Swagelock 1/4" Quik Disconnects 

4 ea male/female. 
 
 


